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CHAPTER 1 


Getting Around in the Networking 
Services Library 


Networking is pervasive in this digital age in which we live. Information at your fingertips, 
distributed computing, name resolution, and indeed the entire Internet—the advent 

of which will be ascribed to our generation for centuries to come—imply and require 
networking. Everything that has become the buzz of our business and personal lives, 
including e-mail, cell phones, and Web surfing, is enabled by the fact that networking 
has been brought to the masses (and we’ve barely scraped the beginning of the trend). 
You, the network-enabled Windows application developer, need to know how to lasso 
this all-important networking services capability and make it a part of your application. 
You've come to the right place. 


Networking isn’t magic, but it can seem that way to those who aren’t accustomed to 

it (or to the programmer who isn’t familiar with the technologies or doesn’t know how to 
make networking part of his or her application). That’s why the Networking Services | 
Developer's Reference Library isn’t just a collection of programmatic reference 
information; it would be only half-complete if it were. Instead, the Networking Services 
Library is a collection of explanatory and reference information that combine to provide 
you with the complete set that you need to create today’s network-enabled Windows 
application. — 


The Networking Services Moran is thie comprehensive reference guide to sainone 
enabled application development. This library, like all libraries in the Windows 
Programming Reference Series (WPRS), is designed to deliver the most complete, 
authoritative, and accessible reference information available on a given subject of 
Windows network programming—without sacrificing focus. Each book in each library is — 
dedicated to a logical group of technologies or development concerns; this approach has 
been taken specifically to enable you to find the information you need quickly, efficiently, 
and intuitively. 


In addition to its networking services development information, the Networking Services 
Library contains tips designed to make your programming life easier. For example, 

a thorough explanation and detailed tour of MSDN Online is included, as is a section 
that helps you get the most out of your MSDN subscription. Just in case you.don’t have 
an MSDN subscription, or don’t know why you should, I’ve included information about 
that too, including the differences between the three levels of MSDN subscription, what 
each level offers, and why you’d want a subscription when MSDN Online is available 
over the Internet. 7 
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To ensure that you don’t get lost in all the information provided in the Networking 
Services Library, each volume’s appendixes provide an all-encompassing programming 
directory to help you easily find the particular programming element you’re looking for. 
This directory suite, which covers all the functions, structures, enumerations, and other 
programming elements found in network-enabled application development, gets you 
quickly to the volume and page you need, saving you hours of time and bucketsful 

of frustration. 


How the Networking Services Library Is Structured 


The Networking Services Library consists of five volumes, each of which focuses on 
a particular aspect of network programming. These programming reference volumes 
have been divided into the following: 


e Volume 1: Winsock and QOS 

e Volume 2: Network Interfaces and Protocols 
e Volume 3: RPC and WNet | 
e Volume 4: Remote Access Services 

e Volume 5: Routing 


Dividing the Networking Services Library into these categories enables you to quickly 
identify the Networking Services volume you need, based on your task, and facilitates 
your maintenance of focus for that task. This approach enables you to keep one 
reference book open and handy, or tucked under your arm while researching that aspect 
of Windows programming on sandy beaches, without risking back problems (from toting 
around all 3,000+ pages of the Networking Services Library) and without having to 
shuffle among multiple less-focused books. | 


Within the Networking Services Library—and in fact, in all WPRS Libraries—each 
volume has a deliberate structure. This per-volume structure has been created to further 
focus the reference material in a developer-friendly manner, to maintain consistency 


within each volume and each Library throughout the series, and to enable you to easily 


gather the information you need. To that end, each volume in the Networking Services 
Library contains the following parts: 

e Part 1: Introduction and Overview | 

e Part 2: Guides, Examples, and Programmatic Reference 

e Part 3: Intelligently Structured Indexes 
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Part 1 provides an introduction to the Networking Services Library and to the WPRS 
(what you’re reading now), and a handful of chapters designed to help you get the most 
out of networking technologies, MSDN, and MSDN Online. MSDN and WPRS Libraries 
are your tools in the developer process; knowing how to use them to their fullest will 
enable you to be more efficient and effective (both of which are generally desirable 
traits). In certain volumes (where appropriate), I’ve also provided additional information 
that you’ll need in your network-enabled development efforts, and included such 
information as concluding chapters in Part 1. For example, Volume 3 includes a chapter 
that explains terms used throughout the RPC development documentation; by putting 
itinto Chapter 5 of that volume, you always know where to go when you have a question 
about an RPC term. Some of the other volumes in the Networking Services Library 
conclude their Part 1 with chapters that include information crucial to their volume’s 
contents, but I’ve been very selective about including such information. Publishing 
constraints have limited the amount of information | can provide in each volume 

(and in the library as a whole), so I’ve focused on the priority: getting you the most 
useful information possible within the number of pages | have to work with. 


Part 2 contains the networking reference material particular to its volume. You'll notice 
that each volume contains much more than simple collections of function and structure 
definitions. A comprehensive reference resource should include information about how 
to use a particular technology, as well as definitions of programming elements. 
Consequently, the information in Part 2 combines complete programming element 
definitions with instructional and explanatory material for each programming area. 


Part 3 is a collection of intelligently arranged and created indexes. One of the biggest 
~ challenges of the IT professional is finding information in the sea of available resources 
~ and network programming is probably one of the most complex and involved of any 
development discipline. In order to help you get a handle on network programming 
references (and Microsoft technologies in general), Part 3 puts all such information into 
an understandable, manageable directory (in the form of indexes) that enables you 
to quickly find the information you need. 


How the Networking Services Library Is Designed 
The Networking Services Library (and all libraries in the WPRS) is designed to deliver 
the most pertinent information in the most accessible way possible. The Networking 
Services Library is also designed to integrate seamlessly with MSDN and MSDN Online 
by providing a look and feel consistent with their electronic means of disseminating 
Microsoft reference information. In other words, the way a given function reference 
appears on the pages of this book has been designed specifically to emulate the way 
that MSDN and MSDN Online present their function reference pages. 


The reason for maintaining such integration is simple: to make it easy for you to use the 
tools and get the ongoing information you need to create quality programs. Providing a 
“common interface” among reference resources allows your familiarity with the _ 

_ Networking Services Library reference material to be immediately applied to MSDN or 
MSDN Online, and vice-versa. In a word, it means SO RSI 
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You'll find this philosophy of consistency and simplicity applied throughout WPRS 
publications. I’ve designed the series to go hand-in-hand with MSDN and MSDN Online 
resources. Such consistency lets you leverage your familiarity with electronic reference 
material, then apply that familiarity to enable you to get away from your computer if you’d 
like, take a book with you, and—in the absence of keyboards and e-mail and upright 
chairs—get your programming reading and research done. Of course, each of the 
Networking Services Library volumes fits nicely right next to your mouse pad as well, 
even when opened to a particular reference page. 


With any job, the simpler and more consistent your tools are, the more time you can 
spend doing work rather than figuring out how to use your tools. The structure and 
design of the Networking Services Library provide you with a comprehensive, 
presharpened toolset to build compelling Windows applications. 


CHAPTER 2 
What’s In This Volume? 


Volume 5 of the Networking Services Developer’s Reference Library is a complete 
treatment of the routing capabilities built into RRAS. 


The routing components of RRAS make it possible for a computer running Windows NT 
Server 4.0 or Windows 2000 Server to function as a network router. (RRAS also 
provides the next generation of server functionality for the Remote Access Service 
(RAS) for Windows. See Volume 4 for more information about the remote access 
capabilities of RRAS.) , | 


This volume also has information about how you can use development resources such 
as MSDN, MSDN Online, and developer support resources. This helpful information 

is found in various chapters in Part 1, and those chapters are common to all WPRS 
volumes. By including this information in each library and in each volume, a few goals of 
the WPRS are achieved: . ee 


e | don’t presume you have bought, or expect you to have to buy another WPRS Library 
to get access to this information. Maybe your primary focus is network programming, 
and your budget doesn’t allow for you to purchase the Active Directory Developer’s 

_ Reference Library. Since I’ve included this information in this library, you don’t have 
to...because that useful developer resource information is included in this library, 
as well. | | | 


e You can access this important and useful information regardless of which volume you 
have in your hand. You don’t have to (nor should you have to) fumble with another 
physical book to refer to information about how to get the most out of MSDN, or where 
to get support for questions you have about a particular Windows development 
problem you're having. 


e Each volume becomes more useful, more portable, and more complete in and 
of itself. This goal of the WPRS makes it easier for you to grab one of its libraries’ 
volumes and take it with you, rather than feeling like you must bring multiple volumes 
with you to have access to the library’s important overview and usability information. 


These goals have steered this library’s content and choices of included technologies; 
| hope you find its information is useful, portable, a good value, and as accessible as 
it can be. 


Part 2 of this volume provides the following routing information. 
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Router Administration 


The router administration API enables developers to create applications that manage the 
router service on a computer running Microsoft Windows 2000 or running Microsoft 
Windows NT 4.0 with the RRAS add-on installed. (Note that not all API functions are 
supported on both of these platforms.) The following topics are covered in this volume, 
and provide detailed information about router administration: 


e Components of the Router Architecture | 

e Router Initialization 

e Router Management Functions 

e Router Interface Functions 

e Router Manager (Transport) Functions 

e Router Manager Client (InterfaceTransport) Functions 
e Mprinfo Functions and Information Headers 

e Managing Router Clients and Interfaces 


Message Information Base (MIB) 


The routing capabilities built into RRAS include the Management Information Base (MIB) 
API, which makes it possible to query and set the values of MIB variables exported 

by one of the router managers or any of the routing protocols that the router managers 
service. By using this API, the router supports the Simple Network Management 
Protocol (SNMP). 


Packet Filtering 


Packet Filtering enables the developer to create and manage input and output filters for 
IP packets. Each IP adapter interface can be associated with one or more filters. Filters 
can include source and destination addresses, address mask ane port, and protocol 
identifiers. 


Routing Protocol Interface 


This chapter that describes the Routing Protocol Interface and explains how 

the integration of third-party routing protocols into RRAS is possible. RRAS defines the 
interface between the router manager and the Dynamic-Link Library (DLL) for routing 
protocols, and exposes that interface oe routing protocol interface programming 
capabilities. 
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Routing Table Manager (RTM) v1 


The Routing Table Manager (RTM) is a central repository of routing information for all 
routing protocols that operate under RRAS. The RTM provides routing information to all 
interested components, such as routing protocols, management agents, and monitoring 
agents. The RTM also determines the best route to each destination network known to 
the routing protocols. It determines this route based on routing protocol priorities and on 
metrics associated with the routes, then passes the best-route information on to the 
forwarders and back to the routing protocols. | 


Routing Table Manager (RTM) v2 


The Routing Table Manager Version 2 (RTMv2) API is a feature of Windows 2000 that 
you can use to write routing protocols that interact with the routing table managers. 
RTMv2 is not available for Windows NT 4.0. Additionally, RTMv2 cannot be used for IPX 
routing protocols that run on Windows NT 4.0 or Windows 2000. If you are using IPX or 
writing routing protocols for Windows NT 4.0, you must use the Routing Table Manager 
Version 1 (RTMv1) API. 


Multicast Group Manager 


The Multicast Group Manager (MGM) API enables developers to use the multicast 
routing capabilities of Windows 2000 Server. Developers can write routing protocols that 
join and leave multicast groups, as well as administrative applications that track group 
membership. Routing protocol developers can use MGM to develop callback functions 
to communicate group membership information directly to the routing protocol. 


CHAPTER 3 


Using Microsoft Reference 
Resources 


Keeping current with all the latest information on the latest networking technology is like 
trying to count the packets going through routers at the MAE-WEST Internet service | 
exchange by watching their blinking activity lights: It’s impossible. Often times, 
application developers feel like those routers might feel at a given day’s peak activity; too 
much information is passing through them, none of which is being absorbed or passed 
along fast enough for their boss’ liking. 


For developers, sifting through all the available information to get to the required 
information is often a major undertaking, and can impose a significant amount of 
overhead upon a given project. What’s needed is either a collection of information that 

_ has been sifted for you, shaking out the information you need the most and putting that 
pertinent information into a format that’s useful and efficient, or direction on how to sift 
the information yourself. The Networking Services Developer’s Reference Library does 
the former, and this chapter and the next provide you with the latter. 


This veritable white noise of information hasn’t always been a problem for network 
programmers. Not long ago, getting the information you needed was a challenge | 
because there wasn’t enough of it; you had to find out where such information might be 
located and then actually get access to that location, because it wasn’t at your fingertips © 
or on some globally available backbone, and such pearening took time. In short, the 
availability of information was limited. 


Today, the volume of information that surrounds us sometimes numbs us; we’re 
overloaded with too much information, and if we don’t take measures to filter out what 
we don't need to meet our goals, soon we become inundated and unable to discern 
what’s “white noise” and what’s information that we need to stay on top of our respective 
fields. In short, the overload of available information makes it more difficult for us to find — 
what we really need, and wading through the deluge slows us down. 


This fact applies equally to Microsoft's reference material, because there is so much 
information that finding what you need can be as challenging as figuring out what to do 
with it once you have it. Developers need a way to cut through what isn’t pertinent to 
them and to get what they’re looking for. One way to ensure you can get to the 
information you need is to understand the tools you use; carpenters know how to use 
nail-guns, and it makes them more efficient. Bankers know how to use ten-keys, and it 
makes them more adept. If you’re a developer of Windows applications, two tools you 
should know are MSDN and MSDN Online. The third tool for developers—reference 
books from the WPRS—can help you get the most out of the first two. 
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Books in the WPRS, such as those found in the Networking Services Developer's 
Reference Library, provide reference material that focuses on a given area of Windows 

- programming. MSDN and MSDN Online, in comparison, contain all of the reference 
material that all Microsoft programming technologies have amassed over the past few 
years, and create one large repository of information. Regardless of how well such 
information is organized, there’s a lot of it, and if you don’t know your way around, 
finding what you need (even though it’s in there, somewhere) can be peeve time- 
consuming, and just an overall bad experience. 


This chapter will give you the insight and tips you need to navigate MSDN and MSDN 

Online and enable you to use each of them to the fullest of their capabilities. Also, other 

Microsoft reference resources are investigated, and by the end of the chapter, you'll 

know where to go for the Microsoft reference information you need (and how to quickly 
and efficiently get there). 


The Microsoft Developer Network 


MSDN stands for Microsoft Developer Network, and its intent is to provide developers 
with a network of information to enable the development of Windows applications. Many 
people have either worked with MSDN or have heard of it, and quite a few have one of 

— the three available subscription levels to MSDN, but there are many, many more who 
don’t have subscriptions and could use some concise direction on what MSDN can do 
for a developer or development group. If you fall into any of these categories, this 
section is for you. 


There is some clarification to be done with MSDN and its offerings; if you’ve heard of | 
MSDN, or have had experience with MSDN Online, you may have asked yourself one of 
these questions during the process of getting up to speed with either resource: 


e Why do! need a subscription to MSDN if resources such as MSDN Online are 
accessible for free over the Internet? 


e What is the difference between the three levels of MSDN subscriptions? 


e Is there a difference between MSDN and MSDN Online, other than the fact that one is 
on the Internet and the other is on a CD? Do their features overlap, separate, 
coincide, or what? 


If you have asked any of these questions, then lurking somewhere in the back of your 
thoughts has probably been a sneaking suspicion that maybe you aren't getting the most 
out of MSDN. Maybe you’re wondering whether you’re paying too much for too little, or 
not enough to get the resources you need. Regardless, you want to be in the know and 
not in the dark. By the end of this chapter, you'll know the answers to all these questions 
| and more, along with some effective tips and hints on how to make the most effective 
~ use of MSDN and MSDN Online. 
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~ Comparing MSDN with MSDN Online 


Part of the challenge of differentiating between MSDN and MSDN Online comes with 
determining which has the features you need. Confounding this differentiation is the fact 
that both have some content in common, yet each offers content unavailable with the 
other. But can their difference be boiled down? Yes, if broad strokes and some 
generalities are used: 


e MSDN provides reference content and the latest Microsoft product software, all 
shipped to its subscribers on CD or DVD. 


e MSDN Online provides reference content anda development community forum, and 
is available only over the Internet. | 


Each delivery mechanism for the content that Microsoft is making available to Windows 
developers is appropriate for the medium, and each plays on the strength of the medium 
to provide its “customers” with the best possible presentation of material. These 
strengths and medium considerations enable MSDN and MSDN Online to provide 
developers with different feature sets, each of which has its advantages. 


MSDN is perhaps less “immediate” than MSDN Online because it gets to its subscribers 

_ in the form of CDs or DVDs that come in the mail. However, MSDN can sit in your 
CD/DVD drive (or on your hard drive), and isn’t subject to Internet speeds or failures. 
Also, MSDN has a software download feature that enables subscribers to automatically 
update their local MSDN content over the Internet, as soon as it becomes available, 

_ without having to wait for the update: CD/DVD to come in the mail. The interface with © 
which MSDN displays its material—which looks a whole lot like a specialized browser | 
window—is also linked to the Internet as a browser-like window. To further coordinate 
MSDN with the immediacy of the Internet, MSDN Online has a section of the site | 
dedicated to MSDN subscribers that enable subscription material to be updated (on their 
local machines) as soon as it’s available. 


MSDN Online has lots of editorial and technical columns that are published directly to 
the site, and are tailored (not surprisingly) to the issues and challenges faced by 7 
developers of Windows applications or Windows-based Web sites. MSDN Online also - 
has a customizable interface (somewhat similar to MSN.com) that enables visitors to — 
tailor the information that’s presented upon visiting the site to the areas of Windows 
development in which they are most interested. However, MSDN Online, while full of 
up-to-date reference material and extensive online developer community content, 
doesn’t come with Microsoft product software, and doesn’t reside on your local machine. 


Because it’s easy to confuse the differences and similarities between MSDN and MSDN 
Online, it makes sense to figure out a way to quickly identify how and where they depart. 
_ Figure 3-1 puts the differences—and similarities—between MSDN and MSDN Online 
Into a quickly identifiable format. 
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Figure 3-1: The similarities and differences in coverage between MSDN and 
SDN Online. 


ne feature you'll notice is shared between MSDN and MSDN Online is the interface— 


they are very similar. That's almost certainly a result of attempting to ensure that 
evelopers’ user experience with MSDN is easily associated with the experience had on 


SDN Online, and vice-versa. 
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Remember, too, that if you are an MSDN subscriber, you can still use MSDN Online and 
its features. So it isn’t an “either/or” question with regard to whether you need an MSDN 
subscription or whether you should use MSDN Online; if you have an MSDN | 
subscription, you will probably continue to use MSDN Online and the additional features 
provided with your MSDN subscription. 


MSDN Subscriptions 


lf you’re wondering whether you might benefit from a subscription to MSDN, but you 
aren’t quite sure what the differences between its subscription levels are, you aren't 

alone. This section aims to provide a quick guide to the differences in subscription levels, 
and even provides an estimate for what each subscription level costs. 


The three subscription levels for MSDN are: Library, Professional, and Universal. Each 
has a different set of features. Each progressive level encompasses the lower level’s 
features, and includes additional features. In other words, with the Professional 
subscription, you get everything provided in the Library subscription plus additional 
features; with the Universal subscription, you get everything provided in the Professional 
subscription plus even more features. 


MSDN Library Subscription 


The MSDN Library subscription is the basic MSDN subscription. While the Library 

~ subscription doesn’t come with the Microsoft product software that the Professional and 
Universal subscriptions provide, it does come with other features that developers may 
find necessary in their development effort. With the Hb rary pais you get the 
following: 


e The Microsoft reference library, including SDK and DDK documentation, updated 
quarterly 

e Lots of sample code, which you can cut-and-paste into your projects, royalty free 

e The complete Microsoft Knowledge Base—the collection of bugs and workarounds 

e Technology specifications for Microsoft technologies : | 


_ © The complete set of product documentation, such as Microsoft Visual Studio, 
_ Microsoft Office, and others 


e Complete (and in some cases, partial) electronic copies of selected books and 
magazines 


e Conference and seminar papers—if you weren't there, you can use MSDN’ s notes 


In addition to these items, you also get: 


e Archives of MSDN Online columns : 
-@ Periodic e-mails from Microsoft chock full of development: -related information 
e A subscription to MSDN News, a bi-monthly newspaper from the MSDN folks 
e Access to subscriber-exclusive areas and material on MSDN Online 
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MSDN Professional Subscription 


The MSDN Professional subscription is a superset of the Library subscription. In addition 
to the features outlined in the previous section, MSDN Professional subscribers get the 
following: 


e Complete set of Windows operating systems, including release versions of 
Windows 95, Windows 98, and Windows NT 4 Server and Workstation. 

° Windows SDKs and DDKs in their entirety | 

e International versions of Windows operating systems (as chosen) 

e Priority technical support for two incidents in a development and test environment 


MSDN Universal Subscription 


The MSDN Universal subscription is the all-encompassing version of the MSDN 
subscription. In addition to everything provided in the Professional euse enue 
Universal subscribers get the following: 


e The latest version of Visual Studio, Enterprise Edition 


e The Microsoft BackOffice test platform, which includes all sorts of Microsoft product 
software incorporated in the BackOffice family, each with a special 10-connection 
license for use in the development of your software products 


_@ Additional development tools, such as Office Developer, Microsoft einer and 


Microsoft Project 


e Priority technical support for two additional incidents ina development and test 
environment (for a total of four incidents) 


Purchasing an MSDN Subscription 


Of course, all the features that you get with MSDN subscriptions aren't free. MSDN 
subscriptions are one-year subscriptions, which are current as of this writing. Just as 
each MSDN subscription escalates in functionality of incorporation of features, so does 
each escalate in price. Please note that prices are subject to change. 


The MSDN Library subscription has a retail price of $199, but if you’re renewing an 
existing subscription you get a $100 rebate in the box. There are other perks for existing 
Microsoft customers, but those vary. Check out the Web site for more details. 


The MSDN Professional subscription is a bit more expensive than the Library, with a 


retail price of $699. If you’re an existing customer renewing your subscription, you again 


get a break in the box, this time in the amount ofa $200 rebate. You also get that break 
if you’re an existing Library subscriber who’s upgrading to a Professional subscription. 


~The MSDN Universal subscription takes a big jump in price, sitting at $2,499. If you’re 


upgrading from the Professional subscription, the price drops to $1,999, and if you’re 
upgrading from the Library subscription level, there’s an in-the-box rebate for $200. 
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As is often the case, there are academic and volume discounts available from various 
resellers, including Microsoft, so those who are in school or in the corporate environment 
can use their status (as learner or learned) to get a better deal—and in most cases, the 
deal is in fact much better. Also, if your organization is using lots of Microsoft products, 

_ whether or not MSDN is a part of that group, ask your purchasing department to look into 
the Microsoft Open License program; the Open License program gives purchasing 
breaks for customers who buy lots of products. Check out www.microsoft.com/licensing 
for more details. Who knows, if your organization qualifies you could end up getting an 
engraved pen from your purchasing department, or if you’re really lucky maybe even a 

plaque of some sort for saving your company thousands of dollars on Microsoft products. 


~ You can get MSDN subscriptions from a number of sources, including online sites 
specializing in computer-related information, such as www.iseminger.com (shameless 
self-promotion, | know), or from your favorite online software site. Note that not all 
software resellers carry MSDN subscriptions; you might have to hunt around to find one. 
Of course, if you have a local software reseller that you frequent, you can check out 
whether they carry MSDN subscriptions. 


As an added bonus for owners of this Networking Services Developer’s Reference — 
Library, in the back of Volume 1, you'll find a $200 rebate good toward the purchase of 
an MSDN Universal subscription. For those of you doing the math, that means you 
actually make money when you purchase the Networking Services Developer’s 
Reference Library and an MSDN Universal subscription. With this rebate, every 
developer in your organization can have the Networking Services Developer's Refence 
Library on their desk and the MSDN Universal subscription on thier desktop, and still 
come out $50 ahead. That’s the kind of math even accountants can like. 


‘Using MSDN 


MSDN subscriptions come with < an installable interface, and the Professional and 
Universal subscriptions also come with a bunch of Microsoft product software such as 
Windows platform versions and BackOffice applications. There’s no need to tell you how 
to use Microsoft product software, but there’s a lot to be said for providing some quick - 
but useful guidance on getting the most out of the interface to present and navigate 
through the seemingly endless supply of reference material provided with any MSDN 
subscription. 


To those who have used MSDN, the interface shown in Figure 3 3-2 is likely familiar; i's 
the navigational front-end to MSDN reference material. | : 


The interface is familiar and straightforward enough, but if you don’t have a grasp on its 
features and navigation tools, you can be left a little lost in its sea of information. With a 
few sentences of explanation and some ups for efieotive navigation, however, you can 

_ Increase ts effectiveness 7 Mramalically: 
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Navigating MSDN 


One of the primary features of MSDN—and to many, its primary drawback—is the sheer 
volume of information it contains, over 1.1GB and growing. The creators of MSDN likely 
realized this, though, and have taken steps to assuage the problem. Most of those steps 
relate to enabling developers to selectively navigate through MSDN’s content. 


Ee MSDN Library - October 1999 


MSDN Library - 
October 1999 


Welcome to the MSDN Library 
Visual Studio 6.0 Documentation Welcome to the October 1999 


Office Developer Documentation release of the MSDN Library. 
Windows CE Documentation 


Platform SDK The MSDN Library is the essential reference for developers, with. 
SDK Documentation more than a gigabyte of technical programming information, 

DDK Documentation including sample code, documentation, technical articles, the 
Windows Resource Kits Microsoft Developer Knowledge Base, and anything else you 
Tools and Technologies - might need to develop solutions that implement Microsoft 


Knowledge Base 
Technical Articles technology. 


Backgrounders 
Specilications 
sei ' Dr. GUI's Espresso Stand — 
Partial Books a 


Periodicals Dr. GUI introduces the October 1999 release of the MSDN Library. The 
| good doctor examines new Library content, including articles and 
documentation about Windows 2000, Windows CE, Office 2000, and 
databases and data access, plus several new technical article sample 
suites, 
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Samples 


Fe What's New on the Library 


-Read through this document for summaries of what's new and follow 
the links to the new titles, 


Figure 3-2: The MSDN interface. 


Basic navigation through MSDN is simple and is a lot like navigating through Microsoft 
Windows Explorer and its folder structure. Instead of folders, MSDN has books into 
which it organizes its topics; expand a book by clicking the + box to its left, and its 
contents are displayed with its nested books or reference pages, as shown in Figure 3-3. 
If you don’t see the left pane in your MSDN viewer, go to the View menu and select 
Navigation Tabs and they'll appear. 


The four tabs in the left pane of MSDN—increasingly referred to as property sheets 
these days—are the primary means of navigating through MSDN content. These four 
tabs, in coordination with the Active Subset drop-down box above the four tabs, are the 
tools you use to search through MSDN content. When used to their full extent, these 
coordinated navigation tools greatly improve your MSDN experience. 


MSDN Library - October 1999 - 


& ‘felcome to the MSDN Library 
© Visual Studio 6.0 Documentation 
rF ¢ Office Developer Drocurnentatian 
} @& Windows CE Documentation 
1 Cy Platform SDK 
@ Getting Started 


w & Design Strategies and Standards 


pa ee Base Services 
ee Component Services 
eS. Data Access Services 


#} @ Graphics and Multimedia Services 


& Management Services 


MADCAP 


Purpose 


MADCAP, or Multicast Address 
Dynamic Client Allocation 
Protocol, is a technology 
aimed at making it easy for 
clients to renew and release 
Multicast addresses, enabling 
clients to dynamically 
"cannect" and "disconnect" 
from multicast network 
transmissions, 
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General 
information 
about 
MADCAP, 


Reference 


Documentation 
of MADCAP 
functions and 
structures. 
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& Messaging and Collaboration Services 

2 i Networking and Directory Services 
real &: Active Directory, ADSI. and Directory Services 
& Common Internet File System Pratocal 


The development of Feedhack 
standards for MADCAP Is 


ongoing, and falls under the Make error 


@ Fax Service 
iH SS Internet Protocol Helper 


ea e Lightweight Directory Access Protocol (LDAP Al 


@> Microsoft SNA Server 


Multicast Address Allocation 
(malloc) Working Group at the 
IETF. 


reports and 
feature 
requests 
directly to 
Microsoft. 


Multicast Address Dynamic Client Allocation Fro 
oa & Network Management 
@ Network Monitor 


Where Applicable 
Developers can use MADCAP 


Figure 3-3: Basic navigation through MSDN. 


The Active Subset drop-down box is a filter mechanism; choose the subset of MSDN 
information you’re interested in working with from the drop-down box, and the 
information in each of the four Navigation Tabs (including the Contents tab) limits the 
information it displays to the information contained in the selected subset. This means 
that any searches you do in the Search tab, and in the index presented in the Index tab, 
are filtered by their results and/or matches to the subset you define, greatly narrowing 
the number of potential results for a given inquiry. This enables you to better find the 
information you’re really looking for. In the Index tab, results that might match your 
inquiry but aren’t in the subset you have chosen are grayed out (but still selectable). In. 
the Search tab, they simply aren't displayed. | 


MSDN comes with the following predefined subsets (these subsets are subject to 
change, based on documentation Heats and TOC reorganizations): 


Entire Collection 

MSDN, Books and Periodicals 

MSDN, Content on Disk 2 only - 
(CD only — not in DVD version) 


MSDN, Content on Disk 3 only 
(CD only — not in DVD version) 

MSDN, Knowledge Base 

MSDN, Technical Articles and 
Backgrounders 


Platform SDK, Networking Services 
Platform SDK, Security 

Platform SDK, Tools and Languages 
Platform SDK, User Interface Services 


Platform SDK, Web Services 
Platform SDK, Win32 API 
Repository 2.0 Documentation 
Visual Basic Documentation 
Visual C++ Documentation 
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Office Developer Documentation | Visual C++, Platform SDK and 


Platform SDK, BackOffice : WinCE Docs 
Platform SDK, Base Services — _ Visual C++, Platform SDK, and | 
Platform SDK, Component Services Enterprise Docs 
Platform SDK, Data Access Services _ _ Visual FoxPro Docunientanen 
Platform SDK, Getting Started Visual InterDev Documentation 
Platform SDK, Graphics and Visual J++ Documentation 
Multimedia Services Visual SourceSafe Documentation 
Platform SDK, Management Sanvices Visual Studio Product Documentation —_. 


Platform SDK, Messaging and Windows CE Documentation . 
Collaboration Services | 


As you can see, these filtering options essentially mirror the structure of information 
delivery used by MSDN. But what if you are interested in viewing the information in a 
handful of these subsets? For example, what if you want to search on a certain keyword | 
through the Platform SDK’s ADSI, Networking Services, and Management Services 

- subsets, as well as a little section that’s nested way into the Base Services subset? 
Simple—you define your own subset by choosing the View menu, and then selecting the 
Define Subsets menu item. You’re presented with the window shown in Figure 3-4. | . 


Defining a subset is easy; just take the following steps: 


1. Choose the information you want in the new subset; you can choose entire subsets or 
selected books/content within available subsets. 


2. Add your selected information to the subset you’re creating by clicking the Add button. — 


3. Name the newly created subset by typing in a name in the Save New Subset As box. 
Note that defined subsets anemone any you create) are arranged in alphabetical 
order. 


You can also delete entire subsets from the MSDN installation. Simply select the subset 
you want to delete from the Select Subset To Display drop-down box, and then click the — 
nearby Delete button. 


Once you have defined a subset, it becomes available in MSDN just like the predefined — 
subsets, and filters the information available in the four Navigation Tabs, just like the 
piegennes subsets do. 


Quick Tips | 


Now that you know how to navigate MSDN, there are a handful of tips and tricks that you | 
can use to make MSDN as effective as it can be. | | 


- Use the Locate button to get your bearings. Perhaps it’s human nature to need to 
_ know where you are in the grand scheme of things, but regardless, it can be bothersome — 
to have a reference page displayed in the right pane (perhaps jumped to from a search), 
without the Contents tab in the left pane being synchronized in terms of the reference — 


_ page’s location in the information tree. Even if you know the general technology in which » - 


your reference page resides, it’s nice to find out where it is in the content structure. 
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This is easy to fix. Simply click the Locate button in the navigation toolbar and all will be 
synchronized. 


CUMSDN Library - October 1999 | QV MSDN Library - October 1999 
Welcome to the MSDN Library 


S., 


t Networking and Directory Services 


© Office Developer Documentation =| f 
@ Windows CE Documentation — ty 


© Getting Started 
a Design Strategies and Standards: 
© Base Services _ : 
© Component Services 
@ Data Access Services 
© Graphics and Multimedia Service: 
@ Management Services 


Winsock-Q05 : : 


oe 


repeats 


Figure 3-4: The Define Subsets window. 


Use the Back button just like a browser. The Back button in the navigation toolbar 
functions just like a browser's Back button; if you need information on a reference page 
you viewed previously, you can use the Back button to get there, rather than going 
through the process of doing another search. | | 


Define your own subsets, and use them. Like | said at the beginning of this chapter, 
the volume of information available these days can sometimes make it difficult to get our 
work done. By defining subsets of MSDN that are tailored to the work you do, you can 
become more efficient. | i | 


Use an underscore at the beginning of your named subsets. Subsets in the Active 
Subset drop-down box are arranged in alphabetical order, and the drop-down box shows 
only a few subsets at a time (making it difficult to get a grip on available subsets, | think). 
Underscores come before letters in alphabetical order, so if you use an underscore on all 
of your defined subsets, you get them placed at the front of the Active Subset listing of — 
available subsets. Also, by using an underscore, you can immediately see which subsets 
you’ve defined, and which ones come with MSDN—it saves a few seconds at most, but 
those seconds can add up. | 


20 


Volume 5 Routing 


Using MSDN Online 


MSDN underwent a redesign in December of 1999, aimed at streamlining the 
information provided, jazzing things up with more color, highlighting hot new 
technologies, and various other improvements. Despite its visual overhaul, MSDN Online 
still shares a lot of content and information delivery similarities with MSDN, and those 
similarities are by design; when you can go from one developer resource to another and 
immediately work with its content, your job is made easier. However, MSDN Online is 
different enough that it merits explaining in its own right—it’s a different delivery medium, 
and can take advantage of the Internet in ways that MSDN simply cannot. | 


If you’ve used MSN’s home page before (www.msn.com), you’re familiar with the fact 
that you can customize the page to your liking; choose from an assortment of available 
national news, computer news, local news, local weather, stock quotes, and other 
collections of information or news that suit your tastes or interests. You can even inserta 
few Web links and have them readily accessible when you visit the site. The MSDN 
Online home page can be customized in a similar way, but its collection of headlines, 
information, and news sources are all about development. The information you choose 
specifies the information you see when you go to the MSDN Online home page, just like 
the MSN home page. 


There are a couple of ways to get to the customization page; you can go to the MSDN 
Online home page (msdn.microsoft.com) and click the Personalize This Site button near 
the top of the page, or you can go there directly by pointing your browser to | 
msdn.microsoft.com/msdn-online/starl/custom. However you get there, the page you 7] 
see is shown in Figure 3-5. 


As you can see from Figure 3-5, there are lots of technologies to choose from (many 
more options can be found when you scroll down through available technologies). If 
you’re interested in Web development, you can select the checkbox at the left of the 
page next to Standard Web Development, and a predefined subset of Web-centered 
technologies is selected. For technologies centered more on Network Services, you can 
go through and choose the appropriate technologies. If you want to choose all the 
technologies in a given technology group more quickly, click the Select All button in the 
technology's shaded title area. 


You can also choose which tab is selected by default in the home page that MSDN 
Online presents to you, which is convenient for dropping you into the category of MSDN. 
Online information that interests you most. All five of the tabs available on MSDN 
Online’s home page are available for selection; those tabs are the following: 

e Features 

e News 

e Columns 

e Technical Articles 

e Training & Events 
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All Praducts | Support | 


Preset Templates 


Select or clear the check boxes 


below to choose a pre-set Personalize the information that appears on your MSDN Online home page. 
template of information for that 
technology Select your preferences from the sections below, then return here and choose Save. (Yes, we 


know it's a lot of choices, There's a lot of information on this site.) You can update your choices 


Database at any time by visiting this Personalization page. 


Development/Administration 


Database Web Development Training 2 ey 


Office/VBA Developer 
Standard Web Development ' ' 
. Components (General Info) 2. Actives Controls 
: Component Object Model (COM) | COM+ (Component Services) 
pCcoOM |: Design-Time Controls 
.. Microsoft Transaction Server (MTS) 


: Server components 


Windows Development 


: Databases (General Info) | 1. ADO 
D&O i Data Binding 
T Data transformation nglish Query 


Figure 3-5: The MSDN Online Personalize Page. 


Once you’ve defined your profile—that is, customized the MSDN Online content you 
want to see—MSDN Online shows you the most recent information pertinent to your 
profile when you go to MSDN Online’s home page, with the default tab you've chosen 
displayed upon loading of the MSDN Online home page. 


Finally, if you want your profile to be available to you regardless of which computer 
you're using, you can direct MSDN Online to store your profile. Storing a profile for 
MSDN Online results in your profile being stored on MSDN Online’s server, much like 
roaming profiles in Windows 2000, and thereby makes your profile available to you 
regardless of the computer you’re using. The option of storing your profile is available 
when you customize your MSDN Online home page (and can be done any time 
thereafter). The storing of a profile, however, requires that you become a registered 
member of MSDN Online. More information about becoming a registered MSDN Online 
user is provided in the section titled MSDN Online Registered Users. 
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Navigating MSDN Online: 
Once you’re done customizing the MSDN Online home page to get the information 
you're most interested in, navigating through MSDN Online is easy. A banner that sits 
just below the MSDN Online logo functions as a navigation bar, with drop-down menus 
that can take you to the available areas on MSDN Online, as Figure 3-6 illustrates. 


(MSDN Online - Microsoft Internet Explorer 


| http://msdn. microsoft. com/default. asp 


All Products | Support Search | rnicresoft.cam Guide 


essential resources for developers 


“Key Topics . 
Windows 2000 
What's New in XML for Microsoft Tynan 
Windows 2000 
MSDN Subscriptions Learn about the new features, bug fixes, and other 
# MSDN Training Improvements to the Micrasoft XML parser coming in 
@ Product Windows 2000, in this column by Charlie Heinemann of 
on ae the Microsoft XML team. Charlie also explains why the 
Partnering new version of the parser is better equipped for server 
International use, (feo 21, Colum 
My Links 
* IT Professionals 


Yisual Studia 


DOLL Help 
Database 


‘News | Columms | Technical Articles | Training & Events 

=m MSDN Flash 
{e-newsletter} 

. Tune in to the MSDN Show 

~ Your Feedback Learn about new technologies coming out of Microsoft in MSDN Online's 
Site Guide . " first streaming media show, This show's topics include XML and BizTalk. 


Figure 3-6: The MSDN Online Navigation Bar with Its Drop-Down Menus. 


Following is a list of available menu categories, which groups the available sites and 
features within MSDN Online: 


Home 7 | - Resources 
Magazines | | ~ Downloads 
Libraries 7 f Search MSDN 


Developer Centers 


The navigation bar is available regardless of where you are in MSDN Online, so the 
capability to navigate the site from this familiar menu is always available, leaving you a 
click away from any area on MSDN Online. These menu categories create a functional 
and logical grouping of MSDN Online’s feature offerings. 


Chapter 3 Using Microsoft Reference Resources § 23 


MSDN Online Features 


Each of MSDN Online’s seven feature categories contains various sites that Eomplise , 
the features available to developers visiting MSDN Online. 


Home is already familiar; clicking on Home in the navigation bar takes you to the MSDN 
Online home page that you’ve (perhaps) customized, showing you all the latest 
information about technologies that you've indicated you're interested in reading about. 


Magazines is a collection of columns and articles that comprise MSDN Online’s 
magazine section, as well as online versions of Microsoft’s magazines such as MSJ, 
MIND, and the MSDN Show (a Webcast feature introduced with the December 1999 
remodeling of MSDN Online). The Magazines feature of MSDN Online can be linked to 
directly at msdn.microsoft.com/resources/magazines.asp. The Magazines home page is 
shown in Figure 3-7. 


AM) Products Suppo earch | micre 


aed * Magazines 


MIML 
MSOM Mewspaper 
MSON Show 


Print and online publications for current information on all types of development. 


Micrasaft Systems Journal (M152) 


MS? is the magazine that brings developers monthly features on the most important tools and 
technologies such as XML, Windows 2000, ATL, MFC, Windows CE, DirectX, C++, as well as monthly 
columns on visual programming, Win 32, COM, debugging, security, and more. 


Microsaft Internet Developer (MIND) 


AAD is the monthly magazine for Internet and intranet developers that covers tools and technologies 
including &ML, Visual Basic, scripting, ADO, SQL Server, IIS, and anything else a saeaes might need 
to build an interactive or e-commerce site, 


MSDN Mews 


The “SOW News is a printed newspaper, published bi-monthly for the developer audience. The 
newspaper features new technical articles and ongoing columns, including the popular ' ‘Ask Dr. GUI," 
well as a regular series of posters. Subscriptions are free ta MSDN subscribers. 


The MSDN Show 

This regular Webcast brings you inside Microsoft to talk with developers and planners about our hottest 
new technologies. The segments range from broad overviews to down- and-dirty coding, with some 
news and entertainment mixed in, too. 


Figure 3-7: The Magazines Home Page. 


For those of you familiar with the Voices feature section that formerly found its homie on 
the MSDN Online navigation banner, don’t worry; all content formerly in the Voices 
section is included the Magazines section as a subsite (or menu item, if you prefer) of 
the Magazines site. For those of you who aren't familiar with the Voices subsite, you'll 
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find a bunch of different articles or “voices” there, each of which adds its own particular 
twist on the issues that face developers. Both application and Web developers can get 
their fill of magazine-like articles from the sizable list of different articles available (and 
frequently refreshed) in the Voices subsite. With the combination of columns and online 
developer magazines offered in the Magazines section, you’re sure to find plenty of 


interesting insights. 


Libraries is where the reference material available on MSDN Online lives. The Libraries 
site is divided into two sections: Library and Web Workshop. This distinction divides the 
reference material between Windows application development and Web development. 
Choosing Library from the Libraries menu takes you to a page through which you can 
navigate in traditional MSDN fashion, and gain access to traditional MSDN reference 
material. The Library home page can be linked to directly at msdn.microsoft.com/library. 
Choosing Web Workshop takes you to a site that enables you to navigate the Web 
Workshop in a slightly different way, starting with a bulleted list of start points, as shown 
in Figure 3-8. The Web Workshop home page can be linked to directly at 
msdn.microsoft.com/workshop. 


MSDN Online Web Workshop - Microsoft Internet Explorer 


| http: #msdn. microsoft.com/workshop/ 


ESSENTIALS » 

Component Development * 
Cantent & Camponent Delivery « 
Data Access &® Databases « 

Dasign & 

DHTML, HTML & CSS « 

Languages & Development Toals « 
Messaging & Callaboration » 


Networking, Protocols « 
& Data Formats 


Reusing Browser Technology « 
Security & Cryptography « 
Server Technologies « 
Strearning & Interactive Media 
Web Content Management « 


AML (Extensible Markup Language) « 


Figure 3-8: The Web Workshop Home Page. 


Component 
Development 


This section contains 
information you'll need ta 
create components for your 
Web pages, using either 
Activex or DHTML scriptlet 
technolagy, as well as related 
information about COM, 
Activex Scripting, Active 
Documents, and offline 
browsing, 


All Product: 


Welcome 


The MSDN Online Web 
Workshop provides the latest - 
information about Internet 
technologies, including 
reference material and in- 
depth articles on all aspects 
of Web site design and 
development. Choose the 
categories on the left to 
navigate via content listings. 
Use the index to look up 
keywords, and the search 
page for specific queries. 
Check our What's New page 
for updates, 


The MSO Online team 


© 1999 Microsoft Corporation, All rights reserved. Terms of use. 


| mics 


Chapter 3 Using Microsoft Reference Resources 25 


Developer Centers is a hub from which developers who are interested in a particular 
area of develooment—such as Windows 2000, SQL Server, or XML—can go to find 
focused Web site centers within MSDN Online. Each developer center is dedicated to 
providing all sorts of information associated with its area of focus. For example, the 
Windows 2000 developer center has information about what’s new with Windows 2000, 
including newsgroups, specifications, chats, knowledge base articles, and news, among 
others. At publication time, MSDN Online had the following developer centers: 


e Microsoft Windows 2000 
e Microsoft Exchange 

© Microsoft SQL Server 

e Microsoft Windows Media 
e XML 


In addition to these developer centers is a promise that new centers would be added to 
the site in the future. To get to the Developer Centers home page directly, link to 
msdn.microsoft.com/resources/devcenters.asp. Figure 3-9 shows the Developer Centers 
home page. | 


All Products 


Microsoft Windows * MSDN Developer Centers 


Microsoft Exchange MSDN Developer Centers provide access to all the developer resources MSDW has to offer for specific 
Microsoft SQL Server products and technologies. From the Developer Centers you can also find the latest links to all the best 


iene steanindews new technical articles, downloads, samples, product news, and more. While we'll be adding more 


Media Developer Centers to the site in the future, you can visit the following Developer Centers today: 


Micrasott Windows 2000 


Microsoft Exchange 
Microsoft SOL Server 
Microsoft Windows Media 
ML = 


Figure 3-9: The Developer Centers Home Page. 
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Resources is a place where developers can go to take advantage of the online forum of 
Windows and Web developers, in which ideas or techniques can be shared, advice can 
be found or given (through MHM, or Members Helping Members), and the MSDN User 
Group Program can be joined or perused to find a forum to voice their opinions or chat 
with other developers. The Resources site is full of all sorts of useful stuff, including 
featured books, a DLL help database, online chats, case studies, and more. The 
Resources home page can be linked to directly at msdn.microsoft.com/resources. Figure 
3-10 provides a look at the Resources home page. 


nline Resources - Mic sott Inte 


All Products 


DLL Help Database 
MEDM Online Support 


Additional MSDN Online Resources 


MSDN Online is about more than just technical articles and documentation. Check out the wide variety 


Newsgroups 
of resources we offer to help you get your job done. 


Peer Journal 


Membeticmbe The DLL Help Database 


MSDM User Group Microsoft's DLL Help database provides a searchable database of information about file versions that 
Program ship with a selected set of Microsoft products; 
MSDN Online Chats 


MSDN Training 
Events 


Geveloper Books 


MSON Online Support 


MSDN Online Support offers a large variety of technical resources, including the Microsoft Knowledge 
Base; service packs, hotfixes, and toals; and Support Web Casts, live presentations by Support 


professionals. 


Newsgroups 


MSDN Online provides access to selected developer-focused public newsgroups through our browser- 
based newsreader. Microsoft's public newsgroups allow you to interact with the Microsoft developer 
community and M¥Ps (Most Valuable Professionals), Public newsgroups are a great way to solve 
technical problems, learn more about 4 specific product or technology, or keep up with the latest buzz 
in the developer community. Microsoft employees do not monitor Microsoft's public newsgroups. 


Peer Journal 


Microsoft's collection of code, tips, and articles written b 


Figure 3-10: The Resources Home Page. 


The Downloads site is where developers can find all sorts of useable items fit to be 
downloaded, such as tools, samples, images, and sounds. The Downloads site is also 
where MSDN subscribers go to get their subscription content updated over the Internet 


to the latest and greatest releases, as described previously in this chapter in the Using 


MSDN section. The Downloads home page can be linked to directly at 


_ msdn.microsoft.com/downloads. The Downloads home page is shown in Figure 3-11. 
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MSDN Online Downloads - Microsoft Internet 


Service Packs 
Samples 
Tools 


Beta and Preview 
Releases 


Images 
Sounds 


iSoftware Development 
Kits (SDKs) 


MSDN Subscriber 
Downloads 


Figure 3-11: 


The Search MSDN site on MSDN Online has been improved over previous versions, 


ll Products 


Welcome to the MSDN Online Downloads Area 


Service Packs 


Service Packs and product updates provide bug fixes and address other issues that customers have 
discovered since a product's release. 


Samples 


In this section, you will find a great variety of samples that demonstrate ways to use the latest and 
greatest Microsoft technologies to make your applications the best they can be. All samples have code 
that can be downloaded, most can be browsed online, and many have live dernonstration pages. 


Choose from the Table of Contents to find samples focused on a particular product or technology. 
Entries prefixed with é: are for users registered with Visual Studio only, To get access to these, register 


your product today. 


Tools 


Want to try out some great new products? Check out our tools area, where users can download more 


than 40 trial, beta, and full versions of the latest developer products, 


Visit the Visual Studia Solutions Center for sample. sollition® designed to help you learn and understand 
end-to-end application architecture and design. 


Beta and Preview Roleadex 


The Downloads Home Page. 


and includes the capability to restrict searches to either library (Library or Web 
Workshop), as well as other fine-tune search capabilities. The Search MSDN home page 
can be linked to directly at msdn. microsoft. com/seareh. The Search MSDN home page is 
shown in Figure 3-12. 


There are two other destinations within MSDN Online of specific interest, neither of 
which is immediately reachable through the MSDN navigation bar. The first is the MSDN 
Online Member Community home page, and the other is the Site Guide. 
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microsoft.com Search Wizard - Microsoft internet Explorer 


All Words 


Choosing this aption will allaw you to search the developer topics in the Microsoft 
Cr you can go to the Support area for an advanced Knowledge Base Search, 


Figure 3-12: The Search MSDN Home Page. 


The MSDN Online Member Community home page can be directly reached at 
msdn.microsoft.com/community. Many of the features found in the Resources 
navigation menu are actually subsites of the Community page. Of course, becoming a 
member of the MSDN Online member community requires that you register (See the next 
section for more details on joining), but doing so enables you to get access to Online 
Special Interest Groups (OSIGs) and other features reserved for registered members. 
The Community page is shown in Figure 3-13. 


Another destination of interest on MSDN Online that isn’t displayed on the navigation 
banner is the Site Guide. The Site Guide is just what its name suggests—a guide to the 
MSDN Online site that aims at helping developers find items of interest, and includes 
links to other pages on MSDN Online such as a recently posted files listing, site maps, 
glossaries, and other useful links. The Site Guide home page can be linked to directly at 
msdn.microsoft.com/siteguide. | 


¢ 


Chapter 3 Using Microsoft Reference Resources 29 


Ml] Praducts | | search | micrasott.corn Guide 


Welcome to the MSDN Online Member Community . 


Join ® Updated October 14, 1999 
Your Mernbership « 
~ ostgs « With an MSDN Online membership, developers can easily access technical 
information, tools, and a community of developers ready to help solve the 


Peer Journal « ; 
toughest challenges. Jein row and take advantage of member benefits. 


Case Studies « 


GCawnioads « 


Online Special-Interest Groups 


Meribers Helping » 
Mernbers Access the information you need, when you need it, with Grdine Special-Interest 


Offers » Groups (OS1Gs). Web-based access to relevant newsgroups, sorted by product, 
make it easy for you to get information you need to do your job, Take advantage 
of special offers, find useful links, and stay up to date with the latest product and 
technology news, 


Training * 


MSDN Stores « 


Members Helping Members 


Members Heloing Menrhers (MHM) is a networking and support tool that helps 
developers get connected, solve problems, and gain recognition within the - 
developer community. Get answers quickly by searching the MHM database for 
people who can answer your technical questions. Or, register as a volunteer and 
help other developers when they need it, Sign up now! 


Roaming Profiles 


Sign up for an MSDN Online membership, and we will save your customized | 


Figure 3-13: The MSDN Online Member Community Home Page. 


MSDN Online Registered Users 


You may have noticed that some features of MSDN Online—such as the capability to 
create a store profile of the entry ticket to some community features—require you to 
become a registered user. Unlike MSDN subscriptions, becoming a registered user of 
MSDN Online won't cost you anything more but a few minutes of registration time. 


Some features of MSDN Online require registration before you can take advantage of 
their offerings. For example, becoming a member of an OSIG requires registration. That 
feature alone is enough to register; rather than attempting to call your developer buddy 
_ for an answer to a question (only to find out that she’s on vacation for two days, and your 
deadline is in a few hours), you can go to MSDN Online’s Community site and ferret 
through your OSIG to find the answer in a handful of clicks. Who knows; maybe your 
developer buddy will begin calling you with questions—you don’t have to tell her where 
you're getting all your answers. 7 7 
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There are a number of advantages to being a registered user, such as the choice to 
receive newsletters right in your inbox if you want to. You can also get all sorts of other 
timely information, such as chat reminders that let you know when experts on a given 
subject will be chatting in the MSDN Online Community site. You can also sign up to get 
newsletters based on your membership in various OSIGs—again, only if you want to. It’s 
easy for me to suggest that you become a registered user for MSDN Online—I'm a 
registered user, and it’s a great resource. 


The Windows Programming Reference Series 


The WPRS provides developers with timely, concise, and focused material on a given 
topic, enabling developers to get their work done as efficiently as possible. In addition to 
providing reference material for Microsoft technologies, each Library in the WPRS also 
includes material that helps developers get the most out of its technologies, and 
provides insights that might otherwise be difficult to find. 


The WPRS currently includes the following libraries: 


e Microsoft Win32 Developer’s Reference Library 
e Active Directory Developer's Reference Library 
e Networking Services Developer's Reference Library 


In the near future (Subject, of course, to technology release schedules, demand, and 
other forces that can impact publication decisions), you can look for these prospective 
WPRS Libraries that cover the following material: 


e Web Technologies Library 

© Web Reference Library 

e MFC Developer’s Reference Library 
° Com Developer’s Reference Library 


What else might you find in the future? Planned topics such as a Security Library, 
Programming Languages Reference Library, BackOffice Developer's Reference Library, 
or other pertinent topics that developers using Microsoft products need in order to get 
the most out of their development efforts, are prime subjects for future membership in 
the WPRS. If you have feedback you want to provide on such libraries, or on the WPRS 
in general, you can send email to winprs @ microsoft.com. 


lf you’re sending mail about a particular library, make sure you put the name of the 
library in the subject line. For example, e-mail about the Networking Services 
Developer's Reference Library would have a subject line that reads “Networking 

_ Services Developer's Reference Library.” There aren’t any guarantees that you'll get a _ 
reply, but I'll read all of the mail and do what | can to ensure your comments, concerns, 
or (especially) compliments get to the right place. 
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CHAPTER 4 


Finding the Developer Resources 
You Need 


Networking is complex, and its resource information vast. With all the resources 
available for developers of network-enabled applications, and the answers they can 
provide to questions or problems that developers face every day, finding the developer 

information you need can be a challenge. To address that problem, this chapter is 

designed to be your one-stop resource to find the developer resources you need, 
making the job of actually developing your application just a little easier. | 


Microsoft provides plenty of resource material through MSDN and MSDN Online, and the 
WPRS provides a great filtered version of focused reference material and development 
knowledge. However, there is a lot more information to be had. Some of that information 
comes from Microsoft, some of it from the general development community, and yet 

more information comes from companies that specialize in such development services. 
Regardless of which resource you choose, this chapter helps you become more 
informed about resources available to you. 


Microsoft provides developer resources through a number of different media, channels, - 
- and approaches. The extensiveness of Microsoft’s resource offerings mirrors the fact 
that many are appropriate under various circumstances. For example, you wouldn’t go to 
~ aconference to find the answer to a specific development problem in your Programming 
project instead, you might use one of the other Microsoft resources. 


Developer Support 


-Microsoft’s support sites cover a wide variety of support issues and approaches, 
including all of Microsoft’s products, but most of those sites are not pertinent to 
developers. Some sites, however, are designed for developer support; the Product 
Services Support page for developers is a good central place to find the support 
information you need. Figure 4-1 shows the Product Services Support page for © | 
developers, which can be reached at www.microsoft.com/support/customer/develop.htm. 


Note that there are a number of options for support from Microsoft, including everything 
from simple online searches of known bugs in the Knowledge Base to hands-on ~ 
_ consulting support from Microsoft Consulting Services, and everything in between. 
~The Web page displayed in Figure 4-1 is a good starting point from which you can 
find out more information about Microsoft’s support services. 
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1€) hitp-iwmaaw.microsoft.com/suppartcustomerfdevelop.htm 


Whether you are a Software or Web Developer, developing or porting 
cammercial applications to run on Microsoft platforms requires a unique 
level of support to ensure those applications optimize both current and 
emerging technologies. Microsoft provides access to a wide range of 
product and application development expertise to help developers 
accelerate the development cycle and produce successful applications. 
This includes the Microsoft Developer Network (MSDN™) - a specially 
dedicated Web site packed with news, resources and technical services. 


Go to Support Phone Numbers Click here 


PREMIER SUPPORT FOR DE¥ELOPERS 

For large organizations developing products using Microsoft technologies 
who require 4 direct, proactive and managed support relationship with 
Microsoft, Premier Support offers comprehensive and flexible high-end 
support, , 


YE) aiick here for details 


PROFESSIONAL SUPPORT FOR DE¥YELOPERS 
Professional Support for Developers provides information services and 
incident-based support to help create and enhance your software 


Figure 4-1: The Product Services Support page for developers. 


Premier Support from Microsoft provides extensive support for developers, and 
includes different packages geared toward specific Microsoft customer needs. The 
packages of Premier Support that Microsoft provides are: 

e Premier Support for Enterprises 

e Premier Support for Developers 

e Premier Support for Microsoft Certified Solution Providers 

e Premier Support for OEMs 


If you’re a developer, you could fall into any of these categories. To find out more 
information about Microsoft's Premier Support, contact them at (800) 936-2000. 


Priority Annual Support from Microsoft is geared toward developers or organizations 
that have more than an occasional need to call Microsoft with support questions and © 
need priority handling of their support questions or issues. There are three packages 
of Priority Annual Support offered by Microsoft. 
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e Priority Comprehensive Support 
e Priority Developer Support 
e Priority Desktop Support 


The best support option for you as a developer is the Priority Developer support. To 
obtain more information about Priority Developer Support, call Microsoft at 
(800) 936-3500. 


Microsoft also offers a Pay-Per-Incident Support option so you can get help if there’s just 
one question that you must have answered. With Pay-Per-Incident Support, you call a toll- 
free number and provide your Visa, MasterCard, or American Express account number, 
after which you receive support for your incident. In loose terms, an incident is a problem 
or issue that can’t be broken down into subissues or subproblems (that is, it can’t be 
broken down into smaller pieces). The number to call for Pay-Per-Incident Support 

is (800) 936-5800. 


Note that Microsoft provides two priority technical support incidents as part of the MSDN 
Professional subscription, and provides four priority technical support incidents as part 
of the MSDN Universal subscription. 


You can also submit questions to Microsoft engineers through Microsoft's support Web 
site, but if you’re on a time line you might want to rethink this approach and consider 
going to MSDN Online and looking into the Community site for help with your 
development question. To submit a question to Microsoft engineers online, 

go to Support. microsoft. reas aL aL teal Lis asp. 


_ Online Resources 


Microsoft also provides extensive developer support ‘Rrocah its community of 
developers found on MSDN Online. At MSDN Online’s Community site, you will find 
OSIGs that cover all sorts of issues in an online, ongoing fashion. To get to MSDN 
Online’s Community site, simply go to msdn.microsoft.com/community. 


Microsoft’s MSDN Online also provides its Knowledge Base online, which is part of the 
Personal Support Center on Microsoft's corporate site. You can search the Knowledge 
Base online at support.microsoft.com/supporvsearch. 


Microsoft provides a number of newsgroups that developers can use to view 
information on newsgroup-specific topics, providing yet another developer resource for 
information about creating Windows applications. To find out which newsgroups are 
available and how to get to them, go to support.microsoft.com/support/news. | 


The following newsgroups will probably be of particular interest to readers of the 
_ Microsoft Active Directory Developer’s Reference Library. 

e microsoft.public.win2000.* 7 

e microsoft.public.msdn.general 

e microsoft.public.platformsdk.active.directory 

e microsoft.public.platformsdk.adsi 
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microsoft.public. platformsdk. dist_svcs 
microsoft. public. vb. * 

microsoft.public. vc. * | 
microsoft. public. vstudio. *microsoft.public.cert.* 
microsoft. public. certification. * | 


Of course, Microsoft isn’t the only newsgroup provider on which newsgroups cela 
to developing on Windows are hosted. Usenet has all sorts of newsgroups—too many to 
list—that host ongoing discussions pertaining to developing applications on the Windows 
platform. You can access newsgroups on Windows development just as you access any 
other newsgroup; generally, you'll need to contact your ISP to find out the name of the 
mail server and then use a newsreader application to visit, read, or post to the 

Usenet groups. 


For network developers with a taste for Winsock (and QOS) programming, another site 
of interest is www.stardust.com, which is chock full of up-to-date information about 
Winsock development and other network-related information. There’s other information 
about network programming on the site, so it’s worth a look. 


- Internet Standards. 


Many of the network protocols and services implemented in Windows platforms conform : 
to one or more Internet standards recommendations that have gone through a process _ 


of review and comments. One especially useful source of information about such 


standards, recommendations, and ongoing comment periods is the Internet Engineering 
Task Force, or IETF. Rather than go into some long-winded (page-eating) explanation 
of what the IETF is, does, and stands for, let me simply say that this is the place where 
networking protocols and other various Internet-related services are often born, 
scrutinized, recast, commented upon, and although not standardized or implemented, 
recommended in a final form called a request for comment, or RFC, even though it’s 
essentially a standard by the time it gets to RFC stage. | 


lf you want to get a clear technical picture of a given technology or protocol, or if you’re 
inclined to comment on the creation and subsequent scrutiny of such things, the place 
you should go is www.ietf.org. This site can tell you all you want to know about the 
goings on of the IETF, their (non-profit) mission, their Working Groups, and all the 
information you might ever want about almost enya that has to do with networking 
recommendations. | 


If you're curious about a an protocol or networking technology, and want to find an 
unadulterated (albeit technical) version of its explanation, this is a great place to go. 
It’s a virtual hangout for the brightest people in networking, and i's worth a look or two, 


even just for the sake of satisfying curiosity. 
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Learning Products - 


Microsoft provides a number of products that enable developers to get versed in 

the particular tasks or tools that they need to achieve their goals (or to finish their tasks). 
One product line that is geared toward developers is called the Mastering series, and its. 
products provide Siegel bello boda well-structured interactive teaching tools for a wide 
variety of development topics. © 


The Mastering Series from Microsoft contains interactive tools that group books and CDs 
together so that you can master the topic in question, and there are products available 
based on the type of application you’re developing. To obtain more information about the 
Mastering series of products, or to find out what kind of offerings the Mastenng series 
has, check out msdn.microsoft.com/mastering. 


Other learning products are available from other vendors as well, such as other 

publishers, other application providers that create tutorial-type content and applications, 
~ and companies that issue videos (both taped and broadcast over the Internet) 

on specific technologies. For one example of a company that issues technology-based 

instructional or overview videos, take a look at www.compchannel.com. 


Another way of learning about development in a particular language (such as C++, 
FoxPro, or Microsoft Visual Basic), for a particular operating system, or for a particular 
product (such as Microsoft SQL Server or Microsoft Commerce Server) is to read the 
preparation materials available for certification as a Microsoft Certified Solutions 
Developer (MCSD). Before you get defensive about not having enough time to get 
certified, or not having any interest in getting your certification (maybe you do—there are — 

- benefits, you know), let me just state that the point of the journey is not necessarily to 
arrive. In other words, you don’t have to get your certification for the preparation | 

_ materials to be useful; in fact, the materials might teach you things that you thought you 
knew well but actually didn’t know as well as you thought you did. The fact of the matter | 
is that the coursework and the requirements to get through the certification process are 
rigorous, difficult, and quite detail-oriented. If you have what it takes to get your _ 
certification, you have an extremely strong grasp of the fundamentals (and then some) of 
application programming and the developer-centric information about Windows 
platforms. 


You are required to pass a set of core exams to get an 1 MCSD certification, and then 

you must choose one topic from many available electives exams to complete your 
certification requirements. Core exams are chosen from among a group of available 
exams; you must pass a total of three exams to complete the core requirements. There | 
are “tracks” that candidates generally choose which point their certification in a given 
direction, such as C++ development or Visual Basic development. The core exams and 
their exam numbers (at the time of publication) are listed on the next page. 
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Desktop Applications Development (one required): 

e Designing and Implementing Desktop Applications with Visual C++ 6.0 (70-016) 

e Designing and Implementing Desktop Applications with Visual FoxPro 6.0 (70-156) 
e Designing and Implementing Desktop Applications with Visual Basic 6.0 (70-176) 


Distributed Applications Development (one required): 


e Designing and Implementing Distributed Applications with Visual C++ 6.0 (70-015) 
e Designing and Implementing Distributed Applications with Visual FoxPro 6.0 (70-155) 
e Designing and Implementing Distributed Applications with Visual Basic 6.0 (70-175) 


Solutions Architecture 


e Analyzing Requirements and Defining Solution Architectures (70-100) 


Elective exams enable candidates to choose from a number of additional exams 

to complete their MCSD exam requirements. The following MCSD elective exams are 

available: 7 

e Any Desktop or Distributed exam not used as a core requirement 

e Designing and Implementing Data Warehouses with Microsoft SQL Server 7.0 
(70-019) | 

e Developing Applications with C++ Using the Microsoft Foundation Class Library 
(70-024) | 

e Implementing OLE in Microsoft Foundation Class Applications (70-025) 

e Implementing a Database Design on Microsoft SQL Server 6.5 (70-027) | 

e Designing and Implementing Databases with Microsoft SQL Server 7.0 (70-029) 

e Designing and Implementing Web Sites with Microsoft FrontPage 98 (70-055) 


e Designing and Implementing Commerce Solutions with 
Microsoft Site Server 3.0, Commerce Edition (70-057) 


e Application Development with Microsoft Access for Windows 95 and the 
Microsoft Access Developer's Toolkit (70-069) 


e Designing and Implementing Solutions with Microsoft Office 2000 and 
Microsoft Visual Basic for Applications (70-091) 
e Designing and Implementing Database Applications with Microsoft Access 2000 
(70-097) : 
_@ Designing and Implementing Collaborative Solutions with Microsoft Outlook 2000 and 
Microsoft Exchange Server 5.5 (70-105) | 
e Designing and Implementing Web Solutions with Microsoft Visual InterDev 6.0 
| (70-152) 
_ @ Developing Applications with Microsoft Visual Basic 5.0 (70-165) 
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The good news is that because there are exams you must pass to become certified, 

_ there are books and other material out there to teach you how to meet the knowledge 
level necessary to pass the exams. That means those resources are available to you— 
regardless of whether you care about becoming an MCSD. 


The way to leverage this information is to get study materials for one or more of these 
exams and go through the exam preparation material (don’t be fooled by believing that if 
the book is bigger, it must be better, because that certainly isn’t always the case.) Exam 
preparation material is available from such publishers as Microsoft Press, IDG, Sybex, and 
others. Most exam preparation texts also have practice exams that let you assess your 
grasp on the material. You might be surprised how much you learn, even though you may 
have been in the field working on complex projects for some time. 


Exam requirements, as well as the exams themselves, can change over time; more 
electives become available, exams based on previous versions of software are retired, 
and so on. You should check the status of individual exams (Such as whether one of the 
exams listed has been retired) before moving forward with your certification plans. For 
more information about the certification process, or for more information about the 
exams, check out Microsoft's certification web site at www. microsoft.com/train_cert/dev. 


Conferences 


Like any industry, Microsoft and the development industry as a whole sponsor 
conferences on various topics throughout the year and around the world. There are 
probably more conferences available than any one human could possibly attend and still 
maintain his or her sanity, but often a given conference is geared toward a focused topic, 
so choosing to focus on a particular development topic enables developers to winnow 
the number of conferences that apply to their efforts and interests. 


MSDN itself hosts or sponsors almost one hundred conferences a year (Some of them 
are regional, and duplicated in different locations, so these could be considered one 
conference that happens multiple times). Other conferences are held in one central 
location, such as the big one—the Professional Developers Conference (PDC). 
Regardless of which conference you're looking for, Microsoft has provided a central site 
for event information, enabling users to search the site for conferences, based on many 
different criteria. To find out what conferences or other events are going on in your area 
of interest of GevelePment, go to events. microsoft.com. 


Other Resources 


Other resources are available for developers of Windows applications, some of which 
might be mainstays for one developer and unheard of for another. The list of developer 
resources in this chapter has been geared toward getting you more than started with 
finding the developer resources you need; it’s geared toward getting you 100 percent of 
the way, but there are always exceptions. | 
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Perhaps you’re just getting started and you want more hands-on instruction than MSDN 
Online or MCSD preparation materials provide. Where can you go? One option is to 
check out your local college for instructor-led courses. Most community colleges offer 
night classes, and increasingly, community colleges are outfitted with pretty nice 
computer labs that enable you to get hands-on development instruction and experience 
without having to work on a 386/20. 


There are undoubtedly other resources that some people know about that have been 
useful, or maybe invaluable. If you know of a resource that should be shared, send me 
e-mail at winors @ microsoft.com, and who knows—maybe someone else will benefit — 
from your knowledge. 


lf you’re sending mail about a particularly useful resource, simply put “Resources” in the 
subject line. There aren't any guarantees that you'll get a reply, but I'll read all of the mail 
and do what | can to ensure that your resource idea gets considered. 
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CHAPTER 5 


Understanding Routing 
Technologies 


Networking knowledge is like being able to tie your shoes; in today’s Internet society, 
each step without that knowledge increases your chances of tripping up. Routing is at 
the heart of networking. 


Many programmers who develop solutions with RRAS have extensive knowledge of | 
routers and routing technologies. They know everything there is to know about packets 
and how they are constructed, can name five different routing protocols, and in general 
could give lectures on routing eo nglogies at the aa of a hat. This chapter isn’t 

for them. 


This chapter is ii the rest (pronounced ‘ ‘majority’ ’’ of the developers out there creating 
routing solutions with Microsoft’s RRAS APIs; developers who perhaps have a 
reasonable familiarity with routing but are fuzzy around the edges, or developers who 
are familiar with basic routing but aren’t quite sure how packets are constructed and how 
such construction can have a bearing on routing. This chapter is also for the other large 
group of developers who might be interested in routing technologies or simply want to 
find out more about routing for their own edification. Whether a refresher or an | 
introduction, this chapter provides an explanation of routing and router techriologies, and 
presents the information in a concise and readable fashion. 


This chapter is divided into three sections, each of which builds on the previous section 
to create a foundation of knowledge on which you can better understand routing and its 
various protocols: 

e Routing Basics 

e Routable Protocols 

e Routing Protocols 
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Routing Basics 


The idea behind routing is fundamental: to pass data between LAN segments so that a 
collection of LAN segments functions as one big network. The implementation is a bit 
more involved, however, especially when you have multiple routers and multiple 
subnets. For routers to function at all they must have some prior knowledge of the 
network to enable a routing decision to be made. Such decisions might be simple, such 
as knowing to send everything not destined for the local network to an alternative 
network. Or they might be much more complex. Simply put, routers need to know where 
to send data that comes to them, and figuring out how to do so requires configuration— 
whether that be static (done by an administrator) or dynamic (updated often and 
accomplished through communication with other routers on the network). 


Routers make decisions on where to send data based on information they keep in their 
routing table. A router's routing table is its bible, atlas, and calculator all rolled into one; it 
dictates behavior and treatment of neighbors, determines distances from the “you are 


here” sign to where they need to send their data, and calculates path costs in 


penny-pinching router terms. Routers are also egotistical; the universe revolves around 
them, and every routing table starts with a “you are here” sign (the center of its known 
universe)—its own address. 


In networks with multiple routers and numerous subnets, routers can be configured to 
talk to one another about the roadmap of the network. Such communication enables 
routers to determine how to send data to any destination in the network, and is achieved 
through a routing protocol. : 


To begin with, however, I'm going to start with a reasonably short list of routing terms 
whose definitions should help you understand routing issues in general, and should also 
help you understand some of the discussions presented later in this chapter. 


Basic Routing Terminology 


The following sections provide definitions for some basic, often-seen routing terms 
whose definitions can help you better understand routing and the various protocols, 
components, or algorithms associated with routing. 


Routing Table 


A routing table is a list of available routes to network destinations. Routing tables often 
have associated metrics—a means by which routers measure the “expense” of reaching 
a given route—for each available route. Figure 5-1 provides an example of a simple 


routing table as seen from a Microsoft Windows 2000 command prompt window when 


the route print command is issued. Notice that there are a few additional entries in the 
routing table that I’ve personally set to enable particular routing capabilities | use in my 


day to day (Internet-connected) activities. 
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Figure 5-1: The Routing Table Presented When a Route Print Command is Issued. 


Hop Count 


Hop count is the number of routers that must be traversed to reach a given destination. 
For example, a destination with a hop count of three would have gone to the default 
router (hop 1); upon determining that the destination host was not connected to any of 
the router’s local subnets, the router would have forwarded the packet (after checking its 
routing table for the appropriate router to which to send the packet) to the next router 
(hop 2); again, upon determining that the destination host wasn't directly connected to 
one of the router’s subnet, it would have forwarded the packet (after checking its routing | 
table for the appropriate router) to the next router (hop 3), which would determine that 
the destination host was on a subnet to which it was directly attached, and then would 
send it to the destination host. Three routers crossed/traversed = three hops. 


Most routable protocols, such as IP and IPX, have a maximum hop count. For IPX the 
maximum hop count is 16; this designation of maximum hop count means that if the 
packet is being sent through a network and reaches its 17th router on the way to its 
destination, it is dropped (discarded, deleted). Hop count is modified each time a packet 
passes through a router to enable such detection. If it weren’t for hop counts, packets 
that were misrouted could zoom around the network forever, eventually filling your 
network bandwidth with random, wandering (useless) packets. As it is, such lost 
(misguided and misaddressed) packets eventually are discarded a routers to ensure 
the availability of bandwidth for non-vagrant packets. 
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Default Gateway 


_ The default gateway, also referred to as default route, is an address that is used by | 


routers (and computers) when no other means (in the routing table) of reaching a 
destination is available. The default gateway is not necessarily a last resort, as the 
definition might at first sound; rather, it is a means of differentiating between locally 
available or defined routes (the routes or host of which the router has lal 
knowledge) and “all others.” 


Convergence 


The time it takes routers to converge after a change in network topology (which could be 
an added or downed router, or changes in the metric of a given link) can be considered 


_ the determining factor of the stability and performance of your network. Convergence is 


the process of updating the routing tables of routers in an intranetwork to reflect changes 


- in the network routing topology. For example, say you have an intranetwork with 17 


routers, and one of those routers has a power supply that blows up and renders the 
router useless and dead. Segments to which that router were attached are no longer 
reachable through the dead router, and because routers communicate with one another 
through routing protocols, other routers on the intranetwork will learn of this failed router 
and adjust their routing tables accordingly. (One of the aspects of a routing protocol is 
the question, “Are you still there?” If the asking router doesn’t get a reply after a specific 
period of time, it presumes that the other router is dead.) When such an event occurs, 
routers that have new information in their routing table (news of this dead router is novel) 
share that information with every other router on the intranetwork. The time it takes for all 
routers on the intranetwork to hear about the change and adjust their routing tables 
accordingly is considered convergence time. Once all routers share the same 
information in their individual routing tables (this does not mean that their routing tables - 
are identical; remember that all routers’ routing tables are from a “you are here” 
perspective), the network is considered converged. The importance of a short 


convergence time is the following: So long as the network is not converged, the system 


incurs packet loss attributable to routers passing packets to the dead router (and as you 
might suspect, that dead router not routing those packets). The shorter the convergence 
time, the better the solution. os 7 


This is where the advantage of dynamic routing over static routing can really be seen. 

If static routing is used and one of your routers goes down (remember that static routing 
requires an administrator to manually create the routing table for each router in the 
intranetwork), any network traffic that goes through that router will be undeliverable and 
network connections will be dead (for traffic going through that router). The situation will 


remain as such until an administrator troubleshoots the problem, and either modifies the — 


routing table or replaces the router. With dynamic routing, the routing protocol itself 
detects and troubleshoots the loss of the router, and if possible, packets will be routed 
around the failed router without intervention from the administrator. 
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Flooding 


Flooding is the means by which routers advertise routing table changes to the rest of the 
routers on their internetwork. Much as it sounds, flooding involves a saturation of the 
entire routed internetwork with packets containing information about the sending router’s 
routing table. Transmissions of such packets have special information included in them 
that enables them to be broadcast only over subnets that haven't received the specific 
“version” of the routing update; if they did not have such special information, flooding 

- could cause such a barrage of packets (as they were sent and resent over subnets from 
multiple connected routers) that the network would be brought to a standstill. To avoid 
that situation, routing protocols that implement flooding ensure that flooding crosses a _ 
subnet only once. By properly flooding the network with router change information, each 
router can be assured that updates to its routing table are reflected in every other router 
in the internetwork communicating with the sending router’s routing protocol. 


Routing Loops 


Let’s say your machine is on Network A and you’re trying to send data toa machine on 
Network D. Suppose your local router (the one you use to get beyond your local subnet) 
has a routing table that says, “To get to Network D, use the router on Network B,” and 
the router on Network B says, “To get to Network D, use the router on Network C.” 
Further, the router on Network C says, “To get to Network D, use the router on 
Network A.” You’re in a routing loop. Network A—trying to get to Network D—has sent 
you to Network B, then to Network C, and back to Network A, which will then send you 
back to Network B and start that vicious cycle all over again. This situation is yet another 

drawback to static routing tables; dynamic routing and the implied use of a routing 
protocol is designed to avoid routing loops. Fortunately every packet that gets routed 

__ (IP and IPX) has a hop count (see its definition earlier in this chapter) to keep packets 
_ from circling around the network and taking up bandwidth until the end of time; 
eventually the packets will reach their maximum hop count and be discarded. 


Black Holes 


Routes that end i in a dead end are considered black holes. In its simplest terms, a black 
hole is a routing table entry that has no listening router on the destination end. So if you 
have Network A trying to get to Network C, and the router attached to Network A says it 
~ must go through Network B to get there, but Network B isn’t forwarding packets, you’ve 
_run into a black hole. Black holes are, in this terminology as well as in real life, good | 
things to avoid. i : | 


"Static Routing VS. Dynamic Routing 


When a packet arrives at a router, the router looks at its routing table and determines | 
where to send that packet next. But how does it determine what to put in its routing © 
table? A router's routing table is determined and configured either statically or 
dynamically. _ : | 
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With static routing, routing table entries are manually input and updated by someone 
such as a network administrator. No information is exchanged between routers on an 
internetwork that implements static routing, and therefore, routers that are dead, down, 
or otherwise unreachable are not detected. Thus if you’re in a network environment 
where static routers are used and one of them fails, the portion of your network that 
depends on that router for connection for routing becomes unavailable. Static routing 
can work just fine in small networks; the routing capability that comes out of the box with 
Windows NT 4.0 or Windows 2000 (without specifically implementing RRAS routing 
features) is an example of static routing. However, static routing does not scale well to 
anything other than small networks due to the overhead associated with building, 

_ troubleshooting, and administrating static routing tables. 


Dynamic routing enables the dynamic updating of routing tables. Routers that implement 
dynamic routing are capable of communicating with other routers on the network, and 
with such interrouter communication, can detect downed routers, determine the best 
route to take to get to each interconnected subnet, and modify routing tables based on 
new information (such as a downed router or a newly added router). Furthermore, such 
routing information in a dynamic routing environment can be propagated to the rest of 
the network’s routers. Once initially configured, dynamic routers don’t require 
administrative intervention to adjust to changes in their routing environment. Routing 
Information Protocol (RIP), RIP Il and Open Shortest Path First (OSPF) are examples of 
protocol implementations of dynamic routing. | _ | 


Construction of a Frame. 


Have you ever wondered how a 17 MB file gets from the file server in the central of your 

-firm’s network to your computer, and how those pieces of data get transmitted over the 
network wire? It all has to do with routing. Even before that, the transmission requires 
that the file be chopped up into pieces before it hits the network, and then reconstructed 
once it reaches its destination. Understanding how this occurs is important in 
understanding how routing works. 


Let’s make an everyday comparison to see how frames are constructed. When you want 
to send a gift in the mail, you might start by wrapping the gift in some nice tissue, then 
you might place it in a box, wrap the box, put a ribbon on it, place the wrapped-and- 
ribboned box into a shipping box, put an address on the box, and finally, attach postage 
appropriate to the means by which it is shipped. If you’re sending it with United Postal 
Service (UPS), you must have someone affix an appropriate UPS sticker on the box; if 
you’re sending it via Federal Express, you'll need their sticker, and finally if you’re 
sending it through regular mail, you'll need the right sticker or stamp. All you really want 

to do is send the gift to someone half-way across town (or all the way across the world), 
but to get it there you have to jump through the appropriate hoops. Let’s break this down 
into parts: 


The gift: The point of this whole ordeal is to send the gift where you want it to go. 


Tissue: You have to properly present the gift, so you wrap it in gift tissue. 
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Gift box: You can’t have that gift flopping around. Put it in a box. 


Ribbon: A gift isn't a gift without a ribbon. It will get smashed on the way, and no one 
really pays much attention to the ribbon, but custom is custom. 


Shipping box: You can’t ship the gift box as is, so you use a shipping box. 


_ Address: The guy in the uniform and matching truck must know where to shuffle this 
package to, so you give him the address. The address will have a state, city, and street 
address (general part of the address), and a name (specific, unique part of the address). 


Appropriate shipping sticker: Put a UPS sticker on something going through the 
regular mail and you'll get nowhere (and in fact, it might just disappear without a trace), 
so you need to make sure you get the right sticker on it. Maybe, however, you’re 
fortunate enough to have a butler or a secretary who does all these things for you, so 
when you want to send something off you don’t worry about the sticker, and instead just 
hand it off to someone else who affixes the appropriate sticker for you. 


On the other side of the delivery, the series of events plays itself in reverse: the driver _ 
who delivers to the address looks at the sticker (the sticker has been changed because 
i's going to Germany—a different language, but still addressed to the same person) and 
delivers it to the address. The person to whom the package was addressed receives the 
package and checks the sticker (to ensure it is for them), opens the shipping box, unties 
the ribbon, opens the gift box, removes the gift tissue, and takes out the gift. | 


This is almost exactly how a network frame is created and sent across the network. 


You start with the data, and as you go through the OSI model, information is appended — 
to the data until you reach the final layer (physical), where the frame is complete and can 
be sent onto the wire and reach the intended destination. Figure 5-2 illustrates this. 


Original Data i 


Application (L7) 
Presentation (L6) 
Session (L5) 
Transport (L4) 
_ Network (L3) 
Data Link (L2) 
Physical (L1) _ 


Data + L7 Header = 


7 Data +47,16,L5 Headers “4 | 
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11, L2, etc. = Layer 1, Layer 2, etc. 


Figure 5-2: Appending Headers at Each Layer to Produce a Packet. 
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Starting with the data (the gift), information is appended at each theoretical layer of the 
OSI model to enable the data to get from one computer on the network to another. The 
reason for doing this is that each layer in the OSI model—for example, the transport 
layer—expects information specific to its layer to be there when it receives the data. An 
obvious example in this case would be the address of your Germany-bound package. If 
there’s no address, the delivery driver doesn’t know what to do with the package. 


But in our frame-constructing model, every appended piece of information is just as 


important as the address is to the delivery guy—the data can’t be delivered if even one 
iS missing or incorrect. | | 


Routable Protocols 


IP and IPX match up with the OSI model (see Figure 5-3) in a way that enables packets © 
transmitted with their protocols to be routed. | 7 
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£1, L2, etc. = Layer 1, Layer 2, efc. 
LLC = Logical Link Control - part of the further division of the Data Link Layer, per the 802 Project 
MAC = Media Access Contro! - part of the further division of the Data Link Layer, per the 802 Project — 


Figure 5-3: The OSI Model and How Its Layers Match Up with IPX and IP. 


Notice that the IP part of the TCP/IP suite has a break right between the network layer 
and the transport layer. This is the all-important, routing-enabled break point that makes 
TCP/IP a protocol suite that can be routed across multiple subnets. This break point 
enables a subnet/segment to be identified by a special number, and by doing so enables 
a way to differentiate between such subnets. Also notice that IPX has a break between 
the network and transport Layers—again, this enables IPX to be routed between 

_ subnets. The process of doing so goes something like this: | | 
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When a local host looks at its network information (this is actually a mini-version of a 
routing table, similar to what a router maintains to track the topology of the internetwork), 
it determines whether the data it’s trying to send is going to a machine on the local 
subnet or to a machine outside its local subnet. If it’s going to a machine on the local 
subnet, no router is involved and the client simply sends the data to the machine. If the 
local host determines it’s trying to send data to a machine outside the local subnet, it 
sends the data to the router for delivery. 


When the router receives the frame, it looks at the frame’ s destination information and 
checks its routing table for the appropriate route the frame should take to get to the 
destination host. When the router determines the appropriate route, it strips the Layer 2 
header information (data link) and replaces it with its own information—information that 
will either take it to the destined host (if the host is connected to a subnet to which the 


router has a direct connection), or forward it to the next appropriate router. Note that 
despite this stripping, information about the source and destination IP addresses | is 
retained. Figure 5-4 puts this process into an illustration. 
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Figure 5-4: A Router Stripping Network Information and Replacing It With Its Own. 


The router does this for a number of reasons. First let's take another look at our data 
frame in Figure 5-5, this time putting in the appropriate Boca to the OSI model 
and the network media. — | , 
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Ethernet 


Ethernet Header 


Da 1413.2... Headers #e 


FDDi Header 


Modify media-specific header to pass the frame to the next seqment 
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L1, L2, etc. = Layer 1, Layer 2, etc. 


Note: Though Layer 1 is being graphically represented here as a ‘header,’ it is more accurately a governed standard for 
transmitting the data across its medium. | 


Figure 5-5: The OSI Layer with IPX or IP, Plus the Appropriate Frame Type. 


Notice that the MAC header includes information about the type of media over which the 
frame is going to travel. So what happens if, on the way to the destination machine, the 
router has to send your frame over a network different than yours—say a Token Ring 
network or an FDDI network? In that case, the router, by replacing the information 
contained on Layer 2 (the Data Link Layer) with its own, enables the packet to travel 
over any kind of network using any kind of medium to reach its final destination. 

The router (or routers) along the way is thus acting as a sort of “media gateway” 

(by definition, a bridge) by manipulating Layer 2. 


The end result is that two of the general purpose protocols shipped with Windows NT 
and Windows 2000 (the fourth, DLC, isn’t general purpose)—IP and IPX—are routable 
because those protocol specifications have built-in mechanisms that enable individual 
subnets to be uniquely identified and have means (available routers) to forward their 
frames between subnets. NetBEUI has no means by which its local subnet can be 
uniquely identified (no means of segregating devices between logical segments) and is 
thus not routable. 


Routing Protocols 


What’s the difference between routable protocols and routing protocols? Routable 
protocols (such as IP and IPX) enable computers or devices on different subnets to 
communicate with each other. Routing protocols (such as RIP, RIP Il, or OSPF) enable 
routers—the devices that connect individual subnets—to exchange information about 
routing tables in order to create one big happy virtual network out of all of the 
interconnected individual segments in a given network. Routing protocols go from not | 
too terribly difficult to grasp (RIP) to something out of an anesthesiology textbook 
(OSPF). As with many subjects on computing, however, routing protocols are made 
easier or more difficult to understand based on how they are presented and explained. 
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_IGPs vs. EGPs 


Let’s make some broad distinctions. Networks (and their routers) that require routing 
protocols vary greatly in size (from somewhat small to the size of the Internet). Large 
networks are often broken into smaller units to allow for easier administration and more 
reasonable routing solutions. As a result, we have two kinds of communication between 
routers: Interior Gateway Protocols (IGP) and Exterior Gateway Protocols (EGP). 


IGPs are used for communication between routers that are in the same interconnected 
network. IGPs enable the sharing of routing table information among routers that are 
considered a part of the same interconnected network. If a network is divided into 
different areas, IGPs share routing information with members of the same area. 


IGPs do a couple of things. First, |GPs enable routers to create a complete routing 
table—a routing table that includes information on how to reach all routers (and thus all 

- subnets) in the internetwork. Second, IGPs provide a means by which a router can 
determine the best way to send data to another router, or more specifically, the best way 
to send a packet destined for any given computer (or other network device) to its 
destination. | 
The methods by which IGPs disseminate their routing information and determine the 
best route by which they should reach a given subnet or router fall into two categories: 
Distance Vector and Link State. Distance Vector is the simpler of the two and is the 
easiest to understand and implement. RIP and RIP Il are examples of Distance Vector 
protocols. Link State is more complex to understand and implement, but makes up for its 
complexities by solving the many shortcomings inherent with Distance Vector routing 
solutions. For large networks, Link State IGPs are almost required. OSPF is an example 
of a Link State protocol. Figure 5-6 illustrates the scope of coverage of IGPs. 
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= IGP Communication between routers, such as 
“Hello? Are you still there?” Or 
“Has your routing table changed since last we talked?” 


Figure 5-6: Where IGP Fits Into the Picture. 


- Incontrast, EGPs are a means of communication between routers that are not a part of © 
_ the same interconnected network or area. EGPs are used to communicate information _ 
~ (such as how their interconnected networks are advertised to the outside world) outside © 

their area. EGP is unusual in that it is a classification for a type of routing protocol, and 


also the name of a particular protocol (EGP). (Kind of like the doctor who is named 


- Doctor.) EGP (the protocol) was used on the Internet to connect its multitude of 


interconnected networks. It was replaced a number of years ago with Border Gateway 
Protocol (BGP), which is itself an EGP. Figure 5-7 illustrates the difference between an | 
IGP and an EGP. 


lf you have an Autonomous System (AS) that needs to communicate with the outside 
world—say the Internet, for example—you will need to implement an EGP on your AS 
Boundary Router (or have your ISP do it for you). As mentioned earlier, a protocol called 
EGP was first used as the Exterior Gateway Protocol on the Internet that enabled 
Autonomous Systems to communicate. The successor to EGP is BGP, and it builds and 
improves on the experience gathered with the use of the EGP protocol. BGP-4 is in use ~ 
on the Internet today. An in-depth explanation of BGP is not provided here; if you want 
information on BGP standards or recommendations, check out the IETF web site at 
www.ietf.org. 
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=EGP/BGP 


Figure 5-7: Differentiating Between IGPs and EGPs. 


The following sections focus on the various IGPs available with most routers, including _ 
Windows NT and Windows 2000 RRAS. 


RIP and RIP Il for IP 


This section provides an overview of RIP and RIP II for IP, and discusses some of its 
drawbacks. This discussion is intended to familiarize you with the issues you might face 
if developing solutions for RIP, and conversely, provides you with information that the 
people who administer routers and networks must consider when determining the 
advantages and drawbacks associated with RIP and RIP Il. Such information is intended 
to provide you with more context and insight into the administrative side of routing and 
‘routing protocols. 


RIP for IP is a relatively simple—though useful and widely deployed—implementation of 
a Distance Vector protocol. RIP provides the most basic information required to create 
and maintain routing protocols throughout an internetwork, and does so by using a 

| simple metric for ealculating the * ‘cost’ of a given route. Consider Figure 5-8. 
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_ Network F 


R1 = Router #1 
Figure 5-8: A Handful of Routers and Subnets with Sufficient Redundancy. 


Notice that there is more than one way to reach each of the attached subnets. Some of 


‘those routes are longer than the others because they have more hop counts (routers to 


cross) than other routes. In a network with “costs” that directly associate with the number 
of hops to each network, the routing table for ROUTER1 would have a very simple 
routing table. 


The primary advantage of RIP and RIP II is that both of them are much easier to 
implement and administer than OSPF; this can be a significant determining factor in 
choosing which routing protocol to use in a given implementation. Administrators in small 
network environments often do not have the bandwidth (in terms of time or attention) to 
dedicate themselves to understanding the implementation details of more elaborate and 
complex routing protocols, and therefore, are justified (and correct) in implementing RIP 
in their networks. 


RIP creates a complete routing table for all routers speaking RIP on the internetwork. 
Best of all, the routing table is done automatically by periodic updates that are traded 
between routers throughout the network. This periodic update is one of RIP’s 
shortcomings. The timeframe for these intervals is thirty seconds (and failures are 
concluded only after many of these intervals pass), and they are sent out across the 
network using broadcasts. This method has two drawbacks. 


The first drawback: Because RIP waits three minutes before considering a router down 
(and sends out challenges to find out whether the router is truly down), several minutes 
can pass before data destined for a network with a dead router link is rerouted. During 
that period, all data is dropped into the black hole of the dead router...never escaping, 
never being forwarded, and causing bad things to happen. In networks, several minutes 
is an awfully long time; such a lengthy recovery interval is considered slow convergence. 
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The second drawback: Using broadcasts creates unwanted network traffic. In large 
networks this is a significant drawback, but an even worse situation is using RIP over 
WAN links. The bandwidth available on a WAN link is generally precious, and having to 
share such limited bandwidth with a chatty routing protocol that sends out broadcasts 
every 30 seconds is considered expensive. Certain routers can modify their behavior to | 
dull this effect if the router Knows it is using a WAN link, but such configurations must be 
made manually. RIP is therefore not a good choice where precious WAN links are in 
place within the network, or in large networks. 


There are some other problems with RIP—it uses a hop count that is independent of the 
_ TTL field of an IP packet and has a maximum of 15 hops, after which the packet is 
dropped. In large networks there could certainly be more than 15 hops; if there were a 
destination IP address sitting 16 hops from the source in a RIP network, and even if 
there were appropriate router connections between the source and destination 
machines, RIP would drop the packets on the 16th hop, resulting in an error that said 
something like “destination host unreachable.” Another disadvantage of RIP is that, 
although it stores multiple entries for equal-cost routes to a destination, RIP uses only 
the first route in its list, which results in a lack of load balancing between like-cost routes. 


RIP Il addresses some of the glaring deficiencies of RIP. Most significant among those 
deficiencies were RIP’s inability to identify a subnet mask, the load it placed on the 
network by the use of multicasts, and the ability to use simple password authentication. 
RIP Il, however, is still a Distance Vector protocol and does not have some of the rich 
routing features available in Link State protocols available today. RIP Il retains the ease 
of use and implementation, and for that reason RIP II can still be a viable solution for 
small networks. RIP Il, though attractive for some, is still not as attractive from a feature 
standpoint as Link State protocols. 


RIP for IPX 


IPX is a different animal altogether than IP (but you knew this already). The way IPX 
implements some of its features, and the way it maintains information about its features. 
across the network, necessitates a different approach to routing than the simple RIP 
versions we saw earlier for IP. A little bit of background inonmalon on IPX and the way 
NetWare servers advertise their services Is in order. 


IPX uses something called Service Advertising Protocol (SAP) to maintain alistof — 

_ available services being offered by Novell NetWare Servers on a given subnet. For 
simple (non-routed) network deployments, such advertisements are easy; the server 
itself can maintain and respond to service requests by sending or responding to 
broadcasts sent over the local network. But in a routed network, management of such 
advertisements (these server-related services, such as file server services, can be - 
shared throughout a routed network) must be done at the router because broadcasts 
don’t go beyond the local subnet (meaning that routers don’t forward broadcasts). These 
facts—that IPX uses broadcasts to advertise their services, and that routers don’t 
forward broadcasts—require that any IPX routing protocol manage and appropriately _ 
forward SAP broadcasts to servers (responding to requests) and clients (making 
requests). RIP for IPX manages such IPX-related issues within its protocol. 
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Neither Windows NT nor Windows 2000 uses SAP, except where NetWare-like services 


are provided, such as File and Print Services for NetWare (FPNW) or services like 


Microsoft SQL Server, where IPX clients would only be aware of and find services with 


OSPF 


help from SAP. 


Other than this distinct difference (and the obvious difference in network addresses), RIP 
for IP and RIP for IPX work in similar ways; both use flooding, both maintain and share 
routing tables, and both update using broadcasts on specific intervals. 


Open Shortest Path First (OSPF) is a routing protocol that takes things like bandwidth 
availability and network congestion into consideration when determining the best route to 
send packets across the network. OSPF works in IP networks and is a Link State 
protocol, making it an attractive solution for large networks or networks that incorporate 
WAN links into their topology. OSPF is the most complex of the routing protocols, but 
don’t let anyone fool you: When taken in bite-sized pieces, OSPF is straight forward. 


OSPF differs from RIP in a number of ways. The first and perhaps most obvious 


distinction is that RIP is Distance Vector—based, while OSPF is Link State—based. This 
distinction is important; it means that OSPF can react to changes in network utilization 
on given links and reroute around the increased traffic—dynamically. Without manual, 
administrative intervention, RIP has no way of doing this. Such on-the- “fly modifications 
based on network traffic are often called load balancing. 


OSPF is a hierarchical protocol, just like IP, DNS, and Windows 2000 domains are 


hierarchical. A hierarchical protocol enables groups of subnetworks to be addressed 


from a top down perspective, with a “top” network responsible for addressing a group of 
subnetworks, and each of those subnetworks capable of having subnetworks within 
themselves. For example, | could have a network with a “top” address of 122.0.0.0 and 
have routing outside that network send anything destined for 122.x.x.x subnetworks sent 
to the router servicing that group. Within the group of 122.x.x.x networks | could have a 
subnetwork of 122.46.x.x and have all subnetworks planned therein (122.46.17.x, for 
example) reachable through that router. Figure 5-9 aga a visual ep Gee talon ofa 
hierarchical protocol. 
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Anything headed to 122.x.x.x gets sent to this router, 
which in turn sends it on to the appropriate router, 
based on hierarchical addressing. 


Figure 5-9: | Representation of a Hierarchical Protocol. 7 


Because OSPF is a widely used protocol, knowledge of how it functions and operates is 
important to routing development (and routing administration, for that matter). As such, 
I’m going to go into more detail about OSPF in this chapter so that you can have 
reasonable (if not introductory) understanding of how OSPF operates. 


Let’s start with an overview of how OSPF works on a system-wide level, then move into 
its interaction on a local level with neighboring routers and explain how such interaction 
makes OSPF such an attractive large-network routing protocol. | 
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The Overall View of OSPF 


OSPF works under the premise of Autonomous Systems (AS), and can furtive segment 
this network-wide organizational unit into smaller, easier to manage groups called Areas. 
An AS, as the name suggests, is the highest level of organization for an independent 
network; Areas are groups of networks within an AS that work as one administrative, 
routing-area unit. In every OSPF AS there must be one area called the Backbone—the 
mother of all Areas and the administrative and data-passing center of the networking 
universe for the overall AS. The backbone is the central nervous system of your AS, and 
all routes (if possible) should converge on or stem from your OSPF Backbone. The 
reasoning behind this is that, ideally, when routing data between areas the network will 
use the Backbone. 


Once Areas are established—which by definition are separate entities within the AS— 
there must be a means by which these Areas can communicate with one another, with 
the Backbone, and with the outside world. These means are accomplished through — 
designating different routers with different roles. There are a few types of router roles in 
an OSPF network: 7 


Internal Routers: These are routers that function within an Area and do not have 
interfaces to segments or networks outside the area in which they reside. 


Area Border Routers: Communication between Areas is done through an Area Border 
Router, which is a router that is attached to two Areas; it keeps information about each 
Area to which it has an interface, and communicates that information to the Backbone. 


Backbone Routers: Similar to Area Border Routers are Backbone Routers. Backbone 
Routers are, quite simply, routers that have at least one interface on the Backbone. 


Autonomous System/AS Boundary Router: Finally, there often are instances when 
hosts on a network need access to areas outside the AS, such as the Internet. In these 
situations, the network administrator designates one router as an AS Boundary Router, 
which.connects your AS to networks that are outside your AS. It could be that your 
company has more than one AS, and thus you will have at least one—and much more 
responsibly and likely will have more than one—router in your network that will be 
designated an AS Boundary Router. Figure 5-10 illustrates the various types of routers. 
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AS Boundary Router 


Internal Routers Backbone Routers 


Area Border Routers 


Figure 5-10: An AS with Areas and Router Role-Holders Identified. 


OSPF uses a database called a Link State Database (LSDB) to maintain information 
about its network. The LSDB is a “map” of the entire network, and being thus, needs 
information from every other router in the internetwork in order to make it complete. The 
internetwork is an Area if the AS has been segmented; if it has not been segmented into 
areas, the LSDB will need information about every router in the AS. This is one reason 
segmenting medium or large networks into Areas is such an advantage; groups of 
networks placed into manageable groups cuts down on the requisite processing and 
traffic overhead associated with too many routers residing in the same management unit 
(AS or Area). | 


From this LSDB, routers calculate the Shortest Path First (SPF) Tree, which is a map of 
how to get to every router on the network (and thus every segment) relative to the 
location of the calculating router. OSPF better utilizes multiple routes than RIP, and has 
a more complete picture of the internetwork. Throughout the internetwork (whether that 
is an Area if so segmented, or an AS if not), the LSDB is identical on every router, and 
the SPF Tree for each router is unique. 


Volume 5 Routing — 


The Local View of OSPF 


OSPF has a logical, traffic-sensitive and redundancy-sensitive way of going about its 
operation. This method doesn’t change once you scrutinize to the local router-to-router 
operation of OSPF (what I’m calling the local view of OSPF). The way OSPF routers 
exchange information, govern their behavior with adjacent routers, and ensure that _ 
communication between routers is kept to a minimum is fairly detailed and beyond the 
scope of this chapter. Instead, this section focuses on providing a good explanation of 
how these communications and relationships work. We’ve seen how OSPF segments 
responsibilities and processing requirements in the overview—the same applies at the 
local level. Consider Figure 5-11. | 


AS Boundary Routers handle communication to the 
“outside” world, relieving other routers internal to the AS 
of the communications overhead associated with 
convergence of exterior routes. 


Backbone Routers handle inter-area 
Backbone Routers data traffic, concentrating such 
throughput on routers that can handle 
such high traffic. 


Designated Routers eliminate 
: multiplication of flooding traffic over 
Designated Routers _ the internetwork by having nearby 
routers communicate with them to 
obtain routing table changes. 


Area Border Routers 
Area Border Routers are the liaison between areas for both 
path and convergence data, eliminating the need for each 
router inside their area to handle processing-intensive tasks 
such as inter-area convergence. 


Figure 5-11: OSPF’s Tree-Like Segmentation of Responsibilities. 


To understand the smarts behind OSPF’s local policies, we need to compare what 
probably seems obvious: the definition of a routed network. 
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In a contiguous network environment, every subnet is in some way connected to the 
internetwork, which is the basic definition of an internetwork. To attain such connections, 
routers connect these subnets, so by virtue of their inclusion, all routers are also 
interconnected through one link or another. Thus, every router in the network is 
connected in some way to at least one other router (unless, of course, you only have 
One router in your network, in which case you shouldn’t be using OSPF). To put this 
another way, every router on the internetwork has at least one “neighbor” router. Most 
networks have some sort of redundancy built into them, which means that routers on a 
given wire (network connection media) often have more than one neighbor. Regardless 
of how many neighbors a router has, every router on the network has at least one 
neighbor. Think of it this way: If you have a single-file line of people, and you instruct 
them to shake hands with either the person in front or behind them (shaking hands with 
more than one person is okay, so long as everyone shakes at least one other person’s 
hand), everyone in the line will have shaken hands with someone. 


Here is the point at which the logic built into OSPF shines and where some of the 
complexity tends to make people shy away from OSPF. 


Routers in an OSPF environment form an adjacency with neighboring routers that share 
certain common criteria (specifically authentication, passwords, Hello and Dead | 
intervals, Area IDs and Stub/non-Stub status). In fact, an OSPF router must form an 
adjacency with one of its neighbors in order to be considered part of the Area/AS. With 
this adjacency-forming requirement, OSPF ensures at least one adjacency for every 
router participating in its network; OSPF routers need only synchronize their LSDBs with 
adjacent routers. If all routers on the network are synchronized with their adjacent 
routers, the entire network is synchronized—or more accurately, the entire network has 
converged. Imagine the network traffic and computational overhead avoided by having 
only adjacent routers synchronize with each other, instead of having every router in the 
network synchronize with every other router in the network (it’s a lot). 


’ll provide a quick example to clarify why this is so cool. Remember the line of people 
who shook hands with each of their neighbors? That was a pretty easy example, 
because they’re all in a line and it’s easy to visualize that everyone would have someone 
with which they could shake hands. Let’s take that example a step further and say that 
this line of people is in a huge room (a gym, perhaps). Now tell them they are to spread 
out across the gym, but that they must stay within an arm’s reach of at least one person 
(being within an arm’s reach of more than one person is okay as well). Chaos ensues for 
a few minutes while everyone shuffles until everyone is spread out until the gym is full 
and everyone has complied and is within arm’s reach of at least one person. Now you 
(the instructor) walk into the middle of this gathering and step between two people who 
are within arm’s reach and tell them, “| have a word | want you to whisper to everyone 
within arm’s reach of you, and everyone you tell is to whisper that word to everyone 
within arm’s reach of them.” You tell them the word—watermelon—and the whispering 
begins. Eventually everyone in the gym knows the word. You can step between any two 
other people or any one person (remember, they only have to be within arm’s reach of 
one person) and do the same thing with a new word; eventually everyone in the gym 
knows the new word. This is exactly how needing to synchronize only with agjacem 
routers ensures synchronization of the entire network’s LSDB. 
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This is an excellent system, but it has one drawback: Routers on broadcast networks 
(such as Ethernet) will create adjacencies with more than one or two routers, potentially 
a whole bunch of routers. This goes crazy on broadcast networks. OSPF gets around 
this problem with Designated Routers. 


A Designated Router is the router on a multiple-access network that instructs all other 
routers on the multiple-access network to create adjacencies—and therefore 
synchronize their LSDB—only with it. The Designated Router is determined by 
comparing Router Priorities (router priority is a defined term in OSPF); routers with a 
Router Priority of zero never become a Designated Router. Among those routers with a 
Router Priority greater than zero, the router with a higher priority becomes the 
Designated Router for that multiple-access network. There is also a Backup Designated 
Router, just in case the Designated Router goes down. Figure 5-12 depicts how the use 
of Designated Routers might appear in a network deployment. 


OSPF routers form adjacencies with neighboring routers upon startup or initialization. 
Designated Routers must have a Router Priority of one or greater. 


Communication Between OSPF Routers 


OSPF routers maintain communication between one another through the use of Hello 
packets. Hello packets are small and have default settings generally around 10 to 15 
seconds that facilitate continuous communication—and thus knowledge of ongoing 
availability—between routers. There are two time intervals associated with the exchange 
of Hello packets: Hello intervals and Dead intervals. Hello intervals are equivalent to “are 
you still there?” communication. Dead intervals are equivalent to “if | don’t hear from you 
within my Dead interval time, I’m going to assume you’re no longer up and modify my 
LSDB (and thus my SPF Tree) appropriately” communication. 


Hello intervals and Dead intervals are configurable in OSPF. If routers are on a network 
that is particularly busy, or there is a router that’s doing so much routing that setting a 
Hello interval at 10 or 15 seconds would create unwanted stress on the router or 
network, these intervals can be increased. Be careful, though: The idea behind making 
these intervals relatively short is to keep convergence time short, and a short 
convergence time is one of the greatest advantages of OSPF. If you increase the Hello 
and Dead intervals too much, you'll be undoing one of OSPF’s best features and the 
network won't be able to react quickly to changes in router topology. 
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Designated Routers 


Arrows point from routers that have 

created adjacencies to their Designated 
Routers. Dashed lines represent 
Backup Designated Routers. 


Figure 5-12: Designated Routers and Backup peslgpated Routers in Multiple- 
Access Networks. 


Once the Dead interval expires and an OSPF router determines that one of its neighbors 
is dead, the router communicates this fact to all of its Adjacent routers. Remember that 
OSPF routers synchronize their LSDBs with Adjacent routers; if a dead router is 
detected, the detecting Adjacent router changes its LSDB and its LSDB falls out of sync 
with its neighboring routers’ LSDBs. Because the changed LSDB of the detecting router | 
is more recent, Adjacent routers update their LSDBs with this new information and a 
chain reaction occurs—all neighbors within the AS or Area resynchronize (converge) and 
within a certain amount of time (dependent upon the size of the network and the speed 
of your routers’ CPUs, but something like 30 seconds or so), the LSDB for the 
internetwork once again is converged and the downed router’s impact on the network is 
taken into consideration. 
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Router Administration 


Router Administration Overview 


The router administration API allows developers to create applications to manage the 
router service on a computer running Microsoft® Windows® 2000, or running | 
Microsoft® Windows NT® 4.0 with the Routing and RAS (RRAS) add-on installed. Not 
all API functions are supported on both of these platforms. The Requirements section on 
the reference page for each router administration function specifies which PIRvOnDS 
support that function. 


Components of the Router Architecture 


The router administration coe en makes frequent reference to the falloning 
| components of the router. , 


Dynamic Interface Manager (DIM) 


All router administration functions pass through DIM. Depending on the nature of the 
function, DIM may pass the call on to one of the router managers. Functions that deal 
only with interfaces are handled by DIM. If the function affects routing protocols, DIM will 
call into the router manager for the transport corresponding to that protocol. For 
example, if the function affects the Open Shortest Path First (OSPF) protocol, DIM will 
call into the IP Router Manager, since OSPF i is an IP routing Pioteee 


Router Managers 


Each routable transport has its own router manager. Currently router managers exist for 
the IP and IPX transports. The router managers manage router protocols and other 
— types of routing clients that run. on interfaces on the local computer. 


Routing Protocols and other Clients — 


Clients are service providers that function within the framework of the router architecture. 
Routing protocols are one type of client that is supported by the router. 


Clients are specific to a particular routable transport: either IP or IPX. Routing protocols 

for the IP transport include Open Shortest Path First (OSPF) and Routing Information 

Protocol (RIP). Examples of IPX routing protocols are Service Advertising Protocol 
(SAP) and RIP for IPX. An example of a client that i is not a ulcer protocol is Network | 
_ Address Translation vole for IP. 
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The interface between the router manager and a client is described in the section 
Routing Protocol Interface. All clients conform to this interface. Using this interface, 
vendors can implement their own clients that are compatible with the router. 


Interfaces 


An interface is a connection to an external network. Each interface is identified by a 
unique interface index. Interfaces are logical entities; router clients such at NAT or OSPF 
deal with all types of interfaces similarly. In terms of implementation however, an 
interface can represent a dedicated connection (Such as to a Local Area Network (LAN)) 
or a non-dedicated, dial up connection (Such as a PPP connection to a Wide Area 
Network (WAN)). 


In the case of a LAN interface, the interface corresponds to an actual physical device in 
the computer, a LAN adapter. In the case of a WAN interface, the interface is mapped to 


a port at the time a connection is established. The port could be a COM port, a parallel 
port or a virtual port (for tunnels such as PPTP and L2TP). 


WAN interfaces have the additional quality that they typically receive a network address 
only at the time that a connection is established. For example, a WAN interface using 
PPP receives its network layer address from the remote peer during the connection 
process. Receiving a network address as part of the connection process is sometimes 
referred to as “late-binding.” | 


Router Initialization 


Configuration information for the router, the router managers and the routing 
protocols/clients is divided into global information and per interface information and is 
stored in the registry and the router's phonebook file, router.pbk. 


_ When the router process starts, DIM (Dynamic Interface Manager) reads the router 


configuration from the registry. DIM creates the interfaces that are specified by the 
interface information. 


DIM also retrieves the global router manager information. DIM starts the router 
managers corresponding to this information, and passes them the information. For 
example, if DIM finds global information for the IP router manager in the registry, DIM will 
start the IP router manager and pass it the global information. If no global information is 
present in the registry for a particular router manager, DIM will not start that router 
manager. | 


The router managers examine the global information received from DIM. If the router 
manager finds information specific to a particular client within the global information, the 
router manager will load the DLL for the client (for example ipNAT.dll) and initialize the 
client by calling the client's RegisterProtocol and StartProtocol functions. The router 
manager passes the client-specific global information to the client in the call to 
StartProtocol. 
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At each stage, the information being passed to the next entity is opaque to the entity 
above it. That is, DIM does not interpret the global information for the IP Router 
Manager, beyond the fact that the information is meant for the IP Router Manager. 
Similarly, the IP Router Manager does not interpret the OSPF specific information 
beyond the fact that it is OSPF information. 


Router Management Functions 


The following sections discuss the different types of router management functions and 
what you should know to use them effectively. 


All router management functions require administrator privilege. A user in the Power 
User group will not have sufficient privilege to use the router management functions. 


The Different Classes of Router Management Functions 


The router management functions can be divided up into the administration functions 
and the configuration functions. The administration functions have a prefix of MprAdmin 
and the configuration functions have a prefix of MprConfig. Despite the naming, both 
sets of functions are used for router management. The MprAdmin functions operate 
directly on the running router. The MprConfig functions have similar functionality, but 
operate on the router configuration stored in the registry. Both types of functions pass 
information blocks. . 


The router management functions can also be divided up based on what components of 
_ the router they manage: interfaces, router managers, or router manager clients. 


The router interface functions have a prefix of either MprAdmininterface or 
MprConfigIinterface. Use these functions to access interfaces. The router manager 
functions have a prefix of MprAdminTransport or MprConfigTransport. Use these 
functions to access the router managers. Lastly, the router manager client functions 
have a prefix of MprAdmininterfaceTransport or MprConfiginterfaceTransport. Use 
these functions to access the clients running on the router. 


A subset of MprAdmin functions is the MprAdminMib functions. These also operate on 
the running route alone. However, these functions do not pass information blocks. These 
functions provide additional flexibility to the protocol designer, especially for retrieving 
non-configuration information, such as statistics. | 


Ensuring that Changes Occur Immediately and are Persistent 


A developer can make changes to the router configuration directly using the router 
configuration functions. However, any changes made to the configuration will not take 
effect until the router is restarted, since this is the only time that DIM reads the 
configuration from the registry. a | 


A developer can make changes to the running router by using the router administration 
functions. However, these changes are not persistent: since they haven't been written to 
the registry, they will be lost if the router is restarted. | | 
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In order to make changes that are both immediate and persistent, a developer will need 
to use both the router administration and the router configuration functions. If the router 
Is not running, the developer need only call the appropiate router configuration 
functions. — 


For querying information from the running router, use the router administration 
functions. If the router is not running, query information using the router configuration 
functions. 


Using Router Administration and Configuration Functions 


Remotely 


Most of the router administration and configuration functions can be called ona 
computer other than the one being administered. These functions take as a parameter, a 
handle to the router service or configuration to administer. The administration functions 
use RPC (Remote Procedure Call) to communicate with the routing service specified by 
the handle. The configuration functions write to and read from the registry of the 
computer specified by the handle. 


To administer the routing service on a remote machine first call 
MprAdminlsServiceRunning to verify that the service is running. Then call 
MprdminServerConnect to obtain the handle. If the router service is not running on the 
remote machine, all router administration (“MprAdmin”) calls will fail. 


To make changes to the router configuration on a remote machine obtain a handle by 
calling the MprConfigServerConnect function. 


Router Interface Functions 
Use the following functions to administer interfaces on the router. 


Administration Function Configuration Function 
MprAdmininterfaceCreate - MprConfiginterfaceCreate 
MprAdmininterfaceDelete _ MprConfiginterfaceDelete 
MprAdmininterfaceEnum _ MprConfiginterfaceEnum 
MprAdmininterfaceGetHandle MprConfiginterfaceGetHandle 
MprAdmininterfaceGetinfo ae MprConfiginterfaceGetinfo 
MprAdmininterfaceSetinfo . MprConfiginterfaceSetinfo 


These functions affect the interfaces themselves, not clients running on the interfaces. 
For this reason, none of the functions require the caller to specify a particular transport 
(IP or IPX); although clients (such as routing protocols) are associated with particular 
transports, the interfaces themselves are not. 


These functions are handled directly by DIM. They do not utilize the router managers. 
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The MprAdmininterfaceCreate and MprAdmininterfaceDelete functions cannot create 
or delete LAN interfaces. They can only create or delete demand-dial interfaces. See 
ROUTER_INTERFACE_TYPE for a list of interface types. 


Router Manager (Transport) Functions 


Use the following functions to administer the router managers. These functions also 
allow a developer to read and write the global information for the router managers, and 
the global information for router clients (Such as routing protocols). 


Administration function Configuration function 
MprAdminTransportCreate MprConfigTransportCreate 

No administration function | MprConfigTransportDelete 
MprAdminTransportGetinfo MprConfigTransportGetinfo 
MprAdmintTransportSetinfo ty 0 MprConfigTransportSetInfo 

No administration function _ MprConfigTransportEnum 

No administration function | “MprContigiransportGethandle 


Router Manager Client (interlace Transpor!) Functions 


Use the following functions to administer clients (such as routing protocols) on particule: 
interfaces. These functions also allow a developer to read and write interface- “specific 
information for router clients (such as routing protocols). 


_ Administration function — Configuration function 


MprAdmininterfaceTransportAdd MprConfigInterfaceTransportAdd 
i MprAdmininterfaceT ransportRemove MprConfiginterfaceTransportRemove 
MprAdmininterfaceTransportGetinfo. MprConfiginterfaceTransportGetinfo | 
MprAdmininterfaceTransportSetinfo MprConfiginterfaceTransportSetinfo 

~ No administration function MprConfiginterfaceTransportEnum 
No administration function MprConfiginterfaceTransportGetHandle 


Morinfo Functions and Information Headers 


The following functions require that the caller pass an information structure or header as 
one of the parameters. 


Administration function _ - Configuration function 
No administration function | : MprConfigTransportCreate 
_ MprAdminTransportSetinfo MprConfigTransportSetinfo 


2 MprAdmininterfaceTransportSetinfo | MprConfiginterfaceTransportSetinfo 
_MprAdmininterfaceTransportAdd s MprConfiginterfaceTransportAdd 
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Similarly, the following functions return information headers. 


Administration function Configuration function 


MprAdminTransportGetinfo MprConfigTransportGetinfo 
MprAdmininterfaceTransportGetinfo MprConfigIinterfaceTransportGetinfo 


For the transport functions, the information header contains global information for the 
transport. For the client (“InterfaceTransport’) functions, the header contains information 
specific to the client (for example, OSPF) being administered. 


The information headers and their contents should be manipulated only by using the 
Mprinfo functions. Developers should not attempt to manipulate the contents of the 
information headers directly. 


The “interface-only” functions such as MprAdminInterfaceSetinfo do not require the 
use of Mprinfo functions. The information that is passed and returned with these 
functions is always in the form of an MPR_INTERFACE structure. 


_ Managing Router Clients and Interfaces 


The following topics describe how to perform typical management tasks using the 
MprAdmin and MprConfig and Mprinfo functions: 


e Changing Interface-Specific and Global Information for Clients 
e Deleting a Client from an Interface 


Changing Interface-Specific and Global Information for Clients 


To change the interface information for a specific client, for example NAT, first use the 
appropriate “Getlnfo” function to retreive the current information. If the router is running, 
use MprAdmininterfaceTransportGetinfo. If the router is not running, use the | 
MprConfigInterfaceTransportGetinfo. This call will retrieve the information for all the 
clients running on the specified interface. For example, if both OSPF and RIP are 
running on a particular interface, this call will retrieve the interface information for both. 
Use the MprinfoBlockFind function to locate the information block corresponding to the 
client you want to modify. Then use the MprinfoBlockSet functions to perform the 
modifications. Lastly, use either MprAdmininterfaceTransportSetinfo or 
MprConfigIinterfaceSetinfo to make the changes either to the running router or the 
router configuration in the registry. 


Global client information is information that is not specific to any particular interface on 
which the client is running. Use a similar procedure to modify global information for a 
specific client. First retrieve the global information for all the clients using 
MprAdminTransportGetinfo or MprConfigTransportGetinfo. Then use the Mprinfo 
functions to modify the information. Lastly, use the MprAdminTransportSetinfo or 
MprConfigTransportSetinfo functions to “save” the modified information back to either 
the running router or the registry. 
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Calls to the above administration functions go through the Dynamic Interface Manager 
(DIM), and eventually translate into calls from the router manager to the clients © | 
themselves. All clients, whether or not they are routing protocols, must conform to the 
interface described in the section Router Protocol Interface. As part of this interface, 
the routing protocol must support the following functions (among others): 


e GetGloballinfo 
e SetGlobalinfo 
e Getinterfacelnfo 
e Setinterfacelnfo 


The router manager calls the Getinterfacelnfo functions for each of the clients to gather 
the information that is returned from a call to MprAdminInterfaceTransportGetinfo. | 
Similarly, when the router manager receives updated information via 
MprAdmininterfaceTransportSetinfo call, it uses the Setinterfacelnfo functions to 
update the interface information for each of the clients. 


Deleting a Client from an Interface 


To delete a client, such as a routing protocol, from a particular interface, use either 
MprAdmininterfaceTransportGetinfo or MprConfigInterfaceTransportGetinfo to 
retrieve all the client information for the interface. Use MprinfoBlockRemove to remove 
the information block for the client to be deleted. Then use MprinfoBlockAdd to add a 
zero-length block for the client to be deleted. Finally, use 
MprAdmininterfaceTransportSetinfo or MprConfiginterfaceTransportSetinfo to 
“save” the information back to either the running router or the registry. | 


lf the router manager receives a zero-length interface information block for a client, it 
knows to delete that client from the interface. The router manager will delete the client by 
calling the client’s implementation of DeleteInterface. Note the important distinction 
between passing an information header that doesn’t contain an information block for a 
client, and passing an information header that contains a zero-length information block 
for the client. In the first case, the router manager will take no action with respect to the 
client. In the second case, the router manager will delete the client from the interface. 


Router Administration Reference 


Use the following functions, structures, and enumerated types when developing software 
to administer Microsoft® Windows® 2000 routers: _ 


Router Administration Functions 


Use the functions on the following page when developing software to administer 
Microsoft® Windows® 2000 routers. 
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MprAdminBufferFree 
MprAdminDeregisterConnectionNotification 
MprAdminGetErrorString 
MprAdmininterfaceConnect 
MprAdmininterfaceCreate 
MprAdmininterfaceDelete 
MprAdmininterfaceDisconnect 
MprAdminIinterfaceEnum 
MprAdmininterfaceGetCredentials 
MprAdminIinterfaceGetCredentialsEx 
MprAdmininterfaceGetHandle 
MprAdmininterfaceGetinfo 
MprAdmininterfaceQueryUpdateResult 
MprAdminInterfaceSetCredentials 
MprAdmininterfaceSetCredentialsEx 


‘MprAdminBufferFree 


| MprAdmininterfaceSetInfo 


MprAdmininterfaceTransportAdd 
MprAdmininterfaceTransportGetinfo 
MprAdmininterfaceTransportRemove 
MprAdmininterfaceTransportSetinfo 


-MprAdminInterfaceUpdatePhonebookinfo 


MprAdmininterfaceUpdateRoutes 
MprAdminlisServiceRunning 
MprAdminRegisterConnectionNotification 
MprAdminServerConnect 
MprAdminServerDisconnect 


MprAdminServerGetinfo 


MprAdmintTransportCreate 
MprAdminTransportGetinfo 
MprAdminTransportSetinfo 


‘The MprAdminBufferFree function frees memory buffers returned by: 
MprAdmininterfaceGetinfo, MprAdmininterfaceEnum, MprAdminServerGetinfo, 
MprAdmininterfaceTransportGetinfo, and MprAdminTransportGetinfo. 


Parameters 


pBuffer 


Pointer to the memory buffer to free. 


Return Values 


If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is the following error code. 


Value 


ERROR_INVALID_PARAMETER 


Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


2000: Requires Windows 2000. 


_ Meaning 


The pBuffer parameter is NULL. 
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Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceGetinfo, MprAdminInterfaceEnum, MprAdminServerGetinfo, 
peer CMY Dee nce niges bon snuae MprAdminTransportGetinfo 


_ MprAdminDeregisterConnectionNotification 


The MprAdminDeregisterConnectionNotification function deregisters an event object | 
that was previously registered using MprAdminRegisterConnectionNotification. Once 
deregistered, this event is longer signaled when an interface connects or disconnects. 


- Parameters 


hMprServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. | 


hE ventNotification 
Handle to an event object to deregister. This event will no longer be signaled when an 1 
interface connects or disconnects. | 


Return Values | 
If the function is successful, the return value is NO_ERROR. 


‘If the function fails, the return value is one of the following error codes. 


Value = Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_DDM_NOT_RUNNING © The Demand Dial Manager (DDM) is not running. 


ERROR_INVALID_PARAMETER The hEventNotification parameter is NULL or is 
| | an invalid handle. | oe 
Other — | | Use FormatMessage to retrieve the system error 
oo. message corresponding to the error code: 
returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


72 Volume 5 Routing 


ss 


Router Administration Reference, Router Administration Functions, FormatMessage, 
MprAdminRegisterConnectionNotification 


MprAdminGetErrorString 


The MprAdminGetErrorString function returns the string associated with a router error 
from mprerror.h. 


| Parameters 


QwError 
The error code for a Windows 2000 router error. 


IplpwsErrorString 


Pointer to a LPWSTR variable that will point to the text associated with the dwError 
code on successful return. Free this memory by calling LocalFree. 


Return Values 
| If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. | 


Value Meaning 
ERROR_ACCESS_DENIED | The caller does not have sufficient privilege. 
ERROR_INVALID_PARAMETER The error code in dwError is unknown. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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MprAdmininterfaceConnect 


The MprAdmininterfaceConnect function creates a connection to the specified WAN 
interface. 


Parameters 

hMprServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling Meu eee eeey 

hinterface 
Handle to the interface. This handle i is obtained from a previous call to 
MprAdmininterfaceCreate. 

hEvent — | 
Handle to an event that will be signaled after the attempt to connect the interface has 
completed. The function initiates the connection attempt and returns immediately. 
After the event is signaled, you can obtain the result of the connection attempt by 
calling MprAdminInterfaceGetinfo. | 
If this parameter is NULL, and fBlocking is TRUE, then this call is synchronous, 
that is, the function will not return until the connection attempt has completed. 
The caller must specify NULL for this parameter, if hMprserver specifies a remote | 
router. 

{Blocking 
If hEvent is NULL and this parameter is set to TRUE, the function will not return until 
the connection attempt has completed. 7 
If hEventis NULL, and this parameter is set to FALSE, the function will return 
immediately. A return value of PENDING indicates that the connection attempt 
was initiated successfully. 


lf hEvent is not NULL, this parameter is ignored. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value | Meaning | 
ERROR_ACCESS_DENIED The caller does not have sufficient 
privilege. 
ERROR_ALREADY_CONNECTING A connection is already in progress on 
this interface. 
ERROR_DDM_NOT_RUNNING _ The Demand Dial Manager (DDM) is not 
3 running. | 
ERROR_INTERFACE_DISABLED The interface is currently disabled. 
ERROR_INTERFACE_HAS_NO_DEVICES No adapters are available for this 
interface. 
ERROR_INVALID_HANDLE The hlnterface value is invalid. 
ERROR_SERVICE_IS_ PAUSED The Demand Dial service is currently 
paused. 
PENDING | The interface is in the process of 


connecting. The caller should wait on 
the hEvent handle, if one was specified. 
After the event is signaled, you can - 
obtain the state of the connection and 
any associated error can by calling 
MprAdmininterfaceGetinfo. 


Remarks | | 
The following table summarizes the relationship between hEvent and fBlocking. 
hEvent fBlocking Result | 


Event Handle Ignored The call returns immediately. A return value of 
7 PENDING indicates that the attempt was initiated 

successfully. Wait on hEvent. When hEvent is 

signalled, use MprAdmininterfaceGetinfo to 
determine the success or failure of the connection 


| attempt. | : 
NULL TRUE The call will not return until connection attempt has 
| completed. 
NULL FALSE | The call returns immediately. A return value of 


PENDING indicates that the attempt was initiated 
successfully. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Moprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, MprAdmininterfaceDisconnect, 
MprAdmininterfaceGetinfo, MprAdminServerConnect 


MprAdmininterfaceCreate 


The MprAdmininterfaceCreate function creates an interface on a specified server. 


Parameters 


hMprServer 
Handle to the Windows 2000 router on which to execute this call Obtain this handle 
by calling MprAdminserverConnect. . 

dwLevel 
Level of the information sieed in JoBuffer. Must be either zero. 
Windows 2000 and later: This parameter may have a value of one. A value of one 
indicates that the /oBuffer Peau points to an MPR_ INTERFACE_1 structure. 


loBuffer 

Pointer to an MPR_INTERFACE_0 structure that contains the information to create 
the interface. The hinterface member of this structure is ignored. 
Windows 2000 and later: The IpBuffer parameter may point to either an 
MPR_INTERFACE_0 or MPR_INTERFACE_1 structure. The type of structure should 
be indicated by the value of the dwLevel parameter. 

phinterface 


Pointer to a HANDLE vaqacle. On sitecessful return, the variable contains a handle to 
use in all subsequent calls to manage this interface. 


Return Values 
If the function succeeds, the return value i is NO_ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value | Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient 
privilege. 

ERROR_DDM_NOT_RUNNING The router interface type specified in the 


MPR_INTERFACE_0O or 
MPR_INTERFACE_1 structure is not 
supported because the Dynamic 
Interface Manager is configured to run 
only on aLAN. 


ERROR_INTERFACE_ALREADY_EXISTS An interface with the same name 
already exists. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 
ERROR_NOT_SUPPORTED | ss The dwLevel value is invalid. 


& 
Es B a See 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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prAdmininterfaceDelete — 


The MprAdmininterfaceDelete function deletes an interface on a specified server. 


Parameters 


hMprServer | 
A handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 
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hinterface 
Handle to the interface to delete. Obtain this handle by calling 
MprAdmininterfaceCreate. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 


ERROR_INTERFACE_CONNECTED> The interface specified is a demand dial 
interface and is currently connected. 


ERROR_INVALID HANDLE ~The hilnterface value is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, ee 
MprAdmininterfaceCreate, MprAdminServerConnect 


-MprAdmininterfaceDisconnect 


The MprAdmininterfaceDisconnect function disconnects a connected WAN interface. 


Parameters 


hMprServer 2 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 


hinterface ee rt | 
Handle to the interface. This handle is obtained from a previous call to 
MprAdmininterfaceCreate. 
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Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value . | | Meaning 
ERROR_ACCESS_DENIED | The caller does not have sufficient 
| privilege. 
ERROR_DDM_NOT_RUNNING The Demand Dial Manager (DDM) is not 
running. 
ERROR_INVALID_HANDLE The hinterface value is invalid. 


ERROR_INTERFACE._NOT_CONNECTED | This interface is not connected. 
Therefore, it cannot be disconnected. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, MprAdmininterfaceConnect, MprAdminServerConnect 


MprAdmininterfaceEnum 7 


The MprAdmininterfaceEnum function enumerates all the interfaces on a specified 
server. 
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Parameters 

hMprServer | 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 


dwLevel 
Level of the information passed in /oBuffer. Must be zero. 
Windows 2000 and later: This parameter may have a value of one. A value of one 
indicates that the /p/oBuffer parameter points to an array of MPR_ INTERFACE _ 1 
structures. 
| IplpbBuffer 
_ Pointer to a pointer variable that will point to an array of MPR_INTERFACE_0 
structures on successful return. This memory should be freed by tne 
MprAdminBufferFree call. 
- Windows 2000 and later: The pointer variable may point to an array jf either 
MPR_INTERFACE_0 or MPR_INTERFACE_1 structures. The type of the structures 
should be indicated by the value of the aWEeye parameter. 


dwPrefMaxLen 
Specifies the preferred maximum length of eturfied data (in 8- bit bytes). If this 
parameter is —1, the buffer returned will be alge enough to hold all available 
information. : | 
lpdwEntriesRead | | 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of interfaces that were enumerated from the current resume 2 Peston 
lodwTotalEntries 3 | | , 
Pointer to a DWORD variable On successful feturn, this variable contains the total 
number of interfaces that could have been enumerated from the current resume _ 
position. ‘ | 
lpdwResumeHandle | 
Pointer to a DWORD variable. On successful return, this variable contains a resume 
handle that can be used to continue the enumeration. The handle should be zero on 
the first call, and left unchanged on subsequent calls. If the return code is 
-ERROR_MORE_DATA then the call may be re-issued with the handle to retrieve 
more data. If on return, the handle is NULL, the enumeration cannot be continued. For 
other types of error returns, this handle is invalid. | 
This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not return a resume handle. 


Return Values 
If the funchion succeeds, the return value is NO__ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_MORE_DATA | More information is available; the enumeration 


can be continued. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 


ERROR_NOT_SUPPORTED The value of dwLevel is invalid. 


\ 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
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MprAdmininterfaceGetCredentials 


Use the MprAdminIinterfaceGetCredentials function to retrieve the domain, username, 
and password for dialing out on the specified demand-dial interface. 


Parameters 


lowsServer 
Pointer to a Unicode string containing the name of the Windows 2000 router on which 


to execute this call. 


This parameter is optional. If the caller specifies NULL for this parameter, the call is 
executed on the local machine. 
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lowsInterfaceName | 
Pointer to a Unicode string containing the name of the demand-dial interface. Use 
MprAdminInterfaceGetinfo to obtain the interface name. 


lowsUserName 
Pointer to a Unicode string to receive the name of the user. This string should me 
UNLEN+1 long. 
This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not return the user name. | 
lowsPassword 
Pointer to a Unicode string to receive the password. This string should be PWLEN+1 
long. 
This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not return the password. : 
lowsDomainName 
Pointer to a Unicode string to receive the domain name. This sting should be 
DNLEN+1 long. 
This parameter is optional. If the caller specifies NULL for this parameter, the function — 
will not return the domain name. 


Return Values 
If the function succeeds, the return value is NO _ ERROR. 


lf the function fails, the return value | is one of the following error codes, 


Value — Meaning | 
ERROR_CANNOT_FIND_ The specified interface doesn’t have any 
PHONEBOOK_ENTRY demand dial parameters associated with it. 
ERROR_INVALID_PARAMETER At least, one of the following is true: 


The /owsinterfaceName parameter is NULL. 
All three of the JowsUserName, | 
lpwsPassword, and lowsDomainName 
parameters are NULL. 


Other Use FormatMessage to retrieve the system 
error message corresponding to the error code 
returned. 

Remarks 


The ljowsUserName, lpwsPassword, and J BweDeridinName parameters are optional. 
However, if the caller specifies NULL for all three parameters, 
MprAdminiInterfaceGetCredentials will return ERROR_INVALID_ PARAMETER. 


The constants UNLEN, PWLEN, and DNLEN are the maximum lengths for the 
username, password, and domain name. These constants are defined in Imcons.h. 
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Note that the order of the parameters in MprAdmininterfaceGetCredentials is different 
from MprAdminInterfaceSetCredentials. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, FormatMessage, 
MprAdmininterfaceSetCredentials 


MprAdmininterfaceGetCredentialsEx 


Use the MprAdmininterfaceGetCredentialsEx function to retrieve extended credentials 
information for the specified interface. Use this function to retrieve credentials 
information used for Extensible Authentication Protocols (EAPs). 


Parameters 


hMprServer 
A handle to a Windows 2000 router. This handle is obtained from a previous call to 
MprAdminServerConnect. 


hinterface | | . 
A handle to the interface. This handle is obtained from a previous call to 
MprAdmininterfaceCreate. 


dwLevel 
Specifies the format of credentials information retrieved. This parameter must be zero, 
which indicates that the information is formatted as an MPR_CREDENTIALSEX_0 


structure. 


lplobBuffer 
- Pointer to a pointer to an MPR _CREDENTIALSEX_0 structure to receive the 
extended credentials information. Free the memory occupied by this structure with 
MprAdminBufferFree. | 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value _ Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_HANDLE The hinterface value is invalid. 
ERROR_INVALID_PARAMETER The /p/pbBuffer parameter is NULL. 
ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 

| operation. 
ERROR_NOT_SUPPORTED | The dwLevel value is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. | 
Library: Use Mprapi.lib. 


MprAdmininterfaceCreate, MprAdmininterfaceGetCredentials, 
MprAdmininterfaceSetCredentialsEx, MprAdminServerConnect 


MprAdmininterfaceGetHandle 


The MprAdmininterfaceGetHandle function retrieves a handle to a specified interface. 


Parameters 
hMprServer | — 7 oe 
- Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. _ | 
IpwsinterfaceName | | 
Pointer to a Unicode string that contains the name of the interface to be retrieved. 
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phinterface 
Pointer to a HANDLE variable that, on successful return, will contain a handle to the 
interface specified by lowsinterfaceName. | 

fincludeClientinterfaces 

If this parameter is FALSE, interfaces of type ROUTER_IF_TYPE_CLIENT will be 

ignored in the search for the interface with the name specified by jows/nterfaceName. 
If this parameter is TRUE, a handle to an interface of type 
ROUTER_IF_TYPE_CLIENT may be returned. Since it is possible that there are 
several interfaces of type ROUTER_IF_TYPE_CLIENT, the handle returned will be 
for the first interface found with the name specified by /ows/nterfaceName. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. | 


Value | Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_PARAMETER lpwsIinterfaceName is NULL. 
ERROR_NO_SUCH_INTERFACE - No interface exists with the name specified 


by jows/interfaceName. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
ROUTER_INTERFACE_TYPE, MprAdminServerConnect 


MprAdmininterfaceGetInfo 


The MprAdminInterfaceGetinfo function retrieves information for a specified interface 
on a specified server. 
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Parameters 


hMprServer 
A handle to the Windows 2000 router to query. This handle is obtained from a 
previous call to MprAdminServerConnect. 


hinterface 
A handle to the interface obtained by a previous call to MprAdmininterfaceCreate. 


dwLevel — 
Specifies the type of structure returned through the /p/jpbBuffer parameter. Must be 
zero. 


Windows 2000 and later: This parameter may have a value of one. A value of one 
indicates that the /oBuffer parameter points to an MPR_INTERFACE_1 structure. 


IplpbBuffer | | 
Pointer to a pointer variable. On successful return, this variable will point to an 
MPR_INTERFACE_0 structure. Free this memory by calling MprAdminBufferFree. 


Windows 2000 and later: The pointer variable may point to either an. 
MPR_INTERFACE_0 or MPR_INTERFACE_1 structure. The type of the structure | 
should be indicated by the value of the dwLeve/ parameter. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 

ERROR_INVALID HANDLE | The hinterface value is invalid. — 

ERROR_INVALID_PARAMETER The /plobBuffer parameter is NULL. 

ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 

ERROR_NOT_SUPPORTED _ The dwLevel value is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MPR_INTERFACE_0, MPR_INTERFACE_1, MprAdminBufferFree, 
MprAdmininterfaceCreate, MprAdminServerConnect 
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MprAdmininterfaceQueryUpdateResult 


The MprAdmininterfaceQueryUpdateResult function returns the result of the last | 
request to a specified router manager to update its routes for a specified interface. For 
more information, see MprAdmininterfaceUpdateRoutes. 


Parameters 

hMprServer | 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 

hinterface | 
Handle to the interface. This handle is obtained from a previous call to 
MprAdmininterfaceCreate. 

dwTransportld — 
A DWORD variable containing the transport identifier. This parameter identifies the 
router manager that updated its routing information. 


lpdwUpdateResult 
A pointer to a DWORD variable. On successful return, this variable will contain the 
result of the last call to MprAdminIinterfaceUpdateRoutes. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value — | _ Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient 
privilege. 


ERROR_INTERFACE_NOT_CONNECTED The specified interface is not | 
| | connected; the result of the last update 
is no longer available. 


ERROR_INVALID_ HANDLE oR _ The hinterface value is invalid. 


ERROR_INVALID_ PARAM ETER — - The lpawUpaateResult parameter is 
~ ot ONDEL,; a 
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Value | | _ Meaning 


ERROR_NO_SUCH_INTERFACE - The specified transport is not running 
, | on the specified interface.. 
ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not. 


match any installed router manager. 


Remarks 


The dwTransportld parameter specifies both a transport and a router manager, since 
Windows 2000 router maintains a router manager for each transport. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Moprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, URE Sno ace y parte noulrs: 
MprAdminServerConnect 


-MprAdmininterfaceSetCredentials 
Use MprAdmininterfaceSetCredentials function to set the domain, username, and 
password that will be used for dialing out on the specified demand-dial interface. 


_ Parameters 

_ IpwsServer 
Pointer to a Unicode string containing the name of the Windows 2000 router on which 
to execute this call. 


This parameter is optional. If the calller specifies NULL for this parameter, the call is 
executed on the local machine. 
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lpwsinterfaceName 
Pointer to a Unicode string containing the name of the demand-dial interface. Use 
MprAdmininterfaceGetinfo to obtain the interface name. 


lpwsUserName 
Pointer to a Unicode string containing the username. 


This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not change the username associated with this interface. 


lpwsDomainName 
Pointer to a Unicode string containing the domain name. 


This parameter is optional. If the caller specifies NULL for this paemenere the function 
will not change the domain name associated with this interface. 


lowsPassword 
Pointer to a Unicode string containing the password. 


This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not change the password associated with this interface. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value — | Meaning 


ERROR_INVALID_PARAMETER At least, one of the following is true: 


The lpws/nterfaceName parameter is NULL, or it 
is longer than MAX_INTERFACE_NAME_LEN. 
At least one of the JowsUserName, 
lowsPassword, and lpwsDomainName | 
parameters is too long, and therefore invalid. 
See Remarks section for more information. 

ERROR_NOT_ENOUGH_MEMORY Insufficient memory to create a new data 
structure to contain the credentials. 


Other Use FormatMessage to retrieve the system 
error message corresponding to the error code 
returned. 

Remarks 


The JowsUserName, lowsPassword, and ljpwsDomainName parameters are optional. If 
the caller specifies NULL for all three parameters, MprAdmininterfaceSetCredentials 
will remove all credential information for this interface. 


The constants UNLEN, PWLEN, and DNLEN are the maximum lengths for the 
username, password, and domain name. These constants are defined in Imcons.h. 
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Note that the order of the parameters in MprAdmininterfaceSetCredentials is different 
from MprAdmininterfaceGetCredentials. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, FormatMessage, 
MprAdmininterfaceGetCredentials, MprAdminInterfaceGetInfo 


MprAdmininterfaceSetCredentialsEx 


Use the MprAdmininterfaceSetCredentialsEx function to set extended credentials 
information for an interface. Use this function to set credentials information used for 
Extensible Authentication Protocols (EAPs). 


Parameters 


hMprServer 
A handle to a Windows 2000 router. This handle | is obtained from a previous call to 
MprAdminServerConnect. 


_ hinterface 

A handle to the interface. This handle i is obtained from a previous call to 
MpEnem/ninteriacecreate: 

dwLevel 
Specifies the format of the credentials information. This careincie? must be zero, 
which indicates that the information is formatted as an MPR_CREDENTIALSEX_0 
structure. 

lplpbBuffer 
Pointer to an MPR_CREDENTIALSEX_0 structure containing the new extended 
credentials information for the interface. 


Return Values 
If the function succeeds, the return value i is NO_ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 

ERROR_INVALID_ HANDLE The hinterface value is invalid. 

ERROR_INVALID_ PARAMETER The /olpbBuffer parameter is NULL. 

ERROR_NOT_ENOUGH_MEMORY Insufficient resources ‘to complete the 
operation. 

ERROR_NOT_SUPPORTED The dwLevel value is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MprAdmininterfaceCreate, MprAdmininterfaceSetCredentials, 
MprAdmininterfaceSetCredentialsEx, MprAdminServerConnect 


MprAdmininterfaceSetInfo 


The MprAdmininterfaceSetinfo function set information for a specified interface on a 
specified server. 


Parameters 


hMprServer 
A handle to the Windows 2000 router to query. This handle is obtained from a 
previous call to MprAdminServerConnect. 


hinterface 
A handle to the interface obtained by a previous call to MprAdmininterfaceCreate. 


dwLevel 
Specifies the type of structure returned through the IplpbBufter parameter. Must be 
zero, one, or two. 


Chapter6 Router Administration 91 


lpbBuffer 
Pointer to aan MPR_INTERFACE_0, MPR_INTERFACE_1, or MPR_INTERFACE 2 
structure. The type of the structure should be indicated by the value of the dwLevel 
parameter. Free this memory by calling MprAdminBufferFree. 


Return Values © 
If the function Succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning | 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_HANDLE The hinterface value is invalid. 
~ERROR_INVALID_PARAMETER The /plpbBuffer parameter is NULL. 
ERROR_NOT_ENOUGH_MEMORY _ Insufficient resources to complete the 
| | operation. 
ERROR_NOT_SUPPORTED _ The dwLevel value is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Moprapi.lib. 


Router Administration Reference, Router Administration Functions, 

MPR_INTERFACE_0, MPR_INTERFACE_1, MPR_INTERFACE_2, 

MprAdminBufferFree, MprAdmininterfaceCreate, MprAdmininterfaceGetinfo, 
-MprAdminServerConnect 


MprAdmininterfaceTransportAdd 


The MprAdmininterfaceTransportAdd function adds a transport (for example, IP or 
IPX) toa specified interface. 
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Parameters 


hMprServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 


hinterface 
Handle to the interface to which to add the transport. This handle is obtained by a 
previous call to MprAdmininterfaceCreate. 


dwTransportld 
Value that identifies the transport to add to the interface. 


plnterfacelnfo 
Pointer to an information header containing interface information for this fvannort 
Use the Information Header Functions to manipulate information headers. 


dwinterfacelnfoSize | 
Size, in bytes, of the information pointed to by pinterfaceinfo. 


Remarks 


The dwTransportid parameter also specifies the router manager because a 
Windows 2000 router uses a different router manager for each transport. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 

ERROR_ACCESS_ DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_HANDLE The hinterface value is invalid. 
ERROR_INVALID_PARAMETER The pinterfacelnfo parameter is NULL. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
| installed transport or router manager. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, MprAdmininterfaceTransportRemove, 
MprAdminServerConnect 
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MprAdmininterfaceTransportGetinfo 


The MprAdmininterfaceTransportGetinfo function retrieves information about a 
transport running on a specified interface. 


Parameters 

hMprServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle ~ 
by calling MprAdminServerConnect. 

hinterface 
Handle to the interface. This handle i is ‘cbiained from a previous call to 
MprAdminIinterfaceCreate. 


-dwTransportld 
Value that identifies the transport/router manager for which information is requested. 


pplnterfacelntfo 
Pointer to a pointer variable. On successful return, the pointer variable points to an 
information header containing information for the specified interface and transport. 
Use the Information Header Functions to Manipulate information headers. 
lpdwinterfaceInfoSize 
Pointer to a DWORD variable. On successful return, this variable contains the size in 
bytes of the interface information returned through the ppinterfaceinfo parameter. 
This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not return the size of the interface information. 


Return Values | 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 
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Value : Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 

-ERROR_INVALID_ HANDLE The hinterface value is invalid, or if the 
interface specified is administratively 

| disabled. | 

ERROR_NO_SUCH_INTERFACE | The specified transport is not running on the 
specified interface. 

ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 

: operation. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportld value does not match 
any installed transport or router manager. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 7 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, MprAdmininterfaceTransportSetinfo, 
MprAdminServerConnect 


MprAdmininterfaceTransportRemove 


The MprAdmininterfaceTransportRemove function removes a transport (for example, 
IP or IPX) from a specified interface. 7 


Parameters 


hMprServer 
Handle to the Windows 2000 ee on which to execute this call. Obtain this handle | 
by calling Pp tncln noenereenneck 


hinterface 
Handle to the interface from which to remove the ehapor. Obtain this handle by 
alling MprAdmininterfaceCreate. 
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dwTransportld 
Identifies the transport to remove from the interface. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 
Value | | | Meaning 
ERROR_ACCESS_ DENIED The caller does not have sufficient privilege. 


ERROR_INTERFACE_CONNECTED The interface specified is a demand dial 
interface and is currently connected. 


ERROR_INVALID_HANDLE The hinterface value is invalid. 


ERROR_NO_SUCH_INTERFACE ~ The specified transport is not running on the 
| - specified interface. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
| installed transport. © 


Remarks 


The dwTransportld parameter specifies a router manager because a Windows 2000 
router uses a different router manager for each routable transport. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
: MprAdmininterfaceCreate, MprAdmininterfaceTransportAdd, 
MprAdminServerConnect | oe 


MprAdmininterfaceTransportSetinfo 


The MprAdmininterfaceTransportSetinfo function sets information for a transport 
running on a specified interface. | = 


(continued) 
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(continued) 


Parameters 


hMprServer | | 
Handle to the Windows 2000 router on which to execute this call. Obtain the handle 
by calling MprAdminServerConnect. 


hinterface 
Handle to the interface. Obtain this handle by calling MprAdminInterfaceCreate. 


dwTransportld | 
Value that identifies the transport for which information is set. 


plnterfaceinfo | 
Pointer to an information header containing information for the specified interface and 
transport. Use the Information Header Functions to manipulate information headers. 


dwinterface!ntoSize 
Size, in bytes, of the information pointed to by p/lnterfacelnfo. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID-HANDLE | The hinterface value is invalid. 
ERROR_INVALID_PARAMETER The pinterfaceinfo parameter is NULL. 
ERROR_NO_SUCH_INTERFACE The specified transport is not running on the 


specified interface. 


ERROR_UNKNOWN_PROTOCOL_ID — ‘The dwTransportid value does not match any 
installed transport. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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Router Administration Reference, Router Administration Functions, 
MprAdminIinterfaceCreate, MprAdmininterfaceTransportGetinfo, 
MprAdminServerConnect 


_ MprAdmininterfaceUpdatePhonebookinfo 


Call the MprAdmininterfaceUpdatePhonebookinfo function after making any changes 
to the phonebook entry for the specified demand dial interface. This function forces the 
router to pick up the changes for that interface. 


Parameters 

hMprServer 
Handle to the Windows 2000 router on which to execute this call. Obtain the handle 
by calling MprAdminServerConnect. 


hinterface | | | 
Handle to a demand-dial interface. Obtain this handle by calling 
MprAdmininterfaceCreate. 


Return Values | | 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_ACCESS_DENIED . mat The caller does not have sufficient 
3 privilege. . | 


ERROR_CANNOT_LOAD_PHONEBOOK The function could not load the 
7 phonebook into memory. 


ERROR_CANNOT_OPEN_PHONEBOOK The function could not find the 
| phonebook file. 


ERROR_DDM_NOT_RUNNING | The Demand Dial Manager (DDM) is not 
he running. 
ERROR_INTERFACE_HAS_NO_DEVICES _ No device is currently associated with this 
| : | interface. 


ERROR_INVALID_ HANDLE  —~ The hinterface value is invalid. 
| | | (continued) 
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(continued) 

Value Meaning | 

ERROR_NOT_ENOUGH_MEMORY | Insufficient resources to complete the 
operation. | 

Other Use FormatMessage to retrieve the 


system error message corresponding to 
the error code returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, FormatMessage, 
MprAdmininterfaceCreate, MprAdminServerConnect 


MprAdmininterfaceUpdateRoutes 


The MprAdmininterfaceUpdateRoutes function requests that a specified router 
manager update its routing information for a specified interface. 


Parameters | Te 


hMprServer — | 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 


by calling MprAdminServerConnect. 


hInterface 
Handle to the interface. Obtain this handle by calling MprAdmininterfaceCreate. 


dwTransportld 
Identifies the router manager that should update its routing information. 


Windows 2000 router uses a different router manager for each transport.) 
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hEvent 
Handle to an event that will be signaled when the attempt to update routing 
information for this interface has completed. If this value is NULL, then the function is 
synchronous. If hMprServer specifies a remote router, the caller must specify NULL 
for this parameter. } 


Return Values *, 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient 
: | | privilege. — 
ERROR_INTERFACE_NOT_ — The specified interface is not connected. 
CONNECTED Therefore, routes cannot be updated. 
ERROR_INVALID_HANDLE ~ The hinterface value is invalid. | 
ERROR_NO_SUCH_INTERFACE The specified transport is not running on 
oo the specified interface. | 
ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match 
| Pa | any of the router managers. 
ERROR_UPDATE_IN_PROGRESS A routing information update operation is 
| ) already in progress on this interface. 
PENDING - ae The interface is in the process of updating 


routing information. The caller should wait 
on the event object specified by hEvent. — 
After the event is signaled, the status of 
the update operation can be obtained by 
calling 
MprAdminInterfaceQueryUpdateResult. 


Remarks — | | 
The dwTransportld parameter specifies both a transport (for example, IP or IPX) anda 
unique router manager because Windows 2000 router uses a different router manager 
for each transport. | | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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Router Administration Reference, Router Administration Functions, 
MprAdmininterfaceCreate, MprAdminInterfaceQueryUpdateResult, 
MprAdminServerConnect 


MprAdminlsServiceRunning 


The MprAdminlsServiceRunning function checks if the Routing and Remote Access 
Service is running on a specified machine. If not, none of the MprAdminXxXx calls will 
succeed. 


Parameters 


lpwsServerName | | 
Pointer to a Unicode string containing the name of the server to query. 


Return Values 
The return value is one of the following Boolean values: 


Value Meaning 
TRUE The service is running on the specified server. 
FALSE The service is not running on the specified server. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 

Header: Declared in Mprapi.h. 

Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions 


MprAdminRegisterConnectionNotification 


The MprAdminRegisterConnectionNotification function registers an event object with 
the Demand Dial Manager (DDM) so that, if an interface connects or disconnects, the 
event is signaled. 
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Parameters 


hMorServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminServerConnect. 


hEventNotification 
Handle to an event object. This event is signaled whenever an interface connects or 
disconnects. 


Return Values 
If the function is successful, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_DDM_NOT_RUNNING The DDM is not running. 
ERROR_INVALID_PARAMETER The hEventNotification parameter is NULL or is 
an invalid handle. : 
Other — Use FormatMessage to retrieve the system 
| error message corresponding to the error code 
returned. 
Remarks 


If the event is signaled, indicating that an interface has connected or disconnected, the 
calling application can then use a function such as MprAdminConnectionEnum or 
MprAdmininterfaceEnum to determine which interface was affected. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, FormatMessage, 
MprAdminConnectionEnum, MprAdminDeregisterConnectionNotification, 
MprAdmininterfaceEnum 
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-MprAdminServerConnect _ 


~ Call the MprAdminServerConnect function to connect to the Windows 2000 router to 
administer. Call this function before making any other calls to the server. Use the handle 
returned in subsequent calls to administer interfaces on the server. 


Parameters 


lowsServerName 
Pointer to a Unicode string that contains the name of the remote server. 


phMprServer 
Pointer to a HANDLE variable that, on successful return, contains a handle to the © 
server. Use this handle in subsequent calls to administer the server. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | | Meaning 


ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 

Header: Declared in Mprapi.h. 

Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, - 
MprAdminServerDisconnect 


MprAdminServerDisconnect 


The MprAdminServerDisconnect function disconnects the connection made by a 


previous call to MprAdminServerConnect. — 


Chapter6 Router Administration 


Parameters 


hMprServer 


Handle to the Windows 2000 router from which to disconnect. Obtain this handle by 
calling MprAdminServerConnect. 


Return Values. 
None. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. he | | aoa 

Header: Declared in Mprapi.h. 

Library: Use Mprapi.lib. — 


Router Administration Reference, Router Administration Functions, 
MprAdminServerConnect 7 i - cee 


MprAdminServerGetinfo © 
The MprAdminServerGetinfo function retrieves routing and RAS information froma 
specified server. | 


Parameters Sie 

hMprServer . ; | 7 
Handle to the Windows 2000 router to query. Obtain this handle by callin 
MprAdminM|BServerConnect. _ 

dwLevel : | 
Level of the information returned in /ojpbBuffer. Must be zero. 

IplpbBuffer — ee ats oe , ee 

Pointer to a pointer variable. On successful return, this pointer variable will point to an 
MPR_SERVER_0 structure. Free this memory by calling MprAdminBufferFree. 
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Return Values | 
If the function succeeds, the return value is NO_ERROR. 


6 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_PARAMETER The /plpbBuffer parameter is NULL. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
MprAdminBufferFree, MPR_SERVER_0, MprAdminServerConnect 


MprAdminTransportCreate 


The MprAdminTransportCreate function loads a new transport, and starts the router 
manager for the transport. 


Parameters 


hMprServer 


Handle to the Windows 2000 router on which to set the information. Obtain this 
handle by calling MprAdminServerConnect. 


dwTransportld 

Value that identifies the transport for which to set information. 
jowsTransportName | 

Pointer to a null-terminated Unicode string that contains the name of the transport. 
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pGloballnfo 
Pointer to a buffer containing global information for the transport. Use the Information 
Header Functions to manipulate information headers. 


This parameter is optional. If the calling application specifies NULL for this parameter, 

the function does not set the global information. 
dwGloballinfoSize 

Size, in bytes, of the buffer pointed to by the pGlobalinfo parameter. 
pClientinterfacelnfo 

Pointer to a buffer containing default client interface information for the transport. 

This parameter is optional. If the calling application specifies NULL for this parameter, 

the function does not set the default client interface information. 
dwClientinterfaceinfoSize 

size, in bytes, of the buffer pointed to by the pin etiarete parameter. 


lowsDLLPath 
Pointer to a null-terminated Unicode string that contains the path to the DLL for the 
transport. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


~ If the function fails, the return value is one of the following error codes. 


Value — | a Meaning — | 

ERROR_ACCESS_DENIED The caller does not have sufficient 
privilege. 

ERROR_INVALID_PARAMETER The pGlobalinfo parameter and the 

i | | pClientinterfaceinfo parameter are 
both NULL. 

ERROR_NOT_ENOUGH_MEMORY | __ Insufficient resources to complete the 

| : operation. | 


~ ERROR_PROTOCOL_ALREADY_INSTALLED _ The specified transport is already 
| running on the specified router. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportld value does not 
| match any installed transport. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. — 
Library: Use Morapi.lib. 
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MprAdmintTransportGetinfo, MprAdminTransportSetinfo 


MprAdminTransportGetinfo 


The MprAdmintTransportGetinfo function retrieves global information, default client 
interface information, or both, for a specified transport. 


Parameters 


hMprServer 
Handle to the Windows 2000 router to query. This handle is obtained from a previous 
call to MprAdminServerConnect. 


dwTransportld 
Value that identifies the transport about which to retrieve information. 


ppGlobalinfo 
Pointer to a pointer variable. On successful return, this variable points to an 
information header containing global information for this transport. Use the 
Information Header Functions to manipulate information headers. 


Free this memory by calling MprAdminBufferFree. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not retrieve the global information. 


lpdwGlobalinfoSize 
Pointer to a DWORD variable. On successful return, this variable contains the size in 
bytes of the global information for the transport. 
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ppClientinterfaceinfo 
Pointer to a pointer variable. On successful return, this variable points to default client 
interface information for this transport. Free this memory by calling 
MprAdminBufferFree. 
This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not retrieve the client interface information. 
lodwClientinterfaceinfoSize 
Pointer to a DWORD variable. On successful return, this variable contains the size in 
bytes of the client interface information. 


: Return Values 
If the function succeeds, the return value is NO_ERROR. 


ifthe function fails, the return value i is one of the following error codes. 


Value = Meaning | 
ERROR_ACCESS_DENIED The caller does not have sufficient privilege. 
ERROR_INVALID_PARAMETER One of the following is true: | 


The ppGlobalinfo parameter and the 
_ ppClientinterfaceinto parameter are both 
~ NULL. | , 


The ppGlobalinfo parameter does not 
point to valid memory. — | 
The ppClientinterfaceinfo parameter 
7 7 ve does not point to valid memory. 
ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
| = operation. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportld value does not match 
any installed transport. 


Remarks | 
The ppGlobalinfo and peCientintrtacelnt parameters cannot both be NULL. 


Windows NT/2000: Requires Windows 2000. — 
Header: Declared in Mprapi.h. : 
Library: Use Mprapi.lib. 


cuter Administration Reference, Router Administration Functions, , | 
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MprAdminTransportSetinfo 


The MprAdmintTransportSetinfo function sets global information, or default client 
interface information, or both, for a specified transport. 


Parameters | 
hMprServer | 
Handle to the Windows 2000 router on which to set the information. Obtain this 
handle by calling MprAdminServerConnect. 


dwTransportld | . 
Value that identifies the transport for which to set information. 


pGlobalinfo | 


Pointer to a buffer containing global information for the transport. Use the Information 
Header Functions to manipulate information headers. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not set the global information. 


dwGlobalinfoSize 
Size, in bytes, of the buffer pointed to by the pG/obalinfo parameter. 


pClientinterfaceintfo - | 
Pointer to a buffer containing default client interface information for the transport. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not set the default client interface information. 


dwClientinterfaceInfoSize 
Size, in bytes, of the buffer pointed to by the pClientinterfaceinfo parameter. 


| Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the error codes on the following page. 


Value 


ERROR_ACCESS_DENIED 
ERROR_INVALID_PARAMETER 


ERROR_NOT_ENOUGH_MEMORY 


ERROR_UNKNOWN_PROTOCOL_ID 
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Meaning 


The caller does not have sufficient privilege. 


The pGlobalinfo parameter andthe 
pClientinterfaceinfo parameter are both 
NULL. : 


Insufficient resources to complete the 
operation. 


The dwTransportld value does not match any 
installed transport. 


Windows NT/2000: Requires Windows 2000. 
-Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Administration Functions, 
| Pere el venvennect MprAdminTransportGetinfo 


Router Configuration Functions | 


Use the following functions when developing software to comoule Microsoft® 


Windows NT®/Windows® 2000 routers: 


MprConfigBufferFree 
MprConfigGetFriendlyName 
MprConfigGetGuidName 
MprConfiginterfaceCreate 
MprConfigInterfaceDelete 
_MprConfiginterfaceEnum _ 
MprConfiginterfaceGetHandle 
MprConfiginterfaceGetinfo 
MprConfigInterfaceSetinfo 
MprConfiginterfaceTransportAdd 
MprConfiginterfaceTransportEnum 
MprConfiginterfaceTransportGetHandle 
MprConfiginterfaceTransportGetinfo 
MprConfiginterfaceTransportRemove | 


MprConfiginterfaceTransportSetinfo 
MprConfigServerBackup | 
MprConfigServerConnect 
MprConfigServerDisconnect 
MprConfigServerGetinfo _ 
MprConfigServerinstall | 
MprConfigServerRestore 
MprConfigTransportCreate 
MprConfigTransportDelete 
MprConfigTransportEnum 
MprConfigTransportGetHandle 
MprConfigTransportGetinfo 
MprConfigTransportSetinfo 
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MprConfigBufferFree 


The MprConfigBufferFree function frees buffers allocated 5 calls to the following 
functions: 


MprConfigXEnum 
MprConfigXGetinfo 


where X stands for Server, Interface, Transport, or InterfaceTransport. 


Parameters 


pBuffer 
Pointer to a memory buffer allocated by a previous call to: 


MprConfigXEnum 
MprConfigXGetinfo 
where X stands tel Server, ritertace, Transport, ¢ or r InterfaceTransport. 


Return Values 
If the function succeeds, the return value is. NO_ ERROR. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, 
MprConfiginterfaceEnum, MprConfiginterfaceTransportEnum, 
MprConfigTransportEnum, MprConfigIinterfaceGetinfo, 
MprConfiginterfaceTransportGetinfo, MprConfigServersedita, 

| MprConnigTransport@etinic | 


MprConfigGetFriendlyName 


The MprConfigGetFriendlyName function returns the user-friendly name for an 
interface that corresponds to the specified GUID name. 
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Parameters 
hMprContig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 
pszGuidName — 
Pointer to a Unicode string oe the GUID name for the interface. 
pszBuffer 
Pointer to a buffer to receive the acer tional name for the interface. 


-dwBufferSize 
Size, in bytes, of the buffer pointed to by pszBuffer. 


Return Values 
If the function succeeds, thes return wales is NO__ ERROR. 


_If the function fails, the return value is one of the following error codes. 


Value _ Meaning 
ERROR_BUFFER_OVERFLOW The buffer pointed to by pszBuffer is not large 
| enough to hold the returned GUID name. 
ERROR_INVALID_PARAMETER At least one of the parameters hMprConfig, 
ae pszGuidName, or pszBuffer is NULL. 
ERROR_NOT_FOUND | No GUID name was found that corresponds to 


the specified user-friendly name. 


Windows NT/2000: Requires Windows 2000. 
‘Header: Declared in Mprapi.h. 
Library: Use eee lib. 


Router Administration Reference, Router Configuration Functions, 
Mercontignateuidnane, MprConfigServerConnect | 


Volume 5 Routing 


MprConfigGetGuidName 


The MprConfigGetGuidName function returns the GUID name for an interface that 
corresponds to the specified user-friendly name. 


Parameters | 


hMprConfig | 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


pszFriendlyName 
Pointer to a Unicode string containing the user-friendly name for the interface. 


pszBuffer 
Pointer to a buffer to receive the GUID name for the interface. 


dwBufferSize 
Size, in bytes, of the buffer pointed to by pszBuffer. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value 7 Meaning 
ERROR_BUFFER_OVERFLOW The buffer pointed to by pszBuffer is not large 
enough to hold the returned GUID name. 
ERROR_INVALID_PARAMETER t least one of the parameters hMprConfig, 
| szFriendlyName, or pszBuffer is NULL. 
ERROR_NOT_FOUND o GUID name was found that corresponds to 


the specified user-friendly name. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. | 
Library: Use Mprapi.lib. | | 7 | 
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Router Administration Reference, Router Configuration Functions, 
MprConfigGetFriendlyName, MprConfigServerConnect 


MprConfigServerinstall 


The MprConfigServerinstall function configures Routing and Remote Access Service 
with a default configuration. 


Parameters 


dwLevel 
This parameter is reserved for future use, and should be zero. 


pBuffer | 
This parameter is reserved for future use, and should be NULL. 


Return Values 
If the functions succeeds, the return value is ERROR _SUCCESS. 


Remarks 
The MprConfigServerinstall function performs the following tasks: 


e Resets the current RouterManager and Interface keys. 
e Initializes RAS structures for IP. 
e Sets the router type to include: 
e ROUTER_TYPE_RAS 
e ROUTER_TYPE_WAN 
e ROUTER_TYPE_LAN | 
e Sets the error logging level and authorization settings to defaults. 
e Sets the devices for Routing and RAS. | 
e Adds the RRAS snapin to the computer management cored: 
e Deletes the router phonebook. 
e Registers the router in the domain. 
© Writes out the “router is configured” registry key. 


The MprConfigServerinstall function does not start Routing and RAS. Nor does it set 
the service start type for Routing and RAS. 
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Value Meaning 


ERROR_INVALID_PARAMETER At least one of the following is true: 
| hMprConfig is NULL 


dwLevel is not zero. 


lobBuffer is NULL 
phRouterInterface is NULL 


a a ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 


Other | Use FormatMessage to retrieve the system 
error message corresponding to the error code 


returned. 


Windows NT/2000: Requires Windows 2000. —t™S | 
Header: Declared in Mprapi.h. | 
Library: Use Mprapi.lib. | | 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfiginterfaceDelete, MprConfigServerConnect © 


MprConfiginterfaceDelete 


The MprConfiginterfaceDelete function removes a router interface from the router 
configuration. All transport information associated with this interface is also removed. 


Parameters 


hMprContig 
Handle to the router configuration. Obtain this handle by calling 
-MprConfigServerConnect. 


hRouterInterface — Pee ae | : | 
Handle to the interface configuration. Obtain this handle by calling 


prConfiginterfaceCreate, MprConfigInterfaceGetHandle, or 
MprConfigInterfaceEnum. 
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Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | | Meaning 


ERROR_ INVALID. PARAMETER The hMprConfig parameter is NULL, or the 
hRouterInterface parameter is NULL, or both 
parameters are NULL. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the operation. 
Other Use FormatMessage to retrieve the system 


error message corresponding to the error code 
returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfiginterfaceCreate, MprConfigIinterfaceEnum, 
MprConfigInterfaceGetHandle, MprConfigServerConnect 


MprConfiginterfaceEnum 


The MprConfigInterfaceEnum function enumerates the interfaces that are conngured 
for the router. 
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Parameters 


hMprConftig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 

dwLevel 
Level of the information returned through the /p/pBuffer parameter. This parameter 
must be zero. 

lpoloBuffer 
Pointer to a pointer variable. On successful return, this pointer variable will point to an 
array of MPR_INTERFACE_0 structures. Free this memory by calling 
MprConfigBufferFree. 

dwPrefMaxLen 
Specifies the preferred maximum length of returned data (in 8-bit bytes). If this 
parameter is —1, the buffer returned will be large enough to hold all available 
information. 

lpodwEntriesRead 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of entries that were enumerated from the current resume position. 


lpodwTotalEntries 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of entries that could have been enumerated from the current resume position. 
IpdwResumeHandle 
Pointer to a DWORD variable. On successful return, this variable contains a resume 
handle that can be used to continue the enumeration. The handle should be zero on 
the first call, and left unchanged on subsequent calls. If on return, the handle is NULL, 
the enumeration cannot be continued. For other types of error returns, this handle is 
invalid. | 
This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not return a resume handle. : 3 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the error codes on the following page. 
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Value 


ERROR_INVALID_ PARAMETER 


ERROR_NOT_ENOUGH_MEMORY 
ERROR_NO_MORE_ITEMS 


Other 


Library: Use Mprapi.lib. 


7 Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Mprapi.h. 


Meaning 


~ One of the following is true: 


hMprConfig is NULL. 
dwLevel is not zero. 
loloBuffer is NULL. 


dwPrefMaxLen is smaller than the size of a 
single MPR_INTERFACE_0 structure. 


lodwEntriesRead is NULL. 
lodwTotalEntries is NULL. 
Insufficient resources to complete the 


operation. 


No more entries available from the current 
resume position. 


Use FormatMessage to retrieve the system 
error message corresponding to the error 
code returned. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 


MprConfigBufferFree, MprConfigServerConnect 


MprConfiginterfaceGetHandle- 


The MprConfiginterfaceGetHandle function retrieves a handle to the specified 
interface’s configuration in the specified router configuration. | 
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Parameters 


hMprContig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


lowsInterfaceName 
Pointer to a Unicode string conuainine: the name of the interface for which the 
configuration handle is requested. 7 


_phRouterinterface 
Pointer to a handle variable. On successful return, this variable contains a handle to 
the interface configuration. 


~ Return Values 
lf the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Meaning 


ERROR_INVALID_PARAMETER The hMprConfig parameter is NULL, or the 
lows/nterfaceName parameter is NULL, or 
both parameters are NULL. | 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 

| | operation. 

ERROR_NO_SUCH_INTERFACE __ The specified nibrace was not found in the - 
; _ router configuration. 


- Other | Use FormatMessage to retrieve the system 
| error message corresponding to the error 
code returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Morapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprContigServerConnect 3 


MprConfiginterfaceGetinfo 


The MprConfiginterfaceGetinfo function retrieves the > configuration for the specified 
interface from the router. 
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Parameters 


hMprContig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


Routerinterface 
Handle to the interface configuration for which to retrieve information. Obtain this 
handle by calling MprConfiginterfaceCreate, MprConfiginterfaceGetHandle, or 
MprConfiginterfaceEnum. 


wLevel 


Level of the information returned in the /p/oBuffer parameter. This parameter must be 
zero. 


loloBuffer | 
Pointer to a pointer variable. On successful return, this pointer variable points to an 
MPR_INTERFACE_0 structure. Free this buffer by calling MprConfigBufferFree. 


lpdwBufferSize 
Pointer to a DWORD variable. On successful return, this variable will contain the size, 
in bytes, of the data returned through /p/pBuffer. 


Return Values | 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 


ERROR_INVALID_PARAMETER At least one of the following is true: 
hMprConfig is NULL 
hRouterInterface is NULL 
dwLevel is not zero. = 
lplpBuffer is NULL 
lodwBufferSize is NULL 
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Value Meaning 

ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 

ERROR_NO_SUCH_INTERFACE The interface corresponding to 
hRouterlnterface is not present in the router 
configuration. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, 
MprConfigBufferFree, MprConfiginterfaceCreate, MprConfiginterfaceEnum, 


MprConfiginterfaceGetHandle, MprConfigServerConnect 


MprConfiginterfaceSetinfo 


The MprConfiginterfaceSetinfo function sets the configuration for the specified 
interface. 


aes 


Bess = 


Parameters 

hMprConfig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. | 


hRouterInterface | 
| Handle to the interface configuration being updated. Obtain this handle by calling 
MprConfiginterfaceCreate, MprConfiginterfaceGetHandle, or 
prConfiginterfaceEnum. 


dwlevel — | nee | 
Level of the information in the /oBuffer parameter. This parameter must be zero. 
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loBuffer 


Pointer to a buffer containing an MPR_INTERFACE. 0 structure. The information in 
this buffer is used to update the interface configuration. 


eturn Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. — 


alue Meaning 


ERROR_INVALID_PARAMETER At least one of the following is true: 


hMprContig is NULL. » 
HRouterlnterface is NULL. 
dwLevel is not zero. 


loBuffer is NULL. 
ERROR_NO_SUCH_INTERFACE The interface corresponding to hRouterInterface 
is not present in the router configuration. 


Other Use FormatMessage to retrieve the system 


error message corresponding to the error code 
_ returned. 


Header: Declared in Mprapi.h. 
Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfiginterfaceCreate, MprConfiginterfaceEnum, 
-MprConfigInterfaceGetHandle, MprConfigServerConnect 


MprConfiginterfaceTransportAdd 


The MprConfigIinterfaceTransportAdd function adds the specified transport to the 
specified interface configuration on the router. 
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Parameters 

hMprContig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


hRouter!Interface 
Handle to the interface configuration to which to add the specified transport. Obtain 
this handle by calling sh atetlll ables aaah probes ne geccoe eae or 
MprConfigIinterfaceEnum. 


dwTransportlid 
Value that identifies the transport. This parameter also identifies the router manager 
for the transport. 


lpwsTransportName 
- Pointer to a Unicode string containing the name for the transport being added. If this 
parameter is not specified and the transport is IP or IPX, : 
MprConfigInterfaceTransportAdd uses “IP” or “IPX”. If this parameter is not 
specified and the transport is other than IP or IPX, 
MprConfigInterfaceTransportAdd converts the dwTransportld parameter into a 
string and uses that as the eepen name. 


pinterfacelnfo 
Pointer to an information header containing information for the specified interface and 
_ transport. The router manager for the specified transport interprets this information. 
Use the Information Header Functions to manipulate information headers. 
dwinterfaceintoSize | 
Size, in bytes, of the data pointed to by pintertacelnto. 
_phRouterlfTransport 
Pointer to a handle variable. On successful return, this variable contains a handle to 
the transport configuration for this interface. | 


Return Values 
lf the function succeeds, the rehurn ivatae! is NO_ ERROR. 


If the function falls, the return value is one of the error codes on the following page. 
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Value Meaning 


ERROR_INVALID_ PARAMETER One of the following is true: 
hMprConftig is NULL. 
hRouterInterface is NULL. 

| phRouterlfTransport is NULL. | 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 
Other Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 


Remarks : 


In addition to specifying a transport, the dwTransportld parameter also specifies a router 
manager, because a Windows 2000 router maintains a unique router manager for each 
transport. 


lf the specified transport already exists, MprConfigInterfaceTransportAdd does the 
equivalent of an MprConfiginterfaceTransportSetinfo call using the specified 
parameter values. 


‘Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MPR_IFTRANSPORT_O, MprConfiginterfaceCreate, MprConfiginterfaceEnum, 
MprConfiginterfaceGetHandle, MprConfigServerConnect 


MprConfiginterfaceTransportEnum 


The MprConfigInterfaceTransportEnum function enumerates the transports configured 
on the specified interface. 
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Parameters | 

hMprConfig _ 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


hRouterInterface 
Handle to the interface configuration from which to enumerate the transports. Obtain 


this handle by calling MprConfiginterfaceCreate, or MprConfiginterfaceEnum. 


dwLevel 
Level of the information returned in the IploBuffer parameter. This parameter must be 


Zero. 


lplpBuffer 
Pointer to pointer variable. On successful return, this pointer variable will point to an 
array of MPR_IFTRANSPORT_0 structures This memory should be freed by calling 
MprConfigBufferFree. | 


dwPrefMaxLen 
Specifies the preferred maximum length of returned data (in 8-bit bytes). If this 
parameter is —1, the buffer returned will be large enough to hold all available 
information. 


lpdwEntriesRead 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of entries that were enumerated from the current resume position. 


IpdwTotalEntries | 
Pointer to a DWORD variable. On successful return, this variable contains the total — 
number of entries that could have been enumerated from the current resume position. 


lpdwResumeHandle 
Pointer to a DWORD variable. On successful return, this variable contains a resume 
handle that can be used to continue the enumeration. The handle should be zero on 
the first call, and left unchanged on subsequent calls. If on return, the handle is NULL, 
the enumeration cannot be continued. For other types of error returns, this handle is 
invalid. 


This parameter is Spiional If the caller specifies NULL for this parameter, the function 
will not return a resume handle. 
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Return Values 


If the function succeeds, the return value is NO_ERROR. 
If the function fails, the return value is one of the following error codes. 


Value. | Meaning 


ERROR_INVALID_ PARAMETER One of the following is true: 
— AMprContig is NULL. 
HRouter!nterface is NULL. 
dwLevel is not zero. 
loloBuffer is NULL. | 
dwPrefMaxLen is smaller than the size of a 
single MPR_TRANSPORT_0 structure. 
IpdwEntriesRead is NULL. 
: IpdwTotalEntries is NULL. 
ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
| operation. | | 
ERROR_NO_MORE_ITEMS No more entries available from the current 
resume position. 


Other | Use FormatMessage to retrieve the system 
error message corresponding to the error code 
returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MPR_IFTRANSPORT_O, MprConfigBufferFree, MprConfiginterfaceCreate, 
MprConfiginterfaceEnum, MprConfiginterfaceGetHandle 


MprConfiginterfaceTransportGetHandle 


The MprConfigIinterfaceTransportGetHandle function retrieves a handle to the 
specified transport configuration on the specified interface in the specified router 
configuration. | 
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Parameters 


hMprConfig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


hRouterInterface 
Handle to the interface configuration. Obtain this handle by calling 
~ MprConfigInterfaceCreate, MprConflgintatfareGetHandie, or | 
‘MprConfiginterfaceEnum. 


dwTransportld 
Identifies the transport configuration. 


phRouterlfT. ranport 
Pointer to a handle variable. On successful return, this variable contains a handle to 
‘the transport configuration for this interface. 


Return Values 
If the function succeeds, the return value i is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Meaning > 


ERROR_INVALID_PARAMETER At least one of the following is true: 
| hMprContig is NULL. 
hRouterIntertace is NULL. 
phRouterlfTransport is NULL. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
| 7 . operation. 


ERROR_NO_SUCH_INTERFACE _ The interface specified by hRouterinterface 
| was not found in the router configuration, or 
the transport specified by dw7Transportld was 
7 ie not enabled on the specified interface. 
Other ? | | ? Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. =~ 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfiginterfaceCreate, MprConfiginterfaceEnum, | 
MprConfiginterfaceGetHandle, MprConfigServerConnect 


MprConfiginterfaceTransportGetinfo 


The MprConfigIinterfaceTransportGetinfo function retrieves the configuration 
information for the specified transport and interface. 


Parameters 


hMprConfig : | : 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. | 


hRouterInterface 
_ Handle to the interface configuration from which to retrieve the specified interface 
information. Obtain this handle by calling MprConfigIinterfaceCreate, 
MprConfigInterfaceGetHandle, or MprConfiginterfaceEnum. 


hRouterlfTransport 
Handle to the transport configuration from which to retrieve the specified transport 
information. Obtain this handle by calling MprConfigIinterfaceTransportGetHandle 
or MprConfiginterfaceTransportEnum. 3 
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pplnterface!nfo 
Pointer to a pointer variable. On successful return, this pointer variable points to an 
information header containing configuration information for the transport and interface. 
Use the Information Header Functions to manipulate information headers. Free this 
memory by calling MprConfigBufferFree. | 
This parameter is optional. If the calling application specifies NULL for this parameter, — 
the function does not return the configuration information. 

lpdwinterface!nfoSize | 
Pointer to a DWORD variable. On successful return, this variable contains the size, in 
bytes, of the data pointed to by pp/nterfacelnfo. 
This parameter is optional; the calling application may specify NULL for this 
parameter. However, if pp/nterface/nfo is not NULL, this parameter cannot be NULL. 
For more information, see the Remarks section later in this topic. 


Return Values | | | 
If the function succeeds, the return value is NO_ERROR. For more information, see the 
Remarks section later in this topic. | 


If the function fails, the return value is one of the following error codes. 
Value ss Bus Meaning 


ERROR_INVALID_PARAMETER One of the following is true: 
: hMprConfig is NULL. 
—hRouterinterface is NULL. — 
hRouterlfTransport is NULL. 


pplinterfacelnfo is not NULL, but 
IpdwinterfaceinfoSize is NULL. 
ERROR_NO_SUCH_INTERFACE The interface specified by hRouter!nterface 
| was not found in the router configuration, or 
the transport specified by hRouterlfTransport 
was not enabled on the specified interface. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
Operation. 
Other - | Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 


Remarks 
If the pp/nterface/nfo parameter is NULL, MprConfigInterfaceTransportGetinfo does 
nothing and returns immediately with a value of NO_ERROR. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MPR_IFTRANSPORT_O, MprConfigBufferFree, MprConfiginterfaceCreate, 
MprConfiginterfaceEnum, MprConfigInterfaceGetHandle, — 
MprConfigInterfaceTransportEnum, MprConfigInterfaceTransportGetHandle, 
MprConfigServerConnect 


MprConfiginterfaceTransportRemove 


The MprConfiginterfaceTransportRemove function removes the specified transport 
from the specified interface configuration on the router. 


Parameters 


hMprConftig 
Handle to the router configuration. The handle is obtained from a previous call to 
MprConfigServerConnect. 


hRouterInterface 
Handle to the interface configuration from which to delete the specified transport. 
Obtain this handle by calling MprConfigInterfaceCreate, 
MprConfiginterfaceGetHandle, or MprConfiginterfaceEnum. 


hRouterlfTransport 
Handle to the interface transport configuration to be deleted. Obtain this handle by 
calling MprConfiginterfaceTransportAdd, 
MprConfigInterfaceTransportGetHandle, or MprConfiginterfaceTransportEnum. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the error codes on the following page. 
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Value | Meaning 


ERROR_INVALID_PARAMETER One of the following is true: 
hMprConfig is NULL. 
hRouterlnterface is NULL. 
phRouterlfTransport is NULL. 


Other 3 Use FormatMessage to retrieve the system error 
message corresponding to the error code 


returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. | 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 


MprConfiginterfaceCreate, MprConfiginterfaceEnum, 
MprConfiginterfaceGetHandle, MprConfiginterfaceTransportAdd, 
MprConfiginterfaceTransportEnum, MprConfiginterfaceTransportGetHandle, 


MprConfigServerConnect : 


MprConfiginterfaceTransportSetinfo 


The MprConfigIinterfaceTransportSetinfo function updates the configuration 
information for the specified transport and interface. 
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Parameters 

hMprConftig | 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 

hRouterInterface 
Handle to the interface configuration in which to update the information. Obtain this 
handle by calling MprConfiginterfaceCreate or MprConfiginterfaceEnum. 

hRouterlfTransport 
Handle to the transport configuration in which to update the information. Obtain this 
handle by calling MprConfiginterfaceTransportGetHandle or 
MprConfiginterfaceTransportEnum. 

pinterfacelinto | 
Pointer to an information header containing configuration information for the specified 
interface and transport. The router manager for the specified transport interprets this 
information. Use the Information Header Functions to manipulate information headers. 
This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not update the configuration information. 

dwinterfacelnfoSize | 
Size, in bytes, of the data pointed to by p/nterfacelnfo. 
This parameter is optional; the calling application may specify zero for this parameter. 
However, if p/nterfaceinfo is not NULL, this parameter cannot be zero. For more 
information, see the Remarks section later in this topic. 


Return Values 

If the function succeeds, the return value is NO_ERROR. For more information, see the 
Remarks section later in this topic. 

If the function fails, the return value is one of the following error codes. 

Value Meaning 


ERROR_INVALID_PARAMETER At least one of the following is true: 
| hMprConfig is NULL. 
hRouterInterface is NULL. 
hRouterlfTransport is NULL. 


ERROR_NO_SUCH_INTERFACE The interface specified by hRouterinterface is 
no longer present in the router configuration, or 
the transport specified by hRouterlfTransport is 
no longer present on the interface. 


Other Use FormatMessage to retrieve the system 
error message corresponding to the error code 
returned. 
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Remarks 


If the pinterfacelnfo parameter is NULL, MprConfiginterfaceTransportSetinfo does 
nothing and returns immediately with a value of NO_LERROR. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfiginterfaceCreate, MprConfigInterfaceEnum, 
MprConfiginterfaceGetHandle, MprConfiginterfaceTransportEnum, 
MprConfigInterfaceTransportGetHandle, MprConfigServerConnect 


MprConfigServerBackup 


The MprConfigServerBackup function creates a backup of the router-manager, 
interface, and phonebook configuration for the router. | 


Parameters 


hMprContig 
Handle to the router configuration. Obtain this nandle by calling 
MprConfigServerConnect. 

lpwsPath 
Pointer to a Unicode string that contains the path to the directory where 
MprConfigServerBackup to write the backup files. This path should end with a 
trailing backslash. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the error codes on the following page. 
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Value Meaning | 
ERROR_INVALID_ PARAMETER The hMprContig parameter is NULL. 
ERROR_NOT_ENOUGH_MEMORY Insufficient resources to ei ada the 
| operation. 
Other | Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. | 


Windows NT/2000: Requires Windows 2000. 


Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, Foririathieesagé: 
MprConfigServerConnect, MprConfigServerRestore 


MprConfigServerConnect 


The MprConfigServerConnect function connects to the Windows 2000 router to be 
configured. Call this function before making any other calls to the server. The handle 
returned by this function is used in subsequent calls to configure interfaces and 
transports on the server. 


Parameters 


lpwsServername 
Pointer to a Unicode string containing the name of the remote server to configure. If 
this parameter is NULL, the function returns a handle to the router configuration on 
the local machine . 


phMprConftig 
Pointer to a handle variable. On successful return, this variable contains a handle to 
the router configuration. 


Return Values 
lf the function succeeds, the return value is NO_ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_INVALID_ PARAMETER The phMprConfig parameter is NULL. 

ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. | 

Other Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage,, 
MprConfigServerDisconnect 


-MprConfigServerDisconnect 


The MprConfigServerDisconnect function disconnects a connection wade bya a 
previous call to MprConfigServerConnect. 


Parameters 

hMprContig 
Handle to a router configuration obtained from a previous call to 
MprContigserverConnect, 


Return Values | 
None. 


~ Windows NT/2000: Requires Windows 2000. 
- Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfigServerConnect | 


MprConfigServerGetInfo 


The MprConfigServerGetinfo function retrieves server-level configuration information 
for the specified router. | 


Parameters : | 


hMprConftig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


dwLevel 
Specifies the level of the information requested. This parameter must be zero. 


loloBuffer | 
Pointer to a pointer variable. On successful return, this variable will point to a buffer 
containing the retrieved information. Free the memory for this buffer using 
MprConfigBufferFree. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_PARAMETER At least one of the following is true: 
The hMprConftig parameter is NULL. 
The dwLevel parameter is not zero. 
The /plpBuffer parameter is NULL. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
| operation. 
Other | Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 
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Remarks 


Currently, the only information returned a MprConfigServerGetinfo is the 
fLanOnlyMode flag. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MPR_SERVER_0O, MprConfigBufferFree, MprConfigServerConnect 


MprConfigServerRestore 


The MprConfigServerRestore function restores the router-manager, interface, and 
phonebook configuration from a backup created by a previous call to 
MprConfigServerBackup. 


Parameters 


hMprContig, 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


lowsPath 
Pointer to a Unicode string that contains the path to the directory where 
MprConfigServerBackup to write the backup files. This path should end with a 
trailing backslash. 


Return Values 
lf the function succeeds, the return value i is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value a Meaning | 

ERROR_INVALID_PARAMETER mele The hMprContig parameter is NULL. 

ERROR_NOT_ENOUGH MEMORY __Insufficient resources to complete the 
: Aa | eportn: 
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Parameters 

hMprConfig | 
Handle to the router configuration to which to add the transport. Obtain this handle by 
calling ee 

dwTransportld 
Value that identifies the transport to add to the configuration. This parameter also 
identifies the router manager for the transport. 

lpws TransportName : 
Pointer to a Unicode string containing the name of the transport being added. If this 
parameter is not specified, the dwTransportid parameter is converted into a nee and 
used as the transport name. 

pGloballnfo 
Pointer to an information header containing global information for the transport. The 
router manager for the transport interprets this information. Use the Information 
Header Functions to manipulate information headers. 

dwGloballinfoSize 
Size, in bytes, of the data sointed to by the pGlobalinfo parameter. 

pClientinterfaceinfo — 
Pointer to an information header containing default interface information for client 
routers. This information is used to configure dynamic interfaces for client routers for 
this transport. Use the Information Header Functions to manipulate information 
headers. : 
This parameter is optional; the calling application may specify NULL for this - 
parameter. 

dwClientinterfaceinfoSize 
Size, in bytes, of the data pointed to by the pClientinterface/nfo parameter. If the 
calling application specifies NULL for pClientinterfaceinfo, the caine application 

_ should specify zero for this parameter. 

lowsDLLPath | 
Pointer to a Unicode string containing the name of the router manager DLL for the 
specified transport. If this name is specified, the function sets the DLL path for this 
_ transport to this name. 
- This parameter is optional; the calling apeeaien may specify NULL for this 
_ parameter. | ee 

phRouterTransport 
Pointer to a handle variable. On successful return, this variable contains a handle to 
the Hanspon confouralgn: | 


Return Values 
If the function succeeds, the return value is NO __ ERROR. 


If the function fails, the return value is one of the error codes on the following page. 
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Value _ | Meaning 


ERROR_INVALID_ PARAMETER | The hMprConfig parameter is NULL, or the 
phRouterTransport patamelel is NULL, or 
both are NULL. 


ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 
Other Use FormatMessage to retrieve the system 


error message corresponding to the error 
code returned. 


Remarks 


If the specified transport already exists, MprConfigTransportCreate does the 
equivalent of an MprConfigTransportSetinfo call using the supplied parameter values. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfigServerConnect 


MprConfigTransportDelete 


The MprConfigTransportDelete function removes the specified transport from the list of 
transports present in the specified router configuration. 


Parameters | 

hMprConftig 
Handle to the router configuration from which to remove the transport. Obtain this 
handle by calling MprConfigServerConnect. 

hRouterTransport 
Handle to the configuration for the transport ae deleted. Obtain this handle by 
calling MprConfigTransportCreate or MprConfigTransportGetHandle. 
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Parameters 

hMprConfig 
Handle to the router configuration for the transports. Obtain this handle by calling 
MprConfigServerConnect. 


dwLevel 
Level of the information ralumied through the lploBuffer parameter. This parameter 
must be zero. 
loloBuffer 
Pointer toa pointer variable. On successful return, this pointer will point to an array of 
MPR_TRANSPORT_O structures. Free this memory buffer by calling 
MprConfigBufferFree. 
dwPrefMaxLen 
Specifies the preferred maximum length of returned data atin 8-bit bytes). If this 
parameter is —1, the buffer returned will be large enough to hold all available 
information. 
lodwEntriesRead 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of entries that were enumerated from the current resume ee 
lodwTotalEntries 
Pointer to a DWORD variable. On successful return, this variable contains the total 
number of entries that could have been enumerates from the current resume position. 
lpdwResumeHandle 
Pointer to a DWORD variable. On Success return, this variable contains a resume 
handle that can be used to continue the enumeration. The handle should be zero on 
the first call, and left unchanged on subsequent calls. If on return, the handle is NULL, 
the enumeration cannot be continued. For other types of error returns, this handle is 
invalid. 
This parameter is optional. If the caller specifies NULL for this parameter, the function 
will not return a resume handle. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the error codes on the following page. 


Value 


ERROR_INVALID_PARAMETER 


ERROR_NOT_ENOUGH_MEMORY 
ERROR_NO_MORE_ITEMS 


Other 
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Meaning 


At least one of the following is true: 
hMprConfig is NULL. 
dwLevel is not zero. 
IplpBuffer is NULL. 


dwPrefMaxLen is smaller than the size of 
a single MPR_TRANSPORT_O structure. 


lodwEntriesRead is NULL. 
lpdwTotalEntries is NULL. 


Insufficient resources to eh ates the 
operation. 


No more entries available from the auant 
resume position. _ 


Use FormatMessage to retrieve the system 
error message corresponding to the error 
code returned. 


_ Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfigButferFree, MprConfigServerConnect : 


MprConfigTransportGetHandle 


The MprConfigTransportGetHandle function retrieves. a handle to the specified 
transport’s configuration in the specified router configuration. 
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Parameters 


hMprConftig 
Handle to the router configuration. The handle is obtained from a previous call to 
MprConfigServerConnect. 


dwTransportld 
Identifies the transport for which to retrieve the configuration. 


phRouterTransport 
Pointer to a handle variable. On successful return, this variable will contain a handle 
to the specified transport’s configuration. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_INVALID_PARAMETER The hMprConfig parameter and/or the 
| phRouterTransport parameter is NULL. 
ERROR_NOT_ENOUGH_MEMORY Insufficient resources to complete the 
operation. 


ERROR_UNKNOWN_PROTOCOL_ID The transport specified by dwTransportld 
was not found in the router configuration. 


Other Use FormatMessage to retrieve the system 
| error message corresponding to the error 
code returned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 


MprConfigServerConnect 


MprConfigTransportGetinfo 


The MprConfigTransportGetinfo function retrieves the configuration for the specified 
transport from the router. 
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Parameters 

hMprContig 
Handle to the router configuration. Obtain this handle by calling 
MprConfigServerConnect. 


hRouterTransport | 
Handle to the transport configuration being retrieved. Obtain this handle by calling 


: _ MprConfigTransportCreate, MprConfigTransportGetHandle, or | 
MprConfigTransportEnum. 


pGlobalinfo | 
Pointer to a pointer variable. On successful return, this pointer variable points to an 
information header that contains global information for the transport. Use the 
Information Header Functions to manipulate information headers. Free this buffer by 


calling MprConfigBufferFree. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not retrieve the global information. 


| lpdwGlobalinfoSize 
| _ Pointer toa DWORD variable. On successful return, this variable contains the size, 
bytes, of the buffer returned through the ppGlobalinfo parameter. 


This parameter is optional; the calling application may specify NULL for this 
parameter. However, if ppGloballnfo is not NULL, this parameter cannot be NULL. 


pClientinterfaceInfo — ? : 
Pointer to a pointer variable. On successful return, this pointer points to an information 
header containing default interface information for client routers for this transport. Use 
the Information Header Functions to manipulate information headers. Free the buffer 


by calling MprConfigBufferFree. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not retrieve the interface information. 
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lodwClientinterfaceInfoSize 
Pointer to a DWORD variable. On successful return, this variable contains the size, in 
bytes, of the buffer returned through the ppClientinterfaceinfo parameter. 


This parameter is optional; the calling application may specify NULL for this 
parameter. However, if poClientinterfaceinfo is not NULL, this parameter cannot be 
NULL. 


lplowsDLLPath 
Pointer to a pointer to a Unicode string. On successful return, the Unicode string 
contains the name of the router manager DLL for the specified transport. 


This parameter is optional. If the calling application specifies NULL for this parameter, 
the function does not retrieve the name of the router manager DLL. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_ PARAMETER At least one of the following is true: 
_ hMprConfig is NULL 
hRouterTransport is NULL 


ppGlobalinfo is not NULL, but 
lpdwGlobalinfoSize is NULL. 
ppClientinterfacelinfo is not NULL, but 
lodwClientinterface!nfo is NULL. 
ERROR_UNKNOWN_PROTOCOL_|ID The transport configuration corresponding 
to hRouterTransport was not found in the 
router configuration. 


ERROR_NOT_ENOUGH_MEMORY _ Insufficient resources to complete the 
| operation. 
Other 3 Use FormatMessage to retrieve the 


system error message corresponding to 
the error code returned. 


Remarks 


lf the pGloballnfo, pClientinterfacelnfo, and |pwsDLLPath parameters are all NULL, the 
function does nothing and returns a value of NO_ERROR. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. — 
Library: Use Mprapi.lib. 
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Router Administration Reference, Router Configuration Functions, FormatMessage, 
MprConfigBufferFree, MprConfigServerConnect, MprConfigTransportCreate, 
MprConfigTransportEnum, MprConfigTransportGetHandle 


prConfigTransportSetinfo 


The MprConfigTransportSetinfo function changes the configuration for the specified 
transport in the specified router configuration. 


Parameters 


hMprContig 
Handle to the router configuration. Obtain this handle by calling 


MprConfigServerConnect. 


hRouterTransport 
Handle to the transport configuration being updated. Obtain this handle by calling 


MprConfigTransportCreate, MprConfigTransportGetHandle, or 
2 MprConfigTransportEnum. 


pGloballinfo . 
Pointer to an information header containing global information for the transport. The 
router manager for the transport interprets this information. Use the Information 
Header Functions to manipulate information headers. pe 
This parameter is optional; the calling application may specify NULL for this 
parameter. _ CO a | 

dwGloballinfoSize 


_ Size, in bytes, of the data pointed to by pGlobalinfo. If the calling application specifies 
NULL for pGloballinfo, the calling application should specify zero for this parameter. 
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pClientinterface!Info 
Pointer to an information header containing default interface information for client 
routers. The information is used to configure dynamic interfaces for client routers for 
this transport. Use the Information Header Functions to manipulate information 
headers. 
This parameter is optional; the calling application may Bpecty NULL for this 
parameter. 

dwClientinterfaceIntoSize 
Size, in bytes, of the data pointed to by pClientinterfacelnfo. \f the calling application 
specifies NULL for pClientinterfaceinfo, the calling application should specify zero for 
this parameter. 

lowsDLLPath 
Name of the router manager DLL for the specified transport. 
This parameter is optional; the calling application may specify NULL for this 
parameter. 


Return Values 
If the function succeeds, the return value is NO_ERROR. For more information, see the 
Remarks section later in this topic. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_INVALID_PARAMETER The hMprConfig parameter is NULL, the 


hRouterTransport parameter is NULL, or 
both are NULL. 


ERROR_UNKNOWN_PROTOCOL_ID The transport configuration corresponding 
to hRouterTransport was not found in the 
router configuration. 


Other Use FormatMessage to retrieve the 
system error message corresponding to 
the error code returned. 


Remarks 
Use MprConfigTransportSetinfo to set the transport’s global information, default 
interface information, or the name of the router manager DLL for the transport. 


MprConfigTransportSetinfo attempts to set the items in the poe in which they appear 
in the parameter list: 

1. Global information 

2. Default interface information for client routers 

3. Router manager DLL name 
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If MprConfigTransportSetinfo is unable to set any one of the items, it returns 
immediately without attempting to set the remaining items. 


If the pGlobalinfo, pClientinterfaceinfo, and |pwsDLLPath parameters are all NULL, the 
function does nothing, returning a value of NO_LERROR. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Library: Use Mprapi.lib. 


Router Administration Reference, Router Configuration Functions, FormatMessage, 
: MprConfigServerConnect, MprConfigTransportCreate, MprConfigTransportEnum, 
MprConfigTransportGetHandle | 


- Router Administration Structures 


The Router Administration Functions and the Router Configuration Functions use the: 
following structures: 


IP_ADAPTER_BINDING_INFO MPR_INTERFACE_0 
IP_LOCAL_BINDING MPR_INTERFACE_1 
IPX_ADAPTER_BINDING_INFO MPR_INTERFACE_2 
MPR_CREDENTIALSEX_0 MPR_SERVER_0 
MPR_IFTRANSPORT_0O _MPR_TRANSPORT_O 


IP_ADAPTER_BINDING_INFO 


The IP_ADAPTER_BINDING_INFO structure contains IP-specific information for a 
articular network adapter. | 


Members 
NumAddresses : 
The number of IP addresses associated with this adapter. 


RemoteAddress 
; This member is for WAN interfaces. It contains the address of the machine at the 


other end of a dial-up link. 
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Address 2 
Pointer to an array of IP_LOCAL_BINDING structures. The array will contain a 
structure for each of the IP addresses associated with this adapter. 


Remarks 


Since an adapter may have more than one IP address, the 
IP_ADAPTER_BINDING_INFO structure maintains an array of IP_LOCAL_BINDING 
structures. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Router Administration Reference, Router Administration Structures, 
IP_LOCAL_BINDING, IPX_ADAPTER_BINDING_INFO 


-IP_LOCAL_ BINDING 


The IP_LOCAL_BINDING structure contains IP address information for an adapter. 


Members 
IPAddress 
An IP address for the adapter. 


Mask | 
The network mask for the IP address. 


Remarks 
Since an adapter may have more than one IP address, the 


IP_ADAPTER_BINDING_INFO structure maintains an array of IP_LOCAL_BINDING 
structures. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. — 
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Router Administration Reference, Router Administration Structures, 
IP_ADAPTER_BINDING_INFO | 


IPX_ADAPTER_BINDING_INFO 


The IPX_ ADAPTER _ BINDING_INFO structure contains IPX- pepeene information for a 
particular network adapter. 


Members 


_ Adapterindex 
Identifies the adapter that has been allocated for the interface. 


-Network[4] 
The network number to which the adapter is ound: 


LocalNode[6] 
_ The node number to which the adapter is bound. 


RemoteNode[6] 
The node number of a peer router or client for demand dial point-to-point connections 
(for LAN connections this field will be set to the broadcast node address: i.e. 
OxFFFFFFFFFFFF). 


MaxPacketSize | : 
The maximum packet size that ¢ can be transmitted over a connection established on | 
the adapter. , 


LinkSpeed 


The speed of the connection in 100 baud, for example, er 9600 baud connection this 
value i is 96. ae : oo 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rouiprot.h. 


— 182 


Volume 5 Routing 


ion Structures, 


trat 


IS 


In 


Router Adm 


ion Reference 


IP_ADAPTER_BINDING_INFO 


istrat 


In 


Router Adm 


MPR_CREDENTIALSEX_0 


The MPR_CREDENTIALSEX_0 structure contains extended credentials information 


such as the information used by Extensible Authentication Protocols (EAPs). 


Members 
dwSize 


Specifies the size of the data pointed to by the IpbCredentialsInfo member. 
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dwTransportid 
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hifTransport 
Handle to the interface transport. 


wszlfTransportName | 
Unicode string containing the name of the interface transport. 


Ses 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Router Administration Reference, Router Administration Structures, 
MPR_TRANSPORT_O, MprConfigInterfaceTransportEnum 


MPR_INTERFACE_0 


The MPR_INTERFACE_0 structure contains information for a particular router interface. 


Members 


wszinterfaceName 
Pointer to a Unicode string containing the name of the interface. 


hinterface 
Handle to the interface. 


fEnabled 
TRUE if the interface is enabled. FALSE if the interface is administratively disabled. 


Iffype | 
Specifies the type of interface. : i 


dwConnectionState 
Current state of the interface, for example connected, disconnected, or unreachable. 


For a list of possible states, see ROUTER_CONNECTION_STATE. 


fUnReachabilityReasons 7 | 
Reason value. If the interface is unreachable, this member stores the reason. See » 
Unreachability Reasons for a list of possible values. 
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dwLastError 
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Members 


wszinterfaceName 


Pointer to a Unicode string containing the name of the interface. 


hinterface 


interface 


Handle to the 


fEnabled 


TRUE if the interface is enabled. FALSE if the interface is administratively disabled. 


IfType 


ies the type of interface 


Speci 
dwConnectionState 


Current state of the interface, for example connected, disconnected, or unreachable. 


see ROUTER_CONNECTION_STATE. 


For a list of possible states, 
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fUnReachabilityReasons 
Reason value. If the interface is unreachable, this membet stores the reason. See 
Unreachability Reasons for a list of possible values. 


dwLastError 
Value that is set to nonzero if the interface falls to connect. 


lpwsDialoutHoursRestriction 
Pointer to a Unicode string specifying the times during which dial-out is restricted. The» 
format for this string is: 


Where day is a numeral polresponcind to a day of the week. 


Numeral — Day 

0 - Sunday 

1 Monday | 

2 Tuesday © 

3 Wednesday 
4 ‘Thursday — 
5 Friday 

6 ‘Saturday — 


Time range is of the form HH:MM- HH: MM, using 24-hour notation. 


The string <space> in the preceding syntax denotes a space character. The string - 
<NULL> denotes a null character. 


The restriction string is terminated by two consecutive null characters. 
~ Example: 


The preceding string restricts dialout to Tuesdays and Thursdays from 9: 00 AM to 
12:00 PM and from 1:00 PM to 5:30 PM. 


Windows NT/2000: Requires Windows 2000. 
| Header: Declared in Mprapi. h. 


‘Router Adrainistration Reference, Router Administration Structures, ee 

: MprAdmininterfaceCreate, MprAdmininterfaceEnum, MprAdmininterfaceGetinfo, 
ROUTER_CONNECTION_ STATE, ROUTER_ INTERFACE _ TYPE, » Unreachaniity :: 
Reasons | 
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fEnabled 
TRUE if the interface is enabled. FALSE if the interface is administratively disabled. 


IfType 
Specifies the type of interface. 


dwConnectionState 
Current state of the interface, for example connected, disconnected, or sinreachable: 
For a list of possible states, see ROUTER_CONNECTION_ STATE. 
fUnReachabilityReasons | 
Reason value. If the interface is unreachable, this member stores the reason. See 
Unreachability Reasons for a list of possible values. 
dwLastError 
Value that is set to nonzero if the interface fails to connect. 
dwfOptions i 
A set of bit flags that specify connection options. You can set one or more of the 
following flags. 7 


Description 


MPRIO_SpecificlpAddr If this flag is set, RRAS tries to use the IP address specified 


by ipaddr as the IP address for the dial-up connection. If this 
flag is not set, the value of the ipaddr member is ignored. 


Setting the MPRIO_SpecificlpAddr flag corresponds to 
selecting the Specify an IP Address setting in the TCP/IP 
settings dialog box. Clearing the MPRIO_SpecificlpAddr flag 
corresponds to selecting the Server Assigned IP Address 
setting in the TCP/IP settings dialog box. 

Currently, an IP address set in the phonebook entry 
properties or retrieved from a server overrides the IP 
address set in the network control panel. 


MPRIO_SpecificNameServers If this flag is set, RRAS uses the ipaddrDns, ipaddrDnsAlt, 


ipaddrWins, and ipaddrWinsAlt members to specify the 
name server addresses for the dial-up connection. If this flag _ 
is not set, RRAS ignores these members. 


Setting the MPRIO_SpecificNameServers flag corresponds 
to selecting the Specify Name Server Addresses setting in 
the TCP/IP Settings dialog box. Clearing the 
MPRIO_SpecificNameServers flag corresponds to selecting 
the Server Assigned Name Server Addresses setting in the 
TCP/IP Settings dialog box. 


Flag 
MPRIO_lpHeaderCompression 


MPRIO_RemoteDefaultGateway 


-MPRIO_DisableLcpExtensions 


MPRIO_SwCompression 


MPRIO_RequireEncryptedPw 


_ MPRIO_RequireMsEncryptedPw. 
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Description 


If this flag is set, RRAS negotiates to use IP header | 
compression on PPP connections. 


If this flag is not set, IP header compression is not 
negotiated. 


This flag corresponds to the Use IP Header Compression 
check box in the TCP/IP settings dialog box. It is generally 
advisable to set this flag because IP header compression 
significantly improves performance. The flag should be 
cleared only when connecting to a server that does not 
correctly negotiate IP header compression. 


If this flag is set, the default route for IP packets is through 
the dial-up adapter when the connection is active. If this flag 
is clear, the default route is not modified. | 
This flag corresponds to the Use Default Gateway on 
Remote Network check box in the TCP/IP settings dialog 
box. 


If this flag is set, RRAS disables the PPP LCP extensions 


defined in RFC 1570. This may be necessary to connect to 
certain older PPP implementations, but interferes with 
features such as server callback. Do not set this flag unless : 
specifically required. 


If this flag is set, software compression is negotiated on the 
link. Setting this flag causes the PPP driver to attempt to 
negotiate Compression Control Protocol (CCP) with the 
server. This flag should be set by default, but clearing it can 
reduce the negotiation period if the server does not support 
a compatible compression protocol. 

If this flag is set, only secure password schemes can be 
used to authenticate the client with the server. This prevents 
the PPP driver from using the PAP plain-text authentication 


protocol to authenticate the client. However, the MS-CHAP, 
MD5-CHAP and SPAP authentication protocols are 


supported. Clear this flag for increased interoperability, and 
set it for increased security. | | 


This flag corresponds to the Require Encrypted Password 
check box in the Security dialog box. See also 


~ (continued) 
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(continued) 
Flag 
MPRIO_RequireMsEncryptedPw 


MPRIO_RequireDataEncryption 


MPRIO_NetworkLogon 


MPRIO_UseLogonCredentials 


MPRIO_PromoteAlternates 


Description 


If this flag is set, only the Microsoft secure password 
schemes can be used to authenticate the client with the 
server. This prevents the PPP driver from using the PAP 
plain-text authentication protocol, MD5-CHAP, or SPAP. The 
flag should be cleared for maximum interoperability and 
should be set for maximum security. This flag takes 
precedence over MPRIO_RequireEncryptedPw. 


This flag corresponds to the Require Microsoft Encrypted 
Password check box in the Security dialog box. See also 
MPRIO_RequireDataEncryption. 


If this flag is set, data encryption must be negotiated 
successfully or the connection should be dropped. This flag 
is ignored unless MPRIO_RequireMsEncryptedPw is also 
set. 


This flag corresponds to the Require Data Encryption check 
box in the Security dialog box. 


If this flag is set, RRAS logs on to the network after the 
point-to-point connection is established. 


Windows NT/2000: This flag currently has no effect under 
Windows NT. 


If this flag is set, RRAS uses the user name, password, and 
domain of the currently logged-on user when dialing this 
entry. This flag is ignored unless | 
MPRIO_RequireMsEncryptedPw is also set. 


_ Note that this setting is ignored by the RasDial function, 


where specifying empty strings for the szUserName and 
szPassword members of the RASDIALPARAMS structure 
gives the same result. _ | 


This flag corresponds to the Use Current Username and 
Password check box in the Security dialog box. 


This flag has an effect when alternate phone numbers are 
defined by the dwAlternateOffset member. If this flag is set, 
an alternate phone number that connects successfully | 
becomes the primary phone number, and the current 
primary phone number is moved to the alternate list. 


This flag corresponds to the check box in the Alternate 
Numbers dialog box. 


Flag 
MPRIO_SecureLocalFiles 


MPRIO_RequireEAP 
MPRIO_RequirePAP 
MPRIO_RequireSPAP 


MPRIO_SharedPhoneNumbers 
MPRIO_RequireCHAP 


MPRIO_RequireMSCHAP 


-szLocalPhoneNumber 
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Description 


If this flag is set, RRAS checks for existing remote file 
system and remote printer bindings before making a 
connection with this entry. Typically, you set this flag on 
phonebook entries for public networks to remind users to 
break connections to their private network before connecting 
to a public network. 


If this flag is set, an Extensible Authentication Protocol 
(EAP) must be supported for authentication. 


lf this flag is set, Password Authentication Protocol must be 
supported for authentication. 


If this flag is set, Shiva’s Password Authentication Protocol 
must be supported for authentication. 


If this flag is set, phone numbers are shared. 

lf this flag is set, the Challenge Handshake Protocol must be 
supported for authentication. | 

If this flag is set, the Microsoft Challenge Handshake 
Protocol must be supported for authentication. 


Specifies a null-terminated string containing a telephone number. 


dwAlternates 


Specifies the offset, in bytes, from the beginning of the structure to a list of 
consecutive null-terminated strings. The last string is terminated by two consecutive 
null characters. The strings are alternate phone numbers that RRAS dials in the order 
listed if the primary number (see szLocalPhoneNumber) fails to connect. 


ipaddr 


Specifies the IP address to be used while this connection is active. This member is 
ignored unless dwfOptions Sere the MPRIO_SpecificlpAddr flag.” 


ipaddrDns 


Specifies the IP address of the DNS server to be 6d while this connection is active. 
This member is ignored unless dwfOptions specifies the 
MPRIO_SpecificNameServers ilag.: 


ipaddrDnsAlt 


Specifies the IP address of a secondary or backup DNS server to be used while this 
connection is active. This member is ignored unless dwfOptions specifies the 
MPRIO SS PaclicNamesewels flag. 


ipaddrWins 


Specifies the IP address of the WINS server to be used while this connection is 
active. This member is ignored unless dwfOptions specifies the 
MPRIO_SpecificNameServers flag. 
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IlpaddrWinsAlt 


Specifies the IP address of a secondary WINS server to be used while this connection 
is active. This member is ignored unless dwfOptions specifies the 
MPRIO_SpecificNameServers flag. 
dwFrameSize 
Specifies the network protocol frame size. The value should be either 1006 or 1500. 
dwfNetProtocols | 
specifies the network protocols to negotiate. This member can be a combination of 
the following flags. | 


Flag | Description 


MPRNP_lIpx Negotiate the IPX protocol. 
MPRNP_Ip Negotiate the TCP/IP protocol. 


szDeviceType 
Specifies a null-terminated string indicating the RRAS device type referenced by 
szDeviceName. This member can be one of the following string constants. 


String Description 

MPRDT_Modem A modem accessed through a COM port. 

MPRDT_Isdn An ISDN card with corresponding NDISWAN driver 

installed. 

MPRDT_X25 An X.25 card with corresponding NDISWAN driver 
| installed. 

MPRDT_Vpn A virtual private network connection. 

MPRDT_Pad A Packet Assembler/Disassembler. 

MPRDT_Generic Generic 

MPRDT_Serial — Direct serial connection through a serial port. 

MPRDT_FrameRelay Frame Relay 

MPRDT_Atm Asynchronous Transfer Mode 

MPRDT_Sonet 3 Sonet 

MPRDT_SW56 Switched 56K Access — | 

MPRDT_Irda Infrared Data Association (IrDA) compliant device. 

MPRDT_Parallel Direct parallel connection through a parallel port. 


szDeviceName 
Contains a null-terminated string containing the name of a TAPI device to use with 
this phone-book entry, for example, “XYZ Corp 28800 External’. To enumerate all 
available RAS-capable devices, use the RasEnumDevices function. 
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szX25PadType 
Contains a null-terminated string that identifies the X.25 PAD type. Set this member 
to “ unless the entry should dial using an X.25 PAD. 


Under Windows NT/Windows 2000, the szX25PadType string maps to a section 
name in PAD.INF. 


szX25Address 
Contains a null-terminated string that identifies the X.25 address to connect to. Set 
this member to “’ unless the entry should dial using an X.25 PAD or native X. 25 
device. | 


$zX25Facilities 7 
Contains a null-terminated string that specifies the facilities to request from the X.25 
host at connection. This member is ignored if szX25Address is an empty string (*). 


szX25UserData 
Contains a null-terminated string that specifies additional connection information 
supplied to the X.25 host at connection. This member is ignored if szX25Address is 
an empty string (“). 
dwChannels 
dwSubEntries | | | 
Specifies the number of multilink subentries associated with this entry. When calling 
RasSetEniryProperties, set this member to zero. To add subentries to a phone-book — 
— entry, use the RasSetSubEntryProperties function. ~ | ae, 
-dwDialMode _ | pe | 
_ Indicates whether RRAS should dial all of this entry S multilink cube ntiias when the: | 
entry is first connected. This member can be one of the ean values. 


Value | | Meaning 
_ MPRDM_DialAll | Dial all subentries initially. : 
MPRDM_DialAsNeeded Adjust the number of subentries as bandwidth is 


needed. RRAS uses the dwDlalextraPercentt, 
dwDialExtraSampleSeconds, 
dwDialHangUpExtraPercent, and 

- dwHangUpExtraSampleSeconds members to 

- determine when to dial or disconnect a subentry. 


-dwDialExtraPercent 
Specifies a percent of the total bandwidth available from the currently connected 
~ gubentries. RRAS dials an additional subentry when the total bandwidth used 
exceeds dwDialExtraPercent percent of the available bandwidth for at least 
dwDialExtraSampleSeconds seconds. : 3 : 


_ This member is ignored unless the dwDialMode member Specifies the 
MPRDM_ DialAsNeeded flag. | 
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dwDialExtraSampleSeconds 
Specifies the number of seconds that current bandwidth usage must exceed the 
threshold specified by dwDialExtraPercent before RRAS dials an additional 
subentry. 


This member is ignored unless the dwDialMode member specifies the 
MPRDM_DialAsNeeded flag. 


dwHangUpExtraPercent 
Specifies a percent of the total bandwidth available from the currently connected 
subentries. RRAS terminates (hangs up) an existing subentry connection when total 
bandwidth used is less than dwHangUpExtraPercent percent of the available 
bandwidth for at least dwHangUpExtraSampleSeconds seconds. 


This member is ignored unless the dwDialMode member specifies the 
MPRDM_DialAsNeeded flag. 


dwHangUpExtraSampleSeconds 
Specifies the number of seconds that current bandwidth usage must be less than the 
threshold specified by dwHangUpExtraPercent before RRAS terminates an existing 
subentry connection. 


This member is ignored unless the dwDialMode member specifies the 
MPRDM_DialAsNeeded flag. 


dwidieDisconnectSeconds | 
Specifies the number of seconds after which the connection is terminated due to 
inactivity. Note that unless the idle timeout is disabled, the entire connection is 
terminated if the connection is idle for the specified interval. This member can specify 
a number of seconds, or one of the following values. 


Value Meaning 

MPRIDS_ Disabled There is no idle timeout for this connection. 

MPRIDS_UseGlobalValue Use the user preference value as the default. 
dwType | 

The type of phone-book entry. This member can be one of the following types 

Type | Description 

MPRET_Phone Phone line, for example, modem, ISDN, X.25. 

MPRET_Vpn Virtual Private Network 

MPRET_Direct | Direct serial or parallel connection 
dwEncryptionType 


The type of encryption to use for Microsoft Point to Point Encryption (MPPE) with the 
connection. This member can be one of the values on the following page. 
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Value Meaning 

MPR_ET_None ~ No encryption 

MPR_ET_Require Require encryption 

MPR_ET_RequireMax Require maximum-strength enervotlon: 
MPR_ET_Optional Do encryption if possible. No encryption is okay. 


The value of dwEncryptionType doesn’t affect how passwords are encrypted. 
Whether passwords are encrypted and how passwords are encrypted is determined 
~ by the authentication protocol, e.g. PAP, MS-CHAP, EAP. 
dwCustomAuthKey : 
This member is used for Extensible Authentication Protocol (EAP). This member 
contains the authentication key provided to the EAP vendor. | 
dwCustomAuthDataSize . 
Size of the data pointed to by lIpbCustomAuthData member. 
lIpbCustomAuthData 
Pointer to authentication data to use with Extensible Authentication Protocol (EAP) 
guidid 
The GUID (Globally Unique |Dentifier) that represents this seul -book entry. This 
member is not settable. 
dwVpnStrategy 
The VPN strategy to use when dialing a VPN connection. This member can have one. 
of the following values. | 


Value | Meaning 
MPR_VS_Default | With this strategy, RRAS dials PPTP first. If PPTP fails, 


L2TP is attempted. Whichever protocol succeeds is tried 
first in subsequent dialing for this entry. 


MPR_VS_PptpOnly RAS will dial only PPTP. | 

MPR_VS_PptpFirst RAS will always dial PPTP first. 

MPR_VS_L2tpOnly RAS will dial only L2TP. 

MPR_VS_L2tpFirst RAS will always dial L2TP first. 
Remarks 


The MPR_INTERFACE_2 structure has a number of fields that are similar to fields the 
RASENTRY structure. The following fields from RASENTRY have no ee in 
MPR_ INTERFACE_2: 


dwCountryID 
dwCountryCode 
szAreaCode | 
dwFramingProtocol 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


MPR_INTERFACE_0, MPR_INTERFACE_1, MprAdmininterfaceGetinfo, 
MprAdmininterfaceSetinfo | | | 


MPR_SERVER_0 


The MPR_SERVER_0 structure contains information for a particular Windows 2000 
router. 


Members 


fLanOnlyMode 
If TRUE, the Demand Dial Manager (DDM) is not running on the Windows 2000 


router. If FALSE, the DDM is running on the Windows 2000 router. 


dwUptime | 
The elapsed time (in seconds) since the router was started. 


dwTotalPorts 
The number of ports on the system. 


dwPortsinUse 
The number of ports currently in use. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Router Administration Reference, Router Administration Structures, 
MprAdminServerGetinfo, MprConfigServerGetinfo 
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MPR_TRANSPORT_0 — 


The MPR_TRANSPORT_0 structure contains information for a particular transport. 


Members 


dwTransportid 
The transport identifier. 


hTransport 
Handle to the transport. 


wszTransportName 
Unicode string containing the name of the transport. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Router Administration Reference, Router Administration Structures, 
MPR_IFTRANSPORT_0O 


Router Administration Enumerated Types 


The Router Administration Functions and the Router Configuration Functions use the 
following enumerated types: | 


ROUTER_CONNECTION_STATE 7 | : 
ROUTER_INTERFACE_TYPE 


ROUTER_CONNECTION_STATE — 


The ROUTER_CONNECTION_ STATE type enumerates the possible states of an 
interface ona Windows 2000. router. Po | e 


(continued) 
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(continued) 


Values - 4 


ROUTER_IF_STATE_UNREACHABLE 
The interface is unreachable. See Unreachability Reasons for a list of possible 
reasons. 


ROUTER_IF_STATE_DISCONNECTED 
The interface is reachable but disconnected. 


ROUTER_IF_STATE_CONNECTING 
The interface is in the process of connecting 


ROUTER_IF_STATE_CONNECTED 
The interface is connected. 


Remarks 
These states are sometimes referred to as “operational states.” 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Router Administration Reference, Router Administration Enumerated Types, 
MPR_INTERFACE_0, MPR_INTERFACE_1, Unreachability Reasons 


ROUTER_INTERFACE_TYPE 


The ROUTER_INTERFACE_TYPE type enumerates the different kinds of interfaces on 
a Windows 2000 router. | 
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Values 
ROUTER_IF_TYPE_CLIENT 

The interface is for a remote client. 
ROUTER_IF_TYPE_HOME_ROUTER 

The interface is for a home router. 
ROUTER_IF_TYPE_FULL_ROUTER 

The interface is for a full router. 
ROUTER_IF_TYPE_DEDICATED 

The interface is always connected. It is a LAN interface, or the interface is connected 

over a leased line. 
ROUTER_IF_TYPE_INTERNAL 
| The interface is an internal-only interface. 

ROUTER_IF_TYPE_LOOPBACK 

The interface is a loopback interface. 
ROUTER_IF_TYPE_TUNNEL1 

The interface is a connected over a virtual private network (VPN). 
ROUTER_IF_TYPE_DIALOUT | 

The interface is a dial-on-demand (DOD) interface. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 


Router Administration Reference, Router Administration Enumerated Types, 
MPR_INTERFACE_0, MPR_INTERFACE_1, RAS_CONNECTION 2 


Unreachability Reasons 


The following table lists constant values that indicate why an interface is currently 
unreachable. 


Value Meaning | 
MPR_INTERFACE_ADMIN. DISABLED The administrator has disabled the 
interface. . 


MPR_INTERFACE_CONNECTION_FAILURE _ The previous connection attempt 
| failed. Look at the dwLastError 
: | | _ member for the error code. 
~ MPR_INTERFACE_DIALOUT_HOURS_  Dial-out is not allowed at the current 
RESTRICTION a time. ae 
| | (continued) 
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(continued) 
Value Meaning 
| MPR_INTERFACE_OUT_OF_RESOURCES No ports or devices are available for 

use. 

MPR_INTERFACE_SERVICE_PAUSED The service is paused. 

MPR_INTERFACE_NO_MEDIA_SENSE The network cable is disconnected | 
from the network card. 

MPR_INTERFACE_NO_DEVICE The netword card has been removed 


from the machine. 


MPR_INTERFACE_0, MPR_INTERFACE_1, MIB_IFROW, MIB_IFSTATUS 


Information Header Functions 


Use the following functions to manipulate router information headers and blocks. An 
information header is composed of private meta-data and information blocks. Information 
blocks are arrays of information structures of various types. 


The following functions manipulate information headers: 


MprinfoCreate 
MprinfoDelete 
MprinfoDuplicate 
MprinfoRemoveAll 


The following functions manipulate information blocks within an information header: 


MprinfoBlockAdd | 
MprinfoBlockFind 
MprinfoBlockQuerySize 
MprinfoBlockRemove 
MprinfoBlockSet 


Many of the router administration and configuration functions use information headers. 


MprinfoBlockAdd 


The MprinfoBlockAdd function creates a new header that is identical to an existing 
header with the addition of a new block. | 
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Parameters 


lpHeader | 
Pointer to the header to which to add the new block. 


dwintoType 
Specifies the type of block to add. The typSe 2 available uepene on the transport: IP 
or IPX. 


dwitemSize 
Specifies the size of each item in the block to be added. 


| dwitemCount 
Specifies the number of items of size dwitemSize to be copied as data for the new 
block. : 


IpltemData 
Pointer to the data for the new block. The size in bytes of this buffer should be equal 
to the product of dwitemSize and dwitemCount. 


lploNewHeader 
Pointer to a pointer variable that, on successful return, points to the new header. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 
Value Description 


ERROR_INVALID_ PARAMETER The /pHeader, |plpNewHeader, or IpitemData 
parameter is NULL, or a block of type dwinfoType 
already exists in the header. 


Other ae 7 The call failed. Use FormatMessage to retrieve 
the error message corresponding to the returned 
error code. 

Remarks 


After adding an information block, obtain the new size of the information header by call 
MprinfoBlockQuerySize. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


FormatMessage, MprinfoBlockRemove, MprinfoDuplicate, MprinfoBlockQuerySize 


MprinfoBlockFind 


The MprinfoBlockFind function locates a specified block in an information header, and 
retrieves information about the block. 


Parameters 


lpHeader 
Specifies the header in which to locate the block. 


dwinfoType | 
Specifies the type of block to locate. The types available depend on the transport: IP 
or IPX. 


lpdwitemSize 
Pointer to a DWORD variable that, on successful return, specifies the size of each 
item in the located block’s data. This parameter is optional. If this parameter is NULL, 
the item size will not be returned. 


lodwiltemCount 
Pointer to a DWORD variable that, on successful return, specifies the number of items 
of size dw/temSize contained in the block’s data. This parameter is optional. If this 
parameter is NULL, the item count will not be returned. 


IplpltemData 
ointer to a pointer that, on successful return, points to the data for the located block. 
his parameter is optional. If this parameter is NULL, the data will not be returned. 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value Description | | 
ERROR_INVALID_PARAMETER The /pinfoHeader parameter is NULL. 
ERROR_NOT_FOUND No block of type dwinfoType exists in the 
: header. 
| Other 7 The call failed. Use FormatMessage to retrieve 
the error message corresponding to the returned 
error code. — 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


FormatMessage 


MprinfoBlockQuerySize 


The MprinfoBlockQuerySize function returns the returns the size of the information 
header. 


Parameters 


lpHeader 3 
- Pointer to the information header for which to return the size. 


Return Values 
MprinfoBlockQuerySize returns the size of the information header. 


Windows NT/2000: Requires Windows 2000. | 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 
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MprinfoBlockAdd, MprinfoBlockRemove 


MprinfoBlockRemove 


The MprinfoBlockRemove function creates a new header that is identical to an existing 
header with a specified block removed. 


Parameters 


IpHeader 
Pointer to the header from which the block should be removed. 


dwinfoType | 
Specifies the type of block to be removed. The types available depend on the 
transport: IP or IPX. | 


lploNewHeader 
Pointer to a pointer variable that, on successful, return, points to the new header. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value — Description 
ERROR_INVALID_PARAMETER The /oHeader parameter is NULL, or no block 


of type dw/nfoType exists in the header. 


ERROR_NOT_ENOUGH_MEMORY The memory allocation required for successful 
- execution of MprinfoBlockRemove could not 
: be completed. 
Other | The call failed. Use FormatMessage to 
| retrieve the error message corresponding to 
the returned error code. | 


Remarks 
After removing an information block, obtain the new size of the information header by 
call MprinfoBlockQuerySize. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


FormatMessage, MprinfoBlockAdd, MprinfoBlockQuerySize 


MprinfoBlockSet 


The MprinfoBlockSet creates a new header that is identical to an existing header with a 
specified block modified. 


Parameters 
lpHeader 
Pointer to the header in which to modify the specified block. | 


dwinfoType — | | | 
Specifies the type of block to enenae: The ype available depend on 1 the transport IP 
or IPX. 


_ dwitemSize 
Specifies the size of each item in the block’s new data. 


dwitemCount 
Specifies the number of items of size dwitemSize to be copied as the new data for the 
block. 


IpltemData 
- Pointer to the new data for the block. This should point to a buffer with a size (in 
bytes) equal to the product of dwitemSize and dwitemCount. 


IplopNewHeader ‘ | | 
Pointer to a pointer variable that, on successful return, points | to the new header. 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value Description 


ERROR_INVALID_ PARAMETER One (or more) required parameters is NULL, or 
no block of type dwi/nfoType exists in the header. 


Other The call failed. Use FormatMessage to retrieve 
the error message corresponding to the returned 
error code. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


FormatMessage, MprinfoBlockAdd, MprinfoBlockRemove, MprinfoBlockSet 


MprinfoCreate 


Parameters 


dwVersion 
Specifies the version of the information header structure to be created. The only value 
currently supported is RTR_INFO_BLOCK_VERSION, as declared in Mprapi.h. 


lploNewHeader | 
Pointer to the allocated and initialized header. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the values on the following page. 
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Value Description 

ERROR_INVALID_PARAMETER The /ploNewHeader parameter is NULL. 

ERROR_NOT_ENOUGH_MEMORY The requested memory allocation could not be 
completed. 

Other The call failed. Use FormatMessage to retrieve ~ 


the error message corresponding to the 
returned error code. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


FormatMessage — 


MprinfoDelete 


The MprinfoDelete function deletes an information header created using | 
MprinfoCreate, or retrieved by MprinfoBlockAdd, MprinfoBlockRemove, or 
MprinfoBlockSet. 


Parameters 


lpHeader 
Pointer to the header to be deallocated. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


‘If the function fails the return value is one of the following values. 


Value Description 
ERROR_INVALID_ PARAMETER The joHeader parameter is NULL. 
Other The call failed. Use FormatMessage to retrieve 


the error message corresponding to the 
returned error code. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MprinfoBlockAdd, MprinfoBlockRemove, MprinfoBlockSet, FormatMessage 


MprinfoDuplicate 


The MprinfoDuplicate function duplicates an existing information header. 


Parameters 


lpHeader 
Pointer to the information header to duplicate. 


lploNewHeader 


Pointer to a pointer variable. On successful return, this variable points to the new 
duplicate) information header. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following values. 


Value Description 


ERROR_INVALID_PARAMETER The IploNewHeader parameter is NULL. 


ERROR_NOT_ENOUGH_MEMORY The requested memory allocation could not 
be completed. 


Other The call failed. Use FormatMessage to 
retrieve the error message corresponding to 
the returned error code. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


Chapter 6 Router Administration 179 


FormatMessage, MprinfoCreate 


MprinfoRemoveall 


The MprinfoRemoveAIll function removes all information blocks from the specified 
header. 


Parameters 


lpHeader 
Pointer to the information header from which to remove all information. blocks. 


IplpNewHeader : 
Pointer to a pointer variable. On aicbesatul return, this variable points to the 
information header with all information. blocks femevod 


| Return Values : . 
If the function succeeds, the return value i is NO_ ERROR. 


If the function fails, the return value is one of the following values: 


ERROR_INVALID_PARAMETER 
_ Either the /pbHeader parameter is NULL or the IplpNewHeader sek deel is NULL. 


Other 
Use FormatMessage to retrieve the error message corresponding to the returned 
errorcode. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MprinfoBlockRemove 
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Functions That Use Information Blocks 


The following table lists functions that use information blocks. Each of these functions 
has a parameter that points to either a global information block or an interface | 


information block. 


Function 


MprAdmininterfaceTransportAdd 
MprAdmininterfaceTransportGetinfo 
MprAdmininterfaceT ransportSetInfo 
MprAdminTransportGetInfo 
MprAdminTransportSetinfo 
MprConfigInterface T ransportAdd 
MprConfigInterface TransportGetInfo 
MprConfiginterfaceTransportSetinfo 
MprConfigTransportCreate 
MprConfigTransportGetInfo 
MprConfigTransportSetInfo 


Router Information Structures 


The following reference pages describe the router information structures for the IP and 


IPX transports: 


e IP Information Structures 
e IPX Information Structures 


IP Information Structures 


Info block parameter 


plnterfacelnfo 
ppinterfacelnfo 
pinterfacelnfo 
ppGloballnfo 
pGloballnfo 
plnterfacelnfo 
pplnterfacelnfo 
pinterfacelnfo 
pGloballnfo 
ppGloballnfo 
pGloballnfo 


The MIB_IPFORWARDROW is used for the IP transport. This structure is defined in 


lprtrmib.h. 
MIB_IPFORWARDROW 


IPX Information Structures 


The following information structures are for the IPX transport. The structures 
IPX_TRAFFIC_FILTER_INFO and IPX_TRAFFIC_FILTER_GLOBAL_INFO are defined 
in Ipxtfflt.h. The remaining structures are defined in Ipxrtdef.h. 
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IPX_TRAFFIC_FILTER_INFO 


IPXWAN_IF_INFO 


IPX_STATIC_NETBIOS_NAME_INFO 


IPX STATIC ROUTE INFO 
IPX STATIC _SERVICE_INFO 
IPX TRAFFIC FILTER GLOBAL INFO 


IPX SERVER ENTRY 


IPX_GLOBAL_INFO 


IPX_IF_INFO 


IPX_ADAPTER_INFO 


IPX_IF_INFO 


The IPX_IF_INFO structure stores information for an IPX interface. 


o 
oO 
i) 
c 
® 
rand 
= 
oO 
- 
— 
(home 
o 
® 
— 
ay) 
-— 
” 
® 
2 
— 
ce) 
= 
2 
= 
E 
ce) 
a0) 
o 
— 
= 3 
nee 
23 
‘= Q. 
SEW 
® F 
=< 


NetbiosAccept 


Specifies whether to accept NetBIOS broadcast packets. 


NetbiosDeliver 


Specifies whether to deliver NetBIOS broadcast packets 


Windows NT/2000 


Requires Windows 2000. 


Declared in |pxrtdef.h. 


Header 


IPXWAN_IF_INFO 


IPX_STATIC_SERVICE_INFO 


The IPX STATIC. SERVICE_INFO structure descr 


ICe. 


IPX serv 


IC 


lar stat 


Icu 


ibes a part 
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es 


See 


se 


Members | 


Type 
Specifies the service type as defined by the SAP specification. 


Name[48] 
_ Specifies the service name as defined by SAP specifications. 


| Network[4] 
Specifies the network number portion of the service address. 
Node[6] — 
Specifies the node number portion of the service address. 
Socket[2] 
_ Specifies the socket number portion of service address. 


HopCount 
Specifies the service hop count. 


Remarks 


The IPX_STATIC_SERVICE_INFO structure is a typedef of the IPX_SERVER_ENTRY 
structure. The typedef is in lpxrtdef.h. 


indows NT/2000: Requires Windows 2000. 
eader: Declared in lpxrtdef.h. 


IPX_SERVER_ENTRY | 


IPXWAN_IF_INFO oa pS 


The IPXWAN_IF_INFO structure stores the administrative state for an IPX WAN 
interface. 
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Members | 

AdminState : 
Specifies the administrative state of the interface. This member can be one of the 
following values. These value are defined in Ipxconst.h. 


ADMIN_STATE_DISABLED 

ADMIN_STATE_ENABLED 
ADMIN_STATE_ENABLED_ONLY_FOR_NETBIOS_ STATIC. ROUTING 
ADMIN_STATE_ENABLED_ONLY_FOR_OPER_STATE_UP 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Ipxrtdef.h. 


Functions That Use Information Blocks, IPX_IF_ INFO 


‘Router Information Enumeration Types 


_Use the following information types when calling information header functions: 


° IP Info Types for Router Information Blocks 
e IPX Info Types for Router Information Blocks 


P Info Types for Router Information Blocks — 


The following information types are listed in Ipinfoid. h. Use these information types with 
the Information Header functions when running the IP transport 


IP_DEMAND_DIAL_FILTER_INFO 
IP_IN_FILTER_INFO — 
IP_OUT_FILTER_INFO 
IP_GLOBAL_INFO 

 |P_IFFILTER_INFO | 

- |P_INTERFACE_STATUS_INFO 
IP_MCAST_HEARBEAT_INFO 
IP_MCAST_BOUNDARY_INFO. 
IP_PROT_PRIORITY_INFO- 
IPLROUTE_INFO. 
IP_ROUTER_DISC_INFO 
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IPX Info Types for Router Information Blocks 


The following information types are listed in Ipxrtdef.h. Use these information types with — 
the router information block functions when running the IPX transport. 


Info type 
IPX_ADAPTER_INFO_TYPE 


IPX_GLOBAL_INFO_TYPE 
IPX_INTERFACE_INFO_TYPE 


IPX_IN_TRAFFIC_FILTER_GLOBAL_INFO_TYPE | 
IPX_OUT_TRAFFIC_FILTER_GLOBAL_INFO_TYPE 


IPX_IN_TRAFFIC_FILTER_INFO_TYPE 


IPX_OUT_TRAFFIC_FILTER_INFO_TYPE 
IPX_STATIC_NETBIOS_NAME_INFO_TYPE 


IPX_STATIC_ROUTE_INFO_TYPE 
IPX_STATIC_SERVICE_INFO_TYPE 
IPXWAN_INTERFACE_INFO_TYPE 


Info structure 


IPX_ADAPTER_INFO 
IPX_GLOBAL_INFO 

IPX_IF_INFO 
IPX_TRAFFIC_FILTER_GLOBAL_INFO 
IPX_TRAFFIC_FILTER_GLOBAL_INFO 
IPX_TRAFFIC_FILTER_INFO 
IPX_TRAFFIC_FILTER_INFO 
IPX_STATIC_NETBIOS_NAME_INFO 
IPX_STATIC_ROUTE_INFO 
IPX_STATIC_SERVICE_INFO 
IPXWAN_IF_INFO | 
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Management Information 
Base (MIB) 


MIB Overview 


_ The Management Information Base (MIB) API makes it possible to query and set the 
values of MIB variables exported by one of the router managers or any of the routing 
protocols that the router managers service. By using this API, the router soli the 
Simple Network Management Protocol (SNMP). 


In the SNMP framework, each manageable object in the router is represented by a 
variable that has a unique Object Identifier (OID). Corresponding to each OID is a value 
that represents the current state of the object. The collection of OIDs and values is 
referred to as a Management Information Base (MIB). The MprAdminMib calls allow a 
developer to specify an object by its OID and either query or write (“Set”) the object’s 
value. 


To query and set MIB variables, the module that services the calls must define a set of 
data structures. These data structures include structures to use as Object Identifiers and 
structures that hold the values of the MIB variables being accessed. These data 

- Structures are opaque to all but the caller of the MIB function and the esl Semicing 
the call. 


- The module servicing the MIB call will be a router manager or one of the routing 
protocols. The caller must specify a router manager even if the call will be handled by 
one of the routing protocols. In such a case, the caller should specify the router manager 
that corresponds to the protocol family for that routing protocol. For example, if the Open 
Shortest Path First (OSPF) routing protocol were handling the MIB call, the caller would 
need to specify the IP Router Manager, since OSPF belongs to the IP protocol family. In 
each of the MIB functions, the dwTransportid parameter specifies a router manager, and 
the RoutingPid parameter specifies the routing protocol. The router manager also has a 
unique RoutingPid, since some of the MIB variables may be handled by the router 
manager itself. 


~The MprAdminMib functions can be called on a computer other than the one pine 
administered. The MprAdminMIB functions that query or write values, take as a 
parameter a handle to the computer to administer. Use the | 
MprAdminM IBServerConnect function to establish the connection to the remote _ 
computer and obtain this handle. After calling the necessary MprAdminMIB functions to 
accomplish a particular administrative task, call the MprAdminMIBServerDisconnect 
function to sever the connection to the remote computer. 
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The MprAdminMIBEntryCreate and MprAdminMIBEntrySet functions take as 
parameters an OID and a buffer which contains the new value for the object. 


The MprAdminMIBEntryGet, MprAdminMIBEntryGetFirst and 
MprAdminMIBEntryGetNext functions take as parameters an OID and the address of a 
pointer variable. On successful return, the pointer variable points to a buffer that contains 
the value for the object. The caller should free the memory for this buffer by calling the 
MprAdminMIBBufferFree function. 


The MprAdminMIBEntryGetFirst and MprAdminMIBEntryGetNext functions enable a 
developer to perform an “SNMP walk”. Because the OIDs are ordered, each OID (and 
therefore each manageable object) has a “next” OID. An SNMP-Walk refers to traversing 
a portion of the MIB by reading (or writing) a sequence of OIDs. 


All MprAdminMib calls pass through the Dynamic Interface Manager (DIM). Depending 
on the OID, DIM passes the call to one of the router managers. (Both IP and IPX support 
SNMP). Again, depending on the OID, the router manager may handle the call itself, or 
pass the call to one of its clients. All router clients are required to implement and export 
the following functions which correspond to the similarly named PMB ASMIDRNE 
functions: 
e MibCreate 
e MibDelete 
e MibSet 

_@ MibGet 
e MibGetFirst 
e MibGetNext 
e MibGetTrapInfo 
e MibSetTrapInfo 


Using the MIB API 


This section contains exampie® that show how to use the MIB API to query and set 
variables: 


Obtaining the MIB ll Interfaces Table 


The following code uses MprAdminMIBEntryGet to obtain the MIB II interfaces table. 


site eas me seared 
See s s z % : : as : ae ss 


- MIB_OPAQUE_ INFO, MIB_OPAQUE_QUERY, MprAdminMIBEntryGet 


MIB Reference oe | ae 
| This section describes the reference elements used in the Management Information 
Base (MIB) API. Use these reference elements to query and set the values of the MIB 


Nite variables exported by one of the router managers, or any of the routing protocols that the 
router manager services: 


_ @ MIB Functions ane pee pera ice | 
e MIB Structures | | | : 
¢ Transport and Protocol Constants - ee 


MIB Functions ee 


Use the following functions to query and set MIB variables: 


AdminMIBBufferFree _ MprAdminMIBEntrySet — 
AdminMIBEntryCreate --s MprAdminMIBGetTrapinfo _ 
AdminMIBEntryDelete = = MprAdminMIBServerConnect 


AdminMIBEntryGet ===3=3=~—_ MprAdminMIBServerDisconnect | 
AdminMIBEntryGetFirst = == MprAdminMiBSetTrapinfo 
AdminMIBEntryGetNext 


= 
Ke) 
= = 25 = 
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_ MprAdminMIBBufferFree 


The MprAdminMIBBufferFree function frees buffers returned by the following functions: 


¢ MprAdminMIBEntryGet © 
¢ MprAdminMIBEntryGetFirst 
e¢ MprAdminMIBEntryGetNext 


Parameters 


pBuffer 
Pointer to a memory buffer to free. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following values. 


Value | Description 
ERROR_INVALID_PARAMETER ‘The pBuffer parameter is NULL. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, MIB Functions, MprAdminMIBEntryGet, MprAdminMIBEntryGetFirst, | 
MprAdminMIBEntryGetNext | | 


MprAdminMIBEntryCreate 


The MprAdminMIBEntryCreate function creates an entry for one of the variables 
exported by a routing protocol or router manager. 
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Parameters 


hMibServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminMIBServerConnect. 


dwTransportld — 
Specifies the router manager that exported the variable. 

dwRoutingPid | 
Specifies the routing protocol that exported the variable. 

loEntry 
Pointer to an opaque data structure. The data structure’s format is determined by the 
module servicing the call. The data structure should contain information that identifies 
the variable being created and the value to assign to the variable. 


dwEntrySize 
Specifies the size, in bytes, of the data pointed to by the /pEntry parameter. 


Return Values. 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following values. 


Value | | Description 
ERROR_ACCESS_DENIED The caller does not have sufficient 
| privileges. : 
ERROR_CANNOT_COMPLETE The dwRoutingPid variable does not match 
any installed routing protocol. 
ERROR_NOT_ENOUGH_MEMORY There are insufficient resources to 


complete the operation. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match 
| any installed router manager. 


Remarks | 


Do not pass in NULL for the jpEntry parameter b because the resulting behavior i is 
undefined. 
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The data structure 


The data structure should conta 


the return value is NO_ ERROR. 


the call 


ing 


IC 


Handle to the Windows 2000 router on which to execute this call. Obtain this handle 


by calling MprAdminMIBServerConnect. 


dwTransportld 
Specifies the size, in bytes, of the data pointed to by /pEntry parameter. 


Specifies the routing protocol that exported the variable. 


Specifies the router manager that exported the variable. 
IpEntry 


dwRoutingPid 
Pointer to an opaque data structure 


the variable to be deleted. 


module serv 
dwEntrySize 
If the function succeeds, 


Return Values 


Parameters 
hMibServer 
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Parameters 

hMibServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminMIBServerConnect. 


dwTransportid 
Specifies the router manager that exported the variable. 


dwRoutingPid 
Specifies the routing protocol that exported the variable. 


ipinentry | 
Pointer to an opaque data structure. The data structure’s format is determined by the | 
module servicing the call. The data structure should contain information that identifies _ 
the variable being queried. 


dwinEntrySize 
Specifies the size, in bytes, of the data structure pointed to by /pinEntry. 


IplpOutEntry 
Pointer to a pointer variable. On successful return, this pointer variable points to an 
opaque data structure. The data structure’s format is determined by the module 
servicing the call. The data structure contains the value of the variable that was 
queried. Free this memory by calling MprAdminMIBBufferFree. 


lodwOutEntrySize 
Pointer to a DWORD variable that, on successful return, contains the size in bytes of 
the data structure returned through the /p/pOutEntry parameter. 


Return Values 


— If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following values. 


Value — | Description 
ERROR_ACCESS_DENIED The caller does not have sufficient privileges. 
ERROR_CANNOT_COMPLETE The dwAoutingPid variable does not match 


| any installed routing protocol. . 
ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
installed router manager. 


ERROR_NOT_ENOUGH_MEMORY _ There are insufficient resources to complete 
the operation. 


Remarks 


Do not pass in NULL for the /p/nEntry parameter because the resulting behavior is 
undefined. | 
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Use Mprapi.lib. 
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MIB Reference, MIB Functions, MIB Structures, MprAdminMIBBufferFree, 


MprAdminM|BServerConnect, MprAdminMIBEntrySet, 


MprAdminMIBEntryGetFirst, MprAdminMIBEntryGetNext, Obtaining the MIB II 
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dwinEntrySize 
Specifies the size in bytes of the data pointed to by /p/nEntry. 

lplpOutEntry | 
Pointer to a pointer variable. On successful return, this pointer variable points to an 
opaque data structure. The data structure’s format is determined by the module 
servicing the call. The data structure contains the value of the first variable from the 
set of variables exported. Free this memory by calling MprAdminMIBBufferFree. 

lodwoutEntrySize 7 | 
Pointer to a DWORD variable. On successful return, this variable contains the size, in 

bytes, of the data structure that was returned through the /p/oOutEntry parameter. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value _ Description | 
ERROR_ACCESS_DENIED | The caller does not have sufficient privileges. 
ERROR_CANNOT_COMPLETE ~The dwRoutingPid variable does not match 


any installed routing protocol. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
installed transport/router manager. 


ERROR_NOT_ENOUGH_MEMORY There are insufficient resources to complete 
the operation. 


Remarks 
Do not pass in NULL for the IpinEntry parameter because the resulting behavior is 


a undefined. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, MIB Functions, MIB Structures, MprAdminMIBButferFree, 
MprAdminMIBServerConnect, MprAdminMIBEntryGet, 
mele AMP HnuyGeunext Protocol Identifiers, cea Identifiers 
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‘MprAdminMIBEntryGetNext 


The MprAdminMIBEntryGetNext function retrieves the next variable of some set of 
variables exported by a pigione or router manager. The module servicing the call 
defines “next”. 


Parameters 
_ hMibServer | 
Handle to the Windows 2000 router on which to execute this call. This handle is 
obtained from a previous call to MPF AdmIAMIp ServerConnect. 


dwTransportid 
_ Specifies the router manage! that exported the variable. 


; dwRoutingPid 
Specifies the routing eae that exported the variable. 


IolnEntry | 
Pointer to an opaque data structure. The data structure’s format’ is determined by the 
~ module servicing the call. The data structure should contain information that identifies 
the variable being queried. | 


sr dwinEntrySize | 
Specifies ine size, in n bytes, of the data structure pointed to by nent. 
IplpOutEntry — . . | 
~ Pointer toa pointer eenable. On successful return, this Solhter variable points to an 
Opaque data structure. The data structure’s format is determined by the module 
servicing the call. The data structure contains the value of the next variable from the | 
set of variables exported. J Free this memory. py. cane MprAcmin MIP ButterFree.. 


: IpdwoutEntrySize- 
— Pointer toa DWORD variable. Ona sticcessful retum; this Variable contains the size 
in bytes of the data structure returned through the pip Outentty parameter. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 
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If the function fails, the return value is one of the following values. 


Value | | Description. 
ERROR_ACCESS_DENIED | The caller does not have sufficient privileges. 
ERROR_CANNOT_COMPLETE The dwRoutingPid variable does not match 


any installed routing protocol. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
installed router manager. 


ERROR_NOT_ENOUGH_MEMORY There are insufficient resources to complete 
~ the operation. 


Remarks 


Do not pass in NULL for the lolnEntry parameter because the resulting behavior is 
undefined. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, MIB Functions, MIB Structures, MprAdminMIBBufferFree, 
MprAdminM|BServerConnect, MprAdminMIBEntryGet, | 
MprAdminMIBEntryGetFirst, Protocol Identifiers, Transport Identifiers 


MprAdminMIBEntrySet 


The MprAdminMIBEntrySet function sets the value of one of the variables exported by 
a routing protocol or router manager. 


Chapter 7 Management Information Base (MIB) 197 


Parameters 


hMibServer 
Handle to the Windows 2000 router on which to execute this call. Obtain this handle 
by calling MprAdminMIBServerConnect. 


dwTransportld 
Specifies the router manager that exported the variable. 

dwRoutingPid 
Specifies the eunne protocol that experigg the ve 

IpEntry | 
Pointer to an opaque data structure. The data structure’s format is determined by the 
module servicing the call. The data structure should contain information that identifies 
the variable being set and the value to be assigned to the variable. | 


dwEntrySize 
Specifies the size, in bytes, of the data pointed to by the /oEntry parameter. 


Return Values | 
lf the function succeeds, the return Galle is NO. ERROR. 


Ifthe function fails, the return value | is one se the following valles. | 


‘Value — oe er eee Description oe oe 
ERROR_ACCESS_DENIED > es The caller does not have sufficient privileges. 
ERROR_CANNOT_COMPLETE The dwRoutingPid variable does not match 


any installed routing protocol. 


ERROR_UNKNOWN_PROTOCOL_ID The dwTransportld value does not match any 
| installed router manager. 


Remarks 


Do not pass in NULL for the peniry parameter because the resulting behavior is 
undefined. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, MIB Functions, MIB Structures, MprAdminMIBServerConnect, 
-MprAdminMIBEntryGet, Protocol Identifiers, Transport Identifiers 
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MprAdminM|BGetTrapinfo — 


The MprAdminMIBGetTrapInfo function queries the module that set a trap event for 
more information about the trap. =. 


Parameters 


hMibServer 
[in] Handle to the Windows 2000 router on which to execute this call. Obtain this 
handle by calling MprAdminMIBServerConnect. 


_ AawTransportld | 
[in] Specifies a DWORD variable that contains the protocol family identifier. | 


dwRoutingPid a | 7 
[in] Specifies a DWORD variable that contains the identifier of the routing protocol. 


lpInData | 
[in] Specifies the address of the input data. 


~ AwinDataSize 
[in] Specifies a DWORD variable that contains the size, in, bytes of the data pointed to 
by /p/nDaita. 


IplpOutData | | 
[out] Specifies on successful return the address of a pointer to the output data. 
lodwOutDataSize 


[in, out] Specifies on successful return, the address of a DWORD variable that 
contains the size, in bytes, of the data pointed to by */p/pOutDaia. a 


Return Values ; - 
lf the functions succeeds, the return value is NOLERROR_ 


If the function fails, the return value is one of the following error codes. 
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Value Description 

ERROR_ACCESS_DENIED The caller does not have sufficient privileges. 

ERROR_UNKNOWN_PROTOCOL_ID The dwTransportid value does not match any 
installed router manager. | 


ERROR_NOT_ENOUGH MEMORY There are insufficient resources to complete. 
| | the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, MIB Fecators, MprAdminMIBSetTrapinfo | 


- MprAdminMIBServerConnect 


Call the MprAdminMIBServerConnect function to connect to the Windows 2000 router 
_ being administered. This call should be made before any other calls to the server. rng: 
handle returned by this function is used in subsequent MIB calls. Sangeeta 


Parameters 


lowsServerNamer 
Pointer to a Unicode string that contains the name of the remote server. If the caller 
_ specifies NULL for this bene the function returns a handle to the local server. 


phMibServer 
Pointer to a handle variable. On successful return, this variable contains a handle to 


the server. 


~ Return Values | | 
: wif the function succeeds, the return 1 value | is. NO_ ERROR. 


~ Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Mprapi.h. oS 
| /bibrary: Use Meret, lib. 
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MprAdminM|BServerDisconnect | 


The MprAdminMI|BServerDisconnect function disconnects the connection made by a © 
previous call to MprAdminMIBServerConnect. 


Parameters | 
hMibServer | 


Handle to the Windows 2000 router from which to disconnect. Obtain this h 
calling MprAdminMIBServerConnect. 


Return Values | 
If the function succeeds, the return value is NO_ ERROR. 


| Windows NT/2000: Requires Windows 2000. | — , 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib | 


MprAdminMIBSetTrapInfo 


The MprAdminMIBSettTrapInfo function passes in a handle to an event which is 
signaled whenever a TRAP needs to be issued. 
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Parameters 
dwTransportld 

[in] Specifies a DWORD variable that contains the protocol family identifier. 
dwRoutingPid 

[in] Specifies a DWORD variable that contains the identifier of the routing protocol. 
hEvent | 

[in] Handle to an event that is signaled when a TRAP needs to be issued. 
lpiInData 

[in] Pointer to the input data. 


dwinDataSize 
[in] Specifies a DWORD valanle that contains the size in bytes of the data pointed to 
by /pInData. 


IplpOutData 
[out] Specifies on successful return, the address of a pointer to the output data. 


lodwOutDataSize 
[in, out] Pointer to a DWORD variable that contains the size in bytes of the data 
pointed to by “IplpOutData. 


Return Values 
If the functions succeeds, the return ite is NO_ ERROR 


If the function fails, the return value is one of the following error codes: 


Value | Description _ | 
ERROR_ACCESS_DENIED | The caller does not have sufficient privileges. 
ERROR_UNKNOWN_PROTOCOL_ID The dwTransportld value does not match any 

_ installed router manager. 


ERROR_NOT_ENOUGH_MEMORY There are insufficient resources to complete 
| the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mprapi.h. 
Library: Use Mprapi.lib. 


MIB Reference, Transport and Protocol Constants, MprAdminMIBGetTrapInfo 


MIB Structures 


Use the following structures with the MIB functions to get and set MIB variables. These 
structures are defined in lprtrmib.h. 


202 Volume 5 Routing 


MIB_BEST_IF : -MIB_IPMCAST_OIF_STATS 
MIB_ICMP MIB_IPNETROW 
MIB_IFNUMBER | MIB_IPNETTABLE 
MIB_IFROW 3 MIB_IPSTATS | 
MIB_IFSTATUS MIB_MFE_STATS_TABLE 
MIB_IFTABLE MIB_MFE_TABLE 
MIB_IPADDRROW | MIB_OPAQUE_INFO 
MIB_IPADDRTABLE | _ MIB_OPAQUE_QUERY 
MIB_IPFORWARDNUMBER MIB_PROXYARP 
MIB_IPFORWARDROW | MIB_TCPROW 
MIB_IPFORWARDTABLE MIB_TCPSTATS 
MIB_IPMCAST_GLOBAL MIB_TCPTABLE 
MIB_IPMCAST_IF_ENTRY MIB_UDPROW 
MIB_IPMCAST_IF_TABLE | MIB_UDPSTATS 
MIB_IPMCAST_MFE MIB_UDPTABLE 
MIB_IPMCAST_MFE_STATS | MIBICMPINFO| 
MIB_IPMCAST_OIF : _ MIBICMPSTATS 
MIB_BEST_IF 


The MIB_BEST_IF structure stores the index of the interface that has the best route to a 
particular destination address. 


Members 
dwDestAddr | 
Specifies the IP address of the destination. 


dwifindex . | } 
Specifies the index of the interface that has the best route to the destination address 
specified by the dwDestAddr member. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


GetBestl nterface, GetBestRoute. 
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MIB_ICMP 


The MIB_ICMP structure contains the Internet Control 
statistics for a particular computer. - | 


Message Protocol (ICMP) 


Members | 


stats” 


Specifies a MIBICMPINFO structure that contains the ICMP statistics for the 
| computer. | 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 7 : 
Windows 95/98: Requires Windows 98. | | 
Header: Declared in Ilprtrmib.h. 


-MIB_IFNUMBER) Te 


| The MIB_IFNUMBER structure stores the number of interfaces on a particular computer. 


dwValue ae en | 


Specifies the number of interfaces on the computer. a | 


Windows NT/2000: Requires Windows 2000. | os 
_ Header: Declared in Iprtrmib.h. | : = Ba 
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MIB_IFROW 
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Spec 
dwType 


Specifies the type of interface. 


dwMtu 


Unit (MTU). 


ission 


Specifies the Maximum Transm 


dwSpeed 


Specifies the speed of the interface in bits per second. 
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dwPhysAddrLen 
Specifies the length of the physical address specified by the bPhysAddr member. 


bPhysAddr[MAXLEN_PHYSADDR] 
Specifies the physical address of the adapter for this interface. 


dwAdminStatus 
Specifies the interface is administratively enabled or disabled. 


dwOperStatus 
Specifies the operational status of the interface. This member can be one of the 
following values: 


MIB_IF_OPER_STATUS_NON_OPERATIONAL 
MIB_IF_OPER_STATUS_UNREACHABLE 
MIB_IF_OPER_STATUS_DISCONNECTED 
MIB_IF_OPER_STATUS_CONNECTING | 
MIB_IF_OPER_STATUS_CONNECTED 
MIB_IF_OPER_STATUS_OPERATIONAL 
dwLastChange 
Specifies the last time the operational status s changed. 
dwinOctets 
_ Specifies the number of octets of Gata received through this interface. 
dwinUcastPkts 
‘Specifies the number of unicast st packets received oe this interface. 
dwinNUcastPkts 
Specifies the number of non-unicast sackets received through this interface. This 
includes broadcast and multicast packets. 
dwinDiscards 
_ Specifies the number of incoming packets that were discarded even though they did 
not have errors. | 
dwinErrors ie | 
Specifies the number of incoming pecker that were discarded because of errors. ; 
dwinUnknownProtos 
Specifies the number of incoming packets that were discarded because the protocol 
was unknown. : 
dwOutOctets | 
Specifies the number of octets of data sent through this interface. 
dwOutUcastPkts 
_ Specifies the number of unicast packets sent peug this interface. 
dwOutNUcastPkts : 
Specifies the number of non-unicast packets sent through ints interface. This includes 
broadcast and multicast packets. : | 


-~ dwOutDiscards 


- Specifies the number of outgoing packets that were discarded even though they did 
_ not have errors. a 
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dwOutErrors 
Specifies the number of eiasinG packets that were discarded because of errors. 


dwOutQLen | 
Specifies the output queue length. 


dwDescrLen 
Specifies the length of the bDescr member. 


bDescr[MAXLEN_IFDESCR] 
Contains a description of the interface. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. | 
Header: Declared in |prtrmib.h. 


GetifEntry, MIB_IFSTATUS, MIB_IFTABLE, MPR_INTERFACE_0O | 


MIB_IFSTATUS | 


The MIB_IFSTATUS structure stores status information for a particular interface. 


Members 


dwifindex | 
Specifies the index that identifies the interface. 


dwAdminStatus 
Specifies the administrative status of the interface, that is, whether the interface | is 
administratively enabled or disabled. 


dwOperationalStatus 
Specifies the operational status of the interface. See 
ROUTER_ CONNECTION_ STATE for a list of the possible opelauhe states. 
bMHbeatActive 
Specifies whether multicast heartbeat detection is enabled. A value of TRUE indicates - 
that heartbeat detection is enabled. A value of FALSE indicates that heartbeat 
detection is disabled. 
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bMHbeatAlive | | 
Specifies whether the multicast heartbeat dead interval has been exceeded. A value 
of TRUE indicates that the interval has been exceeded. A value of FALSE indicates 
that the interval has not been exceeded. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in |prtrmib.h. 


MIB_IFROW, MPR_INTERFACE_0, MPR_INTERFACE_1 


MIB_IFTABLE 


The MIB_IFTABLE structure contains a table of interface entries. 


Members 
dwNumeEntries e 
Specifies the number of interface entries in the array. 
table[ANY_SIZE] 
Pointer to a table of interface entries implemented as an array of MIB_IFROW 


structures. | : 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprtrmib.h. 


 GetIfTable, MIB_IFNUMBER, MIB_IFROW 


-MIB_IPADDRROW — 


The MIB_IPADDRROW specifies information for a particular IP address. 
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Members 
dwAddr 


Specifies the IP address. 


dwindex 


IP address. 
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Spec 
dwMask 


Specifies the subnet mask for the IP address. 


dwBCastAddr 


Specifies the broadcast address. A broadcast address is typically the IP address with 
the host portion set to either all zeros or all ones. 


dwReasmSize 


Specifies the maximum reassembly size for received datagrams 


unused 


This member is not currently used. 


unused2 


This member is not currently used. 


Windows NT/2000 


Windows NT 4.0 SP4 or later. 
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Members 


dwNumeEntries 
Specifies the number of IP address entries in the table. 
table[ANY_ SIZE] 


- Pointer to a table of IP address entries implemented as an array o 
MIB_IPADDRROW structures. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
‘Windows 95/98: Requires Windows 98. | > 
Header: Declared in Iprtrmib.h. 


GetIpAddrTable, MIB_IPADDRROW 


MIB_IPFORWARDNUMBER 


. The MIB_IPFORWARDNUMBER stores the number of routes in a particular IP routing 
table. | | 


Members | 
dwValue | | 
Specifies the number of routes in the IP routing table. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 


Header: Declared in Iprtrmib.h. 


etlpForwardTable, MIB_IPFORWARDROW, MIB_IPFORWARDTABLE 


% 
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MIB IPFORWARDROW—tité‘=s ‘ane 


The MIB_IPFORWARDROW structure contains information that describes an IP network 
route. 


embers | 


dwForwardDest | 
The IP address of the destination host. 


dwForwardMask 
The subnet mask of the destination host. 


dwForwardPolicy | | a 
Specifies the set of conditions that would cause the selection of a multi-path route. 


_ This member is typically in IP TOS format. For more information, see RFC 1354. — 


dwForwardNextHop | | | 
“a pecifies the IP address of the next hop in the route. 


- dwForwardifindex _ ey, | 
Specifies the index of the interface for this route. 


dwForwardType . 
- Specifies the route type as defined in RFC 1354. The list on the following page shows 


the possible values for this member. ; | 
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Value Meaning 


4 _ The next hop is not the final destination (remote route). 
3 The next hop is the final destination (local route). 
2 The route is invalid. 
1 Other. _ 
dwForwardProto 


Specifies the protocol that generated the route. See Protocol Identifiers for a list of 
possible protocols. 


dwForwardAge 
Specifies the age of the route in seconds. 


dwForwardNextHopAS 
Specifies the autonomous system number of the next hop. 


dwForwardMetric1 
Specifies a routing-protocol-specific metric value. This metric value i is documented in 
RFC 1354. 


dwForwardMetric2 
Specifies a routing-protocol- specific metric value. This metric value is documented in 
RFC 1354. 7 


dwForwardMetric3 
Specifies a routing-protocol- specific metric value. This metric value i is documented in 
RFC 1354. 


dwForwardMetric4 
Specifies a routing-protocol-specific metric value. This metric value is documented n 
RFC 1354. | 


dwForwardMetric5 
Specifies a routing-protocol-specific metric value. This metric value i is documented in 
RFC 1354. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Iprtrmib.h. 3 


CreatelpForwardEntry, DeletelpForwardEntry, | MIB_ IPFORWARDTABLE. 
SetipForwardentry, 


Volume 5 Routing 


212 


MIB_IPFORWARDTABLE 


The MIB_IPFORWARDTABLE structure contains a table of IP route entries. 


dwNumeEntries 


Specifies the number of route entries in the table. 


table[ANY_ SIZE] 


Windows NT/2000 


Pointer to a table of route entries implemented as an array of 


MIB_IPFORWARDROW structures. 
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MIB_IPMCAST_IF_ENTRY 


The MIB_IPMCAST_IF_ENTRY stores information about an IP multicast interface. 


wifindex | 7 | 
| | Specifies the index of this interface. | aa 
7 wTtl 7 | ee 
Specifies the time-to-live value for this interface. oe ae 
_dwProtoco | | 

Specifies the multicast routing protocol that owns this interface. | | 

wRateLimit | | 
Specifies the rate limit of this interface. 

| ullnMcastOctets 
Specifies the number of octets of multicast data received through this interface. 
ulOutMcastOctets a : 


Specifies the number of octets of multicast data sent through this interface. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in lprtrmib.h. 


%s 3 ee Ses 


Volume 5 Routing © 


214 


ST_IF_TABLE 
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Pointer to a table of interface entries implemented as an array of 


Specifies the number of interface entries in the table. 
MIB_IPMCAST_IF_TABLE structures. 


dwNumeEntries 
table[ANY_SIZE] 


Members 
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The MIB_IPMCAST_ MFE structure stores the information for an IP MFE. 
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Members 


dwGroup 
- Specifies the range of multicast groups for this MFE. Zero indicates a wildcard group. 


dwSource 
Specifies the range of source addresses for this MFE. Zero indicates a wildcard 
Source. : 


_dwSrcMask 
Specifies the subnet mask that corresponds to dwSourceAddr. The dwSourceAddr 
and dwSourceMask members are used segue to define a range of sources. 


dwUpStrmNgbr 
Specifies the upstream neighbor that | Is related to this MFE. 


dwinifindex 
Specifies the index of the interface to which this MFE is related. 


_dwinifProtocol 
Specifies the routing pigioc®’ that owns s the | nearing interface to which this MFE is 
related. 


dwRouteProtocol 
Specifies the client that created the route. 


dwRouteNetwork 
Specifies the address associated with the route referred to by dwRouteProtocol. 


dwRouteMask | 
Specifies the mask associated with the route referred to by dwRouteProtocol 


-ulUpTime _ | , 

Specifies how long, in onde this MFE has been valid. This value starts from zero 
and is incremented until it reaches the ulTimeOut value, at which time the MrE is 
deleted. 

. ulExpiryTime 

_ Specifies the time, in seconds, that remains before the MFE expires and is daléted. 

~ This value starts from ulTimeOut and is decremented until it featnes zero, at which 
time the MFE is deleted. 


 ulTimeOut | | ; | | aos 
- Specifies the total length of time 5 that this MFE should remain valid. After the time- out 
value is exceeded, the MFE is s.Geleten This. value is static. 


ulNumOutlf _ 
| Specifies the number of outgoing intertaces that are associated with this MFE. 
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The dwRouteProtocol, dwRouteNetwork, and dwRouteMask members uniquely 


identify the route to which this MFE is related. 


Windows 2000. 


ires 
Declared in Iprirmib.h. 
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Windows NT/2000: 


Header 


MIB_IPMCAST_OIF 


MIB_MFE_TABLE 


MIB_IPMCAST_MFE_STATS 


The MIB_IPMCAST_MFE_STATS structure stores the statistics associated with 
an MFE. 
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Members 


dwGroup 

Specifies the range of multicast groups for this MFE. Zero indicates a wildcard group. 
dwSource 

Specifies the range of source addresses for this MFE. Zero indicates a wildcard 

source. 
dwSrcMask 

Specifies the subnet mask that corresponds to dwSourceAddr. The dwSourceAddr 

and dwSourceMask members are used together to define a range of sources. 
dwUpStrmNgbr 

Specifies the upstream neighbor related to this MFE. 
dwinlifindex 

Specifies the index of the interface to which this MFE is related. 
- dwinifProtocol | 

Specifies the routing eee that owns the incoming interface to which this MFE is 

related. . 
_ dwRouteProtocol 

Specifies the client that created the route. 
dwRouteNetwork 
_ Specifies the address associated with the route referred to by dwRouteProtocol. 
dwRouteMask 

Specifies the mask associated with the route referred to by dwRouteProtocol. 
ulUpTime | | 
_ Specifies the time, in seconds, since the MFE was created. 

ulExpiryTime 

Specifies the time, in seconds, before the MFE expires and is deleted. 
ulNumOutif 

Specifies the number of f outgoing interfaces in the outgoing interface ist for this MFE. 
ullnPkts 

Specifies the number of multicast packets received that matched this MFE. 
ullnOctets | | 

Specifies the number of octets of data received on the incoming interface. 
ulPktsDifferentif 

Specifies the number packets that were received on interfaces other han the 

incoming eucnaee: 7 
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~ ulQueueOverflow — aa 
: Specifies the number of packets that were discarded because the buffer queue for 


this MFE overflowed. 


rgmiosOutStats[ANY_ SIZE] 
Pointer to a table of outgoing interface statistics that are implemented as an array of 


MIB_IPMCAST_OIF_STATS structures. 


Remarks 


The MIB_IPMCAST_MFE_STATS structure does not have a fixed size. Use the macro 
SIZEOF_MIB_MFE_STATS(X) to determine the size of this structure. This macro is 
defined in the lprtrmib.h header file. 


The dwRouteProtocol, dwRouteNetwork, and dwRouteMask members uniquely 
identify the route to which this MFE is related. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Iprtrmib.h. 


MIB_IPMCAST_OIF_STATS 


MIB_IPMCAST_OIF 


The MIB_IPMCAST_OIF structure stores the information required to send an outgoing 
IP multcast packet. 


Members 


dwOutiflndex re | - | aay 7 
Specifies the index of the interface on which to send the outgoing IP multicast packet. 


_ dwNextHopAddr 
Specifies the destination address for the outgoing IP multicast packet. 


pvReserved 
This member is reserved and should be NULL. 
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dwReserved _ 7 
This member is reserved and should be Zero. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in lprtrmib.h. 


MIB_IPMCAST_MFE, MIB_IPMCAST_OIF_STATS 


MIB_IPMCAST_OIF_STATS 


The MIB_IPMCAST_OIF_STATS structure stores the statistics that are associated with 
an outgoing multicast interface. 


- dwOutlfindex | 

Specifies the outgoing interface to which these statistics are related. 

dwNextHopAddr | 
Specifies the address of the next hop that corresponds to dwOutifindex. The 
dwOutifindex and dwlifNextHop/PAdar parameters uniquely identify a next hop on 
point-to-multipoint interfaces, where one interface connects to multiple networks. 
Examples of point-to-multipoint interfaces include Non-Broadcast Multiple-Access | 

_(NBMA) interfaces, and the internal interface on which all dial-up clients connect. 

For Ethernet and other broadcast interfaces, specify zero. Also specify zero for point- 
to-point interfaces, which are identified by only dwOutifindex. 

pvDialContext i. = : 
This member is reserved for future use and should be NULL. 

ulTtITooLlow aye ceo ; ae eo | 
Specifies the number of packets on this outgoing interface that were discarded _ 
because the packet's time-to-live value was too low. | 
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ulFragNeeded | | | | 
Specifies the number of packets that required fragmentation when they were 


forwarded on this interface. 


ulOutPackets | 
Specifies the number of packets that were forwarded out this interface. 


ulOutDiscards | 
Specifies the number of packets that were discarded on this interface. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Iprtrmib.h. 


MIB_IPMCAST_OIF 


MIB_IPNETROW a 


The MIB_IPNETROW structure contains information for an Address Resolution Protocol 
(ARP) table entry. 


Members 


dwindex 
- Specifies the index of the adapter. 


dwPhysAddrLen 
Specifies the length of the physical address. 


bPhysAddr[MAXLEN_PHYSADDR] 
Specifies the physical address. 


dwAddr 
Specifies the IP address. 


dwType | 
Specifies the type of ARP entry. This type can be one of the values on the 


following page. 
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Value Meaning 


4 Static 

3 Dynamic 
2 Invalid 

1 Other 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprirmib.h. 


f 


Members 

dwNumeEntries 7 
pecifies the number of ARP entries in the table. 

table[ANY_SIZE] 


Pointer to a table of ARP entries implemented as an array of MIB_IPNETROW 
structures. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprirmib.h. | 3 | 


GetlpNetTable, MIB_IPNETROW 
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dwinReceives 
Specifies the number of datagrams received. 


dwinHdrErrors | 
Specifies the number of datagrams received that have header errors. 


dwinAddrErrors 
Specifies the number of datagrams received that have address errors. 


dwForwDatagrams 
Specifies the number of datagrams forwarded. 


dwinUnknownProtos 
Specifies the number of datagrams! received that have an unknown protocol. 


dwinDiscards 
Specifies the number of received datagrams discarded. 


dwinDelivers 
Specifies the number of received datagrams dainered, 


dwOutRequests 
Specifies the number of outgoing datagrams that IP is requested to transmit. This 
number does not include forwarded datagrams. 


dwRoutingDiscards 
Specifies the number of outgoing datagrams discarded. 
dwOutDiscards 
Specifies the number of transmitted datagrams discarded 
dwOutNoRoutes : sae 
Specifies the number of datagrams for which this computer did not have a route to the — 
destination IP address. These datagrams were discarded. | 
dwReasmTimeout : 
_ Specifies the amount of time allowed for all pieces of a fragmented datagram to 
arrive. If all pieces do not arrive within this time, the datagram is discarded. — 
-dwReasmReqds 
| Specifies the number of datagrams requiring reassembly. 
dwReasmOks 
Specifies the number of datagrams successfully Agececatdelee 
dwReasm Fails 
Specifies the number of datagrams that cannot be feassempbled. 
dwFragOks ee | 
Specifies the number of datagrams t that were fragmented successfully. 
dwFragFails | 
Specifies the number a datagrams that cannot be fragmented because the “don't 
fragment’ bit in the IP header | is set. These dalagrarms are discarded. 3 


dwFragCreates 
_ Specifies the number of fragments created. 


Volume 5 Routing 


224 


Specifies the number of IP addresses associated with this computer. 
ies the number of routes 


Specifies the number of interfaces. 
dwNumRoutes 


dwNumilf 
dwNumAddr 
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Members 


dwNumeEntries | | 
_ Specifies the number of MFE entries in the array. 
_table[ANY_SIZE] 


Pointer to a table of MFEs that are implemented as an array of 
MIB_IPMCAST_MFE_STATS structures. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Iprtrmib.h. 


eee 


MIB. “OPAQUE_INFO 


The MIB _OPAQUE_ INFO structure contains information returned froma management 
information base opaque query. 


MIB_OPAQUE_QUERY 


The MIB _OPAQUE_QUERY structure contains information fora management 
information base opaque query. 
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Members 


dwVarid | | | | 
Specifies the ID of the MIB object to query. 


rgdwVarindex[ANY_ SIZE] 
pecifies the index of the MIB object to query. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Iprtrmib.h. 


MIB_OPAQUE INFO 


- MIB_ PROXYARP 


The MIB_PROXYARP structure stores information for a Proxy Address Resolution - 
Protocol (PARP) entry. 


Members 


dwAddress 
: Specifies the IP address for which to act as a proxy. - eo 


dwMask 
Specifies the subnet mask for the IP address specified by the dwAddress member. 


dwifindex | | | | 
- Specifies the index of the interface on which to act as proxy for the address specified 


by the dwAddress member. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprtrmib.h. 


reateProxyArpEntry, Delete roxyArpEntr 
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MIB_TCPROW 


The MIB_TCPROW structure contains information for a TCP connection. 


Members 
dwState _— | 
Specifies the state of the TCP connection. This member can have one of the following 
values. | | 
Value © | ce Description | 
_ MIB_TCP_STATE_CLOSED To be determined. 
_ MIB_TCP_STATE_LISTEN —_—«To be determined. 
_ MIB_TCP_STATE_SYN_SENT — Tobedetermined. 
_ MIB_LTCP_STATE_SYN_RCVD — Tobedetermined. 
_ MIB_TCP_STATE_ESTAB  =—sOiTobedetermined. 92” 
MIB_TCP_STATE_FIN. _WAIT1  Tobedetermined. 
_ MIB_TCP_STATE_FIN _WAIT2 _ To be determined. 
MIB_TCP_STATE_CLOSE_WAIT Tobe determined. 
-MIB_TCP_STATE_CLOSING ‘Tobe determined. _ 
MIB_TCP_STATE_LAST_ACK —_ To be determined. 
 MIB_TCP_STATE_TIME_WAIT To be determined. . oe 
MIB_TCP _STATE_ DELETE_TCB Transmission Control Block (TCB) deleted. 
dwLocalAddr | oe 


Specifies the address for the connection on the local computer. 
dwLocalPort | | | | 

_ Specifies the port number for the connection on the oa computer 
dwRemoteAddr | ee 

Specifies the address for the connection on the remote computer. 


: dwRemotePort - 
Specifies the port number the connection on the remote computer. 
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Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. | 
Header: Declared in Iprtrmib.h. 


MIB_TCPTABLE, SetTcpEntry od 


MIB_TCPSTATS 


The MIB_TCPSTATS structure contains statistics for the TCP protocol running on the 
local computer. | _ 


Members | 


dwRtoAlgorithm 
Specifies the retransmission time-out algorithm in use. This member can be one of 
the following values. 


Value Description 
MIB_TCP_RTO_CONSTANT Constant Time-out - 
MIB_TCP_RTO_RSRE -MIL-STD-1778 Appendix B 
MIB_TCP_RTO_VANJ Van Jacobson’s Algorithm 


MIB_TCP_RTO_ OTHER Other 
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dwRtoMin 
Specifies the minimum retransmission time- out value in milliseconds. 


dwRtoMax 
Specifies the maximum retransmission time-out value in milliseconds. 


dwMaxConn 
Specifies the maximum number of connections. If this member is —1, the maximum 
number of connections is dynamic. | 


- dwActiveOpens 
Specifies the number of active opens. In an active open, the client | is initiating a 
connection with the server. 


dwPassiveOpens 
Specifies the number of passive opens. In a passive open, the server is listening for a 
connection request from a client. 


dwAttemptFails 
Specifies the number of failed connection attempts. 


dwEstabResets 
Specifies the number of established ee ae that have been reset. 


dwCurrEstab 
Specifies the number of currently established connections. 


dwinSegs 
Specifies the number of segments received or transmitted. 


dwOutSegs 
Specifies the number of segments transmitted. This number does not include 
retransmitted segments. 


| dwRetransSegs 
Specifies the number of segments retransmitted. 


dwinErrs 
Specifies the number of errors received. 


dwOutRsts 
Specifies the number of segments transmitted with the reset flag set. 


dwNumConns 
Specifies the cumulative number of connections. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. | 
Header: Declared in Iprtrmib.h. 


GetTcpStatistics 
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MIB_TCPTABLE 


The MIB_TCPTABLE structure contains a table of TCP connections. 


Members 
dwNumeEntries | 
Specifies the number of entries in the table. 


table[ANY_SIZE] 
Pointer to a table of TCP connections implemented as an array of MIB_TCPROW 
structures. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 


Windows 95/98: Requires Windows 98. 
Header: Declared in Iprtrmib.h. 


GetTcpTable, MIB_TCPROW 


MIB _ UDPROW 


The MIB_UDPROW structure contains address information for sending and receiving 
User Datagram Protocol (UDP) datagrams. 


Members 
dwLocalAddr 
Specifies the IP address on the cy computer. 


dwLocalPort 
Specifies the peu number on the local computer. 
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Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in lprtrmib.h. 


MIB_UDPSTATS, MIB_UDPTABLE 


MIB _UDPSTATS 


The MIB_UDPSTATS structure contains statistics for the User Datagram Protocol (UDP) 
running on the local computer. 


dwinDatagrams its eo ee ee 
Specifies the number of datagrams received. a6 i: : | 

dwNoPorts 
Specifies the number of received datagrams that were discarded because the port 
specified was invalid. 

dwinErrors | | | | | 
Specifies the number of erroneous datagrams that were received. This number does 
not include the value contained by the dwNoPorts member. 


dwOutDatagrams — 
Specifies the number of datagrams transmitted. 


dwNumAddrs tt 
Specifies the number of entries in the UDP listener table. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprtrmib.h. 
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GetU atistics, MIB_UDPROW 


MIB_UDPTABLE 


The MIB_UDPTABLE structure contains a table of MIB_UDPROW structures. 


Members | 
dwNumeEntries 
Specifies the number of entries in the table. 
table[ANY_SIZE] | | 
Pointer to an array of MIB_UDPROW structures. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. | < _ 
Windows 95/98: Requires Windows 98. | | 
| Header: Declared in Iprtrmib.h. | 


GetUdpTable, MIB_UDPROW 


MIBICMPINFO 


The MIBICMPINFO structure contains Internet Control Message Protocol (ICMP) 
Statistics for a particular computer. 


Members 
icmpinStats 


Specifies an MIBICMPSTATS structure that contains the statistics for incoming ICM 
messages. | | 
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icmpOutStats 


Specifies an MIBICMPSTATS structure that contains the statistics for outgoing ICMP 
messages. 


Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 


Header: Declared in Iprtrmib.h. 


MIB_ICMP, MIBICMPSTATS 


MIBICMPSTATS 


The MIBICMPSTATS structure contains statistics for either incoming or outgoing 
Internet Control Message Protocol (ICMP) messages on a particular computer. 


Members | | 


dwMsgs | , 
- Specifies the number of messages received or sent. 
dwErrors 


Specifies the number of errors received or sent. 
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dwDestUnreachs 
Specifies the number of destination- unreachable messages received or sent. 
A destination-unreachable message is sent to the originating computer when a 
datagram fails to reach its intended destination. 


dwTimeExcds 
Specifies the number of Time-To-Live (TTL) exceeded messages received or sent. 
A time-to-live exceeded message is sent to the originating computer when a datagram 
is discarded because the number of routers it has passed through exceeds its 
time-to-live value. 7 


dwParmProbs 
Specifies the number of parameter problem messages received or sent. A parameter 
problem message is sent to the originating computer when a router or host detects an 
error in a datagram’s IP header. 


dwSrcQuenchs | 
Specifies the number of source quench messages received or sent. A source quench 
request is sent to a computer to request that it reduce its rate of packet transmission. 


dwRedirects 
Specifies the number of redirect messages received or sent. A redirect message is 
sent to the originating computer when a better route is discovered for a datagram sent 
by that computer. ? | 


dwEchos 
Specifies the number of echo toquiests received or sent. An echo request causes the 
receiving computer to send an echo ey message back to the originating computer. 


dwEchoReps 
Specifies the number of echo replies received or sent. A somuiel sends an echo 
reply in response to receiving an echo request message. 


dwTimestamps 
Specifies the number of time-stamp requests received or sent. A time-stamp request 
causes the receiving computer to send a time-stamp reply back to the originating 
computer. 


dwTimestampReps 
Specifies the number of time-stamp replies received or sent. A computer sends a 
time-stamp reply in response to receiving a time-stamp request. Routers can use 
time-stamp requests and replies to measure the transmission speed of datagrams on © 
a network. | | 

dwAddrMasks 
Specifies the number of address mask requests received or sent. A computer sends 
an address mask request to determine the number of bits in the subnet mask for its 
local subnet. | 

dwAddrMaskReps | 
Specifies the number of address mask responses received or sent. A computer sends 
an address mask response in response to an address mask request. 
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Remarks — 

Two MIBICMPSTATS structures are sequined) to hold all the ICMP statistics for a given 
computer. One MIBICMPSTATS structure contains the statistics for incoming ICMP 
messages. The other contains the statistics for outgoing ICMP messages. For this 
reason, the MIBICMPINFO structure contains two MIBICMPSTATS structures. 


- Windows NT/2000: Requires Windows NT 4.0 SP4 or later. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iprtrmib.h. 


MIB_ICMP, MIBICMPINFO 


Transport ; and Protocol Constants 


Use the following constants with router administration and configuration functions, and 
with the MIB API: 


e Transport Identifiers 
e Protocol Identifiers 


: Transport Identifiers 


The following transport identifiers are also listed in Mprapi-h: 


PID_IPX | 
PID_IP | | 
PID_NBF 


MIB Reference, Transport and Protocol Constants 
Protocol Identifiers 
~The following protocol identifiers are also listed in Routprot.h. 


Pp Protocols | | | 
The routing protocols on the following page are associated with the IP transport. 
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PROTO_IP_OTHER 
PROTO_IP_LOCAL 
PROTO_IP_NETMGMT 
PROTO_IP_ICMP 
PROTO_IP_EGP 
PROTO_IP_GGP 
PROTO_IP_HELLO 
PROTO_IP_RIP 
PROTO_IP_IS_IS 
PROTO_IP_ES IS 
-PROTO_IP_CISCO © 
PROTO_IP_BBN 
PROTO_IP_OSPF 
PROTO_IP_BGP 
PROTO_IP_BOOTP 
PROTO_IP_NT_AUTOSTATIC 


PROTO_IP_NT_STATIC 


PROTO_IP_NT_STATIC_NON_DOD 


Description 


Protocol not listed here 

Routes generated by the stack 

Routes added by “route add” or through SNMP 
Routes from ICMP redirects | 


Exterior Gateway Protocol 


To be determined. 

HELLO routing protocol 

Routing Informaton Protocol 

To be determined. 

To be determined. 

To be determined. 

To be determined. 

Open Shortest Path First routing protocol 
Border Gateway Protocol 

Bootstrap Protocol 


Routes that were originally generated bya 
routing protocol, but which are now static 
Routes that were added from the routing user 
interface, or by “routemon ip add” 

Identical to PROTO_IP_NET_STATIC, except 
these routes do not cause Dial On 

Demand (DOD) 


Routes with a protocol identifier of PROTO_IP_LOCAL include: 


e The loopback route 
e The subnet route 


e All nets broadcast route for subnetted interfaces 


—@ All “1’s broadcast route 
e Local multicast route 


e Route to remote end of a PPP link 


The identifier for the IP router manager is: 


IPRTRMGR_PID — 


_ This identifier can be used instead of a routing protocol identifier for MIB calls with the IP 
~ router manager. This identifier is used for MIB-II, Forwarding MIB, and some enterprise 
specific information. This identifier i is also listed in lprtrmib.h. 
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IPX Protocols | 

The following routing protocols are associated with the IPX transport: 
Protocol Description | 
IPX_PROTOCOL_RIP | Routing Information Protocol for IPX 
IPX_PROTOCOL_SAP Service Advertisement Protocol 
IPX_PROTOCOL_NLSP | Netware Link Services Protocol 


The identifier for the IPX router manager is: 
IPX_PROTOCOL_BASE 


Use this identifier instead of a routing protocol identifier for MIB calls with the IPX router 
manager. 
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CHAPTER 8 


Packet Filtering 


Packet filtering enables the developer to create and manage input and output filters for 
IP packets. Each IP adapter interface can be associated with one or more filters. Filters 
can include source and destination addresses, address mask and port; and protocol 
identifiers. 


With the exception of the PfGetinterfaceStatistics function, all of the functions 
described in this section require administrative permissions. 


The following reference elements are found in the Fitdefs.h header file: 


e Packet Filtering Functions 
e Packet Filtering Structures | 
° Packet Filtering Enumerated Types 


Packet Filtering Functions _ 


Use the following functions to manage IP PReKe! filters: 


PfAddFiltersToInterface = —t™S : PfMakeLog | 
PfAddGlobalFilterTolnterface =  §=—S——PfRRebindFilters_ 
PfBindInterfaceToIndex _ _-- PfRemoveFilterHandles 
- PfBindInterfaceTolPAddress | PfRemoveFiltersFrominterface | 
PfCreatelnterface PfRemoveGlobalFilterFrominterface 
- PfDeletelnterface PfSetLogBuffer 
PfDeleteLog | | | PfTestPacket 


etGotintertarestatletice PfUnBindiInterface 


PfAddFiltersTolnterface 


_ The PfAddFiltersTolnterface function adds the spacitied filters to the specified. 
interface. 7 
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Parameters 
ih 
Specifies a handle to the interface. 


clnFilters | | | | 
Specifies the number of input filter descriptions pointed to by the pfiltin parameter. 


pfiltin 


Pointer to an array of filter descriptions to use.as input filters. 
cOutFilters | 

Specifies the number of output filters descriptions pointed to by the pfi/tOut parameter. 
pfiltOut 

Pointer to an array of filter descriptions to use as output filters. 


pfHandle | 
Pointer to a buffer that, on successful return, contains an array of filter handles. If the 
caller doesn’t not require the filter handles, the caller may set this parameter to NULL. 


Remarks | 
A filter reverses the default processing rule for the interface, that is, the rule that was 
specified during the call to PfCreateinterface. | 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value a Meaning 
PFERROR_NO_FILTERS_GIVEN __ No filter descriptions were supplied. 
Other | ) Use FormatMessage to obtain the message 


string for the returned error. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. | 


3 


PfRemoveFiltersFrominterface, PfRemoveFilterHandles 
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PfAddGlobalFilterTolnterface mg Bt aR +g 


The PfAddGlobalFilterTointerface function adds a global filter on the specified 
interface. - 


Parameters 


plnterface 
Handle to the interface. 


gfFilter | 
Specifies the global filter to add to the interface. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, use FormatMessage to obtain the message string for the returned 
error. 


Remarks 
The global filter acts across all filters on the interface. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


GLOBAL_FILTER, PfRemoveGlobalFilterFrominterface 


PfBindInterfaceTolndex 


The PfBindInterfaceTolndex function associates an interface with the specified IP stack 
index. | | | | 
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Parameters 


plnterface 
Specifies a handle to the ntartade to associate with the IP stack index. 


— dwindex — 


Specifies the IP stack index to which to associate the interface. 


pfatLinkType 
Specifies the address type for the interface. This parameter would be of type 
PFADDRESSTYPE. 


LinkIPAddress 
Pointer to an array of bytes that specifies the IP address for the interface. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value : Meaning 
ERROR_IPV6_NOT_IMPLEMENTED _ The IPV6 address type is not yet implemented. 
Other Use FormatMessage to obtain the message 


string for the returned error. 


Remarks 
Use the IP Helper functions to obtain a stack index. 


An application should support the possibility of interface indices changing due to Plug 
and Play. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


PFADDRESSTYPE, PfBindInterfaceTolPAddress, PfUnbindInterface 


PfBindinterfaceTolPAddress 


The PfBindInterfaceTolPAddress function associates an migtace with the IP stack 


_ index having the specified address. 
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Parameters 
plnterface | Je 
Specifies a handle to the interface to associate with the IP stack index. 
_ pfatType 


Specifies the address type for the interface. This parameter would be of type 
PFADDRESSTYPE. 


[PAddress | | | a 
Pointer to an array of bytes that specifies the IP address for the interface. 


Return Values | toe | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value _ Meaning 

ERROR_IPV6_NOT_IMPLEMENTED | The IPV6 address type is not yet 
implemented. | | 

Other «Use FormatMessage to obtain the message 


string for the returned error. 


Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


PFADDRESSTYPE, PfBindInterfaceToIndex 


PfCreatelnterface es ae 


The PfCreateinterface function creates a new filter interface. Use this interface to 
control the adding and deleting of filters to and from adapters. | es 
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(continued) 


Parameters 


dwName 
Specifies the interface name. A zero value specifies a new, unique interface. Any 
other value is a potentially shared interface. 


The bMustBeUnique parameter can turn a shared interface into a unique one. 
However, using bMustBeUnique in this way can cause the function to fail. 


inAction 
Default action for an input packet. This member can be one of the following values. 
Value | _ Meaning 
PF_ACTION_FORWARD _ Forward the packet. 
PF_ACTION_DROP | Discard the packet. 
outAction 
Default action for an output packet. This member can be one of the following values. 
Value : Meaning 
PF_ACTION_FORWARD. Forward the packet. 
PF_ACTION_DROP Discard the packet. 
bUseLog 


Specifies whether to bind the log to this interface. If this member is TRUE, the log will 
be bound to this interface. 


_ bMustBeUnique 
Specifies whether the interface is unique or shared. If this member is TRUE, this 
interface is unique, that is, it cannot be shared. 


ppinterface | 
Pointer to a pointer that, on successful return, points to an interface handle to use with 
subsequent function calls. , ; 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, use FormatMessage to obtain the message string for the returned 
error. | 
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Remarks 


An interface can either be unique to a process or shared. If an eae is shared, other 
processes may add or remove filters. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


PfAddFiltersTointerface, P PfRemoveFiltersFrominterface, PfDeleteinterface 


PfDeletelnterface 


The PfDeletelnteface function deletes an interface previousyy created using 
PfCreatelnterface. 


Parameters 


plnterface 
Specifies a interface handle obtained from a previous call to PfCreateinterface. 


Return Values | 7 
lf the function succeeds, the return value is NO_LERROR. 


If the function fails, use FormatMessage to obtain the message string ra the returned 
error. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphipapi.lib. 


PfCreateinterface 
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PfDeleteLog 


The PfDeleteLog function immediately disables the log on all interfaces with which it is 
associated. The log is deleted when all interfaces associated with the log are deleted. 


Parameters 
This function has no parameters. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned 
error. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fltdefs.h. 
Library: Use Iphlpapi.lib. 


PfMakeLog, PfSetLogBuffer 


-PfGetinterfaceStatistics © SS ues 


_ The PfGetinterfaceStatistics function retrieves statistics for the specified interface and, 
optionally, statistics for filters associated with the interface. 


Interface 
Handle to the interface. 


Parameters 
p 


Value 
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ppfStats 
Pointer to a buffer that, on sieeesetul return contains the statistics for the interface. 


If the caller requires only the statistics for the interface, this buffer should be of size 
equal to a PF_INTERFACE_STATS structure. If the caller SHPRNES a buffer that is 
smaller than this size, PfGetInterfaceStatistics returns 
PFERROR_BUFFER_TOO_SMALL, and the pdwBufferSize parameter contains a 
size equal to a PF_INTERFACE_STATS structure. 
If the caller requires the statistics for both the interface and the associated filters, the 
buffer should of a size greater than PF_INTERFACE_STATS. If the buffer is still not 
large enough PfGetinterfaceStatistics returns ERROR_INSUFFICIENT_BUFFER, 
and the pdwBufferSize parameter points to DWORD variable containing a buffer size 
that will contain both the interface and filter statistics. 


pdwBufferSize 
Pointer to a DWORD variable that contains the size of the buffer pointed to by the 
ppfStats parameter. 


fResetCounters 
Specifies whether the statistics counters for the interface should be reset. If this 
parameter is TRUE, the statistics counters are reset. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Meaning 


ERROR_INSUFFICIENT_BUFFER This error is specific to PfGetInterfaceStatistics and 


means that the supplied user buffer is too small for the 
filters. The correct size is returned as the interface 
statistics that contain the filter counts. 


PFERROR_BUFFER_TOO_SMALL _ This error is specific to PfGetinterfaceStatistics and 


Other 


means the user buffer is too small ever for the interface 
statistics. The returned size is the size of the interface 
statistics, but does not include space for filters. If the 
function is called using this size, the return value should | 
be ERROR_INSUFFICIENT_BUFFER. 


Use FormatMessage to obtain the message string for the 
returned error. | 
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Remarks 


The caller may call PfGetinterfaceStatistics twice. Initially the call is made to obtain the 
correct buffer size; the call is made a second time to retrieve the statistics. If the caller 
calls PfGetinterfaceStatistics twice for a shared interface, the second call may fail with 
ERROR_INSUFFICIENT_BUFFER. This error can occur because the other sharers may 
add filters to the interface in the interval between the two calls. This type of error should 
not occur for a UNIQUE interface. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


PF_INTERFACE_STATS 


PfMakeLog 


The PfMakeLog function creates a log to use with an interface or set of interfaces. 


oe 


ee 
Be 


Parameters 


hEvent : 
Handle to a Win32 event object. The caller can use this event object to obtain 
notification when a specified number of bytes have been used in the log’s buffer, or 
when a certain number of entries have been created in the log. For more information, 
see PfSetLogBuffer. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned 
error. : | | 


Remarks | = 
Only one log exists. The log can be used with multiple interfaces. 


The interface log must be created prior to the interface or interfaces with which it will be 
used. It is not possible to associate a log with an already existing interface. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Flitdefs.h. _ | 
Library: Use Iphlpapi.lib. 


PfDeleteLog, PfSetLogBuffer 


PfRebindFilters = 


The PfRebindFilters function rebinds the filters on the specified interface. 


Parameters 


4, 


pinterface 
Handle to the interface. 


pLateBindinfo | 
‘Pointer to the late-binding information for the interface. | 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned - 
error. 


Remarks | | Se tee 


The fLateBound member of PF_FILTER_DESCRIPTOR for each filter determines how 
the information pointed to by the pLateBindInfo parameter affects the filter. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. . 
Library: Use Iphlpapi.lib. 


PF_FILTER_DESCRIPTOR 
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PfRemoveFilterHandles 


The PfRemoveFilterHandles function removes the filter associated with the specified 
handles. 


Parameters 


plnterface | 
Specifies a handle to the interface. 


CFilters 
Specifies the number of filter handles pointed to by the pvHandles parameter. Obtain 
these handles from the PfAddFiltersTolnterface function. i 


pvHandles 
Pointer to an array of filter handles that specify the filters to remove. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, use FormatMessage to obtain the message string for the returned 
error. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphlpapi.lib. 


PfAddFiltersTolnterface, PfRemoveFiltersFrominterface 


PfRemoveFiltersFromlinterface : 


The PfRemoveFiltersFrominterface function removes the specified filters from the 
interface. | 
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Parameters 
th 
Specifies a handle to the interface. 


clnFilters 
Specifies the number of input filter descriptions pointed to by the pfiltin parameter. 


pfiltin 
Pointer to an array of filter descriptions to use as input filters. 


cOutFilters 
Specifies the number of output filters descriptions pointed to by the piiltOut parameter. 


pfiltOut 
Pointer to an array of filter descriptions to use as output filters. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


Value y Meaning 
PFERROR_NO_FILTERS_GIVEN No filter descriptions were supplied 
Other Use FormatMessage to obtain the mesende 


string for the returned error. 


Remarks 


The filter description passed in through the pfiltin and pfiltOut parameters must be an 
exact match to a filter that was added previously. 


No error is returned if a matching filter is not found. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphipapi.lib. | 


PfAddFiltersTolnterface 
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Return Values 


the return value is NO_ERROR. 


If the function succeeds, 


If the function fails, use FormatMessage to obtain the message string for the returned 
Windows 2000. 


error. 


Windows NT/2000 


Ireés 


Requi 


- Declared in Fitdefs.h. 


Header 


, PfAddGlobalFilterTointerface 


Use Iphlpapi.lib. 


GLOBAL_FILTER 


Library 


PfSetLogBuffer 


hanges the log current buffer for a new one. 


lon €XC 


The PfSetLogBuffer funct 
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Parameters 


pbBuffer 
Pointer to the new log buffer. This buffer must be quad-word aligned. 


dwsize 
Specifies the size, in bytes, of the new buffer. 


dwThreshold — 
Specifies the number of bytes used before signaling the event object associated with 
the log. 


dwEntries 
Specifies the number of entries in the log that will cause the event Lopes to be 
signaled. 

pdwLoggedEntries 
Pointer to a DWORD variable that, on successful return, contains the ritimber of 
entries in the old buffer. 

pdwLostEntries 
Pointer to a DWORD variable that, on successful return, contains the number of 
entries that could not be put into the old buffer. 

pdwSizeUsed 
Pointer to a DWORD variable that, on successful return, contains the number of bytes 
used | in the old buffer. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned 
error. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphipapi.lib. 


“PiMakeLog, PfDeleteLog 


PffestPacket 


The PfTfestPacket function tests the specified packet and returns the action that would 
be performed given the specified interface. 
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Parameters . 


plninterface 
Handle to an interface to use as an input interface for the packet. This parameter is 
optional and may be NULL. 


pOutinterface 
Handle to an interface to use an output interface for the packet. This parameter is 
optional and may be NULL. 


cBytes 
pbPacket 
Pointer to a network packet to test with the specified interface (or interfaces). 


ppAction 
Pointer to a variable of tyoe PFFORWARD_ACTION. On successful return, this 


variable contains the action that would have been taken given one or more specified 
interfaces and the packet. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned 
error. 


Remarks a | | : 


Specifying only an input interface simulates a packet destined for the local computer. 
Specifying only an output interface simulates sending a packet from the local computer. 
Specifying both an input and an output interface simulates routing a network packet. 


If the caller does not specify any interfaces, the PfTestPacket returns 
PF_ACTION_FORWARD in the ppAction parameter. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fltdefs.h. 
Library: Use Iphlpapi.lib. 


PFFORWARD_ACTION 
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PfUnBindinterface 


The PfUnBindiInterface function unbinds the interface from the stack. 


Parameters 


plnterface 
Specifies the interface to unbind from the stack. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, use FormatMessage to obtain the message string for the returned 
error. ~~ 


Remarks 
Unbinding the interface does not destroy the interface or any of its filters. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 
Library: Use Iphipapi.lib. 


PfBindinterfaceToiIndex 


Packet Filtering Structures 


Use the following structures when managing IP packet filters: 


PF_FILTER_DESCRIPTOR 
PF_FILTER_STATS 
PF_INTERFACE_STATS 
PF_LATEBIND_INFO 
PFLOGFRAME 
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PF_FILTER_DESCRIPTOR 


The PF_FILTER_DESCRIPTOR structure contains the information that def 


ket 


ines a pac 


ee 


Bee 


Members 


lterFlags 


Currently only as 


dwF 


ber 


Is mem 


is supported for th 


ingle flag 


FD_FLAGS_NOSYN 


dwRule 


Iter. 


ies the rule for the fi 


Spec 
pfatType 


is of type PFADDRESSTYPE 


ber 


lter. This mem 


The address type for the f 


SrcAd 


dr 


The source address of the packets to f 


SrcMask 


Iter. 


The subnet mask for the source address 


DstAddr 


Iter. 


t 


Ina 


The desti 
DstMask 


ion address of the packets to f 


ddress 


iona 


t 


ina 


The subnet mask for the dest 


dwProtocol 


Specifies the protocols to filter. This member can be one of the following values. 
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Value , Meaning 

FILTER_PROTO_ANY All protocols 

FILTER_PROTO_ICMP _ Internet Control Message Protocol 

FILTER_PROTO_TCP | Transmission Control Protocol 

FILTER_PROTO_UDP User Datagram Protocol 
fLateBound 


Specifies the address information that should be updated when the filter is rebound. 
This member can be any combination of the following flags: 


LB_SRC_ADDR_USE_SRCADDR_FLAG 
LB_SRC_ADDR_USE_DSTADDR_FLAG 
LB_DST_ADDR_USE_SRCADDR_FLAG 
LB_DST_ADDR_USE_DSTADDR_FLAG 


wSrcPort 
Specifies the source port of the packets to filter. 


wDstPort 
Specifies the destination port of the packets to filter. 
_ wSrcPortHighRange rats - , 
Specifies the high range of the source port of packets to filter. 


wDstPortHighRange 
Specifies the high range of the destination port of packets to filter. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fltdefs.h. 7 : 


PF_LATEBIND_INFO, PfAddFiltersTointerface, PfRebindFilters 


PF FILTER STATS 


The PF_FILTER_STATS structure contains a description of a particular filter and the 
number of packets filtered by the filter. 
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Members 
pvDriverContext 
This member is not currently used. 
dwFlags 
_ No flags are currently defined for this member. 
dwinDrops 
Specifies the number of incoming eee that were dropped. 
dwOutDrops 
Specifies the number of outgoing sackets that were dropped. 
ealnAction 
Specifies the default i incoming action. 
eaOutAction | 
Specifies the default outgoing action. 
dwNuminFilters : 
Specifies the number of filters for incoming packets. 
— dwNumOutFilters 
Specifies the number of filters for outgoing packets. 
dwFrag | | 
Specifies the state of global fragment checking. See GLOBAL_FILTER for more 
information. 
dwSpoof 
Specifies the state of global checking of destination addressee. See 
GLOBAL_FILTER for more information. 
dwReserved1 
This member is reserved and should be zero. 
dwReserved2 | 
This member is reserved and should be zero. 
liSYN 
Specifies the number of SYN packets discarded. 
liTotalLogged 
Specifies the number of packets logged. 


dwLostLogEntries 
Specifies the number of logged packets lost because of buffering problems. 


FilterInfo[1] 
Specifies an array of PF_FILTER_STATS structures. The array contains an element 
for each filter associated with the interface. Each element contains a description of the 
filter and the number of packets filtered by that filter. 


~Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fltdefs.h. 
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GLOBAL_FILTER, PfGetinterfaceStatistics, PF_FILTER_STATS, 
PFFORWARD_ACTION 


PF_LATEBIND_INFO 


The PF_LATEBIND_INFO structure contains address information for late-binding 
interface. | 


Members 
SrcAddr 7 = 
Specifies a new source address. 


DstAddr 
Specifies a new destination address. — 


Mask 
Subnet mask. 


Remarks 


Late-binding information is typically used with Wide Area Network (WAN) interfaces. The 
address information for such interfaces usually changes at the time they establish a | 
connection. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. . 


PF_FILTER_DESCRIPTOR, PfRebindFilters 


PFLOGFRAME 


The PFLOGFRAME structure stores the information for a log entry. 


ee 


Members 


Timestamp 


pfeTypeOfFrame | 
Variable of type PFFRAMETYPE that specifies the reason the packet was filtered. 


_ dwTotalSizeUsed 7 
The total size, in bytes, of this entry. Use this value to find the next log entry ina 


sequence of entries. 


_ dwFilterRule | - 
Specifies the rule for the filter. ) 


wSizeOfAdditionalData | 
Specifies additional data for the rule. 


wSizeOflpHeader | - 
Size of the IP header for the packet. 


dwinterfaceName 
c The name of the interface. 


dwIPindex | 7 
The index of the interface on which the packet was sent or received. 


bPacketData[1] ae 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fltdefs.h. — 
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Packet Filtering Enumerated Types 


Use the following enumerated types when managing IP packet filters: 


GLOBAL_FILTER 
PFADDRESSTYPE 
PFFORWARD_ACTION 
PFFRAMETYPE 


~GLOBAL_FILTER 


The GLOBAL_FILTER type enumerates the kinds of global filters that can be applied to 
an interface. | 


Values | 


GF_FRAGMENTS oe | | | 
Causes a consistency check of packet fragments. 


GF_STRONGHOST 
- Causes a check of the destination address of incoming packets. 


GF_FRAGCACHE | 
Causes a check of the fragments from the cache. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 


PF_INTERFACE_STATS, PfAddGlobalFilterTolnterface, 
PfRemoveGlobalFilterFrominterface 


PFADDRESSTYPE > 


The PFADDRESSTYPE type enumerates the address formats supported by filter 
interface. 
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Values 
PF_IPV4 


The addresses format used with Internet Protocol v4. 
PF_IPV6 


The address format used with Internet Protocol v6. | 


Windows NT/2000: Requires Windows 2000. 
| Header: Declared in Fitdefs.h. 


Tolindex, PfBindinterfaceTolPAddress 


PFFORWARD ACTION — 


The PFFORWARD_ACTION type enumerates the possible ways in which a filter 
interface can process a network packet. 


Values | ss 
PF_ACTION_FORWAR | 
The interface forwards the network packet. 
PF_ACTION_DROP 
The interface discards the network packet. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 


PF_INTERFACE STATS, PffestPacket $= 
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-PFFRAMETYPE a 


The PFFRAMETYPE type enumerates the reasons why a packet was filtered. 


oo. 


PFFT_FILTER 
The packet violated a filter rule. 


PFFT_FRAG 
A bad fragment was detected. 


PFFT_SPOOF | 
A check of the destination address resulted in a “strong host” failure. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Fitdefs.h. 


PFLOGFRAME, GLOBAL_FILTER 
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CHAPTER 9Q 


Routing Protocol Interface 


Routing Protocol Interface Overview | 


The following sections describe the integration of third-party routing protocols into the 
Routing and Remote Access Service (RRAS). RRAS is a feature of Microsoft® 
Windows® 2000 that acts as a multiprotocol router. RRAS defines the interface between 
the router manager and the Dynamic-Link Library (DLL) for routing protocols. 


Use this interface to implement routing protocols, for example, IGRP, bia and BGP, 
as user-mode DLLs that work with RRAS. 


Adapters 


An adapter represents the physical point of attachment to a network segment. A Bout, 
LAN card is one example of an adapter. Similarly, a machine with two modems, each 
capable of connecting to a remote network, will have two adapters, one to represent 
each modem. 


Interfaces 


An interface represents a network that can be reached over a LAN or WAN adapter. 
Each interface has a unique identifier on the router. Interfaces that are active have an 
adapter that is providing connectivity to the network they represent. Interfaces that are 
inactive do not have an adapter providing connectivity. | 


~ Routing a packet to a network represented by an interface will cause the router to 
allocate an adapter for that interface, and establish a WAN connection to the remote 
~ network. Allocating an adapter to an interface is referred to as “binding.” 


Interfaces are manageable objects. Each interface appears as a row in the Interface 
Table of the appropriate SNMP MIB. | 


Static and Autostatic Routes 


Typically, routes to remote networks are obtained dynamically through routing protocols. 
However, the administrator can also “seed” the routing table by providing routes | 
manually. These routes are referred to as static. A static route is associated with an — 
interface that represents the remote network. Unlike dynamic routes, static routes are | 
retained even if the router is restarted or the interface is disabled. 
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An autostatic route is obtained through a routing protocol, but once obtained behaves 
like a static route. The process for obtaining autostatic routes is as follows: The IP or IPX 
router manager issues a request that a routing protocol update the routing information 
for a specific interface. The results of the update are then converted into static routes. 
Note that only certain routing protocols support requests for autostatic route updates. 


Routing Protocol Interface Reference 


This section describes the functions and structures that are used to implement a routing 
protocol as a user-mode DLL. 


Routing Protocol Interface Functions 


Implement the following functions for a routing protocol DLL: 


Addinterface | MibGetFirst 
ConnectClient | MibGetNext 
Deletelnterface MibSet 
DisconnectClient | MibSetTrapInfo 
DoUpdateRoutes QueryPower 
GetEventMessage RegisterProtocol 


GetGloballnfo 
Getinterfacelinfo 
GetMfeStatus 
GetNeighbors 
InterfaceStatus 
MibCreate 
MibDelete 
MibGet 


SetGloballinfo 
Setinterfacelnfo 


~SetPower 


StartComplete 
StartProtocol 
StopProtocol - 
Unbindinterface 


lf the routing protocol supports service handling, implement the following function in 


addition to those listed preceding: 


DoUpdateServices 


Addinterface 


The Addinterface function adds an interface to be mensoed by the routing nr6tbool The 
protocol should consider the interface to be in a disabled state. The router manager 
enables the interface by calling InterfaceStatus with the 

RIS_INTERFACE_ENABLED flag. 


Chapter 9 Routing Protocol Interface 267 


Parameters See 


InterfaceName | | 
[in] Pointer to a Unicode string. The string contains a name that uniquely identifies the 
interface in the set of interfaces configured on the router. 


nterfacelndex 
in] Identifies the interface in the set of interfaces configured on the router. 
nterfaceType | | 
[in] The type of the interface. 
Value ce Description 
PERMANENT | eae Sas ~ Permanent connectivity (e. g., LAN, Frame 
ae HP eh Sent Relay). | | rs 
DEMAND_ DIAL | | Demand dial connectivity (analog, ISDN, 
_ PPTP, switched FR). 
LOCAL_WORKSTATION_DIAL | Local workstation connectivity only. 
REMOTE WORKSTATION DIAL Remote workstation connectivity only. 
MediaType 
[in] Specifies the media type. 
AccessType | | 
[in] Specifies the type of network access. 
ConnectionType 
[in] Specifies the type of network connection. 
: : nterfaceinfo wy 


[in] Pointer to a buffer that contains protocol- -defined configuration information 
_ associated with the interface. This information is private to the routing protocol. — 


StructureVersion | 
[in] Specifies the version of the information structures pointed to by the Interfaceinfo. 
parameter. In some cases, this is equal to the version of the routing protocol. 
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StructureSize 
[in] Specifies the size of each of the information structures pointed to by the 
Interfaceinfo parameter. Since some information structures contain variable length 
members, the routing protocol isn’t necessarily able to determine the size of the 
information from the version. 


StructureCount 
[in] Specifies a count of the number of information structures pointed to aye the 
Interface/nfo parameter. This parameter is always one. 


Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | oe ~ Description 
ERROR_CAN_NOT_COMPLETE ___ The attempt to add the interface failed. 
ERROR_INVALID_PARAMETER The Interfacelndex parameter is invalid (for 


example, an interface with that index already 
exists), or one of the parameters pointed to by 
Interfacelnfo is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
Deletelnterface 


ConnectClient 


The router manager calls the ConnectClient function when a client connects to an 
interface on which the routing protocol is running. 


Parameters 


InterfaceIndex 
[in] Specifies the index of the interface on which the client is connecting. 
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ClientAddress | 
[in] Pointer to the address (e.g. the IP address) of the connecting client. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value should be one of the following error codes. 


Value | Description 


ERROR_INVALID_PARAMETER At least one of the following is true: 


The Interfacelndex parameter is invalid, for 
example, no interface exists with that index. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


: 
DisconnectClient 


~ Deleteinterface 


The Deleteinterface function removes an interface from the set managed by the routing 
protocol. 


Parameters 


Interfacelndex 
Identifies the interface in the set of interfaces configured on the router. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Description | 
ERROR_CAN_NOT_COMPLETE The attempt to delete the interface failed. 


ERROR_INVALID_PARAMETER _ The InterfaceIndex parameter is invalid (for 
: | . example, no interface exists with that index). 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
Addinterface 


DisconnectClient _ 


| The router manager calls the DisconnectClient function when a client disconnects from 
an interface on which the routing protocol is running. 


Parameters 


| Interfacelndex 
| _ [in] Specifies the index of the interface on which the client is connecting. | 


ClientAddress 7 eS 
| [in] Pointer to the address (e.g. the IP address) of the connecting client. 


Return Values a 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value should be one of the following error codes. 


Value | Description 


ERROR_INVALID_PARAMETER At least one of the following is true: 


te The Interfacelndex parameter is invalid, for 
: example, no interface exists with that index. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. | 


ConnectClient eae Meee, ee 
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‘DoUpdateRoutes | 


The DoUpdateFioutes function requests the routing protocol to perform a routing © 
information update over the specified interface to obtain static route information. 
(This process is called an autostatic route update.) | 


Parameters 


Interfacelndex 
Identifies the interface i in the set of interfaces contiguréd on the router. 


: Return Values 
lf the function succeeds, the return value is NO_ ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value se Description _ | | 
ERROR _ CAN_NOT_ COMPLETE _ The update operation could not be performed. ae 
ERROR _ INVALID_ PARAMETER The InterfaceIndex parameter is invalid (for 


oo example, no interface exists with that index). 


| Remarks ; | oa ae 

If the function returns. NO_ ERROR, the update operation started successfully on the 
interface. Check the routing protocol event queue for a completion ¢ event ees 

GetE ventMessage). 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


i Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
DoUpdateServices, GetEventMessage 


DoUpdateServices 


The DoUpdateServices function requests the fouling srotocolt to perform a service 
information update over the interface to obtain static service 2 information. ‘This process: 1s is 
called an autostatic service update. | 7 
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Parameters 


Interfacelndex 
Identifies the interface in the set of interfaces configured on the router: 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value : Description 
ERROR_CAN_NOT_COMPLETE The update operation could not be performed. 
ERROR_INVALID_ PARAMETER The /nterfaceindex parameter is invalid (for 


example, no interface exists with that index). 


Remarks 


If the function returns NO_ERROR, the update operation started succesetully on the | 
interface. Check the routing protocol event queue for a completion event 


(see GetE iia 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
DoUpdateRoutes, GetEventMessage 


GetEventMessage 


The GetEventMessage function gets an entry from the routing protocol’s message 
queue. The routing protocol uses the queue to inform the router manager of 
asynchronous events. 


Parameters | 
Event 


Chapter 9 Routing Protocol Interface 273 


Pointer to an event. Information about this event is reported in the associated 
message. Note that this is not a Win32 event object. 
(The ROUTING_PROTOCOL_EVENTS type is declared in Routprot. h.) 


Event values 
Value 


ROUTER_STOPPED 


SAVE_GLOBAL_CONFIG_INFO 


SAVE_INTERFACE_CONFIG_INFO 


UPDATE_COMPLETE 


Result 


reported event. 


Description 


The router protocol shut down successfully. 
The message is empty for this event. 
(See StopProtocol) 


The routing protocol reports that its global 
configuration information has been 
changed by an external agent, that is, 
through means other than SetGloballinfo. 
The routing protocol requests that the - 
router manager retrieve and permanently 
store this information. The message is — 
empty for this event. 


The routing protocol reports that the 
configuration information associated with 
one of its interfaces has been changed by 
an external agent, that is, through means 
other than Setinterfacelnfo. The routing 
protocol requests that the router manager — 
retrieve and permanently store this 
information. The message contains the ID 
of the interface. 


The routing protocol has completed an 
autostatic update request from the router 
manager. The router manager can proceed 
with converting received routing information . 
to static. The message contains the index 
of the interface on which the update was 
performed, the type of the information 
received (routes or services), and the result 
field, which indicates whether the update 
succeeded. See DoUpdateRoutes and 
DoUpdateServices. 


Pointer toa MESSAGE union. The contents of the message are specific to the 


This parameter is optional; the caller may specify NULL for this parameter. 
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Return Values 
If the entry is retrieved successfully, the return value is NO_ERROR. 


If the routing protocol’s message queue does not contain any entries, the return value is 
ERROR_NO_MORE_ITEMS. 


‘Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
DoUpdateRoutes, DoUpdateServices, MESSAGE, SetGlobalinfo, Setinterfaceinfo, 


StopProtocol 


GetGloballnfo 


The GetGloballinfo function retrieves global (as opposed to interface-specific 
configuration information kept by the routing protocol. 


Parameters 


Globallnfo | 
Pointer to a buffer to receive the protocol-defined global configuration information. 


The format of this information is specific to the routing protocol. 


GlobalinfoSize 
Pointer to a DWORD variable. 


On input this variable contains the size, in bytes, of the buffer pointed to by the 
Globalinfo parameter. | 


On output this variable contains the size, in bytes, of the data placed in the output — 
buffer. If the initial size was not large enough, the variable contains the size required 


to hold all of the output data. 


Return Values 
If the function succeeds, the return value is NO_ERROR. | 


If the function fails, the return value is one of the following error codes. 
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Value | _ Description 


ERROR_CAN_NOT_COMPLETE The routing protocol could not retrieve the 
global information. 

ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 
large enough to hold the requested information. 
The required size is returned in the DWORD 
variable pointed to by OutputDataSize. 


ERROR_INVALID_PARAMETER The GlobalinfoSize parameter is NULL. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Furictions: 
Setinterfacelnfo, SetGloballnfo 


-Getinterfacelnfo oe ee 


The Getinterfacelnfo function gets the configuration information kept by the routing 
protocol for a specific interface. 


Parameters 
Interfaceindex 

[in] Identifies the interface | in the set of interfaces 8 configured on the rouler. 
Interfaceinfo | 


[in] Pointer to a buffer that receives the ‘protocol- ‘defined’ configuration. information 
associated with the interface. Ths information is poae to the routing protocol. 


276 


Volume 5 Routing 


BufferSize 
[in, out] Pointer to a DWORD variable. 


On input: This variable contains the size, in bytes, of the buffer provided to receive the 
configuration information. 


On output: This variable contains the size, in bytes, of the data sideed in the buffer. If 
the initial size was not large enough, this variable contains the size required to hold all 
of the data. 7 


Structure Version 
[in] Specifies the version of the information structures pointed to by the interfaceinfo 
parameter. In some cases, this is equal to the version of the routing ae 
StructureSize | 
[in] Specifies the size of each of the information structures pointed to by the 
InterfaceInfo parameter. Since some information structures contain variable length 
members, the routing protocol isn’t necessarily able to determine the size of the 
information from the version. 7 
StructureCount 
[in] Specifies a count of the number of information structures pointed to by the 
Interfaceinfo parameter. This parameter is always one. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Description 
ERROR_CAN_NOT_COMPLETE The attempt to retrieve the information failed. 
ERROR_INVALID_PARAMETER The /nterfacelndex parameter is invalid (for 


example, no interface exists with that index), 
| or the InterfaceinfoSize parameter is NULL. 
ERROR_INSUFFICIENT_BUFFER | The size of the output buffer provided is not 
| large enough to hold the requested 
information. The required size is returned in 
the DWORD variable pointed to by 
InterfaceinfoSize. 


Windows NT/2000: Requires Windows 2000. 
Windows 95/98: Requires Windows 98. 
Header: Declared in Iphlipapi.h. 

Library: Use Iphlpapi.lib. | 
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Routing Protocol Interface Reference, Routing Protocol Interface Functions, 


Setinterfacelnfo 


GetMfeStatus 


The router manager calls the GetMfeStatus function to obtain the status of the multicast 
forwarding entry (MFE) for the specified interface, group address, and source address. 


Parameters 


Interfacelndex 


[in] Specifies the index of the interface for this MFE. 


GroupAddress 


[in] Specifies the multicast afouP address for this MFE. 


SourceAddress 


[in] Specifies the multicast source address for this MFE. 


SitatusCode — 


[out] Pointer to a BYTE variable. The routing protocol should fil in this variable with 
one of the following values. The routing protocol should select the highest- -valued 


code that applies. 
Value 


MFE_NO ERROR 
MFE_REACHED_CORE 


MFE_OIF_PRUNED 


MFE_PRUNED_ UPSTREAM 


MFE_OLD_ROUTER 


Meaning 


None of the following values apply. 

The local computer is this router is an 
rendezvous point (RP)/core router for the 
multicast group. | 
This value should be set only by the owner of 
the outgoing interface. The value indicates 
that no downstream receivers exist on the 
outgoing interface. 


This value should be set only by the owner of 
the incoming interface. The value indicates 
that a prune message was sent upstream. 


This value should be set only by the owner of 
the incoming interface. The value indicates 
that the upstream neighbor doesn’t support 
mtrace. 
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Return Values 
lf the function succeeds, the return value should be NO_ERROR. 


If the function fails, the return value shoudl be one of the following error codes. 


Value Description . 

ERROR_CAN_NOT_COMPLETE The routing protocol could not complete the 
| request. 

ERROR_INVALID_PARAMETER The /nterfaceindex parameter is invalid (for 


example, no interface exists with that index), or 
the group or source address is invalid. 


Remarks 


Only multicast routing pioteeele need implement this function. Non-multicast routing 
protocols should pass NULL as the pointer value for this function in 
MPR_ROUTING_CHARACTERISTICS 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


GetNeighbors 


GetNeighbors 


The router manager calls the GetNeighbors function to obtain the querier for the 
network attached through the specified interface | 


‘Parameters 
Interfaceindex 
[in] Specifies the index of the interface on which the routing protocol should provide 
the Sruea 
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NeighborList 
[in] Pointer to an array DWORD variables. The routing protocol should ml in uns array 
with the address of the querier. 


If the local computer is the querier for the network attached through the specified 
interface, the routing protocol need not fill in this variable. Instead, the routing protocol 
should set the value pointed to by NeighborListSize to zero. Also, the routing protocol 
should add MRINFO_QUERIER_FLAG to the flags retumed in the InterfaceFlags 
parameter. 


NeighborListSize 
[in, out] Pointer to a DWORD variable. The routing protocol should fill in this Vatiablé’ 
with the length (in bytes) of the address returned in the hee Aa parameter. 


InterfaceFlags 

[out] Specifies one or more of the following flags. The flags describe the relationship — 

of the local computer to other computers on the network attached through the 

- specified interface. 

~ MRINFO_TUNNEL_FLAG 

MRINFO_PIM_FLAG 
MRINFO_DOWN_FLAG 
MRINFO_DISABLED_FLAG 
MRINFO_QUERIER_FLAG 
MRINFO_LEAF_FLAG 


Return Values | | 
_If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. | 


. Value ey Description | 
| ERROR_CAN_NOT_COMPLETE The routing protocol could not ees the 
| | request. 


ERROR_INSUFFICIENT_BUFFER _ The size of the buffer pointed to by : 
on 3 NeighborList is not large enough to hold the 
address. The required size is returned in the 
DWORD variable pointed to by the 
| oe | NeigbhorListSize parameter. 7 
ERROR_INVALID_PARAMETER The Interfaceindex parameter is invalid (for 
| ce | | example, no interface exists with that index). 


Remarks 
Only multicast routing nroibcols need implement this function. Non- miilticast routing 


protocols should pass NULL as the pointer value for this function in 
~MPR_ ROUTING -CHARACTERISTICS = 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. — 


GetMfeStatus 


InterfaceStatus 


Router manager calls the InterfaceStatus function to change the status of an interface. 


Parameters | 


Interfacelndex 
[in] Specifies the index of the interface to change. 


InterfaceActive 
[in] Specifies whether the interface is active. 


Status Type 
[in] Specifies the new interface status. This parameter is one of the following values: 


RIS_INTERFACE_ADDRESS_CHANGE 
RIS_INTERFACE_ENABLED 
RIS_INTERFACE_DISABLED 
RIS_INTERFACE_MEDIA_PRESENT 
RIS_INTERFACE_MEDIA_ABSENT 


Statusinfo 
[in] Pointer to a structure that contains information appropriate to the type of interface 
status type. For example, if the StatusType parameter specifies an address change, 
the StatusInfo parameter will point to a structure that contains the new address 
information, e.g. IP_ADAPTER_BINDING_INFO or IPX_ADAPTER_BINDING_INFO. 
This parameter may be NULL. 


Return Values | 
If the function succeeds, the return value should be NO_ERROR. 


If the function fails, the return value should be one of the following error codes. 
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Value : Description 
ERROR_CAN_NOT_COMPLETE _ Unspecified failure. 
ERROR_INVALID_PARAMETER The InterfaceIndex parameter is invalid (for 


example, no interface exists with that index). 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Addinterface, Deletelnterface 


MibCreate 


The MibCreate function passes an SNMP MIB-style Create Request to the routing 
protocol. 


Parameters 
InputDataSize 
Specifies the size of the data for the Create Request. 
InputData 
Pointer to a buffer that contains the data for the Create Request. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Sag oe Ge he Description | 
ERROR_CAN_NOT_COMPLETE The routing protocol could not complete the 
, : request. | = Sa! 
ERROR_INVALID_PARAMETER ~_ Specifies the size or content of the data is 


inappropriate for the request. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, MibDelete 


MibDelete 


The MibDelete function passes an SNMP MIB-style Delete Request to the routing 
protocol. . 


Parameters 


InputDataSize 
Specifies the size of the data for the Delete Request. 


InputData | | | 
Pointer to a buffer that contains the data for the Delete Request. 


Return Values _ 7, ee - 2% 
If the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value is one of the following error codes. : 


Value | | Description 

ERROR_CAN_NOT_COMPLETE The routing protocol could not complete the 
request. 

ERROR_INVALID_PARAMETER The size or content of the data is inappropriate 


for the request. 


scone 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, MibCreate 
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MibGet 
The MibGet function passes an SNMP MIB-style Get Request to the routing 
protocol DLL. 


Parameters 


InputDataSize 
Specifies the size of the data for the Get Racuest. 


InoputData 
Pointer to a buffer that contains the data for the Get bg eet 


-OutputDataSize 
| Pointer to a ULONG variable: 


On input: This variable contains the size of the output buffer. 


On output: This variable contains the size of the data placed in the output buffer. If the 
initial size was not large enough, the variable contains the buffer size required to hold 
all of the output data. : 


OutputData 
Pointer to a buffer to receive the data from the MIB entry. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 


Value — ee Description 
ERROR_CAN_NOT_COMPLETE The routing protocol sould not complete | the 

| | request. _ 7 
ERROR_INVALID_PARAMETER The size or content of the data i is inappropriate | 


for the request. 


ERROR_INSUFFICIENT_BUFFER _ The size of the output buffer provided i is not 
| large enough to hold the requested information. 
The required size is returned in the ULONG 
variable pointed to by the OutputDataSize 
: parameter; 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
MibGetFirst, MibGetNext, MibSet 


MibGetFirst 


The MibGetFirst function passes a SNMP MIB-style Get First Request to the routing 
protocol. 


Parameters 


InputDataSize oe 

Specifies the size of the data for the Get First Request. 
InputData 

Pointer to the data to be passed with the Get First Request. 


OutputDataSize 
Pointer to a ULONG variable: 


On input: This variable contains the size of the output buffer. 


On output: This variable contains the size of the data placed in the output buffer. If the 


initial size was not large enough, the variable contains the buffer size required to hold 
all of the output data. 


OutputData 7 
Pointer to a buffer to receive the data from the MIB entry. | 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 
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Value | Description 

ERROR_CAN_NOT_COMPLETE _ The routing protocol could not cup the 
request. 

ERROR_INVALID_PARAMETER The size or content of the data is inappropriate 


for the request. 


ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 
large enough to hold the requested information. 
The required size is returned in the ULONG 
variable pointed to by the OutoutDataSize 
parameter. | 


Windows NT/2000: Requires Windows 2000. < 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Fufictions, MibGet, 
MibGetNext, MibSet | 


MibGetNext 


The MibGetNext function passes a SNMP MIB-style Get Next Request to the Founng 
protocol. 


Parameters 


InputDataSize 
Specifies the size of the data for the Get Next Request. 


InputData 
Pointer to the data for the Get Next pease 


OutputDataSize 
Pointer to a ULONG variable. 


On input: This variable that contains the size of the output buffer. 
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On output: This variable contains the size of data placed in the output buffer. If the 
initial size was not large enough, the variable contains the buffer size required to hold 
all of the output data. : | 


OuiputData 
~ Pointer to a buffer to receive the data from the MIB entry. 


Return Values 
If the function succeeds, the return value is NO. ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Description 

ERROR_CAN_NOT_COMPLETE The routing protocol could not complete the 
request. af | | 

ERROR_INVALID_PARAMETER The size or content of the data is inappropriate 


for the request. 


ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 
large enough to hold the requested information. 
The required size is returned in the ULONG | 
variable pointed to by the OutputDataSize 
parameter. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, MibGet, 
MibGetFirst, MibSet 


MibGetTrapinfo 


The MibEntryGetTrapinfo function queries the module that set a trap event for more — 
information about the trap. 
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Parameters 


InputDataSize 
[in] Specifies a ULONG variable that contains the size in bytes of the data pointed to 
by InputData. 


InputData 
[in] Pointer to the input data. 


OutputDataSize 
[out] Pointer to a ULONG variable that contains ines size in bytes of the data pointed to 
by *OutoutData. 


OutputData 
[out] Specifies on successful return, the address of a pointer to the output data. 


Return Values 
lf the functions succeeds, the return value is NO_ ERROR. 


If the function fails, the return value i is one of the following error codes. 


Value | ae | Description | | | 
ERROR_ACCESS_DENIED e ‘The caller does not have sufficient | 
| 7 Pe ___ privileges. 
_ ERROR_NOT_ENOUGH_MEMORY —_ There are insufficient resources to | 


ebinplete the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


| MibSefTrapinfo 


-MibSet 


“The MibSet function passes a SNMP MIB- ‘eile Set Request | to the routing protocol. 


Parameters 


InputDataSize 
Specilies the size of the data for the Set Request. 
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InputData — 
Pointer to a buffer that contains the data for the Set Request. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


~~ Value Description 
ERROR_CAN_NOT_COMPLETE The routing protocol could not complete the 
~ request. 
ERROR_INVALID_PARAMETER  __ The size or content of the data is inappropriate 


for the request. 


oS 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h.. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, MibGet, 
MibGetFirst, MibGetNext 


MibSetTrapinfo 


The MibSetTrapInfo function passes in a handle to an event which is signaled 
whenever a TRAP needs to be issued. 


Parameters 


Event © 
in] Handle to an event that is signaled when a TRAP needs to be issued. 


InputDataSize 


[in] Specifies a ULONG variable that contains the size in bytes of the data pointed to 
by /InputData. 
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InputData 
[in] Pointer to the input data. 


OutputDataSize 
[out] Pointer to a ULONG variable that contains the size in bytes of the data pointed to 
by *OutputData. 


OutoputData 
[out] Specifies on successful return, the address of a pointer to the output data. 


Return Values 
lf the functions succeeds, the return value is NO __ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | 7 Description 
ERROR_ACCESS_DENIED The caller does not have sufficient 

| privileges. 
ERROR_NOT_ENOUGH_MEMORY There are insufficient resources ; to complete 


the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


MibGetTrapInfo 


QueryPower 


The QueryPower function is reserved for future use. It is not currently called by the 
router manager. Routing protocols should pass NULL as the pointer value for this 
function in MPR_ROUTING_CHARACTERISTICS. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 
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SetPower 


RegisterProtocol 


The RegisterProtocol function registers the routing protocol with the router manager. It 
also informs the router manager of the functionality that the routing protocol supports. 


Parameters 


pRoutingChar 
Pointer to an MPR_ROUTING_CHARACTERISTICS structure. See the reference | 
page for this structure for more information on how to use it with the | 
RegisterProtocol function. 


pServiceChar 
Pointer to an MPR_SERVICE _CHARACTERISTICS structure: See the reference 
page for this structure for more information on how to use it with the 
RegisterProtocol function. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is ERROR_NOT_SUPPORTED. 


Remarks 


All routing protocol DLLs must fill in values for the 
MPR_ROUTING_CHARACTERISTICS structure. 


Routing protocol! DLLs that provide services must fill in values for the 
MPR_SERVICE_CHARACTERISTICS structure. If a routing protocol DLL does not 
provide services, it should fill in zero for the fSupportedFunctionality member of this 
structure, but need not fill in values for the other members. 


Routing protocols are implemented in user-mode DLLs. A single DLL ioe aaa 
multiple routing protocols. Therefore, router manager may call RegisterProtocol 
multiple times, once for each routing protocol implemented in the DLL. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 
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Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
MPR_ROUTING_CHARACTERISTICS, MPR_SERVICE_CHARACTERISTICS 


SetGloballnfo 


The SetGloballinfo function sets the global (as opposed to interface-specific) 
configuration information kept by the routing protocol. The format of this information is 
specific to the routing protocol. : | 


Parameters 
Globalinfo — 
Pointer to a buffer containing the protocol- “defined global configuration information. 


Return Values 
If the function succeeds, the return waived is NO_ERROR. 


If the function fails, the return value i is one of the following error codes. 


Value | ee : Description 
ERROR_CAN_NOT_COMPLETE The routing protocol could not set the | 
| configuration information. 
ERROR_INVALID_PARAMETER The Globalinfo parameter is NULL, or one of 
| the parameters in the Sait allah information 
is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing | Protocol Interface Reference, Routing Protocol Interface Functions, 
Getinterfaceinfo, GetGlobalinfo — 
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Setinterfacelnfo 


The Setinterfacelnfo function sets the configuration ofa specific interface managed by 
the routing protocol. 


Parameters | 


Interfacelndex 
[in] Identifies the interface in the set of interfaces configured on the router. 


InterfaceInfo 
[in] Pointer to a buffer that holds the protocol- -defined configuration information 
associated with the interface. This information is pee to the routing protocol. 


Structure Version 
[in] Specifies the version of the information structures pointed to by the /nterface/nfo 
parameter. In some cases, this is equal to the version of the routing protocol. 
StructureSize 
[in] Specifies the size of each of the information structures pointed to by the 
InterfacelInfo parameter. Since some information structures contain variable length 
members, the routing protocol isn’t necessarily able to determine the size of the 
information from the version. | 
StructureCount 
[in] Specifies a count of the number of information structures pointed to by the 
InterfaceInfo parameter. This parameter is always one. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | | Description 

ERROR_CAN_NOT_COMPLETE The attempt to set the interface configuration 
| | failed. 

ERROR_INVALID_PARAMETER The Interfaceindex Be aridior is invalid (for 


example, no interface exists with that index), 
the /nterface/nfo parameter is NULL, or one of 
the parameters in the configuration information 
is invalid. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
Getinterfacelnfo | 


SetPower 


The SetPower function is reserved for future use. It is not currently called by the router 
manager. Routing protocols should pass NULL as the pointer value for this function in 


MPR_ROUTING_CHARACTERISTICS. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. , 


QueryPower 


StartComplete | ae 


Router Manager calls the StartComplete function to inform the routing protocol that 
initialization is complete and all interfaces have been added. The routing protocol should > 


wait for this call before starting any protocol-specific behavior. 


Parameters 

This function takes no parameters. 

Return Values | | | 
This function should return NO_LERROR. | 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. | 


tatters 
sees 


StartProtocol 


StartProtocol 


The StartProtocol function initializes the routing protocol’s functionality. The router 
manager uses this function to pass the routing protocol global configuration parameters 


and a set of API entry points. The protocol uses these entry points to call into the router 
manager. 


arameters 


otificationEvent 


- [in] Handle to an event object. The routing protocol will signal this event when it wants 
the router manager to retrieve an asynchronous message from the queue maintaine 
by the protocol. 

upportFunctions | 


[in] Pointer to a SUPPORT_FUNCTIONS structure. The fields of this structure are 


pointers to functions in the router manager. These functions allow the protocol to 
access information that spans routing protocols. : 


lobalinfo | 7 
in] Pointer to protocol-defined global (as opposed to interface-specific) configuration 
information. This information is private to the routing protocol. 

tructure Version 


[in] Specifies the version of the information structures pointed to by the Gi/obalinfo 
parameter. In some cases, this is equal to the version of the routing protocol. 
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StructureSize 
[in] Specifies the size of each of the information structures pointed to by the 
Globalinfo parameter. Since some information structures contain variable length 

~ members, the routing protocol isn’t necessarily able to determine the size of the 

information from the version. 

StructureCount 
[in] Specifies a count of the number of information structures pointed to by ti the 
GloballInfo parameter. This parameter is always one. 


Return Values 


If the function succeeds, and the protocol is ready to receive interface information, the 
return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value te Description | | | 
| ERROR_CAN_NOT_COMPLETE The attempt to initialize the routing protoco! 
erat eee = failed. . 
| ERROR_INVALID_PARAMETER One of the parameters pointed to by the 


- Globalinfo parameter is invalid. 


‘Windows N NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


- Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
ee ee StopProtocol, SUPPORT_FUNCTIONS 


‘StopProtocol 


The StopProtocol function causes the routing protocol to perform an orderly shutdown. : 


Return Values 
If the routing protocol shutdown SUCCESS HY (synchronous completion) the return value 
~ is NO_ERROR. 


If routing protocol is shutting down aéyrichronously. the return value is 
ERROR_PROTOCOL_STOP_PENDING. In this case, the protocol will report the results 
of the shutdown through the event tmessege queue. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Functions, 
GetEventMessage, StartProtocol 


Unbindinterface 


The UnbindInterface function tells the routing protocol that an adapter has been 
deallocated from the specified interface. The function directs the routing protocol to stop 
protocol-defined activities over the adapter. 


Parameters 


InterfaceIndex 
Identifies the interface in the set of interfaces configured on the router. 


Return Values — 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Description 
ERROR_CAN_NOT_COMPLETE _ The attempt to unbind the interface failed. 
ERROR_INVALID_PARAMETER The /nterfaceindex parameter is invalid (for 


example, no interface exists with that index, or 
the interface exists, but is already unbound). 


Remarks 


The routing protocol should no longer consider routes dynamically obtained through the 
interface to be valid. It should remove these routes from the routing table. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 
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Routing Protocol Interface Reference, Routing Protocol Interface Functions 


Routing Protocol Interface Structures 


The Routing Protocol Interface Functions use the following structures: 


MESSAGE 
MPR_ROUTING_CHARACTERISTICS 
MPR_SERVICE_CHARACTERISTICS 
UPDATE_COMPLETE_MESSAGE 


MESSAGE 


The MESSAGE union contains information eno an event reported to the router 
manager through the routing protocol’s message queue. 


‘Members 
UpdateCompleteMessage 
Provides information associated with an UPDATE. COMPLETE event. 


_ Interfacelndex | 
Identifies the interface associated with a SAVE_INTERFACE_CONFIG_INFO event. 


_ Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Structures, 
DoUpdateRoutes, DoUpdateServices, GetEventMessage, 
UPDAT E_COMPLETE_MESSAGE 


MPR_ROUTING_CHARACTERISTICS 


The MPR_ROUTING_CHARACTERISTICS structure contains information used to 
register routing protocols with the router manager. — 
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Members 

dwVersion | 
On input: specifies the version of RRAS currently running. 
On output: the routing protocol should specify the version of RRAS that it requires. 
The symbol MS_ROUTER_VERSION in the header file Routprot.h is defined to be 
the RRAS version for a given implementation. 


dwProtocolld | 
Specifies the routing protocol that the router manager requests the DLL to register. (A 
common name space is used for all protocol families.) 

fSupportedFunctionality 
On input: specifies the functionality that the router manager supports. 

On output: the routing protocol should reset these flags to indicate the subset of 
functionality that it supports. 


Supported Functionality Values 


Value Description 

ROUTING } | The protocol participates in Multiprotocol routing 
| by importing routing table manager APIs. 

SERVICES The protocol assumes responsibility for 


managing services (such as IPX SAP), and 
provides Service Table Management APIs. 
DEMAND_UPDATE_ROUTES ___ The protocol is able to perform autostatic 
| updates of routes when requested by the router 
manager. : 
DEMAND_UPDATE_SERVICES The protocol is able to perform autostatic 
| | updates of services when requested by the 
router manager. : 


sffiStariProtarol 

Pointer to an implementation of the StartProtocol function for this outing protocol. 
pfnStartComplete | 
_ Pointer to an implementation of the StartComplete function for this POtAG protec’ 
pfnStopProtocol 

Pointer to an implementation of the StopProtocol function for this routing poe 
pfnGetGlobalinfo 7 

Pointer to an implementation of the GetGlobalinfo function for this routing protocal. 
pfnSetGloballinfo | | 

Pointer to an implementation of the SetGlobalinfo function for this routing protocol. 
pfnQueryPower : ae 

Pointer to an implementation of the QueryPowerf function for this routing protocol. 
pfnSetPower 

Pointer to an implementation of the SetPower function for this routing pictocol. 
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pfnAddinterface 
Pointer to an implementation of the AddInterface function for this routing protocol. 
pfnDeletelnterface 
Pointer to an implementation of the Deletelnterface function for this routing protocol. 
pfninterfaceStatus 
Pointer to an implementation of the InterfaceStatus function for this routing protocol. 
pfnGetinterfacelnfo 
Pointer to an implementation of the GetInterfacelnfo function for this routing protocol. 
pfnSetinterfacelnfo 
Pointer to an implementation of the SetIinterfacelnfo function for this routing protocol. 
pfnGetEventMessage 
Pointer to an mpenenen) of the GetEventMessage function for this routing 
protocol. 
pfnUpdateRoutes | 
Pointer to an implementation of the DoUpdateRoutes function for this routing 
protocol. 
pfnConnectClient 
Pointer to an implementation of the ConnectClient function for this routing protocol. 
pfnDisconnectClient 
Pointer to an implementation of the DisconnectClient function for this routing 
protocol. 
pfnGetNeighbors 
Pointer to an implementation of the GetNeighbors function for this routing protocol. 
_ pfnGetMfeStatus | 
Pointer to an implementation of the GetMfeStatus function for this routing protocol. 
pfnMibCreateEntry | 
Pointer to an implementation of the MibCreate function for this routing protocol. 
pfnMibDeleteEntry — 
Pointer to an implementation of the MibDelete function for this routing protocol. 
pfnMibGetEntry | 
_ Pointer to an implementation of the MibGet function for this routing protocol. 
pfnMibSetEntry | 
Pointer to an implementation of the MibSet function for this routing protocol. 
pfnMibGetFirstEntry 
Pointer to an implementation of the MibGetFirst function for this $ routing protocol. 
- pfnMibGetNextEntry 
Pointer to an implementation of the MibGetNext function for this routing protocol. 
pfnMibSetTrapIinfo 
Pointer to an implementation of the eae function for this routing protocol. 
_pfnMibGetTrapInfo 
Pointer to an implementation of the MibGetTrapInfo function for this routing protocol. 
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Remarks 


Most of the members of this structure are pointers to functions implemented in the 
routing protocol DLL. The routing protocol fills in the address values for these pointers 
during a call to the RegisterProtocol function. | 


For a complete description of a particular function pointed to by one of the structure 
members, see the reference page for that function. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Structures, 
RegisterProtocol, Protocol Identifiers 


MPR_SERVICE_CHARACTERISTICS 


The MPR_SERVICE_CHARACTERISTICS structure contains information used to 
register a routing protocol with the router manager. 


Members _ | ve | 
dwVersion | | 
On input: specifies the version of RRAS currently running. 
On output: the routing protocol should specify the version of RRAS that it requires. 


The symbol MS_ROUTER_VERSION in the header file Routprot.h is defined to be 
the RRAS version for a given implementation. 
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dwProtocolld | 
Specifies the routing protocol that the router manager requests the DLL to register. (A 
common name space is used for all protocol families.) a | 


fSupportedFunctionality 
On input: specifies the functionality that the router manager supports. 


On output: the routing protocol should reset these flags to indicate the subset of 
functionality that it supports. If this routing protocol does not provide services, 
fSupportedFunctionality should be zero. 


Supported Functionality Values 
Value | Description 


ROUTING The protocol participates in Multiprotocol 
routing by importing routing table 
manager APIs. 

SERVICES The protocol assumes responsibility for 
managing services (such as IPX SAP), and 
provides Service Table Management APIs. 


DEMAND_UPDATE_ROUTES The protocol is able to perform autostatic 
| updates of routes when requested by the 
router manager. 


DEMAND_UPDATE_SERVICES The protocol is able to perform autostatic 
updates of services when requested by the — 
router manager. 


pfnisService 
Pointer to an implementation of the IsService function for this routing protocol. 


pfnCreateServiceEnumerationHandle | 
Pointer to an implementation of the CreateServiceEnumerationHandle function for 
this routing protocol. 


pfnEnumerateGetNextService 
Pointer to an implementation of the EnumerateGetNextService function for this 
routing protocol. | | 


7 pfnCloseServiceEnumerationHandle ; 
Pointer to an implementation of the CloseServiceEnumerationHandle function for 
this routing protocol. , 


pfnGetServiceCount 
Pointer to an implementation of the GetServiceCount function for this routing 
protocol. | 


pfnCreateStaticService 


Pointer to an implementation of the CreateStaticService function for this routing 
protocol. | 


Chapter 9 Routing Protocol Interface 303 


pfnDeleteStaticService 
Pointer to an implementation of the DeleteStaticService function for this routing 
protocol. 


pfnBlockConvertServicesToStatic 
Pointer to an implementation of the BlockConvertServicesToStatic function for this 
routing protocol. | 


pfnBlockDeleteStaticServices 
Pointer to an implementation of the BlockDeleteStaticServices function for this 
routing protocol. 3 
pfnGetFirstOrderedService 
Pointer to an implementation of the GetFirstOrderedService function for this routing 
protocol. | 
pinGetNextOrderedSeryice 
Pointer to an implementation of the GetNextOrderedService function for this routing 
protocol. 


Remarks 


The members of this structure are pointers to Service Table Management functions 
implemented in the routing protocol DLL. The routing protocol fills in the address values 
for these pointers during a call to the RegisterProtocol function. 


Only routing protocol DLLs that support services need to fill in the _ 
MPR_SERVICE_CHARACTERISTICS structure. 


For a complete description of a particular function pointed to by one of the structure 
members, see the reference page for that function. 


To use this structure, the user should add -DMPR50=1 to the compiler flags. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


’ Routing Protocol Interface Reference, Routing Protocol Interface Structures, 
MPR ROUTING CHARACTERISTICS, neg'sterrre pers! Protocol Identifiers 


UPDATE_ COMPLETE. MESSAGE 


The UPDATE _COMPLETE_ MESSAGE structure contains information describing the 
completion status of an ‘Update operation. | 
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Members 


Interfacelndex 
Identifies the interface over which the update was performed. 


UpdateType 
Indicates the type of information that was received in this update. 


DEMAND_UPDATE_ROUTES 
Routing information was reported to the routing table manager. 


DEMAND_UPDATE_SERVICES 
Services information that is accessible through the Services Table Management 
functions provided by the routing protocol. 


UpdateStatus 
Indicates the result of the update operation. 


NO_ERROR 
The update was completed successfully. 


ERROR_CAN_NOT_COMPLETE 
The update was unsuccessful. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Routing Protocol Interface Reference, Routing Protocol Interface Structures, MESSAGE 


Support Functions Reference 


The following functions are provided to routing protocols by the router manager. When 
the router manager calls the StartProtocol function (implemented by the routing 
protocol), the router manager passes the routing protocol a SUPPORT_FUNCTIONS 
structure containing pointers to these functions. 
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DemandDialRequest 


Members 


Pointer to the DemandDialRequest function provided by the router manager for the 
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Pointer to the SetinterfaceReceiveType function provided by the router manager for 


the routing protocol. 
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ValidateRoute | 
Pointer to the ValidateRoute function provided by the router manager for the routing 
protocol. 


MIBEntryCreate | 
Pointer to the MIBEntryCreate function provided by the router manager for the 
routing protocol. 


MIBEntryDelete | | 
Pointer to the MIBEntryDelete function provided by the router manager for the routing 
protocol. 


MIBEntrySet 
Pointer to the MIBEntrySet function provided by the router manager for the routing 
protocol. 


MIBEntryGet | | 
Pointer to the MIBEntryGet function provided by the router manager for the routing 
protocol. 


MIBEntryGetFirst 
Pointer to the MIBEntryGetFirst function provided by the router manager for the 
routing protocol. 


MIBEntryGetNext — 
Pointer to the MIBEntryGetNext function provided by the router manager for the 
routing protocol. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


StartProtocol 


DemandDialRequest 


The routing protocol should call DemandDialRequest to initiate a demand dial 
connection. | pears 
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MibEntryCreate 


The routing protocol should call MibEntryCreate to execute an SNMP MIB-style Create 


request of the router manager or a peer protocol DLL. 
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Parameters | 


TargetProtocolld | 
Specifies the identifier of the DLL that should process this request. This parameter 
may be the identifier of the router manager or the identifier of a routing protocol. 


InputDataSize | 
Specifies the size, in bytes, of the data to pass with the Create request. 


InputData 
Pointer to the data to pass with the Create request. 


Return Value 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value Description 
ERROR_CAN_NOT_COMPLETE The attempt to create the MIB entry failed. 
ERROR_INVALID_PARAMETER The size or content of the input data are 


incompatible with the request. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Protocol Identifiers, MibEntryDelete 


MibEntryDelete 


The routing protocol should call MibEntryDelete to execute an SNMP MIB-style Delete 
request of the router manager or a peer protocol DLL. 
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the return value is NO_ERROR. 


If the function succeeds, 


Return Value 


If the function fails, the return value is one of the following values. 


Value 


Description 
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Windows NT/2000: 


Header 


Protocol Identifiers, MibEntryCreate 


MibEntryGet 


The routing protocol should call MibEntryGet to execute an SNMP MIB-style Get 


request of the router manager or a peer protocol DLL. 


BESS 
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- Parameters 


TargetProtocolld 
Specifies the identifier of the DLL that should process this request. This parameter 
may be the identifier of the router manager or the identifier of a routing PICWeet 


| InputDataSize — 


Specifies the size, in Pyles: of the data to pass with the Get request. 


InputData 
Pointer to the data to pass with the Get request. 


OutputDataSize 
A pointer to a DWORD variable: 


On input: This variable contains the size, in bytes, of the output buffer. 


On output: This variable contains the size, in bytes, of data placed in the output — 
buffer. If the initial size was not large enough, this variable contains the buffer size 
required to hold all of the output data. 


OutputData 
Pointer to a buffer to hold the data from the MIB entry. 


Return Value 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value | Description 


ERROR_CAN_NOT_COMPLETE The operation failed. 


ERROR_INVALID_-PARAMETER The size or content of the input data are 
incompatible with the request. 


ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 
large enough to hold the requested information. 
The required size is returned in the DWORD 
variable pointed to by the aie 
parameter. 


Windows NT/2000: Requires Windows 2000. 
| Header: Declared in -Routprot. h. 


Protocol Identifiers, MibEntrySet, MibEntryGetFirst, MibEntryGetNext 
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MibEntryGetFirst 


The routing protocol should call MibEntryGetFirst to execute an SNMP MIB-style Get 
First request of the router manager or a peer protocol DLL. 


Parameters 


TargetProtocolld 
- Specifies the identifier of the DLL that should process this request. This parameter 
may be the identifier of the router manager or the identifier of a routing protocol. 


InputDataSize 
Specifies the size, in bytes, of the data to pass with the Get First request. 


InoputData 
_ Pointer to the data to pass with the Get First request. 


OutputDataSize 
A pointer to a DWORD variable: 


On input: This variable contains the size, in bytes, of the output buffer. 


On output: This variable contains the size, in bytes, of data placed in the output 
buffer. If the initial size is not large enough, this variable contains the buffer size 
required to hold all of the output data. 


OutputData © 
Pointer to a buffer to hold the data from the MIB entry. 


Return Value ee | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following values. 


Value Description 
ERROR_CAN_NOT_COMPLETE The operation failed. | 
ERROR_INVALID_PARAMETER The size or content of the input data is 


incompatible with the request. 


ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 
| _ large enough to hold the requested information. 
On return, the required size is pointed to by the 
OutputDataSize parameter. 
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Windows 2000. 


Ires 


Requi 


Windows NT/2000 


Header: Declared in Routprot.h. 


Protocol Identifiers, MibEntryGet, MibEntryGetNext 


MibEntryGetNext 


Sees 


oe 


The routing protocol should call MibEntryGetNext to execute an SNMP MIB-style Get 


Next request of the router manager or a peer protocol DLL. 


Parameters 


TargetProtocolld 


IS parameter 
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InputData 


Pointer to the data to pass with the Get Next request. 


OutputDataSize 


A pointer to a DWORD variable 


, in bytes, of data placed in the output 


, In bytes, of the output buffer. 


IZE 
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OutputData 


Pointer to a buffer to hold the data from the MIB entry. 


Return Value 
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lf the function fails, the return value is one of the following values. 


Value | | Description 
ERROR_CAN_NOT_COMPLETE The operation failed. 
ERROR_INVALID_PARAMETER The size or content of the input data is 


incompatible with the request. 


ERROR_INSUFFICIENT_BUFFER The size of the output buffer provided is not 

| | large enough to hold the requested information. 
On return, OutoutDataSize points to the 
required size. a 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Protocol Identifiers, MibEntryGet, MibEntryGetFirst 


- MibEntrySet 


The routing protocol should call MibEntrySet to execute an SNMP MIB-style Set request. 
of the router manager or a peer protocol DLL. 


Parameters 


TargetProtocolld 
Specifies the identifier of the DLL that should process this request. This parameter 
may be the identifier of the router manager or the identifier of a routing protocol. 


InputDataSize 
Specifies the size, in bytes, of the data to pass with the Set request. 


InputData 
Pointer to the data to pace with the Set request. 


Return Value " | 
If the function succeeds, the return value is NO_ERROR. 
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If the function fails, the return value is one of the following values. 


Value | Description 
ERROR_CAN_NOT_COMPLETE ~ The operation failed. 
ERROR_INVALID_PARAMETER The size or content of the input data are 


| | | incompatible with the request. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


yGet 


setinterfaceReceivelype 


The routing protocol can call the SetInterfaceReceiveType function to set the receive - 
Capability of the specified interface. 


aS 


ae 


eee 


Parameters 


Protocolld 
[in] Specifies the ID of the routing protocol. 


nterfacelndex 
[in] Specifies the index of the interface on which to set the receive type. 


nterfaceReceiveType _ 
[in] Specifies the receive type. This parameter should be one of the following values. 


-IR_PROMISCUOUS _ 
IR_PROMISCUOUS_MULTICAST 


Activate — | a gas 
_ [in] Specifies whether to activate the interface. 


Return Values | 
If the function succeeds, the return value is NO_LERROR. 
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lf the function fails, the return value is one of the following error codes. 


Value , Meaning 


ERROR_INVALID_PARAMETER _ The value specified by the dw/nterfaceReceive Type 
parameter is not valid. 


Other - The call failed. Use FormatMessage to retrieve the error 
message corresponding to the returned error code. 


Windows NT/2000: Requires Windows 2000. | | 
Header: Declared in Routprot.h. Fey, Oe: | 


Protocol Identifiers 


ValidateRoute 


ae as The routing protocol must call the ValidateRoute function to set the route preference 
| _ and perform other route validation. | roe 


Parameters 


Protocolld | 
[in] Specifies the ID of the routing protocol. 


Routeinfo | 
[in] Pointer to information describing the route to validate. 

DestAddress : | | 
[in] Pointer to information describing the destination address. This parameter is 
optional and may be NULL. | 


Return Values eee | | 
If the function succeeds, the return value is NO_ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID PARAMETER The some or all of the information specified by the 
Routelnfo or DestAddress parameters is invalid. 


Other 7 The call failed. Use FormatMessage to retrieve the error 
message corresponding to the returned error code. . 


Ee 
ma 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Routprot.h. 


Protocol Identifiers 


IPX Service Table Management 


An IPX routing protocol that registers for service handling should maintain a service 
bindery table as defined by Novell’s IPX Service Advertising Protocol (SAP) 
specifications. The routing protocol should also provide the router manager access to 
this table through the following functions. (See the RegisterProtocol function for more 
information on how a routing protocol registers for service handling.) 


Service Table Management Functions 


Implement the following functions for routing protocols that register for service handling: 


BlockConvertServicesToStatic 
BlockDeleteStaticServices 
CloseServiceEnumerationHandle 
CreateServiceEnumerationHandle 
CreateStaticService 
DeleteStaticService 
EnumerateGetNextService 
GetFirstOrderedService 
GetNextOrderedService 
GetServiceCount 

isService 


BlockConvertServicesToStatic 


The BlockConvertServicesToStatic function converts all services received on a 
specified interface to static. 
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Parameters 


Interfacelndex 


A unique number that identifies the interface associated with the services intended for 
conversion. 


Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Description 
ERROR_CAN_NOT_COMPLETE The SAP Agent is down. 
~ _ERROR_INVALID_PARAMETER The Interfaceindex parameter is invalid. — 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, 
BlockDeleteStaticServices 


BlockDeleteStaticServices 


The BlockDeleteStaticServices function deletes all static services associated with a 
specified interface. : 


Parameters 


InterfaceIndex ee | | 
A unique number that identifies the interface associated with the services to be 
deleted. — | | 3 | | 


Return Values | é 
If the function succeeds, the return value is NO_LERROR. 
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If the function fails, the return value | is one of the following error codes. 


Value | | : | Description 
ERROR_CAN_NOT_COMPLETE The SAP Agent is down. | 
ERROR_INVALID_PARAMETER The Interfacelndex parameter is invalid. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, 
BlockConvertServicesToStatic 


CloseServiceEnumerationHandle 


- The CloseServiceEnumerationHandle function terminates the enumeration and frees: 
associated resources. 


Parameters 


EnumerationHandle 
Handle that identifies the enumeration to terminate, obtained from a previous call to 
CreateServiceEnumerationHandle. 


Return Values 
If the functions succeeds, the return value is NO_ERROR. 


If the function fails, the return value is ERROR CAN NOT COMPLETE. 


Windows NT/2000: Requires Windows 2000. alan as a redistributable for 
Windows Ay 4.0. 


IPX Service Table Management, Service Table Management Functions, 
CreateServiceEnumerationHandle 


Chapter9 Routing Protocol Interface 319 


CreateServiceEnumerationHandle 


The CreateServiceEnumerationHandle function returns a handle that allows the use of 
fast and change-tolerant enumeration functions. Such functions can scan through all 
services or a specified subset. : 7 


Parameters — 
ExclusionFlags | | | 
_ Limits the set of services that CreateServiceEnumerationHandle returns to a subset 
defined by a combination of ExclusionFlags and values in the corresponding 
members of CriteriaService. This parameter must be one of the following values. 


Value Defintion 


STM_ONLY_THIS_ INTERFACE _ Enumerate only those services that were | 
| obtained through the interface specified in the | 
Interfacelndex member of CriteriaService. 


STM_ONLY_THIS_PROTOCOL Enumerate only those services that were © 
: obtained through the protocol specified in the 
~ Protocol member of CriteriaService (for 
example, IPX_PROTOCOL_SAP for services 
obtained by the DLL protocol or | ‘ 
IPX_ PROTOCOL STATIC for services 
maintained by the router manager). 


STM_ONLY_THIS_TYPE Enumerate only those services that have the 
Se | same type as those in the Service member of 
CriteriaService. 7 
CriteriaService 


Pointer to an IPX _SERVICE structure with member values that correspond to those 
specified in Exc/usionFlags. : 


Return Values . 
| If the function succeeds, the return Value: is a handle for use wip the service 7 
| enumeration function. 


A NULL handle indicates no services exists with the aiecitied criteria, or that the 
operation failed. For more information, call GetLastError and check the error code 
against the oe below. : . : 
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Value ; Description | 
ERROR_NO_SERVICES No services exist with the specified criteria. 
ERROR_INVALID_PARAMETER One or more of the input parameters is invalid. 


For example, invalid enumeration flags or 
invalid members in CriteriaService. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, 
CloseServiceEnumerationHandle, EnumerateGetNextService, GetLastError, 
IPX_SERVICE 


— CreateStaticService 


The CreateStaticService function adds a static service to the table. 


Parameters 


InterfaceIndex 
A unique number that identifies the interface associated with the new service. 


ServiceEntry 
Pointer to an IPX_STATIC_SERVICE_INFO structure containing parameters of the 
static service to be added. » 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value 7 Description 
ERROR_CAN_NOT_COMPLETE > ~The SAP Agent is down. 
ERROR_INVALID_PARAMETER _ One or more of the input parameters is invalid, 


for example, invalid interface index, or invalid. 
fields in ServiceEntry. 
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Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


_IPX Service Table Management, Service Table Management Functions, 
DeleteStaticService, IPX_STATIC_SERVICE_INFO 


DeleteStaticService 


The DeleteStaticService function deletes a static service from the table. 


Parameters 


Interfacelndex 
A unique number that identifies the interface associated with the service intended for 
deletion. | : 


ServiceEntry 
Pointer to an IPX_STATIC_ SERVICE_ INFO structure containing the parameters of 
the static service intended for deletion. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Description 
ERROR_CAN_NOT_COMPLETE The SAP Agentis down. 
ERROR_INVALID_PARAMETER One or more of the input parameters is invalid; 


for example,invalid interface index, or invalid 
fields in ServiceEntry. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 
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IPX Service Table Management, Service Table Management Functions, 
CreateStaticService, IPX_STATIC_SERVICE_INFO 


EnumerateGetNextService 


The EnumerateGetNextService function returns the next service entry in an 
enumeration started by CreateServiceEnumerationHandle. 


Parameters 


EnumerationHandle 
Handle that identifies the enumeration and specifies the subset of services on which 
the enumeration will operate. The handle is obtained from a call to 
elesle ne ViceEnumeralenhandle: 


_ Service 


Pointer to an IPX_ SERVICE structure that will cohtain the next service in the 
enumeration. Although services are returned in no particular order, each service in the 
subset is returned only once. 


Return Values 


lf the function succeeds, the buffer pointed to by the Service parameter receives the next 
service in the enumeration. In this case the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Description 
ERROR_NO_MORE_ITEMS | No more services exist with the specified 
| criteria. 
ERROR_CAN_NOT_COMPLETE. The operation failed. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, : 
CreateServiceEnumerationHandle, IPX_SERVICE 
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GetFirstOrderedService 


The GetFirstOrderedService function returns the first service in the specified order from 
the designated subset of services in the table. 


Parameters 


OrderingMethod 
Indicates the order in which the services are searched. This parameter must be one of 
the following values. 3 
STM_ORDER_BY_TYPE_AND_ NAME. 
Search the services in type.name order. 


STM_ORDER_BY_INTERFACE_TYPE_NAME | 
Search the services in interface INDOX: type. name order. 


ExclusionFlags an : 
_ Limits the set of examined services to a ‘subset defined py ExclusionFlags and the | 
values in the members of the structure pointed to by the Service parameter. See © 
_ CreateServiceEnumerationHandle for a description of the possible flags. 


Service | 
~ Pointer to an IPX _ SERVICE structure. 


Value of Service at Input: 
Values in the members correspond to flags specified | in ExclusionFlags. 


Value of Service upon Output: 
The first service that matches specified criteria. 


Return Values 
If the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value | is one of the following error codes. 


Value | er ee ‘ Description : 

ERROR _ NO_ MORE_ ITEMS © | Services that match the e specified criteria do not 
exist. : | 

ERROR_INVALID_PARAMETER - Oneor more input parameters are invalid, that 


is, invalid ordering method, enumeration flags, 
or field values in Service. 
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Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, 
CreateServiceEnumerationHandle, IPX_SERVICE 


GetNextOrderedService 


The GetNextOrderedService function returns the next service from a subset of services 


in the table. The service returned is the next service after a given input service using the 
ordering method specified. 


Parameters 


OrderingMethod — 


Indicates the order in which the services are searched. See GetFirstOrderedService 
for a description of the various ordering methods. 

ExclusionFlags 
Limits the set of examined services to a subset defined by ExclusionFlags and the 
values in the corresponding members of the structure pointed to by the Service 


parameter. See CreateServiceEnumerationHandle for a description of the possible 
flags. 


Service 
Pointer to. an IPX_SERVICE structure. 


Value of Service at Input: 


Contains the service from which to continue searching; also contains member 
values that correspond to the specified SNe eeds 


Value of Service upon Output: 


The structure contains the first service that follows the input service and matches 
the specified criteria. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value 2 Description 

ERROR_NO_MORE_SERVICES There are no more services matching the 
specified criteria. 

ERROR_INVALID_ PARAMETER One or more of the input parameters is invalid; 


for example, invalid ordering method, 
enumeration flags, or member values in 
Service. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable for 
Windows NT 4. 0. 


IPX Service Table Management, Service Table Management Functions, 
CreateServiceEnumerationHandle, IPX_SERVICE 


GetServiceCount 


The GetServiceCount function returns the number of services in the table. 


Return Values 
If the function succeeds, the return value is the number of services in the table. 


If the function fails, the return value is one of the following error codes. 


Value Description 
NO_ERROR | | Operation succeeded but no services are 
| na available. 
0 (Zero) | No services are available in the table or the 


operation failed. Call GetLastError to obtain 
more information. 


Windows NT/2000: pequies Windows 2000. Available as a redistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, GetLastError 
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IsService 
The IsService function checks whether a service of specified type and name exists in | 
the service table, and optionally returns the service’s parameters. 


Parameters 

Type 
Specifies the ype of the service being checked. 

Name | 7 

Specifies the name of the service being checked. 

Service ed 
Receives a pointer to a structure in which to place the information about the matching 
eo (if any). 


Return Values 

The IsService function returns ¢ one of the following values. 

Value | — Description 

TRUE : The service exists in the table. 

FALSE | No such service exists, or the operation failed. 
| Call GetLastError for more information about 

the failure. | 
NO_ERROR The operation succeeded, but no such service 
| | exists. 
ERROR_INVALID_PARAMETER The service type or name is invalid. 


Windows NT/2000: Requires Windows 2000. Available as a rédistributable for 
Windows NT 4.0. 


IPX Service Table Management, Service Table Management Functions, GetLastError, 
IPX_SERVICE | 
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Service Table Management Structures 
Use the following structures to implement routing protocols that register for service 
handling: 


IPX_SERVER_ENTRY 
IPX_SERVICE 


IPX_SERVER_ENTRY 


The IPX_SERVER_ENTRY structure describes a particular IPX service. 


Members | 


Type 
Contains the service type as defined by the SAP specification 


Name[48] 
Contains the service name as defined 2 SAP specifications 


Network[4] 
_ Contains the network number portion of the service address. 
Node[6] 
Contains the node number portion of the service adres 
Socket[2] | 
Contains the socket number portion of service address. 
HopCount 
__ Contains the service hop count. 


Windows NT/2000: Requires Windows 2000. Available as a redistributable fo 
Windows NT 4.0. 
Header: Declared in Stm.h. 


-IPX Service Table Management, Service Table Management Structures, IPX_SERVICE 
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IPX_SERVICE 
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ies 


, and identif 


The IPX_SERVICE structure contains information about an IPX service 


the interface and protocol through which this information was obtained. 


Parameters 


Interfaceindex 


Contains the index of the interface through which the service information was 


obtaine 
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Windows 2000. Available as a redistributable for 


ires 


Requi 


Windows NT/2000 


Windows NT 4.0. 


Declared in Stm.h. 


Header 


IPX Service Table Management, Service Table Management Structures, 


IPX_SERVER_ENTRY 
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CHAPTER 10 


Routing Table Manager Version 1 


Routing Table Manager Version 1 Overview 


The routing table manager is a central repository of routing information for all routing 
protocols that operate under Routing and Remote Access Service (RRAS). The routing 
table manager provides routing information to all interested components, such as routing 
protocols, management agents, and monitoring agents. The routing table manager also 
determines the best route to each destination network known to the routing protocols. It 
determines this route based on routing protocol priorities and on metrics associated with 
the routes. Note that the administrator is able to configure routing protocol priorities. The 
routing table manager then passes the best-route information on to the forwarders and 
back to the routing protocols. 


Each routing protocol calls RtmRegisterClient to register with the routing table 
manager. RtmRegisterClient returns a handle that is used by the routing protocol to 
add or delete route entries. RtmRegisterClient also allows the routing protocol to 
register an event object with the routing table manager. The routing table manager 
signals this event object to notify the routing protocol of changes in best-route 
information. All other components can obtain information stored in the routing table ~ 
manager through route enumeration. 


Route Tables and Route Table Entries 


The routing table manager maintains distinct route tables for each protocol family. 
Currently explicit support is provided for the Internet Protocol (IP) and Internet Packet 
Exchange (IPX) routing protocol families. Pedals? of the protocol family, each route 
entry contains the following information: — 

e Destination network. 

e Identifier of the protocol that added the route. 

e Index of interface through which the route was obtained. 


e Address of the next hop router. RRAS uses this router to forward packets to the 
destination network if the network is not directly connected. 
e The time the route was created or last updated. 


° The amount of time this route should be kept in the routing table. If this amount of 
time elapses, and the route has not been updated, the routing table manager removes 
_ the route from the table (in this case, the route is said to have “aged out”). 
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e Data specific to the protocol family. This data is transparent to RTMv1. However, if 
this data changes for a route that is designated as a “best route,” the routing table 
manager sends out route-change notification. 


e Data specific to the routing protocol. This data is completely transparent to the routing 
table manager in that changes to this data do not cause route change notification. 


The following values taken together uniquely identify a route in the routing table: 


¢ Destination network 

e Protocol identifier 

e Interface index 

e Address of next-hop router 


In general, the routing table manager creates separate entries for routes that differ in 
any of these parameter values. However, an exception is made for routing protocols that 
do not keep more that one entry for each destination network. For these protocols, the 
routing table manager ignores differences in interface index or next-hop address. An _ 
example of such a protocol would be the RRAS implementation of Open Shortest Path 
First (OSPF). 


Changes to the Best Route to a Network 


A change in any of the following values for the best route to a \ given destination manors 
causes the routing table manager to generate a notification message that | is sent to each 
registered client and to the forwarders: 
e Protocol identifier 

_ @ Interface index 
© Address of next- -hop router 
e Protocol-family specific data that includes route metrics 


A change in protocol identifier, interface index, or next-hop router address can occur 
when a new, better-route entry is added, or when the current best-route entry is deleted 
or aged out, leaving another route as the new best route. 


Routing Table Manager Version 1 Reference 


The following functions, structures, and constants provide an interface that routing 
protocols can use to access the routing tables maintained by the routing table manager. 


Routing Table Manager Version 1 Functions 


Use the following functions to access the routing tables maintained by the aad table 
manager. 
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RtmRegisterClient RtmGetRouteAge _ 
RtmDeregisterClient RtmCreateEnumerationHandle 
RtmDequeueRouteChangeMessage RtmEnumerateGetNextRoute 
RtmAddRoute RtmCloseEnumerationHandle 
RtmDeleteRoute RtmBlockDeleteRoutes 
RtmisRoute RtmGetFirstRoute 
RtmGetNetworkCount RtmGetNextRoute 


RtmRegisterClient 


The RtmRegisterClient function registers a client as a handler of the specified protocol. 
It establishes a route change notification mechanism for the client, and sets protocol 
options. 


Parameters. 
ProtocolFamily 
Specifies the protocol family of the routing protocol to register. 


RoutingProtocol 
Specifies the routing protocol identifier, the same as that used when registering with 
the router manager (see RegisterProtocol). 


ChangeEvent 
Specifies that a best route to a network in the table has changed. The routing table 
manager signals this event after a change to the best route to any network inthe — 
table. See RtmDequeueRouteChangeMessage for more information about route- 
_ change notification. 


This parameter is optional. If the caller specifies NULL for this parameter, the Outing z 
table manager does not notify the client of changes in best route status. | 

Flags — 
Miscellaneous options for special handling of the routing protocol. The following value 
is currently supported. 
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Flags Values 


RTM_PROTOCOL_SINGLE_ROUTE _ The routing table manager keeps only one 
route per destination network for the routing 
protocol. In other words, the routing table 
manager replaces route entries that have 
the same destination network numbers 
instead of adding new ones. 


Return Values 


On successful return, a HANDLE value that identifies the client in subsequent calls to 
the routing table manager. 


A NULL handle indicates that the routing table manager was unable to register the client. 
Call GetLastError to obtain the reason for the failure. 


Value Description — 


ERROR_CLIENT_ALREADY_EXISTS Another client has already registered to 
7 handle the specified protocol. 
ERROR_INVALID_PARAMETER The specified protocol family is not 
supported, or the Flags parameter Is invalid. 
ERROR_NO_SYSTEM_RESOURCES __e$Insufficient resources to carry out the 
7 | operation. 


ERROR_NOT_ENOUGH_MEMORY Insufficient memory to allocate data 
| structures for the client. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, GetLastError, RegisterProtocol, RTMv1 Protocol Family Identifiers, 
RtmDequeueRouteChangeMessage, RimDeregisterClient 


RtmDeregisterClient 


The RtmDeregisterClient function deregisters the client, and frees resources 
associated with the client. 
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Parameters 


ClientHandle 


A handle that identifies the client to deregister. Obtain this handle by calling — 
RtmRegisterClient. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value 7 Description | 

ERROR_INVALID_HANDLE The ClientHandle parameter is not a valid 
handle. 

ERROR_NO_SYSTEM_RESOURCES Insufficient resources to carry out the 
operation. 

Remarks 


This function removes all routes that were added by the client. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmRegisterClient 


RtmDequeueRouteChangeMessage 


The RtmDequeueRouteChangeMessage function returns the next route-change 
message in the queue associated with the specified client. 
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Parameters 


ClientHandle 
Handle that identifies the client for which the operation is performed. Obtain this 
handle by calling RtmRegisterClient. : 


Flags 
Pointer to a DWORD variable. The value of this variable is set by the routing table 
manager. The value indicates the type of the change message, and what information 
was returned in the provided buffers. This parameter is one of the following. 


Flags Values 


RTM_ROUTE_ADDED The first route was added for a particular 
destination network. The CurBestRoute 
parameter points to the information for the 
added route. 


RTM_ROUTE_DELETED. The only route available for a particular 
destination network was deleted. The 
PrevBestRoute parameter points to the 
_ information for the deleted route. 


RTM_ROUTE_CHANGED At least one of the significant parameters was 
changed for a best route to a particular 
destination network. The significant 
parameters are: 


Protocol identifier 

Interface index 

Next-hop address 

Protocol-family-specific data 
(including route metrics) 


The PrevBestRoute parameter points to the route information as it was before the 
change. The CurBestRoute parameter points to current (that is, after- scnange)t route 
information. 


CurBestRoute 
Pointer to a structure to receive the current best- route information (if any). The type of 
the structure is specific to the protocol family (for example, IP or IPX). 
This parameter is optional. If the caller specifies NULL for this parameter, the current 
best-route information is not returned. | | 
PrevBestRoute 
Pointer to a structure to receive the previous best-route information, if any. The type 
of the structure is specific to the protocol family (for example, IP or IPX). 
This parameter is optional. If the caller specifies NULL for this sll the previous 
wag route information is not returned. 
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Return Values 
The return value is one of the rong codes. 


Value | | Description 

NO_ERROR This message was the last message in the 
client's queue. The event object is reset. 

ERROR_INVALID_HANDLE The ClientHandle parameter is not a valid 


handle, or at registration the client did not 
provide an event object for change 
message notification (see 
RimRegisterClient). 


ERROR_MORE_MESSAGES | The client’s queue contains additional 
| messages. The client should call 
RtmDequeueRouteChangeMessage 
again as soon as possible to allow the 
routing table manager to free the resources 
associated with the pending messages. 


ERROR_NO_MESSAGES ey The client’s queue contains no messages; 
| the call was unsolicited. The event is reset, 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
| | out the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rim.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager \ Version 1 
Functions, RimegisterGlient 


RtmAddRoute 


The RtmAddRoute function adds a route entry, or updates an existing route any 
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Parameters 


ClientHandle 
Handle that identifies the client, and therefore the routing protocol, that added or 
updated the route. Obtain this handle by calling RtmRegisterClient. 


Route 
Pointer to a protocol-family-specific structure that contains the new or updated route. 
The following fields are used by the routing table manager to update the routing table: 


RR_Network 
Specifies the destination network number. 


RR_InterfacelD 
Specifies the index of the interface through which the route was received. 


RR_NextHopAddress 
Specifies the address of the next-hop router. 


RR_FamilySpecificData 
Specifies data that is specific to the protocol family. Although the data is 
transparent to the routing table manager, it is considered when comparing routes to 
determine if route information has changed. The data is also used to set metric 
values that are independent of the routing protocol. Consequently, this data is used 
to determine the best route for the destination network. 


RR_ProtocolSpecificData 
Specifies data which is specific to the routing protocol that supplied the route. 


RR_TimeStamp | 
Specifies the current system time. This field is set by the routing table manager. 


TimeToLive 
Specifies the number of seconds the specified route should be kept in the routing 
table. If this parameter is set to INFINITE, the route is kept until it is explicitly deleted. 
The current limit for Time ToLive is 2147483 sec (24+ days). 


Flags 
Pointer to a DWORD variable. The value of this variable is set by the routing table 
manager. The value indicates the type of the change, and what information was 
returned in the provided buffers. This parameter is one of the following. 


Flags Values 


RTM_NO_CHANGE The addition or update either did not change any 
7 of the significant route parameters, or the route 
entry affected is not the best route among the © 
entries for the destination network. 


RTM ROUTE _ADDED | The route was added for the destination network. 


The CurBestRoute parameter points to the 
information for the added route. 
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Flags Values 


RTM_ROUTE_CHANGED At least one of the significant parameters was 
changed for the best route to the destination 
network. The significant parameters are: 


Protocol identifier 

Interface index 

Next-hop address 

Protocol-family-specific data 
(including route metrics) 


The PrevBestRoute parameter points to the route information as it was before the 
change. The CurBestRoute parameter points to the current (that is, after-change) 
route information. 


CurBestRoute 
Pointer to a structure to receive the current best-route information, if any. The type of 
the structure is specific to the protocol family (for example, IP or IPX). 
This parameter is optional. If the caller specifies NULL for this parameter, the current 
best-route information is not returned. 

PrevBestRoute 
Pointer to a structure to receive the previous best-route information, if any. The type 
of the structure is specific to the protocol family (for example, IP or IPX). 


This parameter is optional. If the caller specifies NULL for this parameter the previous 
best-route information is not returned. 


Return Value 
The return value is one of the following codes. 
Value | Description 
NO_ERROR The route was added or updated 
successfully. 
ERROR_INVALID_HANDLE The client handle parameter is not a valid 
| handle. 
ERROR_INVALID_ PARAMETER The route structure contains an invalid 
- parameter. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
out the operation. 


ERROR_NOT_ENOUGH_MEMORY There is insufficient memory to allocate the 
route entry. 
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Remarks 


The function generates a route-change message if the best route to a destination 
network has changed as the result of this operation. However, the route-change 
message is not sent to the client that makes this call. Instead, relevant information is 
returned by this function directly to that client through the Flags, CurBestRoute, and 
PrevBestRoute parameters. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmDeleteRoute, RtmDequeueRouteChangeMessage 


RtmDeleteRoute 


The RtmDeleteRoute function deletes a route entry. 


Parameters 


ClientHandle 
Handle that identifies the client and therefore the routing protocol of the added or 
updated route. Obtain this handle by calling RtmRegisterClient. 


Route 
Pointer to a protocol-family-specific structure containing the new or updated route. 
The following fields will be used by the routing table manager to update the routing 
table: | an : 


_ RR_Network 
Specifies the destination network number. 


RR_Interface/D 
Specifies the index of the interface through which the route was received. 


RR_NextHopAddress | 
Specifies the network address of the next-hop router. 
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Flags 
A pointer to a set of flags that indicate the type of the change message, and what 
information was placed in the provided buffers. This parameter is one of the following 
values. 


Flags - | | Values 


RTM_NO_CHANGE Deleting the route did not affect the best 
route to any destination network. In other 
_ words, another entry represents a route to 
_ the same destination network and has a 


| | lower metric. 
RTM_ROUTE_DELETED The route deleted was the only route 
available for a particular destination network. 
RTM_ROUTE_CHANGED After this route was deleted, another route 


became the best route to a particular 
destination network. CurBestRoute points to 
the information for the new best route. 


CurBestRoute © 
Pointer to a structure to receive the current best-route information, if any. The type of 
_ the structure is specific to the protocol family (for example, IP or IPX).. 


This parameter is optional. If the caller specifies NULL for this parameter, ‘the current 
best- route information i is not returned. | 


Return Values 
If the function succeeds, the return value i is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | : Description 
ERROR_INVALID_HANDLE The client handle Paanets is not a valid 
Sg Sta east handle. 
ene a ene leG The route structure pointed to by the Route 
parameter contains a member value. 
ERROR_NO_ SUCH_ ROUTE There are no entries in the routing table that 


match the parameters of the specified route. 


ERROR_NO_ SYSTEM_ RESOURCES There are insufficient resources to perform 
the operation. 


Remarks : 

The function generates a route- -change message if the best route to a destination 
network has changed as the result of the deletion. However, the route-change message 
is not sent to the client that makes this call. Instead, relevant information is returned by 
this function airectly to that client. , 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmAddRoute, RtmDequeueRouteChangeMessage 


RtmisRoute 


The RtmlsRoute function determines if one or more routes to a specified destination 
network exist. If so, the function returns information for the best route to that network. 


Parameters 


ProtocolFamily 


Specifies the type of data structure pointed to by the Network parameter (for example, 
IP_NETWORK, IPX_NETWORK). | 


Network 


Pointer to a structure that contains protocol-family-specific network number data. This 
data identifies the network for which the caller seeks route information. 


BestRoute 


Pointer to a protocol-family-specific structure to receive the current best route 
information, if any. 


Return Values 
The return value is one of the following codes. 


Value Description 


TRUE At least one route to the specified network 
exists. The best route is returned in the 
structure pointed to by the BestHoute 
parameter. 
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Value | Description 


FALSE There is no route to the specified network, 
or the operation failed. Call GetLastError 
to obtain more information: 


NO_ERROR The operation succeeded, but there is no 
| route to the specified network. | 
ERROR_INVALID_PARAMETER The value of the Protoco/Family parameter 


does not correspond to any installed 
protocol family. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
out the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, GetLastError, IP_NETWORK, IPX_ NETWORK, RTMv1 Protocol ay 
Identifiers 


RtmGetNetworkCount 


The RtmGetNetworkCount function retrieves the number of networks to which the 
routing table manager has routes. 


Parameters 


ProtocolFamily _ 
Specifies for which type of network (for example, IP or Lies to obtain route 
information. 


Return Values | | , 
lf the function succeeds, the return value is the network count, the number of networks 
known to the routing protocols of the specified protocol family. 


If the return value is zero, either no routes are available, or the operation failed. Call 
GetLastError to obtain more information. | 


342 Volume 5 Routing 


Value : Description 
NO_ERROR The operation succeeded, but no routes are 
| available. 
ERROR_INVALID_PARAMETER The value of the Protoco/Family parameter 
does not correspond to any installed protocol 
family. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, GetLastError, RTMv1 Protocol Family Identifiers 


RtmGetRouteAge 


The RtmGetRouteAge function returns the age of a route. The age is the time, in 
seconds, since it was created or last updated. 


Parameters 


Route 
Pointer to a protocol-family-specific structure that contains route data recently 
obtained from the routing table manager. 


Return Values 

The return value is one of the following values. 

Value Description | | 

RouteAge | The time in seconds since a route was created or last updated. 
INFINITE | The content of the route structure is invalid. In this case, a call to 


GetLastError returns ERROR_INVALID PARAMETER. 


Chapter 10 Routing Table Manager Version 1 343 


Remarks 

The route age is computed from the RR _TimeStamp member of the structure that is 
pointed to by the Route parameter. The routing table manage sets the value of this 
member when a route is added or updated. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version_1 Reference, Routing Table Manager Version 1 
Functions, GetLastError, RTM_IP_ROUTE, RTM_IPX_ROUTE ~ 


RimCreateEnumerationHandle 


The RtmCreateEnumerationHandle function returns a handle to use with 
RtmEnumerateGetNextRoute to scan through all routes, or a subset of routes, known 
to the routing table manager. 


Parameters 


ProtocolFamily 
Specifies the protocol family of the routes to enumerate. 


EnumerationFlags 
Specifies which routes should be antinersted. This parameter limits the set of routes 
returned by the enumeration API to a subset defined by the following flags and the 
values in the corresponding members of the structure pointed to by the CriteriaRoute 
parameter. This parameter can be one > of the following values. 


EnumerationFlags | : ~ Values | 
RTM_ONLY_THIS_N ETWORK Enumerate only those routes that have the 
| | | same network number as the RR_Network 
member of the structure pointed to by 
_ CriteriaRoute. | 
(continued) 
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(continued) 


EnumerationFlags 


RTM_ONLY_THIS_INTERFACE 


RTM_ONLY_THIS_ PROTOCOL 


RTM_ONLY_BEST_ROUTES 


CriteriaRoute 


Values 


Enumerate only those routes that were 
obtained through the interface specified by the 
RR_InterfacelD member of the structure 
pointed to by CriteriaRoute. 


Enumerate only those routes that were added 
by the protocol handler specified by the 
RR_RoutingProtocol field of the structure 
pointed to by CriteriaRoute. 


Enumerate only the best routes to each of the 
networks in the set. 


Pointer to a protocol-family-specific route structure (RTM_IP_ROUTE or 
RTM_IPX_ROUTE). The member values in this structure correspond to the flags 
specified by the EnumerationFlags parameter. 


Return Values 


If the function succeeds, the return value is a HANDLE to use with subsequent 


enumeration calls. 


lf the function fails, or no routes exist with the specified criteria, the return value is NULL. 
Call GetLastError to obtain more information. 


Value 


ERROR_NO_ROUTES 


ERROR_INVALID_PARAMETER 


ERROR _NO_SYSTEM RESOURCES 


ERROR_NOT_ENOUGH_MEMORY 


Description 


There are no routes that have the specified 
criteria. 

One or more of the input parameters is 
invalid (for example, unknown protocol 
family, invalid enumeration flags). 


There are insufficient resources to carry out 
the operation. 


There is insufficient memory to allocate the 
handle. 


Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Windows NT/2000: Requires Windows 2000. 
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Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, GetLastError, RTM_IP_ROUTE, RTM_IPX_ROUTE, 
RtmCloseEnumerationHandle, RtmEnumerateGetNextRoute 


RtmEnumerateGetNextRoute 


The RtmEnumerateGetNextRoute function returns the next-route entry in the — 
enumeration started by a call to RtmCreateEnumerationHandle. 


Parameters 


EnumerationHandle 
Handle that identifies the enumeration and specifies its scope. Obtain this handle by 
calling RtmCreateEnumerationHandle. : 


Route 
Pointer to a protocol-family-specific route structure (RTM_IP_ROUTE or 
RTM_IPX_ROUTE). This structure will receive the next route in the enumeration. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Description 
ERROR_INVALID_HANDLE | The EnumerationHandle parameter is not 
| valid. 
ERROR_NO_MORE_ROUTES There are no more routes in the 
: enumeration. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
out the operation. 


Remarks 


Although routes are not returned in aly particular order, each route in the enumeration is 
returned only once. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm:h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 


Functions, RTM_iIP_ROUTE, RTM_IPX_ ROUTE, ‘RimCloseEnumerationHandle, 
RtmCreateEnumerationHandle 


RtmCloseEnumerationHandle 


The RtmCloseEnumerationHandle terminates a specified enumeration and frees the 
associated resources. 


Parameters 


EnumerationHandle 


Handle to the enumeration to terminate. Obtain this handle by calling 
RtmCreateEnumerationHandle. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | oe ee Description 
ERROR_INVALID_ HANDLE The EnumerationHandle parameter is not 
valid. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry out 
the operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 
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Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmCreateEnumerationHandle, RtmEnumerateGetNextRoute 


-RtmBlockDeleteRoutes 


The RtmBlockDeleteRoutes function deletes all routes in the specified subset of routes 
in the table. 


Parameters 


ClientHandle 
Handle that identifies the client, and therefore the routing protocol, of the routes to be 
deleted. 7 


EnumerationFlags 
Specifies which routes should be enumerated. This parameter limits the set of deleted 
routes to a subset defined by the following flags and the values in the corresponding 
members of the structure pointed to by the CriteriaRoute parameter. The flags are the 

- same as those used in RtmCreateEnumerationHandle except that 

RTM_ONLY_BEST_ROUTES is redundant for RtmBlockDeleteRoutes. The best- 
route designation is adjusted as routes are deleted, so the function eventually deletes 
all the routes in the subset. 


CriteriaRoute 
Pointer to a protocol-family- specific route structure (RTM_IP_ROUTE or 
RTM_IPX_ROUTE). The member values in this structure correspond to the flags 
apecmed by the EnumerationFlags parameter. 


Return Values 
If the function succeeds, the return value i is 5 NO. ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | oe Ge, Description 
ERROR_NO_ROUTES | | There are no routes that have the specified 
| } | 7 criteria. 


as ah (continued) 
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‘ (continued) 
Value | Description 
ERROR_INVALID_HANDLE The ClientHandle parameter is not valid. 
ERROR_INVALID_PARAMETER One or more of the input parameters is 
invalid (for example, the enumeration flags 
are invalid). 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry out 
the operation. 


ERROR_NOT_ENOUGH_MEMORY There is insufficient memory to carry out the 
operation. 


Remarks 


The function generates appropriate notification messages to all registered clients 
including the caller. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmCreateEnumerationHandle, RtmRegisterClient 


RtmGetFirstRoute 


The RtmGetFirstRoute function returns the first route from the specified subset of 
routes in the table. 


Parameters 


ProtocolFamily 
Identifies the protocol family (for example, IP or IPX) of routes to retrieve. 
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EnumerationFlags 
Limits the set of deleted routes to a subset defined by these flags and the values in 
the corresponding members of the structure pointed to by the CriteriaRoute 
parameter. The flags are the same as those used in RtmCreateEnumerationHandle. 


Route 
Pointer to a protocol-family-specific structure (RTM_IP_ROUTE or 
RTM_IPX_ROUTE). 


The calling function provides member values for this structure. These values, in 
conjunction with the EnumerationFlags parameter, specify the set from which to 
return routes. 


On successful return, Route points to the first route that matched the specified 
criteria. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Description 


ERROR_INVALID_- PARAMETER One or more of the input parameters is 

| invalid (for example, the protocol family is 
unknown, or the enumeration flags are 
invalid). 


ERROR_NO_ROUTES There are no routes that match the 
specified criteria. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
out the operation. | 


Remarks 
The routes are returned in the row ege order: 


1. Network number 
2. Routing protocol 
3. Interface identifier 
4. Next-hop address _ 


This function is less efficient than the corresponding enumeration handle function 
(RtmEnumerateGetNextRoute). 7 


| Wiridows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 
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Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmCloseEnumerationHandle, RtmCreateEnumerationHandle, 
RtmEnumerateGetNextRoute, RtmGetNextRoute 


RtmGetNextRoute | 


The RtmGetNextRoute function returns the next route from the specified subset of 
routes in the table. 


Parameters 


ProtocolFamily | 
specifies the protocol family (for example, IP or IPX) of routes to retrieve. 
EnumerationFlags | 
Specifies which routes should be enumerated. This saramaier limits the set of deleted 
routes to a subset defined by the following flags and the values in the corresponding 
members of the structure pointed to by the CriteriaRoute parameter. The flags are the 
same as those used in RtmCreateEnumerationHandle. 
Route 
Pointer to a protocol-family-specific structure (RTM_IP_ROUTE or 
RTM_IPX_ROUTE). 
The calling function provides member values for this structure. These values, in 
conjunction with the EnumerationFlags parameter, specify the set from which to return 
routes. 


On successful return, this structure receives the first route that matched the specified 
criteria. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value Description 


ERROR_INVALID_PARAMETER One or more of the input parameters is 
invalid (for example, the protocol family is 
unknown, or the enumeration nage are 
invalid). | 


ERROR_NO_ ROUTES There are no routes that match the 
, specified criteria. 


ERROR_NO_SYSTEM_RESOURCES There are insufficient resources to carry 
out the operation. 


Remarks 

The routes are returned in the following order: 
1. Network number 

2. Routing protocol 

3. Interface identifier 

4. Next-hop address 


This function is less efficient than the corresponding enumeration handle functions. 


Windows NT/2000: Requires Windows 2000. 
~ Header: Declared in Rtm.h. 
Library: Use Rtm.lib. 


| Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Functions, RtmCloseEnumerationHandle, RtmCreateEnumerationHandle, 
a RtmEnumerateGetNextRoute, RtmGetFirstRoute 


‘Routing Table Manager Version 1 Structures 


The Routing Table Manager Version 1 Functions use the following structures: 


IP_NETWORK 
IP_NEXT _HOP_ADDRESS 
IP_SPECIFIC_DATA 

- IPX_NETWORK 

- IPX_NEXT_HOP_ADDRESS 
IPX_SPECIFIC_DATA 
PROTOCOL _SPECIFIC_ DATA 
RTM_IP_ROUTE > 

_ RTM_IPX_ROUTE. 
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IP_NETWORK 


The IP_NETWORK structure describes an IP network address. 


Members 
N_NetNumber 
Specifies the IP network number expressed as an IP address in machine-byte order. 


N_NetMask 
specifies the network mask. Apply this mask to the IP address in order to extract the 
network address. The network mask is in machine-byte order. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Structures, RTM_IP_ROUTE 


IP_NEXT_HOP_ADDRESS 


The IP_NEXT_HOP_ADDRESS structure contains the address for the next-hop router 
for an IP route. 


Members 


N_NetNumber 
Specifies the IP network address expressed as an IP address in machine-byte order. 


N_NetMask | 
Specifies the network mask. Apply this mask to the IP address in order to extract the 
network address. The network mask is in machine-byte order. 
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Remarks 
The IP_ NEXT HOP ADDRESS structure 


NETWORK structure. 


is a typedef of the IP 


Rtm.h. 


Is In 


The typedef 


Windows 2000. 


Ireés 


Requi 


Windows NT/2000 


Rtm.h. 


In 


- Declared | 


Header 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 


Structures, 


RTM_IP_ROUTE 


IP_SPECIFIC_DATA 


IP_NETWORK 


Members 


Specifies the route type as defined in RFC 1354. The following table shows the 


FSD_Type 


ber 


is mem 


possible values for th 


Value 


Member 


The route type is not specified. The type is different from those 


listed here. 


idate a route. 


inval 


is not supported by the rout 


manager, the route is still considered in best-route computations. 


d to 
Therefore, routing protocols should not use this value. 


is value is use 


th 


inva 


IS 


The route 
However 


Normally, 


invalidat 


table 


ing 


ion 


, since 


The route is a local route, that is, the next hop is the final destination. 


The route is a remote route, that is, the next hop is not the final 


destination. 
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FSD_Policy 
Specifies the set of conditions that would cause the selection of a multi-path route. 
This member is typically in IP TOS format. For more information, see RFC 1354. 


FSD_NextHopAS 
Specifies the autonomous system number of the next hop. 


FSD_Priority 
Specifies a metric value. The fouling table manager uses this value to compare this 
route entry to route entries obtained from other routing protocols. The value of this 
member is set by the routing tabie manager. 


FSD_Metric 
Specifies a metric value. The routing table manager uses this value to compare this 
route entry to other route entries obtained from the same routing protocol. The value 
of this member is set by the routing protocol. 


FSD_Metric1 | 
Specifies a routing- pio er specific metric value. This metric value is documented in 
RFC 1354. 


FSD_Metric2 
Specifies a routing-protocol-specific metric value. This metric value is documented in 
RFC 1354. | 


FSD_Metric3 
Specifies a routing-protocol-specific metric value. This metric value is documented in 
RFC 1354. 


FSD_Metric4 
Specifies a routing-protocol-specific metric value. hs metric value is documented in 
RFC 1354. 


FSD_Metric5 
Specifies a routing-protocol-specific metric value. This metric value is documented in 
RFC 1354. 


FSD_Flags 
Specifies whether the route is valid. The routing protocol should first clear these flags, 
then set the route as either valid or invalid. The routing protocol should use the 
macros ClearRouteFlags(), SetRouteValid(), and ClearRouteValid() to perform 
these operations. These macros are defined in Rtm.h. 


Remarks 


The routing table manager uses the FSD_Priority and FSD_Metric members to 
compute the best route to a particular destination network. 


The FSD_Metric[1-5] members are for MIB II conformance. MIB II agents display only 
these metric values. They do not display the FSD_Metric metric value. To have the 
FSD_Metric displayed, the routing protocol should also store the value in one of the 
FSD_Metric[1-5] members. 
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The routing table manager does not use the metric values in the FSD_Metric[1-5] 
members when computing the best route to a destination network. Therefore, the routing 
protocol should ensure that the FSD_Metric member has an appropriate metric value. 


A routing protocol could use the FSD_Flags to mark a route as invalid, if the route 
should not be used by other routing protocols. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Structures, RTM_IP_ROUTE | 


IPX_NETWORK 


The IPX_NETWORK structure describes an IPX network address. 


Members 
N_NetNumber:; | 
Contains the IPX network number in machine-byte order. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Structu res, RTM_IPX_ROUTE | 


IPX_NEXT_HOP_ADDRESS - 


The IPX_NEXT_HOP_ADDRESS structure contains the address for the next-hop router 
for an IPX route. | : 
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a 


a 


[6] 


Specifies the MAC address of next-hop router. 


NHA_Mac 


Windows 2000. 


ires 


Requi 


Windows NT/2000 


Rtm.h. 


In 


: Declared i 
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Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Structures, RTM_IPX_ROUTE 


PROTOCOL_SPECIFIC_DATA 


The PROTOCOL_SPECIFIC_DATA structure contains memory reserved for data 
specific to a particular routing protocol. | 


Members 


PSD_Data[4] 
Specifies an array of DWORD variables. This memory is reserved for data that is . 
specific to routing protocols. 


Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1. 
Structures, RTM_IP_ROUTE, RTM_IPX_ROUTE 


RTM_IP_ROUTE 


The RTM_IP_ROUTE structure contains information that describes a route owned by the 
IP protocol family: 
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Members 


RR_TimeStamp 
Specifies the time that the route entry was created or last updated. This member i is 
set by the routing table manager. The time is expressed as a FILETIME structure. 


RR_RoutingProtocol 
Specifies the routing protocol that added the route. 


RR_InterfacelD 
Specifies the interface through which the route was obtained. 


RR_ProtocolSpecificData 
Specifies a PROTOCOL_SPECIFIC_DATA structure that contains memory reserved 
for routing-protocol-specific data. 


RR_Network 
Specifies an IP_NETWORK structure that contains an IP network address. 


RR_NextHopAddress 
Specifies an IP_NEXT_HOP_ADDRESS structure that contains the address of the 
next-hop router. 

RR_FamilySpecificData | 
Specifies an IP_SPECIFIC_DATA structure that contains IP protocol-family-specific 
data. 


Remarks 
The members of the RTM_IP_ROUTE structure are all DWORD aligned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager Version 1 
Structures, IP_NETWORK, IP_NEXT_HOP_ADDRESS, IP_SPECIFIC_DATA 


RTM_IPX ROUTE 


The RTM_IPX_ ROUTE structure contains information that describes a route for the IPX 
protocol family. 
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Members 


RR_TimeStamp | 
Specifies the time that the route entry was created or last updated. This member is 
set by the routing table manager. The time is expressed as a Cees structure. 


_ RR_RoutingProtocol 


Specifies the routing protocol that added the route. 


RR_InterfacelD 
Specifies the interface through which the route was obtained. 


RR_ProtocolSpecificData 
Specifies a PROTOCOL_SPECIFIC_DATA structure containing memory reserved for 
data specific to routing protocols. 


RR_Network 
Specifies an IPX_NETWORK structure that contains an IP network address. 


RR_NextHopAddress 
_ Specifies an IPX_NEXT_HOP_ADDRESS structure that contains the address of the 
next-hop router. | 


RR_FamilySpecificData 
Specifies an IPX_SPECIFIC_DATA structure that contains data specific to the IPX 
— protocol family. 


Remarks 
The members of the RTM_IPX_ROUTE structure are all DWORD aligned. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtm.h. 


Routing Table Manager Version 1 Reference, Routing Table Manager 
Version_1_ Structures, IPX_NETWORK, IPX_ NEXT_HOP_ADDRESS, 
IPX_SPECIFIC_DATA | 
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Routing Table Manager Version 1 Protocol Family 
Identifiers 


The following transport identifiers are listed in Rtm.h. Use these identifiers with the 


RTMv1 API. 

Constant Description 
RTM_PROTOCOL_FAMILY_IPX identifies the IPX address family. 
RTM_PROTOCOL_FAMILY_IP Identifies the IP address family. 


Routing Table Manager Version 1 Reference 
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CHAPTER 11 


Routing Table Manager Version 2 


Routing Table Manager Version 2 Overview 


This chapter describes the Routing Table Manager Version 2 (RTMv2) technology. The 
RTMv2 API is a feature of Microsoft® Windows® 2000 that you can use to write routing 
protocols that interact with the routing table manager. 


The routing table manager is the central repository of routing information for all routing 
protocols that operate under the Routing and Remote Access Service (RRAS). 


RTMv2 is not available for Microsoft® Windows NT® version 4.0. Additionally, RTMv2 
cannot be used for IPX routing protocols that run on Windows NT 4.0 or Windows 2000. 
If you are using IPX or writing routing protocols for Windows NT 4.0, you must use the 
Routing Table Manager Version 1 (RTMv1) API. 


Components of the Routing Table Manager Architecture 


This section describes the major components of the Routing Table Manager Version 2 


(RTMv2) technology: 

e Router | e Address Family 

e Client e Routing Table 

e Router Manager — @ View 

e Routing Protocol e Routing Table Entries 

e Forwarder e Destinations 

e Routing Table Manager e Routes and the Best Route 
e Routing Table Manager Instance e Next Hops 

Router 


For the purposes of this documentation, a router is a Windows NT/Windows 2000 server 
that is running the Routing and Remote Access Service ae and the routing table 
manager. 


Client 


A client of RTMv2 is either an instance of a ‘oun protocol, ora management 
component that registers and interacts with the routing table manager using the 

RTMv2 API. Unless otherwise specified, any ieee to a routing table eas client 
refers to a client of RTMv2. | 


A client must run in the same process as the router manager. 


362 


Volume 5 Routing 


Router Manager 


The router manager is the component of a Windows NT/Windows 2000 router that starts 
and manages the different routing components. The components include routing 
protocols; the routing table manager, and the multicast group manager. 


Routing Protocol 


A routing protocol is a type of client that registers with the routing table manager. 
Routers use routing protocols to exchange information regarding routes to a destination. 


Routing protocols are either unicast or multicast. Routing protocols advertise routes to a 
destination. A unicast route to a destination is used by a unicast routing protocol to 
forward unicast data to that destination. A multicast route to a destination is used by 
some multicast routing protocols to create the information that is used to forward 
multicast data from hosts on the destination network of the route (known as reverse path 
forwarding). 


Examples of unicast routing protocols include: Routing Information Protocol (RIP), Open 
Shortest Path First (OSPF), and Border Gateway Protocol (BGP). Examples of multicast 
routing protocols include: Multicast Open Shortest Path First (MOSPF), Distance Vector 
Multicast Routing Protocol (DVMRP), and Protocol Independent Multicast (PIM). 


The routing table manager supports multiple instances of the same protocol (Such as 
Microsoft OSPF and a third-party OSPF) running on the router. This allows routers to 
use the different capabilities of each version. These protocols have different protocol 
identifiers. 


Protocol identifiers are comprised of a vendor identifier and a protocol-specific identifier. 
The protocol-specific identifier is the same for different implementations of the protocol, 
such as Microsoft OSPF and a third-party implementation of OSPF. Only when the 
vendor and protocol-specific identifiers are combined is there a unique identifier for a 
routing protocol. : | 


A protocol with the same protocol identifier (that is, the same vendor identifier and 
protocol-specific identifier) can register with the routing table manager multiple times. 
Each time, the protocol registers using a different protocol instance identifier. For 
example, an implementation of OSPF from a particular vendor can register as 
Vendor-OSPF-1 and Vendor-OSPF-2. This enables a specific protocol implementation to 


_ partition the information that it Keeps in the routing table. 


Forwarder 


The forwarder is the kernel-mode component of the router that is responsible for 
forwarding data from one router interface to the others. The forwarder also decides 
whether a packet is destined for local delivery, whether it is destined to be forwarded out 
of another interface, or both. 7 


There are two kernel-mode forwarders: unicast and multicast. 
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The router manager obtains the best routes to all destinations from the routing table 
manager. These routes are passed to the unicast forwarder. The unicast forwarder uses 
these routes to perform the actual forwarding of unicast data. In this manner, the unicast — 
forwarder maintains a cache of the best routes in the unicast view of the routing table. 


The multicast group manager uses information from the multicast view of the routing 
table to add multicast forwarding entries to the multicast forwarder. 


Routing Table Manager 


The routing table manager is the central repository of routing information for all routing 
protocols that operate under the Routing and Remote Access Service (RRAS). It notifies 
clients when changes have occurred, and allows clients to exchange private information. 


The routing table manager provides routing information to all interested clients, such as 
routing protocols, management programs, and monitoring programs. The routing table 
manager also determines the best route to each destination network that is known to the 
routing protocols. The routing table manager determines this route based on routing 
protocol priorities and on the metrics associated with the routes. The person 
administering the router can configure ee protocol priorities using t the RRAS 
management console. 


- The routing table manager passes the best-route information to the forwarders (one per 
address family, or one per interface) and to all interested clients. 


7 Each client registers with the routing table manager, and in return receives a handle that 
the client uses to add or delete routes. Clients can retrieve information stored in the 
routing table. Additionally, clients can register with the routing table manager to receive 
notification of changes to the best route to a destination. 


Routing Table Manager Instance 


An instance is a separate table that the routing table manager uses to maintain routing 
information about a subset of interfaces. Instances are typically used to enable a 
physical router to act as a set of virtual routers—one virtual router per logical network. 


Currently, the routing table manager supports only one instance (identified as zero, the 
default). The client can register with other instances, but any virtual router except the — 
default one is recognized or used by the router manager. 


Address Family 

Address families include Internet Packet Exchange (IPX), Internet Protocol Version 4 
(IPv4), and Internet Protocol Version 6 (IPv6). Address families can also be referred to — 
as price families. These address families are defined in RFC 1700. | 
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Routing Table 


The routing table manager maintains a distinct routing table for each address family 
(such as IPX and IPv4). The IPX address family is supported by the RTMv1 API; IPv4 is 
supported by the RTMv2 API. 


The routing table consists of destinations, routes, and next hops. These entries define a- 
route to a destination network. | 


View 
A view is a subset of the routing table and contains a group of related routes (for 


example, multicast routes). Currently, only unicast and multicast views are supported. 
Views are sometimes called Routing Information Bases (RIBs). 


Routing Table Entries 


The routing table consists of three types of entries: destinations, routes, and next hops. 


Destinations 

A destination in the routing table is a network entry represented by a network address 
and a network mask. 

A destination entry in the routing table includes: 


e The address, expressed as a network address and network mask. 
e A list of routes to the destination. 
e A list of opaque pointer slots. 


e The views in which this destination is aiid. The destination contains a structure for 
each view that contains the following information: 


e An identifier for the view. 

e A pointer to the best route to the destination in this view. 

e The owner of the best route in this view. 

e Flags associated with the best route in this view. 

e Handle to any routes that are in a hold-down state in this view. 


Routes and the Best Route 


A route is a “network path” to a destination that has a certain cost associated with it. The 
cost is represented by its administrative preference and its protocol-specific metric. © 
Routes with lower costs are preferred over all other routes. 


A route entry in the routing table includes: 


A handle to the destination 

The owner of this route 

The neighbor (peer) that provided the route information 
Flags associated with the state of the route 
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e Flags associated with the route 

The preference and metric for the route 

e The list of views to which the route belongs 
Information that is private to the owner of the route 
e A list of next hops used to reach the destination 


The following values, taken together, uniquely identify a route in the routing table: 


® The destination network 
e The owner of the route 
e The neighbor who supplied the route 


Metrics and Preference 


Each route has an administrative preference (specified by the routing policy), and a 
client-dependent metric. The routing table manager uses this information to determine 
which route is the better route to a destination. Routes with lower preference are better 
routes (one being lowest, and therefore best). If two routes have the same preference, 
the route with the lower metric is the better route. 


Normally, the preference of a route is determined by the preference of the Alsat that 
added the route. However, for any routes added using the Netsh.exe management tool, 
a preference value can be specified on a per-route basis. 


Preference is normally used to indicate priority between clients. For example, an 
administrator can assign OSPF a lower (better) preference than RIP. In this case, OSPF 
routes are preferable to RIP routes. 


Next Hops 

Routes have one or more next hops associated with them. If the destination is not ona 
directly connected network, the next hop is the address of the next router (or network) on 
the outgoing network that can most effectively route data to the destination. Each next 
hop can be used to forward data on the path to the destination. All routes owned by a 
client share a common set of next-hop entries that were added by the client. 


Each next hop is uniquely identified by the address of the next hop and the interface 
index used to reach the next hop. 


If the next hop itself is not directly connected, it is marked as a “remote” next hop. In this 
case, the forwarder must perform another lookup using the next hop’s network address. 
This lookup is necessary to find the “local” next hop used to reach the remote next hop 
and the destination. 


A next-hop entry in the routing table includes: 


e The network address of the next hop 
e The owner of the next hop 
e The identifier of the outgoing interface 
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e The state of the next hop 

e Flags associated with the next hop 

Information that is private to the owner of the next hop 

A handle to the destination corresponding to the remote next hop 


How the Routing Table Manager Architecture Fits Together 


Figure 11-1 shows the relationship between the different components of a router. 


| Router | 


Router Manager 


Routing Table Manager 


Client 1 Client 2 
Interface 1 Interface 2 Interface 3 | 


Figure 11-1: Router Components. 


Forwarder 


When the router is bootstrapped, the router manager service is started, as well as one or 
more routing protocols. Routing protocols are associated with the various interfaces on 
the router. The router manager also starts the routing table manager. 


Figure 11-2 shows the relationship between clients and the different components of the 
routing table manager. 


The router manager starts one or more instances of the routing table manager. When 
multiple instances of the routing table manager are started, the router has been 
configured to act as one or more virtual routers. Each instance of the routing table 
manager owns one or more interfaces; each interface can only be owned by one 
instance of the routing table manager. 


Each instance of the routing table manager is independent from the others; no 
information is exchanged between the instances. 


Each instance of the routing table manager coniains one or more routing tables. Each 
routing table is associated with an address family. 


Each routing table contains one or more views. In this example, the routing table is 
shown with a unicast and multicast view. Each view is a subset of the routing table. 
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‘Routing Table Manager 


Interface 3 Routing Table Manager (Instance 1) 


Routing Table Manager (Instance 0) 
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Figure 11-2: Relationship Between Clients and Components of Routing Table 
Manager. — 


— 


Figure 11-3 shows the relationship between clients and multiple instances of the routing © 
table manager, routing tables, and views. : | 


| Routing Table Manager 


Routing Table Manager (Instance 1) 


IPv4 Routing Table 


RtmRegisterClient( | Client2 
Routing Table Manager (Instance 0) ; Client2, Instance 1, IPv4) | eis 
IPv4 Routing Table | 


Multicast View 


. mi | | 
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Pad 


Saeeeeremesac Client1, Instance 0, IPv4) 


Client . 


Figure 11-3: Relationship Between Clients and Multiple Instances of the Routing 
Table Manager, Routing Tables, and Views. | 


RtmRegisterClient( 
Client, Instance 1, IPv6) 


IPv6 Routing Table 


ca | 


RtmRegisterClient( 
Client1, Instance 0, IPv6) 
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An instance of the client can register multiple times with an instance of the routing table 
manager—once per address family. A client can register with each instance of the 
routing table manager. 


Figure 11-4 shows how the routing table entries are related. For more information on 
routing table entries, see Routing Table Entries. 


Routing Table 


Next Hop 1 
Next Hop 2 Next Hop 3 
Next Hop List 


The routing table contains destinations. Each destination is related to one or more 
routes. Each route has zero, one, or more pointers to next hops that are associated with 
the route. Each pointer refers to the actual next hop in the list of next hops. Each client 
that registers with the routing table manager creates a list of next hops that the client 
owns. 7 


Figure 11-4: Relationship Between Routing Tables. 


Routes can only contain pointers to the next-hop list associated with the client that owns 
the route. 


RTMv2 Programming Issues 
RTMve2 functions are written with the following assumptions: 


e RTMv2 functions do not allocate memory for the client. The client must always 
allocate memory. 


e When a client is unregistering, it must perform “clean-up” operations itself, such as 
releasing all memory allocated. 


e Clients must release handles correctly; memory leaks can occur if a client does not 
observe this practice. 


Registering with the Routing Table Manager 
Before a client can access the routing table, it first must register with the routing table 
manager using the RtmRegisterEntity function. 
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When a client registers, it passes to the routing table manager an RTM_ENTITY_INFO 
structure. This structure contains the information that uniquely identifies a client, the 

address family, and the instance of the routing table manager with which the client is 
registering. A client can also establish the RTM_EVENT_CALLBACK callback. The 
routing table manager will use this callback to notify the client of events such as change 
notifications and client registrations. | 


The routing table manager completes its registration processing and returns a handle to 
the client. The client must use this handle for all subsequent calls to RTMv2 functions. 


The RtmRegisterEntity function that is used in RTMv2 is analogous to the 
RtmRegisterClient function that is used in RTMv1. The RtmRegisterClient function is 
obsolete, except for clients using IPX. 


Once a client has finished interacting with the routing table manager, it must call 
RtmDeregisterEntity. The routing table manager destroys the handle associated with 
the client. To avoid memory leaks, the client must ensure that it releases all handles and 
deletes all the routes and next hops that it owns before calling RtmDeregisterEntity . 


For sample code that shows how to use these functions, see Register with the Routing 
Table Manager and Use the Event Notification Callback. 


Enumerating Registered Entities 


Once a client has registered, the client can obtain a list all the other clienits that have 
registered with the routing table manager. Some clients must perform certain operations 
if the presence of a particular type of client is detected. 


The client can call the RtmGetRegisteredEntities function. A buffer of 
RTM_ENTITY_INFO structures is returned. Once the client has processed this 
information, the client should call RtmReleaseEntities to release the handles in the 
RTM_ENTITY_INFO structures. 


If the routing table manager client supplied a callback function in the call to 
RtmRegisterEntity, the client is notified when any other clients register or unregister. 


For sample code that shows how to use these functions, see Enumerate the Registered 
Entities and Use the Event Notification Callback. 


Using Methods 


When a client registers with the routing table manager, it can export a set of methods. 
These methods are used by other clients to obtain client- -specific information. Methods 
enable private communication between clients of the routing table manager. 


A client can obtain the list of methods exported by another client. The client calls the 
7 eee oe function, supplying the target client’s handle. 
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Each method exported by a client is uniquely identified by its method identifier. Each 
client can export up to 32 methods. Each method corresponds to a bit set in the 
MethodType member of the RTM_ENTITY_EXPORT_METHOD structure. To invoke 
multiple methods, the client should perform a logical OR of the identifiers for those 
methods. The syntax and semantics of input and output structures oF each protocol 
must be specified when the protocol is implemented. 


Note Method identifier values that correspond to a bit set in the lower half of the | 
MethodType member (the lower 16 bits) are reserved by Microsoft. 


To invoke a second client’s method, a client calls the RtminvokeMethod function. The 
routing table manager arbitrates all requests to invoke a client’s methods. The routing 
table manager performs two functions when it arbitrates between clients: 


e Preventing the second client from invoking a method for a client that is unregistering. 


e Holding an “invoke” request when methods are blocked, and allowing the request to 
continue when the methods are unblocked. 


If a client must prevent other clients from executing its methods, the client can call 
RtmBlockMethods. The routing table manager will not allow a call to 
RtmInvokeMethod to be processed until the client unblocks its methods again. 


Clients typically block methods when making changes to the private data that is 
exchanged between clients. Blocking methods is an optional action. A client can also 
use internal locks to prevent other clients from invoking methods. 


For more sample code that shows how to use these functions, see Obtain and Call the 
Exported Methods for a Client. 


Using Opaque Pointers 


Clients often must store additional, client-specific information about destinations. The 
routing table manager enables clients to store this information in destination structures in 
the routing table. The information is stored and retrieved using “opaque pointers”. The 
information stored is Private, and accessible only to the client that owns the opaque 
pointer. 


For example, the multicast group manager Keene a list of multicast forwarding entries 
that are dependent on a particular destination. The multicast group manager uses an 
opaque pointer in that destination. In another example, a routing protocol that advertises 
a particular destination can keep information related to its own route advertisement of 
the destination using an opaque pointer, even though it does not own the best route. 


The number of opaque pointers is limited; these pointers are allocated to clients on a 
first-come, first-served basis. The router administrator must allocate the correct number 
of pointers during the router configuration; therefore, routing protocols and other clients 
must document their use of opaque pointers. 
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Accessing Opaque Pointers 


Clients are able to access the information stored in destinations by using opaque 
pointers. To use the storage, the client must first call 
RtmGetOpaquelnformationPointer to obtain the pointer. Whenever a change to the 
information is necessary, the client must first lock the destination by calling 
RtmLockDestination (with the LockDest parameter set to TRUE). Once the destination 
is locked, the client can make the necessary change. The destination can be unlocked 
using another call to RtmLockDestination (with the LockDest parameter set to FALSE). 


The RtmLockDestination function also allows a client to use either a read lock or a 
write lock, using the Exclusive parameter. A client should use the write lock only when it 

_is making changes to the information kept using the opaque pointer. Clients can use the 
use the read lock to view the opaque pointer information stored in a destination. 


For sample code that shows how to use these functions, see Access the Opaque 
Pointers in a Destination. 


marking Routes for the Hold- Down State 


Some clients, such as distance vector protocols like RIP and DVMRP, require that 
destinations be advertised as unreachable for a certain time after the last route to the 
destination is deleted. The last route that is deleted must be advertised as unreachable 


even if newer routes arrive in the meantime. The last route deleted is marked as beingin _ 


a “hold- down state”. The hold-down process prevents the formation of routing loops. 
Routing loops are caused when a routing protocol advertises obsolete routing | 
information. When the hold-down expires, these _protpads resume their advertisement 
with the new best route. : 


A protocol that implements hold- down states indicates that a destination is in a hold- 
down state by using the RtmHoldDestination function. The client calls this function 
when it advertises the best route to this destination. If all routes to this destination are 
later deleted, the last route that is deleted is kept in a hold-down state for the period of — 
time specified in the earlier call to RtmHoldDestination. 


When a protocol advertises a destination, the route information that is used depends on 
whether the protocol uses hold- down states and if a route in the hold-down state exists 
for the destination. 


Protocols that do not use hold-down staiés can ignore route information that relates to — 
hold-down states for a destination, and always advertise the best route. 7 


For sample code that shows how to use these functions, see Use the Route Hold-Down | 
State. 


- Adding Routes 


Once a client has discovered a route, the client can add that route to the routing table. 
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To add a route, the client should take the following steps 

1. If the client has already cached the next-hop handle, go to step 4. 

2. Create an RTM_NEXTHOP_INFO structure and fill it with the appropriate information. 

3. Add the next hop to the routing table by calling RtmAddNextHop. The routing table 
manager returns a handle to the next hop. If the next hop already exists, the routing 
table does not add the next hop; instead it returns the handle to the next hop. 

4. Create an RTM_ROUTE_INFO structure and fill it with the appropriate information, 
including the next-hop handle returned by the routing tabie manager. 

5. Add the route to the routing table by calling RtmAddRouteToDest. The routing table 
manager compares the new route to the routes that are already in the routing table. 
Two routes are equal if all of the following conditions are true: 

e The route is being added to the same destination. 

e The route is being added by the same client (as specified by the Owner member of 
the RTM_ROUTE_INFO structure). 

e The route is advertised by the same neighbor (as specified by the Neighbor 
member of the RTM_ROUTE_INFO structure). 

If the route exists, the routing table manager returns the handle to the existing route. 

Otherwise, the routing table manager adds the route and returns the mane to the 

new route. 

The client can set the Change_ Flags parameter to RTM_ROUTE_CHANGE_NEW to 

instruct the routing table manager to add a new route on the destination, even if 

another route with the same owner and neighbor fields exists. 

The client can set the Change_Flags parameter to RTM_ROUTE_CHANGE_FIRST 

to cause the routing table manager to update the first route on the destination owned 

by the caller. This update can be performed if such a route exists, even if the neighbor 

field does not match. This flag is used by clients that maintain a single route per 

destination. 


A client can remove routes from the routing table by calling the RtmDeleteRouteToDest 
function. 


For sample code that shows how to use these functions, see Add and Update Routes 


_ Using RtmAddRouteToDest. 


Retrieving Route Information 


There are three methods used to obtain route information from the iid table 
manager: 
1. Enumerating routes (described in Enumerating Routing Table Entries) 


2. Searching for specific routes eseiines in Finding Specific Information in the Routing 
Table) ie 


3. Retrieving changed destinations (described in Receiving Notification of Changes) 
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Updating Routes 
A client can use the either of the following two methods to update or remove routes that 
it owns: 


e Updating Routes Using RtmAddRouteToDest 
e Updating Routes In Place Using RtmUpdateAndUnlockRoute 


Updating Routes Using RtmAddRouteToDest 


If the client does not require efficiency when adding a route, it should use the following 
method of updating routes. This method is less efficient since it requires obtaining a 
handle to the route, requires passing an RTM_ROUTE_INFO structure to and from the 
routing table manager, and takes more time. Since RtmAddRouteToDest does not — 
manipulate the routing table directly, using this method trades efficiency for simplicity. 


> To update a route, the client should 


1. Call RtmGetRoutelnfo with the handle to the route. The handle is either one 
previously cached by the client, or returned by the routing table manager from a call 
that returns a route handle (such as RtmGetRoutelinfo). 


2. Make the changes to the RTM_ROUTE_INFO structure that is returned by the routing - 
table manager. 


3. Call RtmAddRouteToDest with the handle to the route and the changed 
RTM_ROUTE_INFO structure. 


For sample code that shows how to use these functions, see Add and Update Routes 
Using RtmAddRouteToDest. | | 


Updating Routes In Place Using RtmUpdateAndUnlockRoute 


In-place updating is generally more efficient than updating the routing table with an 
indirect method such as that used by the RtmAddRouteToDest function. This method is 
more efficient because the client is not required to obtain a handle, not required to pass 
an RTM_ROUTE_INFO structure to and from the routing table manager, and takes less 
time. However, directly updating the routing table can be risky, since the routing table 
manager is not functioning as an intermediary. 


> To update a route, the client should take the following steps 


1. Lock the route by calling RtmLockRoute. (Currently, this function actually locks the 
route’s destination). The routing table manager returns a pointer to the route. 


2. Use the pointer to the routing table manager’s RTM_ROUTE_INFO structure 
(obtained in step 1) to make the necessary changes to the route. Only certain 
members can be modified when updating in place. These members are: Neighbour, 
Prefinfo, EntitySpecificInfo, BelongsToViews, and NextHopsList. 


374 Volume 5 Routing 


Note If the client adds information to either the Neighbour or NextHopList 
members, the client must call RtmReferenceHandles to explicitly increment the 
reference count that the routing table manager keeps on the next-hop object. 
Similarly, if the client removes information from the NextHopList member, the client 
must call RtmReleaseNextHops to decrement the reference count. : 


3. Call RtmUpdateAndUnlockRoute to notify the routing table manager that a change 
has taken place. The routing table manager commits the changes, updates the 
destination to reflect the new information, and then unlocks the route. 


For sample code that shows how to use these functions, see Update a pou In Place 
Using RtmUpdateAndUnlockRoute. 


Receiving Notification of Changes 


Many clients can simultaneously update the routing table, and clients must be notified 
when changes to routing information occur. For example, a client that is not notified of 
another client’s changes to the routing table could advertise outdated route information. | 
This can be prevented by programming clients to register with the routing table manager 
to be notified of changes in the routing table. The routing table manager sends 
notifications of changes to all clients that register to receive them. 


Change notification applies only to destinations. There is no way to query the routing 
table manager for changes to a particular route. 


When a change is made to one of the routes to a destination, the routing table manager 
sends out a notification that a change has occurred. This notification goes only to those 
clients that have registered with the routing table manager for the type of change that 
has occurred. All changes to routing information in the routing table manager occur in 
one or more views, and change notification messages can be requested in any subset of 
supported views. 


There are currently three types of change notifications for which a client can register: 
© Notification of any change to the routes for the destination. This request is made using 
the RTM_CHANGE_TYPE_ALL flag. 


e Notification if the best route to the destination changes, or any of the following 
information for the current best route changes: 


e preference 

~e@ nexthops © 

e route flags 

This request is made using the RTM_CHANGE_TYPE_BEST flag. 
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e Notification of all changes of the type RTM_CHANGE_TYPE_BEST, except changes 
in non-forwarding flags in the best route. For example, the router manager waits for 
changes of this type in the unicast view, and updates information in the unicast 
forwarder. This request is made using the 
RTM_CHANGE_TYPE_FORWARDING flag. 


Requests for notifications of changes can also be restricted to a subset of destinations 
by registering for notifications of changes only to “marked” destinations. The client can 
mark a destination for change notification by calling 
RtmMarkDestForChangeNotification. 


When a change occurs, the routing table manager checks to see if there are any clients 
that must be notified of this change. A client must be notified of a change if all of the 
following conditions are met: 


e the type of change that occurred is a eek which the client has registered for 
notification 


© changes to a destination that the client has marked have occurred (or any destination, 
if the client has requested changes for all destinations) 


e the client requested change notification for the view in which this change occurred 


lf the hands meets all of the above criteria, the sls is cached and the client is 
notified... : : 7 


The notification does not specify what the actual changes are, only that they have 
occurred. The client must retrieve the changes by calling RtmGetChangedDests using 
the notification handle that was obtained from a previous call to 
RtmRegisterForChangeNotification. 


Registering for Change Notification 

A client can register to receive notification of changes to routing information that is stored 
in the routing table manager. This request can only be made after a client has registered 
with the routing table manager. 


To register for change notification, a client must call 
_RtmRegisterForChangeNotification, specifying the types of changes for which the 
client must receive notification. If the client must be notified of change to specific 
destinations, the client calls BimMarkDestr orvnangehatiication once for each 
destination. } | : 


The client can stop jeceivirie change notifications by ealling 
RtmDeregisterFromChangeNotification. 


For sample code that shows how to use these functions, see Register For Change 
Notification. | . 
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Retrieving Changes 


Once a client has registered for notification of certain changes and one or more of these 
changes occurs, the client receives a notification from the routing table manager. The 
routing table manager uses the RTM_EVENT_CALLBACK callback that was supplied in 
a previous call to RtmRegisterEntity. The routing table manager indicates that a 
RTM_CHANGE_NOTIFICATION event has occurred. 


After the client receives notice of the change, the client can retrieve the changes by 
taking the following steps 


1. Call RtmGetChangedDests to retrieve a set of changes. 
2. Process the changes. 7 . 
3. Release the destinations using RtmReleaseChangedDests. 


4. Repeat steps 1, 2, and 3 until RtmGetChangedDests returns 
ERROR_NO_MORE_ITEMS. 


For sample code that shows how to use these functions, see Use the Event Notification 
Callback. 


Retrieving Change Status and Ignoring Changes 


The client can query the routing table manager to find out if a notification of a change to 
a destination is pending by calling RtmGetChangeStatus. This function returns TRUE 
until the caller retrieves this change by calling RtmGetChangedDests. 


A client can use this query to avoid performing an action that would have to be undone 
after the change notification is received and processed. Using this feature allows the 
client to work efficiently by deferring certain operations to a later time. 


The client can also ignore a pending change notification for a destination by calling 
RtmignoreChangedDests. A later call to RtmGetChangedDests will not return this 
destination unless another change occurs after the call to RtmlgnoreChangedDests. 


Working with Next Hops 


The RTMv2 API allows clients to work with the list of next hops that are associated with 
routes and destinations. Clients can add or update a next hop by calling 
RtmAddNextHop. Clients can delete a next hop using RtmDeleteNextHop. Clients can 
search for next hops by calling RtmFindNextHop. 


Clients can also can update the next hop directly 


1. Call RtmLockNextHop with the Lock parameter set to TRUE to lock the next hop and 
obtain a direct pointer to the routing table manager's RTM_NEXTHOP_INFO 
structure. 


2. Use the pointer returned by the routing table manager to make the necessary 
changes to the next hop. 
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Note The next-hop address and interface index fields in the next hop uniquely 
identify the next hop and should not be modified. 


3. Call RtmLockNextHop with the Lock parameter set to FALSE to unlock the next hop. 


Enumerating Routing Table Entries 


The enumeration functions allow a client to retrieve information about a specific type of 
routing table object (routes, destinations, and next hops). Both routing protocols and 
administration programs can use these functions to locate specific data. 


> The basic process for each enumeration is as follows 


1. Start the enumeration by obtaining a handle from the routing table manager. Call 
RtmCreate Data_TypeEnum (where Data_Type is either Dest, Route, or NextHop), 
and supply the criteria that specifies the kind of information being enumerated. This 
criteria includes (but is not limited to) a range of destinations, a particular interface, 
and the views in which the information resides. 


2. Call RtmGetEnumData_Type one or more times to retrieve data until the routing 
table manager returns ERROR_NO_MORE_ITEMS. The route, destination, and next- 
hop data is returned in order of the address information (and the pigierence and 
metric values, if routes are being enumerated). 


3. Call RtmReleaseData_ Type when the handles or information structures associated 
with the enumeration are no longer needed. 
4. Call RtmDeleteEnumHandle to release the enumeration handle (returned when the 


enumeration was created). This function is used to release the handle for all types of 
enumerations. 


Note Routes that are in the hold-down state are only enumerated when a Client 
requests data from all views using RIM VIEW. MASK_ANY. 


_ For sample code that shows how to use these functions, see Enumerate All Destinations 
and Enumerate All Routes. 7 


Finding Specific Information in the Routing Table. 


Clients must be able to locate specific information in the routing table, rather than being 
required to enumerate all the data. The RTMv2 API provides the ability to search for 
| specitic destinations, routes, and next hops based on certain criteria. 


Retrieving Information 


RTMv2 allows a client to retrieve the information referred to by a given handle using the 
RtmGetData_Typelnfo functions, where Data_Type is either Entity, Dest, Route, or 
NextHop. 
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Each of these function calls has a corresponding RtmReleaseData_Type function to 
release the handles associated with the information structure returned by the routing 
table manager. 


Note Information for clients is available only in the current instance and address family. 


For sample code that shows how to use these functions, see Search For the Best Route. 


Using RtmGetExactMatchRoute and RtmGetExactMatchDestination 

The RtmGetExactMatchRoute and RtmGetExactMatchDestination functions are used 
by clients to find a specific route or destination. These functions save time by doing the 
comparison work for the client. 


For example, when RIP updates a route, RIP must retain the old metric information. RIP 
searches for the route and its information. Then RIP can copy the information and 
update the route. 


Using RtmGetMostSpecificDestination 


The RtmGetMostSpecificDestination function is used to locate the destination that 
best matches the specified network prefix. 


For example, the multicast group manager uses this function to perform a 
Reverse-Path-Forwarding (RPF) check on a single address. The function can also be 
used to find the local next hop for a given remote next hop. 


For sample code that shows how to use these functions, see Search for Routes Using 
RtmGetMostSpecificDestination and RimGetLessSpeciticDestination and Search For the 
Best Route. : 


Using RtmGetLessSpecificDestination 
The RtmGetLessSpecificDestination function is used to locate the destination that is 


_the next-best match for the specified network prefix. This function can be called 


repeatedly to return the next successive less-specific match, until no more destinations 
match. | 


This function is called after a call to RtmGetMostSpecificDestination. 


For sample code that illustrates how to use these functions, see Search for Routes 
Using eS eee avenue and RimGetLessSpecificDestination. 


Using RtmlsBestRoute 


The RtmlsBestRoute function enables a client to quickly find ¢ out whether or not a 
particular route is the best route to a destination. For example, a client may need to store 
a particular route only if it is the best route. Therefore, the client can call this function, 
instead of enumerating all routes and making the comparison itself. 
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Maintaining Client-Specific Lists | 
RTMv2 provides functions that enable clients to create a private list of routes stored in 


the routing table. Using this list can ee more efficient than enumerating routes from the 
routing table. — 


> To use this feature, a client should take the following steps - 
1. Call RtmCreateRouteList to obtain a handle from the routing table manager. 
2. Call RtminsertInRouteList whenever the client must add a route to this list. 


3. When the client no longer requires the list, it should call RtmDeleteRouteList to 
remove the list. 


> Ifthe client must enumerate the routes on the list, the client should take the 
following steps 


1. Call RtmCreateRouteListEnum to obtain an enumeration handle from the routing 
table manager. 


2. Call RtmGetListEnumRoutes to obtain the handles to the routes in the list. 
3. Call RtmReleaseRoutes to release the handles when no longer required. 


For sample code that shows how to use these functions, see Use a Client-Specific 
Route List. 


Managing Handles 


The routing table manager maintains a reference count for all the information that it 
maintains. This prevents the routing table manager from returning to a client handles to 
memory that has been freed. Each time a handle is returned to the caller, either as an 
_explicit handle or as part of an information structure (such as RTM_DEST_INFO), the | 
reference count for the object that corresponds to the handle is incremented. When the 
handle or the information structure is released, the appropriate reference count is 
decremented. When the reference count becomes zero, the object is freed. 


Each RtmGetData_Typelnfo function (where Data_Type is either Dest, Route, 

NextHop, or Entity) returns an information structure that has a corresponding | 

RtmReleaseData_Typeinfo function. The release functions free the handles returned by 

the routing table manager. Similarly there are functions of type RtmReleaseData_Types 
that release handles that were returned by other functions. | 


Note The RimReleaseChangedDeats function should be used to release handles that | 
have been returned by a call to RtmGetChangedDests. Do not use RtmReleaseDests 
for changed destination structures. : 
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If a client must keep a specific handle in an information structure while releasing the rest, 


the client can call RtmReferenceHandles with that handle before releasing the 
information structure. The handle can then later be released by a call to 


RtmReleaseData_Type 
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Registration Functions 


RimGetRegisteredEntities 
RtmReleaseEntities 
RtmRegisterEntity 

_ RtmDeregisterEntity 


Opaque Pointer Functions 


RtmLockDestination 
RtmGetOpaqueinformationPointer _ 


Export Method Functions 


RtmGetEntityMethods 
RtminvokeMethod 
RtmBlockMethods 


Handle to Information Structure Functions 


RtmGetEntityInfo 
RtmGetDestinfo 
RtmGetRoutelnfo 
RtmGetNextHopInfo 
RimReleaseEntityInfo 
-RtmReleaseDestinfo 
Rtm ReleaseRoutelnfo 
RtmReleaseNextHopInfo 


Routing Table Insertion and Deletion Functions 


RtmAddRouteToDest 
RtmDeleteRouteToDest 
RtmHoldDestination _ 
RtmGetRoutePointer 
RtmLockRoute 
RtmUpdateAndUnlockRoute 


Routing Table Query Functions 


RtmGetExactMatchDestination | 
RtmGetMostSpecificDestination 
RtmGetLessSpecificDestination 
RtmGetExactMatchRoute 
RtmisBestRoute 


Routing Table Manager Version 2 


403 


404 Volume 5 Routing 


Next-Hop Insertion and Deletion Functions 


RtmAddNextHop 
RtmFindNextHop 
RtmDeleteNextHop 
RtmGetNextHopPointer 
RtmLockNextHop 


Routing Table Enumeration Functions 


RtmCreateDestEnum 
RtmGetEnumDests 
RtmReleaseDests 
RtmCreateRouteEnum 
RtmGetEnumRoutes 
RtmReleaseRoutes 
RtmCreateNextHopEnum 
RtmGetEnumNextHops 
RtmReleaseNextHops 
RtmDeleteEnumHandle 


Change Notification Functions 


RtmRegisterForChangeNotification 
RtmGetChangedDests 
RtmReleaseChangedDests 
RtmignoreChangedDests 
RtmGetChangeStatus 
RtmMarkDestForChangeNotification 
RtmlsMarkedForChangeNotification 
RtmDeregisterFromChangeNotification 


Route List Function 
RtmCreateRouteList 
RtminsertinRouteList 
RtmCreateRouteListEnum 
RtmGetListEnumRoutes 
RtmDeleteRouteList 


Handle Management Functions 
RtmReferenceHandles 
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RimAddNextHop 


The RtmAddNextHop function adds a new next-hop entry or updates an existing next- 
hop entry to a client’s next-hop list. If a next hop already exists, the routing table 
manager returns a handle to the next hop. This handle can then be used to specify a 
next hop to a destination when adding or updating a route. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
NextHopinfo | | 
[in] Pointer to a structure that contains information identifying the next hop to add or 
update. The NextHopOwner and State members are ignored; these members are set 
by the routing table manager. The Flags member can be one of the following values. 
Flag | Description ue 


-RTM_NEXTHOP_FLAGS_REMOTE _ This next hop points to a remote destination 
: that is not directly reachable. To obtain the 
complete path, the client must perform a_ 
recursive lookup. 


RTM_NEXTHOP_FLAGS_DOWN This flag is reserved for future use. 


NextHopHandle 
[in, out] If the client has a handle (client is updating a next hop): On input, 
NextHopHandle is a pointer to the next-hop handle. On output, NextHopHandle is 
unchanged. 


If the client does not have a handle and a handle must be returned (client is adding or 
updating a next hop): On input, NextHopHandle is a pointer to NULL. On output, 
NextHopHandle receives a pointer to the next-hop handle. The values in NextHop!/nfo 
are used to identify the next hop to update. 
lf a handle does not need to be returned (client is adding or updating a next hop): On 
input, NextHopHandle is NULL. The values | in ee are used to identify the 
next hop to update. 

ChangeFlags 
[out] On input, ChangeFlags is a pointer to an RTM_NEXTHOP_CHANGE_FLAGS 
structure. On output, ChangeFlags receives a flag indicating whether a next hop was 
added or updated. If ChangeFlags is zero, a next hop was updated; if ChangeFlags is 
RTM_NEXTHOP_CHANGE_NEW, a next hop was added. ~ 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_ACCESS_DENIED The calling client does not own this next hop. 

ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 
| operation. 

Remarks 


lf NextHopHandle points to a non-NULL handle, the next hop specified by the handle is 
updated. Otherwise, a search is made for the address specified by NextHopinfo. If a next 
hop is found, it is updated. If no match is found, a new next hop is added. 


lf a handle was returned, release the handle when it is no longer required by calling 
RtmReleaseNextHops. 


Windows NT/2000: Requires mungews 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


Next Hop Flags, RTM_NEXTHOP_INFO, RtmDeleteNextHop, RtmFindNextHop, 
RtmGetNextHopPointer, RtmLockNextHop, RtmReleaseNextHops 


RtmAddRouteToDest 


The RtmAddRouteToDest function adds a new route to the routing table or updates an 
existing route in the routing table. If the best route changes, a change notification is 
generated. 
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Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle — 
[in, out] If the client has a handle (updating a route): On input, RouteHandle is a 
pointer to the route handle. On output, RouteHandle is unchanged. 


If the client does not have a handle and a handle must be returned (client is adding or 
updating a route): On input, RouteHandle is a pointer to NULL. On output, 
RouteHandle receives a pointer to the route handle. The values in Routelnfo are used 
to identify the route to update. 


If a handle does not need to be returned (client is adding or updating a route): On 
input, RouteHandle is NULL. The values in Routelnto are used to identify the route to 
update. 


DestAddress | 
[in] Pointer to the destination network address to which the route is being added or 
updated. 

Routel!Info 
[in] Pointer to the route information to add or update. 


TimeToLive 

[in] Specifies the time (in milliseconds) after which the route is expired. Specify 
INFINITE to prevent routes from expiring. 

RouteListHandle 
[in] Handle to a route list to which to move the route. This ParAnere! is optional and 
can be set to NULL. | 


NotifyType 
[in] Set this parameter to NULL. Notify Type i is reserved for future use. 


NotifyHandle 
[in] Set this parameter to NULL. NotifyHandle is reserved for future use. 


ChangeFlags | 

fin, out] On input, ChangeFlags is a pointer to an RTM_ ROUTE. CHANGE_FLAGS 

_ Structure indicating whether the routing table manager should add a new route or 

update an existing one. On output, ChangeFlags is a pointer to an | : 
RTM_ROUTE_CHANGE_FLAGS structure that receives the flag indicating the type 
of change that was actually performed, and if ie best route was changed The | 
following uegs are used. | es, | 
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Constant | Description 


RTM_ROUTE_CHANGE_FIRST Indicates that the routing table manager 
should not check the Neighbour member of 
the Routelnfo parameter when determining if 

| two routes are equal. 

RTM_ROUTE_CHANGE_NEW Returned by the routing table manager to 
indicate a new route was created. 

RTM_ROUTE_CHANGE_BEST __ Returned by the routing table manager to 
indicate that the route that was added or 
updated was the best route, or that because of 
the change, a new route became the best 
route. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value _ Meaning 
ERROR_ACCESS_DENIED The calling client does not own this route. 
ERROR_INVALID HANDLE The handle is invalid. 
ERROR_INVALID_PARAMETER A parameter contains incorrect information. 
~ ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 
| operation. 
Remarks 


Two routes are considered equal if the following values are equal: 


e The destination network 
e The owner of the route 
e The neighbor that supplied the route 


When a client is updating a route, it is more efficient to pass a handle to the route to 
update in the RouteHandle parameter, because the routing table manager does not 
have to perform a search for the route in the routing table. 


If a handle was returned, release the handle when it is no longer required by calling 
RtmReleaseRoutes. 


For sample code using this function, see Add and Update Routes Using 
RtmAddRoute ToDest. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_NET_ADDRESS, RTM_ROUTE_INFO, RtmDeleteRouteToDest, 


RtmGetRoutePointer, RtmHoldDestination, RimLockRoute, RtmReleaseRoutes, 
RtmUpdateAndUnlockRoute 


RtmBlockMethods 


The RtmBlockMethods function blocks or unblocks the execution of methods for a 
specified destination, route, or next hop, or for all destinations, routes, and next hops. 


Parameters 


RtmRegHandle 

[in] Handle to the client obtained from a previous call to RtmRegisterEntity. | 
TargetHandle 

[in] Handle to a destination, route, or next hop for which to block methods. This 

parameter is optional and can be set to NULL to block methods for all targets. 
TargetType | | 


[in] Specifies the type of the handle in TargetHandle. This parameter is optional and 
can be set to NULL to block methods for all targets. The following flags are used. 


Type Description 
DEST_TYPE 3 TargetHandle is a destination. 
NEXTHOP_TYPE TargetHandle is a next hop. 
ROUTE_TYPE | TargetHandle is a route. 

- BlockingFlag 


[in] Specifies whether to block ¢ or anblook methods. The following flags are used. 
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Constant Description | 

RTM_BLOCK_METHODS Block methods for the specified target. 

RTM_RESUME_METHODS Unblock methods for the specified target. 
Return Values 


If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 
ERROR_INVALID_ HANDLE The handle is invalid. 
Remarks. 


Currently, this function does not support blocking methods for a specific destination, 
route, or next hop. 


Methods are typically blocked when client-specific data in the route is being changed; a 
client blocks methods, rearranges data, and then unblocks methods. 


Clients should only block methods for a short period of time. If a second client calls 
RtmInvokeMethod and the first client’s methods are blocked, RtmInvokeMethod will 
not return until methods are unblocked and the function call is completed. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RimGetEntityMethods, RtminvokeMethod 


RtmCreateDestEnum 


The RtmCreateDestEnum function starts an enumeration of the destinations in the 
routing table. A client can enumerate destinations for one or more views, or for all views. 
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Parameters 


RimRegHandle 


{in] Handle to the client obtained from a previous Call to RtmRegisterEntity. 


TargetViews 


[in] Specifies the set of views to use when creating the enumeration. The following 


flags are used. 
Constant _ 


RTM_VIEW_MASK_ANY 


RTM_VIEW_MASK_UCAST 
RTM _VIEW_ MASK _ MCAST 


EnumFlags 


Description 

Return destinations from all views. This i is the 
default value. 

Return destinations from the unicast view. 

| meta destinations from the multicast view. 


— [in] Specifies which destination’ to include in 1 the enumeration. Two sets of flags are 
__ used; use one flag from each set (for example, use ATM. ENUM _ALL_ DESTS and. - 


RTM_ENUM START). _ 
Constant _ | 


RTM_ENUM_ALL_ DESTS- 
RTM_ENUM_OWN_DESTS | 


Constant 


RTM_ENUM_NEXT 


RTM_ENUM_RANGE 
RTM_ENUM START. 


NetAddress 


| Description : 


Return all destinations. 


Return destinations for which the client owns 
the best route to a destination in any of the 
specified views. 


Description 


Enumerate destinations starting at the 
specified address/mask length (such as 10/8). 


The enumeration continues to the end of the | 


routing table. 


Enumerate destinations in the range specified 
by the address/mask length (such as 10/8). 


Enumerate destinations starting at 0/0. Specify 


NULL for NetAddress. 


[in] Pointer to an RTM_NET_ ADDRESS structure that contains the starting address of 
the enumeration. Specify NULL if nag contains RTM_ENUM _START. 
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Protocolld | 
[in] Specifies the protocol identifier used to determine the best route information 
returned by the RtmGetEnumDests function. The ProtocollD is not part of the search 
criteria. The routing table manager uses this identifier to determine which route 
information to return (for example, if a client specifies the RIP protocol identifier, the 
best RIP route is returned, even if a non-RIP route is the best route to the 
destination). 


Specify RTM_BEST_PROTOCOL to return a route regardless of which protocol owns 
it. Specify RTM_THIS_ PROTOCOL to return the best route for the calling protocol. 


RtmEnumHandle 
[out] On input, RtmEnumHandle is a pointer to NULL. On output, RtmEnumHandle 
receives a pointer to a handle to the enumeration. Use this handle in all subsequent 
calls to RtmGetEnumDests, RtmReleaseDests, and RtmDeleteEnumHandle. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_INVALID_PARAMETER A parameter contains incorrect information. 

ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 
operation. 

ERROR_NOT_SUPPORTED One or more of the specified views is not 
supported. 

Remarks 


lf EnumFlags contains RTM_ENUM_RANGE, use NetAadress to specify the range of 
the routing table to enumerate. For example, if a client sets NetAddress to 10/8, 


destinations in the range 10.0.0.0/8 to 10.255.255.255/32 are returned. 


When the enumeration handle is no longer required, release it by calling 
RtmDeleteEnumHandle. 


For sample code using this function, see Enumerate All Destinations. 


_ Windows NT/2000: Requires Windows 2000. 


Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 
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RTM_NET_ADDRESS , RtmDeleteEnumHandle, RtmGetEnumDests, 
RtmReleaseDests 


RtmCreateNextHopEnum 


The RtmCreateNextHopEnum enumerates the next hops in the next-hop list. 


Parameters 
RtmRegHandle 
[in] Handle to the client obtained from a previous call to RimRegisterEntity, 
EnumFlags 
[in] Specifies which next hops to include in the enumeration. The following fiags 
are used. 
Constant Description 
RTM_ENUM_NEXT Enumerate next hops starting at the specified address/mask length 
(such as 10/8). The enumeration continues to the end of the next 
hop list. 


RTM_ENUM_RANGE Enumerate next hops in the specified range specified by the 
address/mask length (such as 10/8). : 


RTM_ENUM_START Enumerate next hops starting at 0/0. Specify NULL for NetAdaress. 


NetAddress 
[in] Pointer to an RTM__ NET_ADDRESS structure that contains the starting address of 
the enumeration. Specify NULL if EnumFlags contains RTM_ENUM_START. 


RtmEnumHandle 
[out] On input, RtmEnumHandle is a pointer to NULL. On output, RtmEnumHandle 
receives a pointer to a handle to the enumeration. Use this handle in all subsequent 
calls to RtmGetEnumNextHops, PU rane eTusgns: and 
RtmDeleteEnumHandle. 


Return Values 
lf the function succeeds, the return value is NO. ERROR. 


lf the function fails, the return value is one of the following error codes. 
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Value Meaning | | 

ERROR_INVALID_PARAMETER #£A parameter contains incorrect information. 

ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 
operation. 

Remarks 


If EnumFlags contains RTM_ENUM_RANGE, use NetAddress to specify the range of 
the routing table to enumerate. For example, if a client sets NetAddress to 10/8, next 
hops in the range 10.0.0.0/8 to 10.255.255.255/32 are returned. 


When the enumeration handle is no longer required, release it by calling 
RtmDeleteEnumHandle. 


Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmReleaseNextHops 


RtmCreateRouteEnum 


The RtmCreateRouteEnum function creates an enumeration of the routes for a 
particular destination or range of destinations in the routing table. A client can enumerate 
routes for one or more views, or for all views. 


Parameters 
—RtmRegHandle 
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[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


DestHandle 


[in] Handle to the destination for which to enumerate routes. This parameter is 
optional, and can be set to NULL; specifying NULL enumerates all routes for all 
destinations. Specify NULL if Enumriags ¢ contains RTM_ENUM_START. 


TargetViews 


[in] Specifies the set of views to use when creating the enumeration. The following 


flags are used. 
Constant 


~ RTM_VIEW_MASK_ANY 


~ RTM_VIEW_MASK_UCAST 
RTM_VIEW_MASK_MCAST 


babes Mg 


Description 

Return destinations from all views. This is the 
default value. 

Return destinations from the unicast view. 
Return destinations from the multicast view. 


[in] Specifies which routes to include in the enumeration. Two sets of flags are used, 
use one flag from each set (such as RTM_ENUM_ALL_ROUTES and 


RTM_ENUM_START). 
Constant 


RTM_ENUM_ALL_ROUTES 
RTM_ENUM_OWN_ROUTES 


Constant 


RTM_ENUM_NEXT 


RTM_ENUM_RANGE 


AMEN UM_START 


StartDest 


Description 


Return all routes. | 
Return only those routes that the client owns. 


Description 


Enumerate routes starting at the specified 
address/mask length (such as 10/8). The 
enumeration continues to the end of the 
routing table. 


Enumerate routes in the specified range 
specified by the address/mask length 
(such as 10/8). 


Enumerate routes starting at 0/0. Specify 
NULL for NetAddress. 


[in] Pointer to an 1RTM_ NET_ADDRESS structure that contains the starting address of 
the enumeration. This parameter is ignored if EnumFlags contains 


RTM_ENUM_ START. 
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MatchingFlags 
[in] Specifies the elements of the route to match. Only routes that match the criteria 
specified in CriteriaRoute and Criterialnterface are returned, unless otherwise noted. 
The following flags are used. 


Constant Description 

RTM_MATCH_FULL Match routes with all criteria. 

RTM_MATCH_INTERFACE Match routes that are on the same interface. 
The client can specify NULL for CriteriaRouite. 

RTM_MATCH_NEIGHBOUR Match routes with the same neighbor. 

RTM_MATCH_NEXTHOP Match routes that have the same next hop. 

RTM_MATCH_NONE Match none of the criteria; all routes for the 


destination are returned. The CriteriaRoute 
parameter is ignored if this flag is set. 


RTM MATCH OWNER Match routes with same owner. 
RTM_MATCH_PREF Match routes that have the same preference. 
CriteriaRoute 


[in] Specifies which routes to enumerate. This parameter is apionel and can be set to 
NULL if MatchingFlags contains RTM_MATCH_INTERFACE or 
RTM_MATCH_NONE. | 

Criterialnterface 
[in] Pointer to a ULONG that specifies on which interfaces routes should be located. 
This parameter is ignored unless MaichingFlags contains 
RTM_MATCH_INTERFACE. 

RtmEnumHandle - 
[out] On input, RtmEnumHandle is a pointer to NULL. On output, RimEnumHandle 
receives a pointer to a handle to the enumeration. Use this handle in all subsequent 
calls to RtmGetEnumRoutes, RtmReleaseRoutes, and RtmDeleteEnumHandle. 


Return Values 


If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value ? Meaning 

ERROR_INVALID_ PARAMETER A parameter contains incorrect information. 

ERROR_NOT_ENOUGH_MEMORY __ There is not enough memory to complete this 
| operation. 

ERROR_NOT_SUPPORTED One or more of the specified views is not 


supported. 
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Remarks 


If EnumFlags contains RTM_ENUM_RANGE, use NetAddress to specify the range of 
the routing table to enumerate. For example, if a client sets NetAddress to 10/8, 
destinations in the range 10.0.0.0/8 to 10.255.255.255/32 are returned. 


When the enumeration handle is no longer required, release it by calling 
RtmDeleteEnumHandle. 


For sample code using this function, see Enumerate All Routes. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM NET ADDRESS, RTM ROUTE_INFO, RtmDeleteEnumHandle, 
RtmGetEnumRoutes, RtmReleaseRoutes 


RtmCreateRouteList 


The RtmCreateRouteList function creates a list in which the caller can keep a copy of 
the routes it owns. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteListHandle 


[out] On input, RouteListHandle is a pointer to NULL. On output, RouteListHandle 
receives a pointer to a handle to the new route list. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value Meaning | 


ERROR_NOT_ENOUGH_MEMORY __ There is not enough memory to complete this 


operation. 


Remarks 


For sample code using this function, see Use a Client-Specific Route List. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmDeleteRouteList, RtminsertinRouteList 


-RtmCreateRouteListEnum 


The RtmCreateRouteListEnum function creates an enumeration of routes on the 
| specified route list. 


Parameters 
RimRegHandle 


[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
RouteListHandle 


[in] Handle to the route list to enumerate obtained from a previous call to 
RtmCreateRouteList. 


RtmEnumHandle 


[out] On input, RtmEnumHandle is a pointer to NULL. On output, RitmEnumHandle 


receives a pointer to a handle to the enumeration. Use this handle in all subsequent 
calls to functions that enumerate the list of routes. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value Meaning 

ERROR_NOT_ENOUGH_MEMORY There is not enough memory to complete this 
| operation. 

Remarks 


When the enumeration handle is no longer required, release it by calling : 
RtmDeleteEnumHandle. 


For sample code using this function, see Use a Client-Specific Route List. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | | “ 
Library: Use Rtm.lib. 


RtmDeleteEnumHandle, RtmGetListEnumRoutes 


RtmDeleteEnumHandle 


The RtmDeleteEnumHandle function deletes the specified enumeration handle and 
frees all resources allocated for the enumeration. 


Parameters 


RtmRegHandle | on 
in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EnumHandle | 
[in] Handle to be released. Any resources associated with the handle are also freed. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 
Value — | Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 
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Windows 2000. 
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Windows NT/2000 


Rtmv2.h. 


in 


Declared 
Use Rtm.| 


Header 


Library 


RtmCreateDestEnum, RtmCreateNextHopEnum, RtmCreateRouteEnum, 


RtmCreateRouteListEnum, RtmGetEnumDests, RtmGetEnumNextHops, 


RtmGetEnumRoutes, RtmReleaseDests, RtmReleaseNextHops, 


RtmReleaseRoutes 


RtmDeleteNextHop 


The RtmDeleteNextHop function deletes a next hop from the next-hop list. 


Parameters 


RimRegHandle 


ity. 


terEnt 


IS 


llto RtmReg 


lOuS Ca 


ined from a prev 


t obta 


len 


in] Handle to the cli 


NextHopHandle 


[in] Handle to the next hop to delete. This parameter is optional and can be set to 


if itis NULL, the values in NextHopinfo are used to identify the next hop to 


NULL 


delete. 
NextHopInfo 


ing 
NULL, the handle 


identify 


ion | 


[in] Pointer to a structure that contains informat 


the next hop to delete. 


In 


IS 


if 


NextHopHandle is used to identify the next hop to delete. 


This parameter is optional and can be set to NULL 


Return Values 


the return value is NO_ERROR. 


If the function succeeds, 


If the function fails, the return value is one of the following error codes. 
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Value _ Meaning | 

ERROR_ACCESS_DENIED | | The calling client does not own this next hop. 

ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 
| operation. 

ERROR_NOT_FOUND The specified next hop was not found. 

Remarks 


If a client specifies a NextHopHandle, the client should not subsequently release the 
handle using RtmReleaseNextHops. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
_ Library: Use Rtm.lib. 


RTM _NEXTHOP_INFO, RtmAddNextHop, oe ener 
RtmGetNextHopPointer 


RtmDeleteRouteList 


The RtmDeleteRouteList function removes all routes from a client-specific route list, 
then frees any resources allocated to the list. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteListHandle 
[in] Handle to the route list to delete. 


Return Values 
If the function succeeds, the return value i is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value _ Meaning 


ERROR_INVALID_HANDLE _ The handle is invalid. 


emarks 
This function also releases the handle to the route list. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateRouteList, RtminsertinRouteList 


RtmDeleteRouteT oDest 


The RtmDeleteRouteToDest function deletes a route from the routing table and 


updates the best-route information for the corresponding destination, if the best route 
changed. If the best route changes, a change notification is generated. 


Parameters 


RimRegHandle os 7 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle 
[in] Handle to the route to delete. 


ChangeFlags 


[out] On input, ChangeFlags is a pointer to RTM_ROUTE_CHANGE_FLAGS. On 


output, ChangeFlags receives RTM_ROUTE_CHANGE_BEST if the best route was 
changed. 


Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value | Meaning 

ERROR_ACCESS_DENIED The calling client does not own this route. 
ERROR_INVALID_HANDLE The handle is invalid. 
ERROR_NOT_FOUND The specified route was not found. 
Remarks 


The RouteHandle should not subsequently be released by a client if the client has 
already called RtmDeleteRouteToDest using that handle. The RimDeleteRouteToVest 
function deletes the route and releases the handle. 


- Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmAddRouteToDest, RtmGetRoutePointer, RtmHoldDestination, RimiockRoute. 
RimUpdateAndUnlockRoute ~ 


RtmDeregisterEntity 
The RtmDeregisterEntity function unregisters a client from a routing table manager 
instance and address family. 


Parameters 


~RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value i is one of the following error Pogdes. 


Value oe _ Meaning | 


ERROR_INVALID_HANDLE — Thehandleis invalid. 
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Remarks 


Before calling this function, the client must ensure that all locks, handles, and information 
structures are released with the appropriate functions. 


When the client calls RtmDeregisterEntity, the handle that was returned by a previous 
call to RtmRegisterEntity is released. The client must not call any RTMv2 functions 
after releasing this handle. 


If the client does call any functions that access the routing table manager after the client 
has unregistered, the client’s process may be terminated. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmRegisterEntity 


_RtmDeregisterFromChangeNotification 


The RtmDeregisterFromChangeNotification function unregisters a client from change 
notification and frees all resources allocated to the notification. 


Parameters 


RimRegHandle 
[in] Handle to the client obtained from a previous call to 
RtmRegisterForChangeNotification. 


NotifyHandle 
[in] Handle to the change notification to unregister, obtained from a plevioue call to 
RtmRegisterForChangeNotification. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 
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Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmMarkDestForChangeNotification, RtmRegisterForChangeNotification, 
RtmReleaseChangedDests 


RimFindNextHop 


The RtmFindNextHop function finds a specific next hop in a client's next-hop list. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
NextHopInfo 
[in] Pointer to an RTM_NEXTHOP_INFO structure that contains information 
identifying the next hop to find. Use the NextHopAddress and Interfacelndex 
members to identify the next hop to find. 
NextHopHandle 


[out] If a handle must be returned: On input, NextHopPointer is a pointer to NULL. On 
output, if the client owns the next hop, NextHopPointer receives a pointer to the next- 
hop handle; otherwise, NextHopPointer remains unchanged. 


If a handle does not need to be returned: On input, NextHopPointer is NULL. 


NextHopPointer 


[out] If a pointer must be returned: On input, NextHopPointer is a pointer to NULL. On 
output, if the client owns the next hop, NextHopPointer receives a pointer to the next- 
hop; otherwise, NextHopPointer remains unchanged. 


lf a pointer does not need to be returned: On input, NextHopPointer is NULL. 
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Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value _ Meaning 

ERROR_ACCESS_DENIED The calling client does not own this next hop. 
ERROR_NOT_FOUND The specified next hop was not found. 
Remarks 


The NextHopPointer is valid as long as the client has not released NextHopHandle. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_NEXTHOP_INFO, RtmAddNextHop, RtmDeleteNextHop, 
RtmGetNextHopPointer, RtmLockNextHop 


RtmGetChangedDests 


The RtmGetChangedDests function returns a set of destinations with changed 
information. 


Parameters 


RtmRegHandle | 
in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NotifyHandle | 
[in] Handle to a change notification obtained from a previous call to 


RtmRegisterForChangeNotification. 
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NumDests 
[in, out] On input, NumDests is a pointer to a UINT value specifying the maximum 
number of destinations that can be received by ChangedDests. On output, NumDests 
receives the actual number of destinations received by ChangeaDests. 
ChangedDesis 
[out] On input, ChangedDests is a pointer to an array of RTM_DEST_INFO structures. 
On output, ChangedDesis is filled with the changed destination information. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Meaning | 
ERROR_INVALID_PARAMETER A parameter contains incorrect information. 
ERROR_NO_MORE_ITEMS No more changed destinations to retrieve. 
Remarks 


A client is notified of changes by an RTM_EVENT_CALLBACK. The 
RTM_EVENT_CALLBACK is only used to notify the client, not deliver the changes. 
After a change notification is received, the client must call imGetChangedDests 
repeatedly to retrieve all the changes. | 


lf two or more changes to the same destination have occurred since the Adlification, only © 
the latest change i is returned. 


When a client no longer needs the handles in ChangedDests, the client must use 
RtmReleaseChangedDests to release the handles. . 


_ For sample code using this function, see Use the Event Notification Callback. 


_ Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_EVENT_CALLBACK, RTM_DEST_INFO, RtmGetChangeStatus, 
RtmlignoreChangedDests, RtmisMarkedForChangeNotification, 
RtmMarkDestForChangeNotification, RtmReleaseChangedDests | 
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-RtmGetChangeStatus 


The RtmGetChangeStatus function checks whether there are pending changes that 
have not been retrieved with RtmGetChangedDests. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NotifyHandle 
[in] Handle to a change notification. 


DestHandle 
[in] Handle to the destination for which to return change status. 


ChangeStatus 
[out] On input, ChangeStatus is a pointer to a BOOL value. On output, ChangeStatus 
receives either TRUE or FALSE to indicate if the destination specified by DestHandle 
has a change notification pending. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_INVALID_ HANDLE The handle is invalid. 
Remarks 


This function can be used to make portions of the client code more efficient. For 
example, a client may postpone some operation if there are changes that the client has 
not yet processed. 


This function can also be used to monitor change notification in another thread. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 
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RTM_EVENT_CALLBACK, RtmGetChangedDests, RtmignoreChangedDests, 
RtmisMarkedForChangeNotification, RtmMarkDestForChangeNotification, 
RtmReleaseChangedDests 


RtmGetDestinfo 


Parameters | 
_ RtmRegHandle | | 

[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 

DestHandle | 
[in] Handle to the destination for which to return information. 

Protocolld | 
[in] Specifies the protocol identifier. Tne ProtocollD is not part of the search criteria. 
The routing table manager uses this identifier to determine which route information to 
return (for example, if a client specifies the RIP protocol identifier, the best RIP route 
is returned, even if a non-RIP route is the best route to the destination). 
Specify RTM_BEST_PROTOCOL to return a route regardless of which protocol owns 
it. Specify RTM_THIS_PROTOCOL to return the best route for the calling protocol. 

TargetViews 
[in] Specifies the views from which to return information. If the client specifies : 
RTM_VIEW_MASK_ANY, destination information is returned from all views; however, 
no view-specific information is returned. 

DesiInfo 
[out] On input, Destinfo is a pointer to an RTM_DEST_INFO structure. On output, 
Destinfo is filled with the requested destination information. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value © Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Remarks 

The Destinfo structure is a variable-sized structure. If the client specifies more than one 
view with TargetViews, the size of Destinfo increases for each view. Use the © 
RTM_SIZE_OF_DEST_INFO macro to determine how large a Dest/nfo structure to 
allocate before calling this function. Use the value specified for TargetViews as a 
parameter to RTM_SIZE_OF_DEST_INFO. 


Use RtmReleaseDestinfo to release the Destinfo buffer. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_DEST_INFO, RtmReleaseDestInfo 


RtmGetEntitylinfo 


The RtmGetEntityInfo function returns information about a previously registered client. 


Parameters 
RimRegHandle 

[in] Handle to the client obtained froin a previous call to RtmRegisterEntity. 
EntityHandle 

[in] Handle to the client for which to return information. 


EntityInfo 
[out] On input, Entityinfo is a pointer to an RTM_ ENTITY. INFO structure. On output, 
EntityInfo is filled with the requested information. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | 
Library: Use Rtm.lib. 


RTM_ENTITY_INFO, RtmReleaseEntityInfo 


RtmGetEntityMethods 


The RtmGetEntityMethods function queries the specified client to determine which 
methods are available for another client to invoke. 7 a 


Parameters 


RimRegHandle 
in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EntityHandle 
in] Handle to the client for which to obtain methods. 


NumMethods | ee 
in, out] On input, NumMethods specifies a valid pointer to a-UINT value. Specify zero 
to return the number of methods available to be exported. On output, NumMethods 
receives the number of methods exported by the client. 

ExptMethods 


[out] Receives a pointer to an RTM_ ENTITY_ EXPORT_METHOD structure 
containing the set of method identifiers requested by the calling client. 


Return Values 3 | | 
If the function succeeds, the return value is NO_ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INSUFFICIENT_BUFFER The buffer supplied is not large enough to hold 
all the requested information. 


Remarks 


Do not call the another client’s method directly, always use RtminvokeMethod. The 
routing table manager performs error checking when using RtmInvokeMethod to ensure 
that the client is not unregistering or already unregistered. 


If ERROR_INSUFFICIENT_BUFFER is returned, there may be some data in 
ExptMethods, NumMethods specifies how many methods actually fit in the buffer. 


When the entity handle is no longer required, release it by calling RtmReleaseEntities. 


For sample code using this function, see Obtain and Call the Exported Methods for a 
Client. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmBlockMethods, RtminvokeMethod 


RtmGetEnumDests 


The RtmGetEnumDests function retrieves the next set of destinations in the specified 
enumeration. 


Parameters 


RitmRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
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EnumHandle 
[in] Handle to the destination enumeration. 


NumDests 
[in, out] On input, NumDests is a pointer to a UINT value specifying the maximum 
number of destinations that can be received by Destinfos. On output, NumDests 
receives the actual number of destinations received by Destinfos. 

DestIntos 
[out] On input, Destinfo is a pointer to an ) RTM _DEST_INFO structure. On output, 
Destinfo receives an array of handles to destinations. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value : | Meaning 
ERROR_INVALID_PARAMETER The value pointed to by NumRoutes is larger 


than the maximum number of routes a client is 
allowed to retrieve with one call. Check. 
RTM_REGN_PROFILE for the maximum 
number of destinations that the client is allowed 
to retrieve with one call. | 


| ERROR_NO_MORE_ITEMS | There are no more destinations to enumerate. 


Remarks 

The Destinfo structure is a variable-sized structure. If the client specifies more than one 
view with TargetViews, the size of Destinfo increases for each view. Use the _ 
RTM_SIZE_OF_DEST_INFO macro to determine how large a Destinfo structure to 
allocate before calling this function. Use the value specified for TargetViews as a 
parameter to RTM_SIZE_OF_DEST_INFO. 


When the destinations are no longer required, release them by calling 
RtmReleaseDests. 


For sample code using this function, see Enumerate All Destinations. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_DEST_INFO, RtmCreateDestEnum, RtmDeleteEnumHandle, 
Rtm ReleaseDests 
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RtmGetEnumNextHops 


The RtmGetEnumNextHops function retrieves the next set of next hops in the specified 
enumeration. | 


Parameters 
RimRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EnumHandle | 
[in] Handle to the next-hop enumeration. 


NumNextHops 
[in, out] On input, NumNextHops is a sinter to a UINT value specifying the maximum 
number of next hops that can be received by NextHopHandles. On output, 
NumNextHops receives the actual number of next hops received by NextHopHanales. 


NextHopHandles 
[out] On input, NextHopHandles pointers to an RTM_NEXTHOP_INFO structure. On 
output, NextHopHandles receives an array of handles to next hops. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_PARAMETER ~ The value pointed to by NumRoutes is larger 
than the maximum number of routes a client is 
allowed to retrieve with one call. Check 
RTM_REGN_PROFILE for the maximum 
number of next hops that the client is allowed to 
retrieve with one call. 


ERROR_NO_MORE_ITEMS There are no more next hops to enumerate. 


Remarks 


When the next hops are no longer required, release them by calling 
RtmReleaseNextHops. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateNextHopEnum, RtmDeleteEnumHandle, RtmReleaseNextHops 


RtmGetEnumRoutes 


The RtmGetEnumRoutes function retrieves the next set of routes in the specified 
enumeration. 


7 Parameters — 


RimRegHandle 
in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EnumHandle 
[in] Handle to the route enumeration. 


NumRoutes | 
[in, out] On input, NumRoutes is a pointer to a UINT value specifying the maximum 
number of routes that can be received by RouteHandles. On output, NumRoutes 
receives the actual number of routes received by RouteHandles. 


RouteHandles 


[out] On input, RouteHandles i is a pointer to an RTM_ROUTE_ INFO structure. On 
output, RouteHandles receives an array of handles to routes. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value Meaning 
ERROR_INVALID_PARAMETER The value pointed to by NumAoutes is larger 


than the maximum number of routes a client is 
allowed to retrieve with one call. Check 
RTM_REGN_PROFILE for the maximum 
number of routes that the client is allowed to 
retrieve with one call. 


ERROR_NO_MORE_ITEMS There are no more routes to enumerate. 
ERROR_NOT_ENOUGH_MEMORY _ There is not enough memory to complete this 

operation. | 
Remarks 


When the routes are no longer required, release them by calling RtmReleaseRoutes. 


For sample code using this function, see Enumerate All Routes. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateRouteEnum, RtmDeleteEnumHandle, RtmReleaseRoutes 


RtmGetExactMatchDestination 


The RtmGetExactMatchDestination function searches the routing table for a 
destination that exactly matches the specified network address and subnet mask. If an 
exact match is found, the information for that destination is returned. 


Parameters 


RimRegHandle | 
{in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
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DestAddress 
[in] Pointer to the destination network address. 


Protocolld 
[in] Specifies the protocol identifier. The ProtocollD is not part of the search criteria. 
The routing table manager uses this identifier to determine which destination and 
route information to return (for example, if a client specifies the RIP protocol identifier, 
the best RIP route is returned, even if a non-RIP route is the best route to the 
destination). 
Specify RTM_BEST_PROTOCOL to return a route regardless of which protocol owns 
it. Specify RTM_THIS_PROTOCOL to return the best route for the calling protocol. 


TargetViews 
[in] Specifies the views to return information from. If the client specifies 
RTM_VIEW_MASK_ANY, destination information is returned from all views; however, 
no view-specific information is returned. | 

Destinfo 
[out] On input, Destinfo is a pointer to an RTM_DEST_INFO structure. On output, 
Destinfo is filled with the requested destination information. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value = 3 Meaning 


ERROR_NOT_FOUND The specified destination was not found. 


Remarks 


The Destinfo structure is a variable-sized structure. If the client specifies more than one 

view with TargetViews, the size of Destinfo increases for each view. Use the 

RTM_SIZE_OF_DEST_INFO macro to determine how large a Destinfo structure to 

allocate before calling this function. Use the value specified for TargetViews as a 
parameter to RTM_SIZE_OF_DEST_INFO. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. ea 
Library: Use Rtm.lib. 


RTM_DEST_INFO, RTM_NET_ADDRESS, RtmGetExactMatchRoute, 
RtmGetLessSpecificDestination, RtmGetMostSpecificDestination, RtmlsBestRoute 
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RtmGetExactMatchRoute 


The RtmGetExactMatchRoute function searches the routing table for a route that 
exactly matches the specified route (indicated by a network address, subnet mask, and 
other route-matching criteria). If an exact match is found, the route information is 
returned. 


Parameters — 
RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
DestAddress 
[in] Pointer to the destination network address. 
MatchingFlags 
[in] Specifies the criteria to use when searching for the route. The following flags are 
used. 
Constant Description 
RTM_MATCH_FULL Match routes with all criteria. 
RTM_MATCH_INTERFACE Match routes that are on the same interface. 
RTM_MATCH_NEIGHBOUR Match routes with the same neighbor. 
RTM_MATCH_NEXTHOP Match routes that have the same next hop. 
RTM_MATCH_NONE Match none of the criteria; all routes for the 
destination are returned. | 
RTM_MATCH_OWNER - Match routes with the same owner. 
RTM_MATCH_PREF Match routes that have the same preference. 
Routelnfo 


[in, out] On input, Routelnfo is a pointer an RTM_ROUTE_INFO structure containing 
the criteria that specifies the route to find. On output, Route/nfo receives the route 
information for the route that matched the criteria. 
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Interfacelndex | 
[in] lf RTM_MATCH_INTERFACE is specified in MatchingFlags, Interfacelndex 
specifies the interface on which the route should be present (that is, the route has a 
next hop on that pene) 


TargetViews 
[in] Specifies the views from which to return information. If the client specifies 
RTM_VIEW_MASK_ANY, destination information is returned from all views; however, 
no view-specific information is returned. 


RouteHandle 
[out] If a handle must be returned: On input, RouteHandle is a pointer to NULL. On 
output, RouteHandle receives a poue to the route handle; otherwise, pouignalgs 
remains unchanged. 


lf a handle does not need to be returned: On input, RouteHandle | is NULL. 


Return Values | | 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_NOT_FOUND- The specified route was not found. 


Remarks 


Consider using RtmGetExactMatchDestination if you have no route- -matching criteria _ 
specified in the MaichingFlags parameter. 


The following members of the RTM_ROUTE_INFO structure that is perc in the 
Routel/nfo parameter are used to match a route: 

e Neighbour 

e NextHopsList 

e Prefinfo 

e RouteOwner 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmve2.h. | 
Library: Use Rtm.lib. 


RTM_NET_ADDRESS, RTM_ROUTE_INFO, RtmGetExactMatchDestination, _ | 
RtmGetLessSpecificDestination, RtmGetMostSpecificDestination, RtmlsBestRoute © 
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RitmGetLessSpecificDestination 


The RtmGetLessSpecificDestination function searches the routing table for a 
destination with the next-best-match (longest) prefix, given a destination prefix. The 
requested destination information is returned. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


DestHandle | 
[in] Handle to the destination. 


Protocolld 
[in] Specifies the protocol identifier. The Protocol/D is not part of the search criteria. 
The routing table manager uses this identifier to determine which route information to 
return (for example, if a client specifies the RIP protocol identifier, the best RIP route 
is returned, even if a non-RIP route is the best route to the destination). 


Specify RTM_BEST_PROTOCOL to return a route regardless of which protocol owns 
it. Specify RTM_THIS_ PROTOCOL to return the best route for the calling protocol. 
TargetViews 
[in] Specifies the views from which to return information. If the client specifies 
RTM_VIEW_MASK_ANY, destination information is returned from all views; however, 
no view-specific information is returned. 
Destintfo 
[out] On input, Destinfo is a ne to an RTM_DEST_INFO structure. On output, 
Destinfo is filled with the requested destination information. 


Return Values 


If the function succeeds, the return value is NOLERROR. ~ 
If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_PARAMETER © A parameter contains incorrect information. 
ERROR_NOT_FOUND The next best destination cannot be found. 
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Remarks 


The Destinfo parameter is a variable-sized RTM_DEST_INFO structure. If the client 
specifies more than one view using TargetViews, the size of Destinfo increases for each 
view. Use the RTM_SIZE_OF_DEST_INFO macro to determine how much memory to 
allocate for the Destinfo structure before calling this function. Use the value specified for 
TargetViews as a parameter to RTM_SIZE_OF_DEST_INFO. 


The RtmGetLessSpecificDestination function is used after a call to 
RtmGetMostSpecificDestination to return the next-best match for a destination. This 
call is also used after a prior call to RtmGetLessSpecificDestination to return the next 
successive less-specific match. Clients can use this function to “walk up” the prefix tree 
for a destination. 


The RtmGetLessSpecificDestination function returns matches until it reaches the 
default route, if it exists. Once the default route is found, 
RtmGetLessSpecificDestination returns ERROR_NOT_FOUND. 


One common use for the RtmGetLessSpecificDestination and 
RtmGetMostSpecificDestination functions, is to retrieve each of the matching 
destinations. 


For sample code using this function, see Search for Routes Using 
RtmGetMostSpecificDestination and RtmGetLessSpecificDestination. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM DEST INFO, RtmGetExactMatch Destination, RtmGetExactMatch Route, 
RtmGetMostSpecificDestination, RtmisBestRoute 


RtmGetListEnumRoutes 


The RtmGetListEnumRoutes function enumerates a set of routes in a specified 
route list. 
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Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EnumHandle 
[in] Handle to the route list to enumerate. 


NumRoutes | 
[in, out] On input, NumARoutes is a pointer to a UINT value that specifies the maximum 
number of routes that can be received by RouteHandles. On output, NumRoutes 
receives the actual number of routes received by RouteHandles. 


RouteHandles 
[out] On input, Destinfo is a pointer to an array of RTM_DEST_INFO structures. On 
output, Destinfo is filled with the requested destination information. 


Return Values 
lf the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 


ERROR_INVALID_PARAMETER | The value pointed to by NumRoutes is larger than the 
maximum number of routes a client is allowed to retrieve 
with one call. Check RTM_REGN_PROFILE for the 
maximum number of routes that the client is allowed to 
retrieve with one call. 


Remarks 
Call this function repeatedly to retrieve all routes. 


There are no more routes to enumerate when the routing table manager returns zero in 
NumRoutes. 


For sample code using this function, see Use a Client-Specific Route List. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateRouteListEnum, RtmDeleteEnumHandle 
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RtmGetMostSpecificDestination 


The RtmGetMostSpecificDestination function searches the routing table for a 
destination with the exact match for a specified network address and subnet mask; if the 
exact match is not found, the best Prins! is matched. The destination information is 
returned. 


Parameters 
RtmRegHandle 
[in] Handle to the client obtained from a previous call to RimRegisterEntity. 
- DestAddress eg ee | 
[in] Pointer to the destination network address. ee 


~ Protocolld : 7 7 | 
_ [in] Specifies the protocol identifier. The ProtocollD i is not part st the search criteria. 
The routing table manager uses this identifier to determine which route information to 
return (for example, if a client specifies the RIP protocol identifier, the best RIP route: 
is returned, even if a non-RIP route is the best route to the destination). 


Specify RTM_BEST_PROTOCOL to return a route regardless of which protocol owns 
it. Specify RTM_THIS_PROTOCOL to return the best route for the came protocol. 


TargetViews 
[in] Specifies the views from which to return information. If the client Specifies 
RTM_VIEW_MASK_ANY, destination information is returned from all views; however, 
no view-specific information is returned. 


| Destinfo 
[out] On input, Destinfo is a A pointer to an RTM_DEST_INFO structure. On output 
Destinto | is filled with the requested destination information. 


Return Values | | 
If the function succeeds, the return value is NO__ ERROR. : 


If the function fails, the return value is one of the following error codes. | 
Value a +? Meaning | 


| ERROR_INVALID_HANDLE | ~The handle was invalid. | 
EERROR_NOT_FOUND- The specified destination was not found. 
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Remarks 


The Destinfo structure is a variable-sized structure. If the client specifies more than one 
view with TargetViews, the size of Destinfo increases for each view. Use the 
RTM_SIZE_OF_DEST_INFO macro to determine how much memory to allocate for the 
Destinfo structure before calling this function. Use the value specified for TargetViews as 
a parameter to RTM_SIZE_OF_DEST_INFO. 


For sample code using this function, see Search for Routes Using 
RtmGetMostSpecificDestination and RtmGetLessSpecificDestination. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_DEST_INFO, RTM_NET_ADDRESS, RtmGetExactMatchDestination, 
RtmGetExactMatchRoute, RtmGetLessSpecificDestination, RtmisBestRoute 


RtmGetNextHoplinfo 


The RtmGetNextHopInfo function returns information about the specified next hop. 


Parameters 
RtmRegHandle 

[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
NextHopHandle 

[in] Handle to the next hop. 


NextHopInfo , 
[out] On input, NextHop/nfo a pointer to an RTM_NEXTHOP_INFO structure. On 
output, NextHopInfo is filled with the requested next-hop information. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 
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Value Meaning 
ERROR_INVALID_ HANDLE The handle is invalid. 
Remarks 

When the next hop handle is no longer required, release it by calling 
RtmDeleteNextHop. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_NEXTHOP_INFO, RtmReleaseNextHopInfo 


RtmGetNextHopPointer 


The RtmGetNextHopPointer function obtains a direct pointer to the specified next hop. 
The pointer allows the next-hop owner direct read access to the routing table manager's 
RTM_NEXTHOP_INFO structure. 


Parameters : | 


RimRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NextHopHandle 
[in] Handle to the next hop. 


NextHopPointer , 
[out] If the client is the owner of the next hop, NextHopPointer receives a pointer to 
the next hop. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value _ Meaning | 
ERROR_ACCESS_DENIED The calling client does not own this next hop. 
ERROR_INVALID_HANDLE The handle is invalid. 

Remarks 


Clients should only use this pointer for read-only access. 


‘When the next hop handle is no longer required, release it by calling 
RtmReleaseNextHopinfo. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RTM_NEXTHOP_INFO, RtmAddNextHop, RtmDeleteNextHop, RtmFindNextHop, 
RtmLockNextHop 


RtmGetOpaquelnformationPointer 


The RtmGetOpaqueinformationPointer function returns a pointer to the opaque 
information field in a destination that is reserved for this client. The pointer enables the 
client to store client-specific information with the destination in the routing table. 


Parameters 


RimRegHandle 
[in] Handle to the client epee from a previous Call to RtmRegisterEntity 
DestHandle 
[in] Handle to the destination. 
OpaquelnfoPointer | 
[out] On input, OpaquelnfoPointer is a pointer to NULL. On output, OpaquelnfoPointer 
receives a pointer to the opaque information pointer. If a client has not reserved an 
opaque pointer during registration, this parameter remains unchanged. | 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | _ Meaning 

ERROR_INVALID_ HANDLE ~ The handle is invalid. 

ERROR_NOT_FOUND No opaque pointer was reserved by the client. 
Remarks 


For sample code using this function, see Access the Opaque Pointers in a Destination. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


> RtmLockDestination 


RtmGetRegisteredEntities 


The RtmGetRegisteredEntities function returns information about all clients that have 
registered with the specified instance of the routing table manager and specified address 
family. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RimRegisterEntity. 


NumEntities 
[in, out] On input, NumEntities is a pointer to a UINT value: which specifies the 
maximum number of clients that can be received by Entityinfos. On output, 
NumEntities receives the actual number of clients received by Entity/nfos. 
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EntityHandles 
[out] If handles must be returned: On input, EntityHandles is a pointer to NULL. On 
output, EntityHandles receives a pointer to an array of entity handle; otherwise, 
EntityHandles remains unchanged. 


lf handles do not need to be returned: On input, EntityHandles is NULL. 


EntityInfos | 
[out] If a pointer must be returned: On input, Entityinfos is a pointer to NULL. On 
output, Entityinfos receives a pointer to an array of RTM_ENTITY_INFO structures; 
otherwise, Entityinfos remains unchanged. 


If a pointer does not need to be returned: On input, Entityinfos is NULL. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | Meaning 


ERROR_INSUFFICIENT_ BUFFER The buffer supplied is not large enough to hold 
all the requested information. 


Remarks 


If ERROR_INSUFFICIENT_BUFFER is returned, there may be some data in 
EntityHandles. The NumEntities parameter specifies how many entities were actually 
returned. 


The RtmGetRegisteredEntities function can be used by routing protocols to verify 
which other protocols are running for that address family and routing table manager 
instance. Based on the information returned, a client can then perform protocol-specific 
processing. 


The RTMv2 API supports only one instance of the routing table manager. 
When the entities are no longer required, release them by calling RtmReleaseEntities. 


For sample code using this function, see Enumerate the Registered Entities. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RT 1 ENTITY. INFO, RtmReleaseEntities | 
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RtmGetRoutelnfo 


The RtmGetRoutelnfo function returns information for the specified route. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle 
[in] Handle to the route to find. 


Routelnfo | 
[out] If a pointer must be returned: On input, Routelnfo is a pointer to NULL. On 
output, Routelnfo receives a pointer to the route; otherwise, Route/nfo remains 
unchanged. 


lf a pointer does not need to be returned: On input, Route/nfo is NULL. 


-DestAddress | 
[out] If a pointer must be returned: On input, DestAddress is a pointer to NULL. On 
output, DestAddress receives a pointer to the destinations RTM_NET_ADDRESS 
structure; otherwise, DestAddress remains unchanged. 


If a pointer does not need to be returned: On input, DestAddress is NULL. | 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


When the routes are no longer required, release them by calling RtmReleaseRoutelnfo. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. ? 
Library: Use Rtm.lib. - 
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RTM_NET_ADDRESS, RTM_ROUTE_INFO, RtmReleaseRoutelnfo 


RtmGetRoutePointer 


The RtmGetRoutePointer function obtains a direct pointer to a route that allows the 
owner of the route read access. | 


arameters 


RimRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle 
[in] Handle to the route. | 


_ RoutePointer 


[in] On input, RoutePointer is a pointer to NULL. On output, RoutePointer receives a 
pointer to the route. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. — 


Value Meaning 
ERROR_ACCESS_DENIED ~The calling client does not own this route. 
| ERROR_INVALID_HANDLE The handle is invalid. 
~ Remarks 


The pointer that was returned points to the public part of the route. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
‘Library: Use Rtm.lib. | | 
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RTM_ROUTE_INFO, RtmAddRouteToDest, RtmDeleteRouteToDest, 
RtmHoldDestination, RtmLockRoute, RtmUpdateAndUnlockRoute 


RtmHoldDestination 


The RtmHoldDestination function marks a destination to be put in the hold-down state 
for a certain amount of time. A hold down only happens if the last route for the 
destination in any view is deleted. 


Routing protocols that use hold-down states continue to advertise the last route until the 
hold-down expires, even if newer routes arrive in the meantime. The route is advertised 
as a deleted route. The newer routes are, however, used by the routing protocols for 
forwarding purposes. New routes are advertised when the hold down expires. 


Parameters 


RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


DestHandle 
~ [in] Handle to the destination to mark for holding. 


TargetViews 
[in] Specifies the views in which to hold the destination. 


HoldTime 
[in] Specifies how long, in milliseconds, to hold the destination. 


ReturnValues 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value | oo Meaning 


ERROR_INVALID_PARAMETER _ The hold time specified was zero. 
ERROR_INVALID_HANDLE — —_ The handle is invalid. 
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Remarks 


All routes in a hold-down state are held for all views for a single, maximum hold-down 
time, regardless of the HoldTime specified. 


For sample code using this function, see Use the Route Hold-Down Siate. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmAddRouteToDest, RtmDeleteRouteToDest, RtmLockRoute, : 
RtmUpdateAndUnlockRoute 


RtmignoreChangedDests 


The RtmignoreChangedDests function skips the next change for each destination if it 
has already occurred. This function can be used after RtmGetChangeStatus to prevent 
the routing table manager returning this change in response to a call to 
RtmGetChangedDests. 


Parameters 
RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
NotifyHandle | 
[in] Handle to a change notification. 
NumDests | 
[in] Specifies the number of destinations in ChangedDests. 


ChangeaDests | 
[in] Pointer to an array of RTM_DEST_HANDLE handles indicating the destinations 
for which to ignore any pending changes. 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


When the destinations are no longer required, release them by calling 
RtmReleaseChangedDests. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmGetChangedDests, RtmGetChangeStatus, 


RtmisMarkedForChangeNotification, RtmMarkDestForChangeNotification, 
RtmReleaseChangedDests : | 


RtminsertinRouteList 


The RtminsertinRouteList function inserts the specified set of routes into the client’s 


route list. If a route is already in another list, the route is removed from the old list and 
inserted into the new one. | 


Parameters 


RtmRegHanale | | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteListHandle : 
[in] Handle to the route list to which to add routes. Specify NULL to remove the 
specified routes from their old lists. 


NumRoutes } | a 
[in] Specifies the number of routes in RouteHandles. 
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RouteHandles 
in] Pointer to an array of route handles to move from the old list to the new list. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | | : Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


When the routes are no longer required, release them by calling RtmReleaseRoutes. 


For sample code using this function, see Use a Client-Specific Route List. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateRouteList, RtmDeleteRouteList | 


RtminvokeMethod 


The RtmInvokeMethod function invokes a method exported by another client. 


Parameters 


RimRegHandle | a | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


EntityHandle 
[in] Handle to the client whose methods are being invoked. 
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Input 
[in] Pointer to an RTM_ENTITY_ METHOD _ INPUT structure eontaining the method to 
be invoked and a common input buffer. 


OutputSize 
[in, out] On input, OutoutSize is a pointer to a UNIT value specifying the size, in bytes, 
of Output. On output, OutputSize receives a pointer to a UINT value specifying the 
actual size, in bytes, of Cup 


Output 
[out] Receives ¢ a pointer to an array of RTM_ENTITY_ METHOD_ OUTPUT structures. 
Each structure consists of a (method identifier, correct output) tuple. | 


Return Values. 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Meaning 

ERROR_INVALID_HANDLE The handle is invalid. 

Remarks 

For sample code USI this function, see Obtain and Call the Exported Methods fora 
Client. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


-RTM_ENTITY_METHOD_INPUT, RTM_ENTITY_ METHOD_ OUTPUT, 
RtmBlockMethods, RtmGetEntityMethods 


RtmisBestRoute 


The RtmisBestRoute function returns the set of views in which the specified route is the 
_ best route to a destination. 
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Parameters 


RimRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle | | 2 
[in] Handle to the route to check. 


BestinViews | 


[out] Receives a pointer to the set of views for which the specified route is the best 
route. | 


‘Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | 
Library: Use Rtm.lib. 


RtmGetExactMatchDestination, RtmGetExactMatchRoute, 
RitmGetLessSpecificDestination, RtmGetMostSpecificDestination 


RtmlsMarkedForChangeNotification 


The RtmlsMarkedForChangeNotification function queries the routing table manager to 
determine if a destination has previously been marked by a call to 
RtmMarkDestForChangeNotification. 
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Parameters 
RtmRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NotifyHandle 
[in] Handle to a change notification, obtained from a previous call to 
RtmRegisterForChangeNotification. 


DestHandle 
[in] Handle to the destination to check. 


DestMarked 
[out] Pointer to a BOOL variable that is TRUE if the destination is marked, FALSE if it 
is not. 


Return Values 
If the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires cows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmGetChangedDests, RtmGetChangeStatus, RtmignoreChangedDests, 
RtmMarkDestForChangeNotification, RtmReleaseChangedDests 


RtmLockDestination 


The RtmLockDestination function locks or unlocks a destination in the routing table. 
Use this function to protect a destination while changing opaque pointers. 
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Parameters 
RimRegHandle 
[in] Handle to the client obtained from a previows'¢ call to RtmRegisterEntity. 


DestHandle 
[in] Handle to the destinanon to lock. 


Exclusive 
[in] Specifies whether to lock or unlock the destination in an exclusive (TRUE) or 
shared (FALSE) mode. 


| LockDest 


[in] Specifies whether to lock or unlock the destination. Specify TRUE to lock the 
destination; specify FALSE to unlock it. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


_ If the function fails, the return value is one of the following error codes. 


Value Meaning» 

ERROR_ACCESS_DENIED The calling client does not own this destination. 
ERROR_INVALID_HANDLE The handle is invalid. 

Remarks 


This function also locks the associated routes. Avoid locking destinations for long 
periods of time, because no other client can access the destination and associated 
routes until the lock is released. 


A client can use also this function when reading information for a destination, while 
preventing changes during the client’s read operation. In this case, consider using - 
RtmGetDestinfo instead. 


For sample code using this function, see Update a Route In Place Using 
RtmUpdateAndUnlockRoute. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmGetOpaqueinformation Pointer 
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RtmLockNextHop 


The RtmLockNextHop function locks or unlocks a next hop. This function should be 
called by the next hop’s owner to lock the next hop before making changes to the next 
hop. A pointer to the next hop is returned. 


_ Parameters 
RimRegHandle 
[in] Handle to the client obtained from a previous call to AimAeglsterentity. 


‘NextHopHandle 
[in] Handle to the next hop to lock or unlock. 
Exclusive 7 | 
[in] Specifies whether to ‘tock or unlock the next hop in an exclusive (TRUE) or shared 
- (FALSE) mode. : 
LockNextHop — 
[in] Specifies whether to lock or unlock the next hop. Specify TRUE to lock the next 
hop; specify FALSE to unlock it. 
NextHopPointer — 
[out] On input, NextHopPointer is a pointer to NULL. On output, if the client owns the 
next hop, NextHopPointer receives a pointer to the next- “hop; otherwise, 
NEP Rene remains unchanged. 


Return Values 
lf the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 


Value ts oe a ee Meaning | ee 
ERROR_ACCESS_DENIED The calling client does not own this next hop. 
ERROR_NOT.FOUND oe The specified next hop was not found. 
: Remarks 


Clients cannot change the NextHopAddress and Interfaceindex members; these 
values are used to uniquely Menttly’ a next thop. 7 
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Windows NT/2000: Requires Windows 2000. — 
eader: Declared in Rtmv2.h. 
ibrary: Use Rtm.lib. 


RTM_NEXTHOP_INFO, RtmAddNextHop, RtmDeleteNextHop, RtmFindNextHop, 
RtmGetNextHopPointer 


RtmLockRoute 


The RtmLockRoute function locks or unlocks a route in the routing table. This protects 
the route while a client makes the necessary changes to the client’s opaque route 
pointer. 


Parameters | 


tmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


outeHandle 
[in] Handle to the route to lock. 


xclusive - - | 
[in] Specifies whether to lock or unlock the route in an exclusive (TRUE) or shared 


(FALSE) mode. 


ockRoute | 
[in] Specifies whether to lock or unlock the route. Specify TRUE to lock the route; 


specify FALSE to unlock it. 


RoutePointer 
[out] If a pointer must be returned: On input, RoutePointer is a pointer to NULL. On 


output, if the client owns the route, RoutePointer receives a pointer to the next-hop; 
otherwise, RoutePointer remains unchanged. 


lf a handle does not need to be returned: On input, RoutePointer is NULL. 
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Return Values — | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 

ERROR_ACCESS_DENIED The calling client does not own this route. 
ERROR_INVALID_HANDLE ~ The handle is invalid. 

Remarks 


Do not call any other RTMv2 functions until nee route is unlocked by a call to 
RtmLockRoute (and the LockRoute parameter is set to FALSE) or a call to 
~RtmUpdateAndUnlockRoute. | 


Currently, this function locks the entire destination, not just the route. 


Clients can only change the Neighbour, Prefinfo, BelongsToViews, 
EntitySpecificInfo, and NextHopsList members of the RTM _ROUTE_INFO structure. 


If any of these values are changed, the client must call RtmUpdateAndUnlockRoute to 
notify the routing table manager of the changes. 


Header: Declared in Rtmv2.n. : | 
_ Library: Use Rtm.lib. 


RTM_ROUTE_INFO, RtmAddRouteToDest, RtmDeleteRouteToDest, 
pimgernoutenointer RtmHoldDestination, RtmUpdateAndUnlockRoute 


‘RtmMarkDestForChangeNotification 


The RtmMarkDestForChangeNotification function marks a destination for a client, 
requesting that the routing table manager send the client change notifications messages 
for marked destination. The client receives change notification messages when a 
destination changes. The change notifications inform the client of changes to eae 
information for the specified destination. This function should be used when | 
RtmRegisterForChangeNotification is called to request changes for epacitic: 
destinations (RTM_ NOTIFY _ ONLY_ MARKED -DESTS). 
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Parameters 


RimRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NotifyHandle 
[in] Handle to a change notification obtained via a previous call to 
RtmRegisterForChangeNotification. 


DestHandle 
[in] Handle to the destination that the client is marking for notification of changes. 


MarkDest 


[in] Specifies whether to mark a destination and receive change notifications. Specify 
TRUE to mark a destination and start receive change notifications for the specified _ 
destination. Specify FALSE to stop receiving change notifications a previously marked 
destination. | | | 


Return Values | 
If the function succeeds, the return value is NO. ERROR. 


If the function fails, the return value is one of the following error codes. 


Value 7 Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Sane 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmGetChangedDests, RtmGetChangeStatus, RtmignoreChangedDests, 
RtmlsMarkedForChangeNotification, RtmRegisterForChangeNotification, 
RtmReleaseChangedDests : | os a7 
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RtmReferenceHandles 


The RtmReferenceHandles function increases the reference count for objects pointed 
to by one or more handles that the routing manager used to access those objects. A 
client should use this function when the client must keep a handle but release the rest of 
the information structure associated with the handle. : 


Parameters 
RtmRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
~ NumHandles 
[in] Specifies the number of handles in RtmHanales. 


-RtmHandles 
[in] Array of handles to increase the reference count fOr. 


Return Values 
If the function succeeds, the return value | is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


| Value Meaning 
ERROR_INVALID_ HANDLE The handle is invalid. 
~ Remarks 


Always call this function when caching a handle returned by the routing table manager. 
This notifies the routing table manager that it should not destroy the object the handle 
refers to until the handle is released by the client. 


7 When a client must release the handle, the client must call the appropriate “release”. 
function, based on the type of handle (for example, Tor. a route, | 
call RtmReleaseRoutes). 


Windows NT/2000: Requires Windows ZN00 
Header: Declared in Rimv2. Ree 
Library: Use Rtm.lib. — | 
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RtmDeleteEnumHandle, RtmReleaseChangedDests, RtmReleaseDestinfo, 
RtmReleaseEntityinfo, RtmReleaseNextHopinfo, RtmReleaseRoutelnfo 


RtmRegisterEntity 


The RtmRegisterEntity function registers a client with an instance of the routing table 
manager for a specific address family. The routing table manager returns a registration 
handle and a profile of the instance. The profile contains a list of values that are used 
when calling other functions (values include the maximum number of destinations 
returned in a buffer by a single call). 


Registration is the first action a client should take. 


Parameters 7 


RtmEntity!Info 


[in] Pointer to an RTM_ENTITY_INFO structure. This structure contains information 


identifying the client to the routing table manager (such as the routing table manager 
instance and address family to register with). 


ExportMethods 


[in] Pointer to a list of methods exported by the client. This parameter is optional and 
can be set to NULL if the calling client has no methods to export. 


EventCallback | 
[in] Specifies the callback the routing table manager will use to notify the client of 
events. The events are when a client registers and unregisters, when routes expire, | 
and when changes to the best route to a destination have occurred (only those 
changes specified when the client called RtmRegisterForChangeNotification). 


ReserveOpaquePointer 
[in] Specifies whether to reserve an opaque pointer in each destination for this 
instance of the protocol. Specify TRUE to reserve an opaque pointer in each 
destination. Specify FALSE to skip this action. These opaque pointers can be used to 
point to a private, protocol-specific context for each destination. 
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RimRegProfile 
[out] On input, RimRegProfile is a pointer to an RTM_REGN_PROFILE structure. On 
output, RimRegProfile is filled with the requested registration profile structure. The 
client must use the information returned in other function calls (information returned 
includes the number of equal-cost next hops and the maximum number of items 
returned by an enumeration function call). 

RtmRegHandle. 
[out] Receives a registration handle for the client. This handle must be used in all 

- subsequent calls to the routing table manager. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_ALREADY_EXISTS The specified client has already registered 

| ae | with the routing table manager. 
ERROR_BAD_CONFIGURATION _ Registry information for the routing table 

| | | manager is corrupt. | 
ERROR_FILE_NOT_FOUND | Registry information for the routing table 

eh _ manager was not found. : 

ERROR_INVALID_DATA _ A parameter contains incorrect information. 
ERROR_INVALID PARAMETER A parameter contains incorrect information. 


ERROR_NO_SYSTEM_RESOURCES _ There are not enough available system 
o | | resources to complete this operation. 


~ERROR_NOT_ENOUGH_MEMORY There is not enough me inely to complete this 
| operation. 


Remarks 
For sample code using this function, see Register With the Routing Table Manager. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2:h. 
_ Library: Use Rtm.lib. 


-RTM_EVENT_CALLBACK, RTM_ENTITY_EXPORT_METHODS, RTM_ENTITY_INFO, 
RTM_REGN_PROFILE, RtmDeregisterEntity, RtmGetRegisteredEntities, 
RtmReleaseEntities | | 
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_ RtmRegisterForChangeNotification 


The RtmRegisterForChangeNotification function informs the routing table manager 
that the client should receive change notifications for the specified types of changes. The 
routing table manager returns a change notification handle, which the client must use 
when requesting change information after receiving a change notification message. 


Parameters 
RimRegHandle | 7 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


TargetViews | | 
in] Specifies the views to register for change notification in. | | | 
NotifyFlags | 
in] Specifies the flags that indicate the type of changes for which the client requests 
notification. The following flags are used. (The flags are to be joined using a 


logical OR.) 

Constant | Description 

RTM_CHANGE_TYPE_ALL Notify the client of any change to a destination. 

RTM_CHANGE_TYPE_BEST Notify the client of changes to the current best 
route, or when the best route changes. 

RTM_CHANGE_TYPE_ _ Notify the client of any best route changes that 

FORWARDING affect forwarding (such as next hop changes). 

RTM_NOTIFY_ONLY_MARKED_ __ Notify the client of changes to destinations that 

DESTS | the client has marked. If this flag is not 


specified, change notification messages for all 
destinations are sent. 


NotifyContext 
[in] Pointer to a VOID that specifies the context that the RTM_EVENT_CALLBACK 
uses to indicate new changes. 


NotifyHandle | 
[out] Receives a handle to a change notification. The handle must be used when 


calling RtmGetChangedDests. 
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Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error pode’: 


Value | Meaning | 
ERROR_INVALID_PARAMETER A parameter contains incorrect information. 
ERROR_NO_SYSTEM_ | There are not enough available system | 
RESOURCES | resources to complete this operation. The 


routing table manager has exceeded the 
maximum number of change notifications that 
| | can be cached. © 
| ERROR_NOT_ENOUGH_MEMORY There is not enough ee to complete this 
; operation. | 
~ ERROR_NOT_SUPPORTED One or more of the specified views is not - 
| supported. ras 


Remarks 


— Aclient calls RtmMarkDestForChangeNotification when itis registering for oe to 
a specific destination. | | 


The routing table manager uses the RTM _ EVENT_ CALLBACK callback (epecttiod. 

when the client called RtmRegisterEntity) to notify the client when changes have 
occurred; the client must Call RtmGetChangedDests to receive the actual change 
information. 


For sample code using this furiction: see Register For Change Notification. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmDeregisterFromChangeNotification, pict engecDests: 
Ba Neen on engenoneauen 7 


RimReleaseChangedDests 


The cr eee function releases the changed destination handles. 
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Parameters 


RitmRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NotifyHandle 
[in] Handle to a change notification, obtained from a previous call to 
RtmRegisterForChangeNotification. 


NumDests , 
[in] Specifies the number of destinations in ChangeaDests. 


ChangedDests 
[in] Pointer to an array of RTM_DEST_INFO structures to release. The snanged 
destinations were obtained from a prior call to RtmGetChangedDests. 


Return Values - 
If the function succeeds, the return value is NO_ ERROR. 


_If the function fails, the return value is one of the following error codes. 


Value | | Meaning 
ERROR_INVALID_ HANDLE The handle is invalid. 
Remarks — 


Always use this function to release changed RTM_DEST_INFO structures obtained from 
a call to RtmGetChangedDests. 


The RTM_DEST_INFO structure is a variable-sized structure. If a destination contains 
information for more than one view, the size of RTM_DEST_INFO increases for each 
view. Use the RTM_SIZE_OF_DEST_INFO macro to determine how large a 
ChangeaDests buffer to allocate before calling this function. © 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 
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RTM_DEST_INFO, RtmGetChangedDests, RtmGetChangeStatus, 


RtmignoreChangedDests, RtmisMarkedForChangeNotification, 
RtmMarkDestForChangeNotification 


RtmReleaseDestInfo 


The RtmReleaseDestinfo function releases a destination structure. 


Parameters 


RtmRegHandle | 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
Destinfo | 


[in] Pointer to the destination to release. The destination was obtained from a previous 
call to RtmGetDestinfo. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Meaning 


ERROR_INVALID-HANDLE © The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 


Header: Declared in Rtmv2.h.  / 7 } ae | 
Library: Use Rtm.lib. 


RTM_DEST_INFO, RtmGetDestinfo 


RimReleaseDests 


The RtmReleaseDests function releases the destination handles. 
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Parameters 


RimRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


NumDests 
[in] Specifies the number of destinations in Destinfos. 


Destinfos — 
[in] Pointer to an array of RTM_DEST_INFO structures to release. The destinations 
were obtained from a previous call to RtmGetEnumDests. 


Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | . | _ Meaning > 
a i | The handle is invalid. 
Plenarks 


Do not use this function to release RTM __ DEST_ INFO structures obtained ae a Call to 


RtmGetChangedDests. Use RtmReleaseChangedDests instead. 


The RTM_DEST_INFO structure is a variable-sized structure. If a destination contains 
information for more than one view, the size of RTM_DEST_INFO increases for each - 
view. Use the RTM_SIZE_OF_DEST_INFO macro to determine how elge.a a Destinfos 
buffer to allocate before calling this function. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


| RTM_ DEST_INFO, RtmCreateDestEnum, RtmDeleteEnumHandle, 


RimGetEnumDests 
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RtmReleaseEntities | 


The RtmReleaseEntities function releases the client handles returned by : 
RtmGetRegisteredEntities. 


Parameters 
RtmRegHandle | 
| [in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
NumEntities | 
[in] Specifies the number of clients in EntityHandles. | 
EntityHandles , pee. ee 
in] Pointer to an array of client handles to release. The handles were obtained from a 
previous call to RtmGetRegisteredEntities. 


Return Values oe a ee ae 
_If the function succeeds, the return value is NOLERROR. | | 
‘If the function fails, the return value is one of the following error codes. 
Value | x - rg Meaning ~ 


ERROR_INVALID_HANDLE The handle is invalid. 


lindows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | 
Library: Use Rtmlib, 


RtmGetRegisteredEntities _ 


RimReleaseEntityinfo. 


The RtmReleaseEntityInfo function releases a client structure. 
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Parameters 3 | 


RimRegHandle : 
in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


_ Entityinfo 


[in] Pointer to the handle to release. The handle was obtained with a previous call to 
—  _-- RtmGetEntityinfo. 


Return Values 3 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. _ | 


Windows NT/2000: Requires Windows 2000. _ | 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. | 


-RTM_ENTITY_INFO, RtmGetEntityinfo | 


RitmReleaseNextHopInfo 


The RtmReleaseNextHopinfo function releases a next-hop structure. 


[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
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NextHopInfo 
[in] Pointer to the RTM_NEXTHOP_INFO structure to release. The next hop was 
obtained with a previous call to RtmGetNextHopinfo. 


Return Values | 
lf the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value . Meaning 


ERROR_INVALID_HANDLE | The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. - 
Library: Use Rtm.lib. 


_ RTM_NEXTHOP_INFO, RtmFindNextHop, RtmGetNextHopinfo 


RtmReleaseNextHops 


The RtmReleaseNextHops function releases the next-hop handles. 


Parameters 


RtmRegHandle 

[in] Handle to the client obtained from a previous call to RtmRegisterEntity, 
NumNextHops 

[in] Specifies the number of next hops in NextHopHandles. 


NextHopHandles 7 | 
[in] Pointer to an array of next- -hop handles to release. The handles were oblainee 
with a previous call to himGetEnumNextrops: 


Return Values 
If the function succeeds, the retin value is NO_ ERROR. 
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If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires Windows 2000. : 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmCreateNextHopEnum, RtmGetEnumNextHops 


RtmReleaseRoutelnfo 


The RitmReleaseRoutelnfo function releases a route structure. 


Parameters © 


RimRegHandle a: 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 
Routelnfo | 


[in] Pointer to the RTM_ROUTE_INFO structure to release. The route was obtained 
with a previous call to RtmGetRoutelinfo. | | 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value -—— Meaning 


ERROR_INVALID_HANDLE The handle is invalid. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 
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RTM_ROUTE_INFO, RtmGetRoutelnfo 


RtmReleaseRoutes a 


The RtmReleaseRoutes function releases the route handles. 


aa ~ Parameters 


RimRegHandle 7 ee 
{in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


- NumRoutes | ee er a : ee 
[in] Specifies the number of routes in RouteHandles. | 


“RouteHandlas: oo ee a 
2 fin] Pointer to an array of route handles to release. The handles were obtained with a 


previous call to RtmGetEnumRoutes. pee eee toe | oe 


- Return Values 
If the function succeeds, the return value is NO_ ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Sees, a ie _ Meaning 


ERROR_INVALID_HANDLE ~ The handle is invalid. 


SERRE 


Windows NT/2000: Requires Windows 2000. re oe 
Header: Declared in Rtmv2.h. | 
Library: Use Rtm.lib. 


RtmCreateRouteEnum, RtmDeleteEnumHandle, RtmGetEnumRoutes 
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RtmUpdateAndUnlockRoute 


The RtmUpdateAndUnlockRoute function updates the position of the route in the set of 
routes for a destination, and adjusts the best route information for the destination. 


This function is used after a client has locked a route and updated it directly (also known 
as “in-place updating’). 


Parameters 
RimRegHandle 
[in] Handle to the client obtained from a previous call to RtmRegisterEntity. 


RouteHandle , 
_ fin] Handle to the route to change. 


TimeToLive | | | | 
[in] Specifies the time (in milliseconds) after which the route is expired. Specify 
INFINITE to prevent routes from expiring. 


RouteListHandle 


[in] Handle to an optional route list to which to move the route. This parameter is 
optional and can be set to NULL. 


NotifyT ype | 
[in] Set this parameter to NULL. NotifyType is reserved for future use. 


NotifyHandle 
in] Set this parameter to NULL. NotifyHandle is reserved for future use. 


ChangeFlags | 
[out] Receives RTM_ROUTE_CHANGE_BEST if the best route was changed. 


Return Values 


lf the function succeeds, the return value is NO_ERROR. 
If the function fails, the return value is one of the following error codes. 
Value 7 Meaning 


ERROR_ACCESS_DENIED The calling client does not own this route. 
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Remarks 


Before calling this function, the client should lock the route using RtmLockRoute, which 
returns a pointer to the route. Then, the client can update the route information using the 
pointer. Finally, the client should call RtmUpdateAndUnlockRoute. If the function 
executes successfully, the route is unlocked. If the call failed, the client must unlock the 
route by calling RtmLockRoute with the LockRoute parameter set to FALSE. 


For sample code using this function, see Update a Route In Place Using 
RtmUpdateAndUniockRoute. 


Header: Declared in Rtmv2.h. 
Library: Use Rtm.lib. 


RtmAddRouteToDest, RtmDeleteRouteToDest, RtmGetRoutePointer, | 
_RtmHoldDestination, RtmLockRoute 


Routing Table Manager Version 2 Callbacks 


The following callbacks are used to inform clients of registration events. 


RTM_ENTITY_EXPORT_METHOD 
RTM_EVENT_CALLBACK 


RTM_ENTITY_EXPORT_METHOD 


The RTM_ENTITY_EXPORT_METHOD callback is the prototype for any n method | 
exported by a client. 


Parameters 
CallerHandle — 
Handle to the calling client. 


CalleeHandle 
Handle to the client being called. 
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Input 
Handle to the method to be invoked. vomae an input buffer. 
Output 


An array of RTM_ ENTITY METHOD _ OUTPUT structures. Each structure consists of 
a (method identifier, correct ued tuple. 


Remarks 


Methods can be exported when a client registers. Other clients, such as routing 
protocols, can invoke these methods to obtain client-specific information. For example, 
BGP can use a method to obtain OSFP information. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_ENTITY_METHOD_INPUT, RTM_ENTITY_METHOD_OUTPUT 


RTM_EVENT_ CALLBACK 
The RTM__ EVENT_ CALLBACK callback i is used by the Pei table aaa to inform 
a Client that the specified event occurred. 


Parameters 


_ RtmRegHandle 
Handle to the client the that ‘outAg table manager is sending the notification to. 


EventType 
Specifies the event the routing table manager is notifying the client about. The - 
following values are used. 


Value | i Description 

RTM_ENTITY_REGISTERED A client has just registered with the routing 
table manager. 

RTM_ENTITY_DEREGISTERED A client has just unregistered. 
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Value _— Description 


RTM_ROUTE_EXPIRED A route has timed out. 
RTM_CHANGE_NOTIFICATION A change notification has been made. 


Context1 
For RTM_ENTITY_REGISTERED calls: Contains the handle to the entity that 
registered. 
For RTM_ENTITY_DEREGISTERED calls: Contains the handle to the entity that 
unregistered. 
For RTM_ROUTE_EXPIRED calls: Contains the handle to the route that timed out. 
For RTM_CHANGE_NOTIFICATION calls: Contains the handle to the change 
notification. 

_ Context2 | 
For RTM_ENTITY_REGISTERED calls: Contains a soinitet to the | 
RTM_ENTITY_INFO structure referred to by the handle in Context1. ‘If the client must — 
retain this information, the client must copy it toa structure it has allocated. 
For RTM_ENTITY_ DEREGISTERED calls: Contains a pointer to the 
RTM_ENTITY_INFO structure referred to by the handle in Context1. If the client must | 
retain this information, the client must copy it to a structure it has allocated. | 
For RTM_ROUTE_EXPIRED calls: Contains a pointer to the RTM_ROUTE_INFO 

_ structure referred to by the handle in Context1. If the client must retain this © 
information, the client must copy it to a structure it has allocated. 

For RTM_CHANGE_NOTIFICATION calls: Contains the notification context that was 
given to the client by a previous Call to RtmRegisterForChangeNotification. 


Ratcc Values 


If the routing table manager issues an RTM ROUTE_ EXPIRED callback, and the client 
returns to the routing table manager the value ERROR_NOT_ SUPPORTED, the routing 
table manager will delete the route from the routing table. 


_ All other errors returned by the client are ignored. 


Remarks 


After a client has registered for change notification, the routing table manager uses this © 
callback to keep the client informed about events. 


lf a client receives an RTM_ EVENT CALLBACK for the RTM_ENTITY.. REGISTERED. 


or RTM_ENTITY_DEREGISTERED events, the client must not make calls to 


RtmRegisterEntity, memes seen or RtmGetRegisteredEntities in the context 
of this callback. 


If a client receives an RTM_EVENT_CALLBACK for the 
_ RTM_CHANGE_NOTIFICATION event, the client must not call 
RtmRegisterForChangeNotification in the context of this callback. 
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Header: Declared in Rtmv2.nh. | 


| TM_EVENT_TYPE, RtmRegisterEntity 


Routing Table Manager Version 2 Structures 


The RTMv2 functions use the following structures: 


RTM_DEST_INFO | RTM_NET_ADDRESS 
RTM_ENTITY_EXPORT_METHODS RTM_NEXTHOP_INFO 
| RTM_ENTITY_ID RTM_NEXTHOP_LIST 
RTM_ENTITY_INFO | RTM_PREF_INFO 
RTM_ENTITY_METHOD_INPUT | RTM_REGN_PROFILE 
RTM_ENTITY_METHOD_OUTPUT | RTM_ROUTE_INFO 


RTM_DEST_INFO © 


The RTM_DEST_INFO structure is used to exchange destination information with clients 
registered with the routing table manager. | 7 


genet 


Members | 


_ DestHandle 7 | | 
Handle to the destination. | | 
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DestAddress 
Specifies the destination network address as an address and a mask. 


LastChanged 

Specifies the last time this destination was updated. 
BelongsToViews 

Specifies the views to which this destination belongs. 


NumberOfViews | 
Indicates the number of Viewlnfo structures present in this destination. 


ViewlInfo 

Structure of the following components. 
Viewld — | 

Specifies the view this information applies to. 
NumRoutes | 

Specifies the number of routes in each of the supported views. 
Route | 

Handle to the best route (with matching criteria) in each of the supported views. 
Owner 

Handle to the owner of the best route in each of the supported views. 
DestFlags 

Specifies the flags for the best route in each of the supported views. 
HoldRoute 


Handle to the route that is in a hold-down state in each of the sdepores views. 


Windows NT/2000: Requires Windows 2000. 
-Header: Declared in Rtmv2.h. 


RTM_NET_ADDRESS, RtmGetChangedDests, RtmGetDestinfo, 
RtmGetEnumDests, RtmGetExactMatchDestination, 
-RtmGetLessSpecificDestination, RtmGetMostSpecificDestination, 
RimReleaseChangedDests, RtmReleaseDestinfo, RtmReleaseDests 


RTM_ ENTITY _EXPORT_ METHODS ~ 


The RTM_ENTITY__ EXPORT _ METHODS structure contains the set of methods 
exported by a client. 


Members © | | | 
-NumMethods | | 
Specifies the number of methods exported by the client in the Methods member. 


Methods _o 8 
Specifies which methods the client is exporting. 


indows NT/2000: Requires Windows 2000. 
eader: Declared in Rtmv2.h. 


RtmRegisterEntity 


RTM_ENTITY_ID 


The RTM_ENTITY_ID structure is used to uniquely identify a client to the routing table 
manager. The protocol identifier and the instance identifier are the values that are used 
7 to uniquely identify a client. 


embers ; 
ntityProtocolld co : 
Specifies a client’s protocol identifier (such as RIP or OSPF). 


ntityInstanceld | : 
Specifies a client’s protocol instance (such as RIPv1 or RIPv2). 


ntityld | te oe | 
_ Specifies a client’s identifier, which is a combination of the EntityProtocolld and the 
Entitylnstanceld. | | 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | 


-RTM_ENTITY_INFO 


RTM_ENTITY_INFO 


The RTM_ENTITY_INFO structure is used to exchange client information with the 
routing table manager. 


Members 


Rtminstanceld — , ce 
Specifies the instance of the routing table manager with which the client registered. 


AddressFamily | | 3 | 
_ Specifies the address family to which the client belongs. 
Entityld 
Specifies the identifier that uniquely identifies a client. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_ENTITY_ID, RtmGetEntityinfo, RtmGetRegisteredEntities, RtmRegisterEntity, 
RtmReleaseEntityinfo | 


RTM_ENTITY_METHOD_INPUT 


The RTM_ENTITY_METHOD_INPUT structure is used to pass information to a client 
when invoking its method. | | | oa 
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_ Members 
MethodType | 
Specifies the method. | 


InputSize 
Specifies the size, in bytes, of InputData. 


InputData 
Buffer for input data for the method. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RtminvokeMethod | 


RTM_ENTITY_METHOD_OUTPUT 


The RTM_ENTITY_METHOD_INPUT structure is used to pass information to the callin 
client when the routing table manager invokes a method. 


Members 
MethodType | : | 
Specifies the method identifier | 


MethodStatus 
Receives the status of the method after execution. 


OutputSize 
Specifies the size, in bytes, of OutputData. 


OutputData 
Buffer for data returned by the method. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RtminvokeMethod 


RTM_NET_ADDRESS 


The RTM_NET_ADDRESS structure is used to communicate address information to the 
routing table manager for any address family. The address family must use only with 
contiguous address masks that are less than 8 bytes. 


Members 


AddressFamily | 
Specifies the type of network address for this address (such as |IPv4). 
NumBits 
Specifies the number of bits in the network part of the AddrBits bit array (for 
example, 255.0.0.0 has 8 bits). | | 


| AddrBits 
--—-,-s Specifies an array of bits that form the address prefix. 


Remarks 


If the client specifies an address and a mask length that do not correspond to each 
other, inconsistent results will be returned by the routing table manager. For example, if 
a client specifies an address as 10.10.10.10 and a length as 24 when calling 
RTM_IPV4_SET_ADDR_AND _LEN, the routing table manager may return an incorrect 
NetAddress. 


Windows NT/2000: Requires Windows 2000. 


Header: Declared in Rtmv2.h. 
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The RTM_NEXTHOP_INFO structure is used to exch 
routing table manager. » 


Members 


Specifies the network address for this next hop. 


NextHopAddress 
NextHopOwner 


Handle to the client that owns this next hop. 


Interfaceindex 


Specifies the outgoing interface index. 


State 
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Flags 
Flags that convey status information for the next hop. The following flags are used. 
Constant Description 
RTM_NEXTHOP_FLAGS_ This next hop points to a remote destination 
REMOTE | A that is not directly reachable. To obtain the 


complete path, the client must perform a 
recursive lookup. | 


RTM_NEXTHOP_FLAGS_DOWN This flag is reserved for future use. 


EntitySpecificinfo 
Contains information specific to the alent that owns this next hop. 
RemoteNextHop 
Handle to the destination with the indirect next-hop address. This member is only 
valid when the Flags member is set to RTM_NEXTHOP_FLAGS_REMOTE. This 
cached handle can prevent multiple lookups for this indirect next hop. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_NET_ADDRESS, RtmAddNextHop, RtmDeleteNextHop, RtmFindNextHop, 
RtmGetNextHopinfo, RtmGetNextHopPointer, RtmLockNextHop, 
RtmReleaseNextHopIinfo 


RTM NEXTHOP LIST 


The RT™ _NEXTHOP_ LIST structure contains a list of next hops used to determine 
equal-cost paths in a route. 


Members 


NumNextHops 
Specifies the number of equal cost next hope in NextHops. 


NextHops 
mrey of next- “hop handles. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


s 


RTM_ROUTE_INFO 


RTM_PREF_INFO 


The RTM_PREF_INFO structure contains the information used when comparing any two 


routes. The value of the Preference member is given more weight than the value of the 
Metric member. 


oe 
eee 


Members 7 


Metric 
Specifies a metric. The metric is specific to a particular routing protocol. 


Preference. 
Specifies a preference. The preference is determined by the router policy. 


Remarks 


Preference is more important than metric. The metric will only be checked if the 
preferences are equal. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_ROUTE_INFO | | 


RTM_REGN_PROFILE : 


The RTM_REGN_PROFILE structure contains information returned during the 
registration process. The information is used for later function calls (such as the 
maximum number of routes that can be returned by a call to RtmGetEnumRoutes). 
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Members | | 


MaxNextHopsinRoute 
Specifies the maximum number of equal-cost next hops in a route. 


MaxHandlesiInEnum 
Specifies the maximum number of handles that can be returned in one call to 
RtmGetEnumDests, RtmGetChangedDests, RtmGetEnumRoutes, or > 
RtmGetListEnumRoutes. The number of handles that can be returned is limited (and | 
configurable) to improve efficiency and performance of the routing table manager. 


ViewsSupported 
Views supported by this address family. 


NumberOfViews 
Number of views. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RtmRegisterEntity 7 


RTM_ROUTE_INFO 


The RTM_ROUTE_INFO structure is used to exchange route information with the 
routing table manager. Do not change the read-only information. 


(continued) 
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Members 7 | mn eX 
7 .  DestHandle | 
Handle to the destination that owns the route. 


RouteOwner 
Handle to the client that owns this route. 


Neighbour 
Handle to the neighbor that informed the routing table manager of this route. This 
member is NULL for a link-state protocol. 


| State | | 
Flags the specify the state of this route. The following flags are used. | 
Constant Description 


RTM _ROUTE_STATE_CREATED _ Route has been created. 
RTM_ROUTE_STATE_DELETING Route is being deleted. 
RTM _ROUTE_STATE_DELETED Route has been deleted. | 


Flags! 
Flags used for compatibility with RTMv1. 
Flags | 
Flags used to specify information about the route. The following flags are used. 
Constant _ Description 7 
RTM_ROUTE_FLAGS_ANY_ _ The route is one of the following broadcast types: | 
BCAST RTM_ROUTE_FLAGS_LIMITED_BC, 
RTM_ROUTE_FLAGS_ONES_NETBC, | 
~  RTM_ROUTE_FLAGS_ONES_SUBNET_BC, 
| | RTM_ROUTE_FLAGS_ZEROS_NETBC, | 
| ao | RTM_ROUTE_FLAGS_ZEROS_SUBNETBC | 
RTM_ROUTE_FLAGS_ANY_ The route is one of the following multicast types: 
MCAST | RTM_ROUTE_FLAGS_MCAST, 


RTM_ROUTE_FLAGS_LOCAL_MCAST 


Constant 


RTM_ROUTE_FLAGS_ANY_ 
UNICAST 


RTM _ROUTE_ FLAGS _LIMITED_ 


BC 
RTM_ROUTE_FLAGS_LOCAL | 


RTM_ROUTE_FLAGS_LOCAL_ 
MCAST | 


RTM_ROUTE_FLAGS_MCAST 
RTM_ROUTE_FLAGS_MYSELF 
RTM_ROUTE_FLAGS_NET_ 
BCAST 
RTM_ROUTE_FLAGS_ONES_ 
NETBC 


RTM_ROUTE_FLAGS_ONES_ 
_ SUBNETBC 


_ RTM_ROUTE_FLAGS_REMOTE 


RTM_ROUTE_FLAGS. ZEROS 
SUBNETBC 


RTM_ROUTE_FLAGS_ZEROS_ 


NETBC 


oe Prefinfo 
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Description 


The route is one of the following unicast types: 
RTM_ROUTE_FLAGS_LOCAL, 
RTM_ROUTE_FLAGS_REMOTE, 
RTM_ROUTE_FLAGS_MYSELF 


Indicates that this route is a limited broadcast address. 
Packets to this destination should not be forwarded. 


Indicates a destination is on a directly reachable network. 


Indicates that this route is a route to a local multicast 
address. 


Indicates that this route is a route to a multicast address. 
Indicates the destination is one of the router’s addresses. 


Flag grouping that contains: 
RTM_ROUTE_FLAGS_ONES_NETBC, 
RTM_ROUTE_FLAGS_ZEROS_NETBC | 


Indicates that the destination matches an interface’s 
“all-ones” broadcast address. If broadcast forwarding is 
enabled, packets should be received and resent out all 
appropriate interfaces. | 3 


Indicates that the destination matches an interface’s 
“all-ones” subnet broadcast address. If subnet broadcast 
forwarding is enabled, packets should be received and 
resent out all appropriate interfaces. 
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Indicates that the destination is not on a directly reachable 


network. 


Indicates that the destination matches an interface’s 
“all-zeros” subnet broadcast address. If subnet broadcast 
forwarding is enabled, packets should be received and 
resent out all appropriate interfaces. 


Indicates that the destination matches an interface’s 
“all-zeros” broadcast address. If broadcast forwarding is 
enabled, packets should be received and resent out all 
appropriate interfaces. 7 


Specifies the preference and metric information for this route. 


BelongsToViews 


Specifies the views that this route is included in. 


EntitySpecificinfo 


Contains the client-specific information for the client that c owns this route. 


‘NextHopsList 


Specifies a list of equal-cost next hops. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_PREF_INFO, RTM_NEXTHOP LIST, RtmAddRouteToDest, 
RtmCreateRouteEnum, RtmGetExactMatchRoute, RtmGetRoutelinfo, 
RtmGetRoutePointer, RtmLockRoute, RtmReleaseRoutelnfo 


Routing Table Manager Version 2 Macros 


RTMv2 uses the following macros: 


Size of Structure Macros 


RTM_SIZE_OF_DEST_INFO 
-RTM_SIZE_OF_ROUTE_INFO 


IPv4 Address Macros 


RTM_IPV4_GET_ADDR_AND_LEN 
RTM_IPV4_GET_ADDR_AND_MASK 
RTM_IPV4_LEN_FROM_MASK 
RTM_IPV4_MAKE_NET_ADDRESS 
RTM_IPV4_MASK_FROM_LEN 
RTM_IPV4_SET_ADDR_AND_LEN 
RTM_IPV4_SET_ADDR_AND_MASK 


RTM_IPV4_GET_ADDR_AND_LEN 


The RTM_IPV4_GET_ADDR_AND_LEN macro converts a ngenene net address and 
length to an IPv4 address and a length. 


Parameters 
Addr 
Receives the converted IPv4 address. 


Len | 
Receives the converted length. 
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NetAddress 
Specifies the network address to convert. 


Remarks 


For example, if a client supplies the NetAddress 10.10.10/24, the Addr 10.10.10.0 and 
the Len 24 are returned. 


: The macro is defined as follows: 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_IPV4_MAKE_NET_ADDRESS, RTM_IPV4_MASK_FROM_LEN, — 
-RTM_IPV4_SET_ADDR_AND_LEN, RTM_IPV4_SET:.ADDR_AND_MASK, | 
RTM_NET_ADDRESS 


RTM_IPV4_GET_ADDR_AND_MASK, RTM_IPV4_LEN_FROM_MASK, 


RTM _IPV4 GET ADDR AND MASK 


The RTM_IPV4_GET_ADDR_AND_MASK macro converts a generic net address and 
length to an IPv4 address and mask. 


Receives the converted IPv4 address. 


Mask 
Receives the converted IPv4 mask. 


NetAddress | | : 
Specifies the network address to convert. : 
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Remarks | | te 


For example, if a client supplies the NetAddress 10.10.10/24, the Addr 10.10.10.0 and 
the Mask 255.255.255.255 are returned. | : 


The macro is defined as follows: 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_LEN_FROM_MASK, 
RTM_IPV4_MAKE_NET_ADDRESS, RTM_IPV4_MASK_FROM_LEN, | 
RTM_IPV4_SET_ADDR_AND_LEN, RTM_IPV4_SET_ADDR_AND_MASK, 
RTM_NET_ADDRESS | | e 7 


RTM_IPV4_LEN_FROM_MASK | 


The RTM_IPV4_LEN FROM_MASK macro converts an IPv4 mask to a generic route 
length. oe 


Parameters 


Len | | | 
Receives the converted length : 


Mask — — | | 


_ Specifies the mask to convert. 


\ 


Remarks — | | | 


For example, if a client supplies the Mask 255.255.255.255, the Len 24 is returned, the 
mask is returned. 


The macro is defined as follows. 


ee 


Windows NT/2000: Requires Windows 2000. 
‘Header: Declared in Rtmv2.h. 


sd RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_GET_ADDR_AND_MASK, => 
sds RTM_IPV4_MAKE_NET_ADDRESS, RTM_IPV4_MASK_FROM_LEN, ee. 


_—,s RTM_IPV4_SET_ADDR_AND_LEN, RTM_IPV4_SET_ADDR_AND_MASK, 
__-s RTM_NET_ADDRESS | | | 


_ RTM_IPV4_MAKE_NETADDRESS = 


The RTM_IPV4_MAKE_NET_ADDRESS macro converts an IPv4 address and a length 
| to a generic RTM_NET_ADDRESS structure. a 


Parameters _ | | 
etAddress | | eo | | | 
_ Receives the converted address structure. 
Specifies the IPv4 address to convert. Sa ae 


- Specifies the length to convert. 7 Peat 
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Remarks 


For example, if a client supplies the Addr 10.10.10.0 and the Len 24, the NetAddress 
10.10.10/24 is returned. | 


The macro is defined as follows: 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. | 


RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_GET_ADDR_AND_MASK, 
RTM_IPV4_LEN_FROM_MASK, RTM_IPV4_MASK_FROM_LEN, 
RTM_IPV4_SET_ADDR_AND_LEN, RTM_IPV4_SET_ADDR_AND_MASK, 
RTM_NET_ADDRESS | He 


RTM_IPV4_MASK_FROM_LEN 


The RTM_IPV4_MASK_FROM_LEN macro converts a generic route length to an 
IPv4 mask. 


Parameters 


Len 
Specifies the generic length to convert. 


Return Values 
The return value is the size of the subnet mask. 


Remarks 
For example, if a client supplies the Len 24, the mask 255.255.255.255 is returned. 


The macro is defined as follows: 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_GET_ADDR_AND_MASK, 
RTM_IPV4_LEN_FROM_MASK, RTM_IPV4_MAKE_NET_ADDRESS, 
RTM_IPV4_SET_ADDR_AND_LEN, RTM_IPV4_SET_ADDR_AND_MASK, 
RTM_NET_ADDRESS 


RTM_IPV4_SET_ADDR_AND_LEN 


The RTM_IPV4_SET_ADDR_AND_LEN macro converts an IPv4 address and a length 
to a generic RTM_NET_ADDRESS structure. 


Parameters | | GO et Eoin 
NetAddress : pas, | | 7 | 
Receives the converted address structure. 


Adar 
Specifies the IPv4 address to convert. 


Len | | | 
Specifies the length to convert. 


Remarks 


For example, if a client supplies the Addr 10.10.10.0 and the Len 24, the NetAddress 
10.10.10/24 is returned. 


; The macro is defined as follows. 


: Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. ee “ oe 
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RTM_IPV4_LEN_FROM_MASK, RTM_IPV4_MAKE_NET_ADDRESS, 
RTM_IPV4_MASK_FROM_LEN, RTM_IPV4_SET_ADDR_AND_MASK, 
RTM_NET_ADDRESS | | , 


RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_GET_ADDR_AND_MASK, 


RTM _IPV4 SET ADDR AND MASK 


he 


The RTM_IPV4_SET_ADDR_AND_MASK macro converts an IPv4 address and mask 
to a generic RTM_NET_ADDRESS structure. 


Parameters | 
NetAddress | | | : 
Receives the converted address structure. | 


| Adar : | | : | 
Specifies the IPv4 address to convert. . 


Mask 
pecifies the IPv4 mask to convert. 


Remarks 


For example, if a client supplies the Addr 10.10.10.0 and the Mask 255.255.255.255, the 
NetAddress 10.10.10/24 is returned. 


The macro is defined as follows: 


‘Windows NT/2000: Requires Windows 2000. _ ¥ 
- Header: Declared in Rtmv2.h. 
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<< 


RTM_IPV4_GET_ADDR_AND_LEN, RTM_IPV4_GET_ADDR_AND_MASK, 
RTM_IPV4_LEN_FROM_MASK, RTM_IPV4_MAKE_NET_ADDRESS, 
RTM_IPV4_MASK_FROM_LEN, RTM_IPV4_SET_ADDR_AND_LEN, 

RT ET ADDRESS 


RTM SIZE OF DEST INFO 


The RTM_SIZE_OF_DEST_INFO macro returns the size the destination information 
structure (RTM_DEST_INFO). The size of this structure is variable, and is based on the 
number of views for which it contains information. Use this macro when allocating — 
memory for destination information. : 


Parameters 


NumViews 
Specifies the number of views in the destination structure. 


Return Values © oe eae Pe 


The return value is the size of the destination information structure with the specified 
number of views. | | 3 


Remarks 


lf the client will only use one view per destination, the client can allocate an 
RTM_DEST_INFO structure statically. 


The macro is defined as follows: 


indows NT/2000: Requires Windows 2000. 
_ Header: Declared in Rtmv2.h. | 
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RTM SIZE OF ROUTE INFO 


The RTM_SIZE_OF_ROUTE_INFO macro returns the size of the route information 
structure, RTM_ROUTE_INFO. The size of this structure is variable, and is based on the 
number of next hops associated with the route. Use this macro when allocating memory 
for route structures. 


Parameters 


NumHops 
Specifies the number of next hops in the route structure. 


Return Values 


The return value is the size of the route information structure with the specified number 
of next hops. 


Remarks 


If the client will only allocate one next hop per route, the client can Aiea an 
RTM_ROUTE_INFO structure statically. 


The macro is defined as follows: 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


Routing Table Manager Version 2 Constants 


The RTMv2 functions use the following constants: 


View Flags | | | Routing Table Query Flags 
Route Flags | Enumeration Flags 
Next Hop Flags Change Notification Flags | 


View Flags 
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Constant Value Description 
RTM_MAX_ 16 Max address size for an address 
ADDRESS_SIZE family. | 
RTM_MAX_VIEWS — 82 Maximum number of views that can be 
active in the routing table. 
RTM_VIEW_ID_UCAST 0 Specifies a unicast view. 
RTM_VIEW_ID_MCAST 1 Specifies a multicast view. 
RTM_VIEW_MASK_SIZE 0x20 Specifies the maximum number of 
| 7 | views that can be configured. 
RTM_VIEW_MASK_NONE Ox00000000 Return information regardless of the 
view. | 
RTM_VIEW_MASK_ANY Ox00000000 Return destinations from all views. 
7 This is the default value. 
RTM_VIEW_MASK_UCAST  0x00000001 Return destinations from the unicast 
7 | view. | 
RTM_VIEW_MASK_MCAST = 0x00000002 Return destinations from the multicast 
| | view. | | | 
RTM_VIEW_MASK_ALL OxFFFFFFFF Return information from all views. | 
Route Flags 
State of the Route Constants | | 
Constant | Value Description 
RTM_ROUTE_STATE_CREATED 20 Route has been created. 
RTM_ROUTE_STATE_DELETING 1 Route is being deleted. 
RTM_ROUTE_STATE_DELETED q Route has been deleted. 
Route Update Flags | 
Constant Value Description 
RTM_ROUTE_CHANGE_FIRST 0x01 Indicates that the routing table manager 
. ; should not check the Neighbour member 
of the RTM_ROUTE_INFO structure when 
7 io determining when two routes are equal. 
RTM_ROUTE_CHANGE_NEW 0x02 Returned by the routing table manager to 


indicate a new route was created. 
| : (continued) 
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(continued) 
Constant Value 


RTM_ROUTE_CHANGE_BEST - 0x00010000 


Unicast Flags 
Constant oe Value 


RTM_ROUTE_FLAGS_LOCAL 0x0010 
RTM_ROUTE_FLAGS_REMOTE 0x0020 


RTM_ROUTE_FLAGS_MYSELF 0x0040 


Broadcast and Multicast Flags 
Constant | Value 


RTM_ROUTE_FLAGS_MCAST | -0x0100 


“RTM ROUTE FLAGS LOCAL. _—0x0200 
MCAST | 
RTM_ROUTE_FLAGS_LIMITED_ —0x0400 
BC | 


RTM ROUTE FLAGS ZEROS. _—0x1000 
NETBC | 


RTM_ROUTE_FLAGS_ZEROS_ =~— Ox2000 
SUBNETBC | 


RTM_ROUTE_ FLAGS. ONES __ 0x4000 
NETBC 


Description 


Returned by the routing table manager to 
indicate that the route that was added or 
updated was the best route, or that 
because of the change, a new route: 
became the best route. 


Description 


Indicates a destination is ona teeny 
reachable network. 


Indicates that the destination is not ona 


directly reachable network. 


Indicates the destination is one of the 
router's addresses. | 


Description 


Indicates that this route is a route to a 


multicast address. 


Indicates that this route is a route ie. a local 
multicast address. 


Indicates that this route is a limited broadcast 
address. Packets to this destination should 
not be forwarded. 


Indicates that the destination matches an 
interface’s “all-zeros” broadcast address. If 
broadcast forwarding is enabled, packets _ 
should be received and resent out all 
appropriate interfaces. 


_ Indicates that the destination matches an 


interface’s “all-zeros” subnet broadcast 
address. If subnet broadcast forwarding is 
enabled, packets should be received and 
resent out all appropriate interfaces. 


Indicates that the destination matches an 


_interface’s “all-ones” broadcast address. If 


broadcast forwarding is enabled, packets 
should be received and resent out all 
appropriate interfaces. 
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Constant Value Description 


RTM_ROUTE_FLAGS ONES _ 0x8000 Indicates that the destination matches an 
SUBNETBC 7 -interface’s “all-ones” subnet broadcast 


address. If subnet broadcast forwarding is 
enabled, packets should be received and 
resent out all appropriate interfaces. 


Grouping of Flags 
Group Members. | 
RTM_ROUTE_FLAGS__ RTM_ROUTE_FLAGS_MARTIAN, 
FORWARDING = = ~~ RTM_ROUTE_FLAGS_BLACKHOLE, 


RTM_ROUTE_FLAGS_DISCARD, © 
ie | _ RTM_ROUTE_FLAGS INACTIVE — 
RTM_ROUTE_FLAGS_ RTM_ROUTE_FLAGS_LOCAL, | 
ANY_UNICAST RTM_ROUTE_FLAGS_ REMOTE, | 
ro. -—s RTM_ROUTE_FLAGS_ MYSELF — 

RTM_ROUTE_FLAGS_ RTM_ROUTE_FLAGS_MCAST, 
-ANY_MCAST == RTM_ROUTE_FLAGS_LOCAL_MCAST 


Description 


Specifies any forwarding 
flags. 


Specifies any unicast 


| Naps. 


Specifies any unicast | 


| flags. o 
_ RTM_ROUTE_ FLAGS_ ~ RTM_ROUTE_FLAGS_ ONES_ SUBNET_ _ Specifies any subnet 
‘ SUBNET: BCAST 7 ” : BC, RTM. _ROUTE_ FLAGS_ _ZEROS_ Sat a broadcast bass 
- _ SUBNETBC - | | : cr 
RTM _ROUTE_ FLAGS_ RTM_ROUTE_ FLAGS _ONES_ NETBC, Specitiee any Hetwide 
-~ NET_BCAST ~—-_——* RTM _ROUTE_ FLAGS_ZEROS_NETBC _ broadcast flags. 
RTM_ROUTE_FLAGS_ = RTM_ ROUTE_ FLAGS_LIMITED _BC, Specifies any of the 
ANY_BCAST = = = ~~~ RTM_ROUTE_FLAGS_ONES_NETBC, __ subnet or net-wide 
ee thie _ RTM_ROUTE_FLAGS_ONES _ SUBNET_ broadcast flags. 
BC, 
RTM_ROUTE_FLAGS_ZEROS_ NETBC, 
~RTM_ROUTE_ FLAGS. _ZEROS_ — 
SUBNETBC | ) 
Next Hop Flags 
: Next Hop State Fags ene ease ee 
| Constant. 7 —. Malue—-_—sO#*@D esscription sits 
RTM NEXTHOP_ STATE 0 Indicates that the next fob was 
CREATED : os , . created. | 


RTM. _NEXTHOP_ STATE. . ae 7 Indicates that the next hop ee 


: DELETED ee deleted. 
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Next Hop Flags 
Constant 


~ RTM_NEXTHOP. FLAGS __ 


REMOTE 


RTM_NEXTHOP_ FLAGS DOWN 


Next Hop Added 
Constant | 


RTM_NEXTHOP_CHANGE_NEW 


Constant. 


RTM_MATCH_NONE 


RTM_MATCH_OWNER 


~ RTM_MATCH_ 


NEIGHBOUR 
RTM_MATCH_ 
PREF 


RTM_MATCH_ 
NEXTHOP 


RTM_MATCH_ 
NTERFACE 
RTM_MATCH_FULL 


RTM_BEST_ 
PROTOCOL 
RTM_THIS_ 
PROTOCOL 


Value 


Ox0001 


0x0002 


Value 


0x01 


Value 


0x00000000 


0x00000001 
0x00000002 


Ox00000004 


0x00000008 


0x00000010 


OxOOOOFFF 
F 


0 


0 


Description 


This next hop points to a remote 
destination that is not directly 
reachable. To obtain the complete 
path, the client must perform a 
recursive lookup. 


This flag is reserved for future use. 


Description 


A new next hop was created. 


- Description 


Match none of the criteria; all 
routes for the destination are 
returned. 


Match routes with same owner. 


Match routes with the same 
neighbor. 


Match routes that have the same 
preference. 

Match routes that have the same 
next hop. — | 

Match routes that are on the same 
interface. | 


Match routes with all criteria. — 


Return a route regardless of which 
protocol owns it. | 


Returns the best route for the 
calling protocol. 


Enumeration Flags 
Constant 


RTM_ENUM_START 


RTM_ENUM_NEXT 


RTM_ENUM_ RANGE 


~ RTM_ENUM_ALL_DESTS 
RTM_ENUM_OWN_DESTS 


RTM_ENUM_ALL_ROUTES 
RTM_ENUM_OWN_ROUTES 


Change Notification Flags 
Constant 


RTM_NUM_CHANGE_TYPES 


RTM_CHANGE_TYPE_ALL 


RTM _CHANGE_TYPE BEST 


RTM_CHANGE_TYPE_ 
FORWARDING 


RTM_NOTIFY_ONLY_MARKED__ 
DESTS | 
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Value 


Ox00000000 


0x00000001 


~ 0x00000002 


Ox00000000 
0x01000000 


0x00000000 


- 0x00010000 


Value 


3 


0x0001 


0x0002 


0x0004 


0x00010000 
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~ Description 


Enumerate routes or destinations 
starting at 0/0. 


Enumerate routes or destinations 
starting at the specified 
address/mask length (such as 
10/8). The enumeration continues 
to the end of the routing table. 


Enumerate routes or destinations 
in the specified subtree specified 
by the address/mask length (such 
as 10/8). ) 

Return all destinations. 

Return only those destinations that 
the client owns. 

Return all routes. 


Return only those routes that the 
client owns. 


Description 


Specifies the number of change 
types that are currently used by the 
routing table manager. 


| | Notify the client of any change to a 
destination. 


Notify the client of changes to the 
best route, or when the best route 
changes. 


_ Notify the client of any best route 


changes that affect forwarding 
(such as next hop changes). 


Notify the client of changes to 
destinations that the client has: 
marked. If this flag is not specified, 
change notification messages for 
all destinations are sent. 
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Routing Table Manager Version 2 Enumerations 


The RTMv2 functions use the following enumerations: 
RTM_EVENT_TYPE 


RTM_EVENT_TYPE 


Enumerates the events that the routing table manager can notify the client about using 
the RTM_EVENT_CALLBACK callback. | | 


Values 


RTM_ENTITY_REGISTERED 
A client has just registered with the routing table manager. 


RTM_ENTITY_DEREGISTERED 
A client has just unregistered. 


RTM_ROUTE_EXPIRED 
A route has timed out. 


RTM_CHANGE_NOTIFICATION 
| change notification has been made. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Rtmv2.h. 


RTM_EVENT_CALLBACK 


Routing Table Manager Version 2 simple Data Types — 


The RTMv2 API defines several simple data types. The following table lists these data 
types. , ee 


Data Type 


RTM_VIEW_ID, 
*PRTM_VIEW_ID 

-DWORD RTM_VIEW_SET, 
*PRTM_VIEW_SET 
RTM_ENTITY_HANDLE, 
*PRTM_ENTITY_HANDLE, | 
RTM_DEST_HANDLE, 
*PRTM_DEST_HANDLE, 
RTM_ROUTE_HANDLE, 
*PRTM_ROUTE_HANDLE, 
RTM_NEXTHOP_HANDLE, 
*PRTM_NEXTHOP_HANDLE, 
RTM_ENUM_HANDLE, ~ 
*PRTM_ENUM_HANDLE, 
RTM_ROUTE_LIST_HANDLE, 
*PRTM_ROUTE_LIST_HANDLE, 
RTM_NOTIFY_HANDLE, 
*PRTM_NOTIFY_HANDLE 


_ RTM_ENTITY_METHOD_TYPE, 

— *PRTM_ENTITY_METHOD_TYPE 
— RTM_ENTITY_EXPORT_METHOD, 
*PRTM_ENTITY_EXPORT_METHOD 
RTM_ROUTE_CHANGE_FLAGS, 
-PRTM_ROUTE_CHANGE_FLAGS 


RTM_NEXTHOP_CHANGE_FLAGS, 
*PRTM_NEXTHOP_CHANGE_FLAGS 


RTM_MATCH_FLAGS, — 
*“PRTM_MATCH_FLAGS 


~RTM_ENUM_FLAGS, 
*PRTM_ENUM_FLAGS 
RTM_NOTIFY_FLAGS, 
*PRTM_NOTIFY_FLAGS 


-RTM_EVENT_CALLBACK, 
“*PRTM_EVENT_CALLBACK: 
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Description ; | Typedef 
Identifies a particular view - INT 
Identifies a set of views; | DWORD 
expressed as a mask 

Handles pointing to HANDLE 


RTMv2 data 


Identifies methods exported DWORD 


~ by a registered client 


Specifies the common ENTITY_METHOD 


prototype for client methods 

Input and output flags used to DWORD 
specify the state when a route 

is added or updated 

Output flags used to specify DWORD 


the state when a next hop is 


added | 

Input flags used to specify DWORD 
criteria when matching routes 

in the routing table 

Identifies enumerations | ~ DWORD. 


Output flags used to specify DWORD 
which type of notification is 
being issued; composed as 


follows: (Change Types | 


Dests) a client is interested in — 


Identifies the callback usedto RTM_EVENT_ 


notify clients thatachange = CALLBACK | 
has occurred in route state or | : 


— clients registered 
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~ Multicast Group Manager 


Multicast Group Manager Overview 


This chapter describes the Multicast Group Manager (MGM) technology, a feature of 
Microsoft® Windows® 2000. 


Multicasting allows a host to send data to only those destinations that specifically 
request to receive the data. Multicasting saves network bandwidth because multicast 
data is sent only to hosts that request the data. In this way, multicasting differs from 
sending broadcast data, since broadcast data is sent to all hosts. Multicasting also saves 
network bandwidth because data travels over any link only once. Multicasting saves 
server bandwidth because a server has to send only one multicast message instead of 
one unicast message per receiver. Examples of popular multicast applications are online 
meetings and Internet radio. | - | 


The MGM API enables developers to write multicast routing protocols that work within 
the architecture for Microsoft® Windows® 2000 Routing and RAS (RRAS). 


When more than one multicast routing protocol is enabled on a router, the multicast © 
group manager coordinates operations between all routing protocols. The multicast 
group manager informs each routing protocol when group membership changes occur, 
and when multicast data from a new source or destined for a new group is received. 


The MGM API provides the following features: 
e Protocol registration 
- @ Group management 
e Multicast forwarding entry enumeration 
e Callback definitions for multicast routing protocols 


This overview describes the components of the MGM architecture, the client scenarios 
that are used to implement MGM, and programming issues to consider when using the 
MGM API. so | 


The multicast group manager is incorporated into Microsoft Windows 2000 as a part of 
the RRAS technology. It is not available for Microsoft® Windows NT® version 4.0. 
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Components of the Multicast Architecture 


The major components of the multicast routing architecture are explained in the following 
topics: . 
e Router 
e Multicast Routing Protocol 
e Interface 
e Multicast Source 
e Multicast Group 
e (s, g), (*, g), and (“, *) pairs 
e Destination 
e Next Hop 

~@ Multicast Group Manager Client 


_ The section How the Multicast Architecture Fits Together explains how these 
components interact. | 


Router 


A router is a Windows NT/Windows 2000 server that is running the RRAS service. Such 
a server handles data forwarding and runs routing protocols. 


Multicast Routing Protocol 


‘Router clients are service providers that function within the framework of the router 
architecture. The Windows NT/Windows 2000 routing architecture is designed to be 
extended by router client modules. Routing protocols are one type of router client that is 
supported by the router. 


A multicast routing protocol manages group membership and controls the path that 
multicast data takes over the network. Examples of multicast routing protocols include: 
Protocol Independent Multicast (PIM), Multicast Open Shortest Path First (MOSPF), and 
Distance Vector Multicast Routing Protocol (DVMRP). The Internet Group Management — 
Protocol (IGMP) is a special multicast routing protocol that acts as an intermediary 
between hosts and routers. 


Interface — 


An interface is a logical connection to a network. Each interface i is identified by a unique 
interface index. Routing protocols such as MOSPF deal with all types of interfaces 
similarly. 


— Inthe case of a LAN risnaese the interface corresponds to an actual physical device in 
the computer, the LAN adapter. In the case of a WAN interface, the interface is mapped 
to a port at the time a connection is established. WAN interfaces can be based on 

— tunnels, the port could be a Virtual Private Network (VPN) port. 
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Windows 2000 supports a “point-to-multipoint’ interface. This interface can be viewed 
as a collection of point-to-point links that share a single termination point. The MGM API 
has extended interface identification to use a next-hop address. The next-hop address 
uniquely identifies the exact link in this collection of point-to-point links. 


Multicast Source 


- A multicast source is the IP address of the host from which the mulicast data originated. 
A source is referred to Py either of the syns “S” or “s”. 


Multicast Group 


A multicast group is a Class D IP address in the range of 224.0.0.0- 239. 255.255.255. 
Messages that are sent to an address in this range are not destined for a single target. 
Instead, these messages can be received by any host that makes a request to receive 
data destined for the group the host is interested in receiving messages for. A multicast 
group is referred to by either of the symbols “G@” or “g”. 


(s, g), (*, g), and (*, *) Pairs 


The notation (s, g) represents a specific source and group. The notation (*, g) represents 
a wildcard source and a specific group. All messages to the group “g” are included. 


The notation (*, *) represents a wildcard source and wildcard group. All messages from 
all sources, and bound to all groups, are included. 


These notations are used to describe the addition and removal of oe memberships. | 


Destination 


A destination is a host that has joined a multicast group. Such a host has informed the 
local router (using IGMP) that it is interested in receiving data sent toi a specific multicast 


group. 


Next Hop 


A next hop is the next router on the path towards a destination. Packets from @ a source | 
are forwarded to the destination on a hop-by-hop basis. 


The address of the router that is the next- -hop route is used to sniguely identify links ona 
_ point-to- -multipoint interface, where all the links share the same interface index. 


Multicast Group Manager Client 


_Acclient is an entity that calls an MGM function, such as a routing protocol. 


The MGM functions are called primarily by multicast routing protocols. Developer of 


. multicast routing Protocols use MGM functions to. 


512 


Volume 5 Routing 


e maintain group membership 
e control interface ownership 


e receive notifications from MGM regarding requests for multicast data generated by 
other multicast routing protocols 


Specific administration applications that must monitor multicast forwarding entries 
(MFEs) can do so without adding or removing group membership. Administrative _ 
program developers use MGM functions to review information in MFEs and the group 
membership list. MFEs are the cached forwarding information that MGM creates based 
on group membership. The MFEs that are retrieved from the multicast group manager 
can provide statistical information. An administrative program can then use this 
information to determine the appropriate actions (for instance, an administrative program 
could perform actions that are based on the volume of packets on a specific interface). 


How the Multicast Architecture Fits Together 
This section describes a sample configuration and how the components fit together. 


Figure 12-1 shows the relationship between the various components of a router. 


Router 


Multicast Group 
Manager — 


Protocol 1 


Interface 1 
Protocol 2 


Interface 2. 


Protocol 3 


Interface 3 


Figure 12-1: Router Components. 


The multicast group manager is a part of the RRAS service running on a Windows 2000 
server that is operating as a router. 


The router shown has three multicast routing protocols (Protocol 1, Protocol 2, 

Protocol 3) running on it. Each protocol can own one or more interfaces (in this case, 
Protocol 1 owns Interface 1, Protocol 2 owns Interface 2, and Protocol 3 owns Interface 
3). Each interface can be owned by only one routing protocol (in addition to IGMP). 


Chapter 12 Multicast Group — 513 


The multicast group manager runs on the router and coordinates group information 
between the routing protocols. | 


Figure 12-2 shows the relationship between two routers in a multicast architecture. 


- Router 2 


Multicast Group 
Manager 


Protocol 2 


Interface 2 


Router 1 


Multicast Group Network 2 


Manager 


Protocol 2 


Interface 2 


Protocol 3 


Interface 3 


Figure 12-2: Relationship Between Two Routers in a Multicast Architecture. 


Router 2 sends multicast data to Network 2 on Interface 2. Router 1 receives multicast 
data from Network 2 on Interface 2. On both routers, Protocol 2 owns the respective 
Interface 2. | 


Figure 12-3 shows the path data from a multicast source (to a multicast group) takes to 
reach the host that has joined the multicast group. The routers in the illustration use the 
same configuration as previous illustrations; however, the interface and protocol details 
are not shown in order to keep the figure simple. 


Host 1 joins multicast group G on Network 3. Router 3 learns about G via IGMP. The 
multicast group manager on Router 3 notifies Protocol 3 on Router 3. Protocol 3 on 

~ Router 3 then notifies Protocol 3 on Router 1. In turn, Protocol 3 on Router 1 notifies the 
multicast group manager on Router 1. The multicast group manager on Router 1 then 
notifies Protocol 1 and Protocol 2. Protocol 2 may inform Router 2, if the protocol is 
designed to do so. . 
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Network 1 


Network 2 | 


Network 3 


Figure 12-3: Path from a Multicast Source to a Multicast Group. 


A source on Network 1 sends data to Group G. Data sent from Source S goes first to 
Router 2, which then forwards it to Router 1 using Interface 2 (since Router 2 has been 
informed by Protocol 2 that receivers are present downstream). Then Router 1 forwards 
the data to Router 3 (since Router 1 has been informed by Protocol 2 that receivers are 
present downstream). Router 3 forwards the data to Network 3, and therefore it arrives 
at Host 1. | : | | 


For further information on multicast protocol interaction, see RFC 2715, Interoperability 
Rules for Multicast Routing Protocols. 


Using the Multicast Group Manager 


This section contains the following information: 


e MGM Programming Issues 

e Callbacks 

° Multicast Routing Protocol Scenario 
e Administration Program Scenario 
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MGM Programming Issues 
Multicast group manager clients should be written based on the following Seuaiions 


e Function calls must be made from within the routing process. If functions are called 
from another process, their results will not be valid; the client will not interact 
with MGM. | 

e Clients that call MGM functions must provide their own error checking, for validity, of 
the values of parameters that are passed to the multicast group manager. MGM 
functions do not return detailed error messages about invalid parameters; an 
ERROR_INVALID_PARAMETER value is returned without explanation. 

e Clients should exercise caution in using locks while calling MGM functions to prevent 
deadlocks. When calling MGM functions, clients should not hold any locks that might 
simultaneously be held in a callback from the multicast group manager. 


Callbacks 


| There are two types of callbacks in the MGM API: 


° Routing Protocol Callbacks = 
e IGMP Enable and Disable Callbacks 


These callbacks, combined with the MGM API function, create the ongoing notification 
cycle between routing protego IGMP, and the multicast group manager. 


Routing Protocol Callbacks ~ 


This topic covers the calls into routing protocols. 


Join Alert Callbacks 


~ When the multicast group manager is notified that there are new receivers present for 
a group, the multicast group manager invokes the PMGM_JOIN_ALERT_CALLBACK 
callback to inform the routing protocols of the change. This callback indicates to the 
routing protocols that they must request multicast data for one or more specified groups. 


The multicast group manager uses a predefined set of rules that govern when this 
callback is invoked. This set of rules is based on both the type of join sent by the client 
and the order the join requests were received in. 


When a wildcard (*, g) join for a group is received from a client, the multicast group 
manager invokes the PMGM_JOIN_ALERT_CALLBACK callback for all other 
registered clients. When a wildcard join for a group is received from a second client, the 
multicast group manager invokes this callback for the first client to join the group. The 
multicast group manage! does not invoke this callback for any subsequent } joins to the 


group. 
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When a source-specific join for a group is received (s, g), the multicast group manager 
invokes this callback only for the client that owns the incoming intenaee towards the 


source “s”. 


Prune Alert Callbacks 


When the multicast group manager is notified that old receivers are leaving a group, the 
multicast group manager invokes the PMGM_JOIN_ALERT_CALLBACK callback to 
notify the routing protocols of the change. This callback indicates to the routing protocols 


_ that they must stop requesting multicast data for the specified groups. 


The multicast group manager has a predefined set of rules that govern when this 
callback is invoked. These rules are based on both the type of prune request sent by 
the client and the order the prune requests were received in. 


When a wildcard (*, g) prune for a group is received and the final interface is being 
removed for the second-to-last client (that is, when only the interfaces for a single client 
remain), the multicast group manager invokes this callback for the last remaining client. 
After the final interface is removed for the last client for the source and group (that is, 
when no other interfaces remain), then the callback is invoked for all the other clients 
that are registered with the multicast group manager. 


When a source-specific prune for a group is received (s, g), the multicast group manager 
invokes this callback only for the client that owns the incoming interface towards the 
source “s”, | 


Local Join Callback 


After the multicast group manager is notified by IGMP that new receivers are present for 
a group on an interface, MGM invokes the PMGM_LOCAL_JOIN_CALLBACK callback 
to the routing protocol on that interface (if one exists) to notify the routing protocol of the 
change. The PMGM_LOCAL_JOIN_CALLBACK and | 
PMGM_LOCAL_LEAVE_ CALLBACK callbacks are used to synchronize forwarding 
between IGMP and routing protocols. 


Local Leave Callback 


After the multicast group manager is notified by IGMP that there are no more receivers 
present for a group on an interface, MGM invokes the 
PMGM_LOCAL_LEAVE_CALLBACK callback to the routing protocol on that interface 
(if one exists) to notify the routing protocol of the change. This callback and the 
PMGM_LOCAL_JOIN_CALLBACK callback are used to synchronize forwarding 
between IGMP and routing protocols. 


Wrong Interface Alert Callback | 


After the kernel forwarder receives multicast data from a specific source on the wrong 
interface, it notifies the multicast group manager. The multicast group manager then 
invokes this callback to the routing protocol that owns the interface on which the data 
incorrectly arrived. 
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This callback is not currently implemented in this version of the MGM API. 


RPF Alert Callback 


After the multicast group manager receives notification of a packet from a new source or 
of a packet that is destined for a new group, the multicast group manager looks up the 
route to the source in the multicast view of the routing table. 


The multicast group manager then invokes the PMGM_RPF_CALLBACK for the 
protocol that owns the incoming interface. 


When this callback is invoked, the routing protocol can change the incoming interface 
if the routing protocol must receive the data for the group on another interface. 


IGMP Enable and Disable Callbacks 


The multicast group manager uses two callbacks to IGMP to coordinate changes in 
interface ownership from IGMP to a routing protocol, and from a routing protocol 
to IGMP. 


The multicast group manager allows IGMP to coexist on an interface with ere 
routing protocol (such as DVMRP). 


After the ownership of an interface changes, the multicast group manager first calls 
PMGM_DISABLE_IGMP_CALLBACK. IGMP must stop adding and deleting group. 
memberships on the specified interface until it receives the 
PMGM_ENABLE_IGMP_CALLBACK callback. 


_ The multicast group manager calls PMGM_ENABLE_IGMP_CALLBACK after the 
change of interface ownership is complete. 


Multicast Routing Protocol Scenario 


All multicast routing protocols go through three basic phases: startup, operation, and 
shutdown. The following sections outline a basic set of interactions between a multicast 
routing protocol and the multicast group manager. 


Multicast Routing Protocol Startup Tasks 


The following table summarizes the startup interaction between a routing protocol and 
the multicast group manager. The first column describes actions that the routing protocol 
performs and the responses of the routing protocol to the multicast group manager. 

The second column describes the multicast group manager’s responses to the routing 
protocol and any actions the multicast group manager performs (such as callbacks). The 
third column presents any additional information. 3 


Each row of the table represents one step. 
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Routing Protocol Action | 


Register with the multicast group 
manager using 
MgmRegisterM Protocol. 


lf an interface is already owned, 
determine the protocol that owns it 
using MgmGetProtocolOnInterface. 


Take ownership of all the interfaces 
on which the protocol is enabled, 


using MgmTakelnterfaceOwnership. 


Determine the current state of group 
membership on the router. This is 
done using the group membership 
enumeration functions: 
MgmGroupEnumerationStart, 
MgmGroupEnumerationGetNext, 
and MgmGroupEnumerationEnd. 


MGM Action 


Return to the routing protocol a 
handle that the protocol must 
use to identify itself in 
subsequent MGM calls. 


If IGMP has already taken 
ownership of an interface and 
the | 
MgmTakelnterfaceOwnership 
function call is received for the 
same interface, contact IGMP 
using the 
PMGM_DISABLE_IGMP__ 
CALLBACK. Once all internal 
MGM changesregarding 
interface ownership have been 
made, contact IGMP again 


using PMGM_ENABLE_IGMP_ 
CALLBACK. 


Return the list of groups. 


Multicast Routing Protocol Operational Tasks 


The following table summarizes the operational interactions between a routing ieee 
and the multicast group manager. The first column describes the actions that the routing 
protocol performs and the routing protocol’s responses to the multicast group manager. 
The second column describes the multicast group manager's responses to the routing 
protocol and any actions the multicast group manager pono (such as capaens): The 
third column presents any additional information. : 


Each row of the table represents one step. 


Notes 


Only one protocol can 
own an interface at a 
given time, in addition 
to IGMP. 


Routing protocols can | 
use the results to 
determine what 
actions to take based 
on the groups already 
joined. 

See the topic on 
Enumerating Groups 
for a complete guide 
to using these 
functions. 
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The tasks listed in this table do not occur in any specific order; rather, they occur based 
on the status of multicast group memberships. The table below is an example order. 


Routing Protocol 
Action 


Manage group 
memberships based on 
protocol information 
received on any 
interfaces that the 
protocol owns. Use the. 
following functions to 
manage group 
memberships: 
MgmAddGroup 
MembershipEntry and 
MgmDeleteGroup 
MembershipEntry. 


Enumerate the multicast 


forwarding entries - 
(MFEs), using the 
MgmGetFirstMfe, 
MgmGetNextMfe, and 
MgmGetMfe Make — 
make decisions about | 
multicast data based on 


the enumeration results. — 


Modify the upstream 
neighbor in an MFE 
using MgmSetMfe. 


MGM Action 


Add to and delete from the outgoing 
interface list for the specified (s, g), 
(*, g), and (*, *) entries. This list 


represents the set of interfaces on which 
data for this group is forwarded. The 


data for this group is from the specified 
source. 


Send alerts back to the other routing 
protocols in the form of callbacks: 
join/leave groups 
(PMGM_JOIN_ALERT_CALLBACK, 
PMGM_PRUNE_ALERT_CALLBACK), 
group membership changed by IGMP 
(PMGM_LOCAL_JOIN_CALLBACK, 
PMGM_LOCAL_LEAVE_CALLBACK), 
data received on wrong interface 
(PMGM_WRONG_IF_CALLBACK), 
data received from new sources or to a 
new group 
(PMGM_CREATION_ALERT_ 
CALLBACK and 


-PMGM_RPF_CALLBACK). 
~ Return the requested MFEs. 


Return ERROR_NO_MORE ITEMS 
when there are no more MFEs to return. 


Notes 


Using these callbacks, 
MGM is able to coordinate 
packet forwarding when 
several multicast routing 
protocols are present on a 
router. ee 


Use the 


MgmGetFirstMfeStats, 


MgmGetNextMfeStats, 


-MgmGetMfeStats to 


enumerate MFE statistics. 


~ See the Enumerating 


MFEs topic for the 
complete enumeration 


4 procedure. 
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Multicast Routing Protocol Shutdown Tasks | 


The following table summarizes the interactions between the multicast group manager 
and the routing protocol when the routing protocol is shutting down. The first column 
describes the actions that the routing protocol performs and the routing protocol’s 
responses to the multicast group manager. The second column describes the multicast 
group manager’s responses to the routing protocol and any actions the multicast group 
manager performs (such as callbacks). The third column presents any additional 
information. 


Each row of the table represents one step. 


Routing Protocol 


Action MGM Action Notes 
Release ownership of If IGMP is also running on the interface 

each interface that the that was just released by a routing 

routing protocol owns protocol, contact IGMP using the 

using — PMGM_DISABLE_IGMP_CALLBACK 


MgmReleaselinterface callback. Once all internal (to MGM) 
Ownership. | changes regarding interface ownership 


have been made, contact IGMP again 
using | 
PMGM_ENABLE_IGMP_CALLBACK. 
- Delete all the forwarding entries 
associated with this interface. 


Unregister with MGM Destroy the handle that was returned o The routing protocol can 


using MgmDeRegister the routing protocol by the call to no longer use this handle 
MProtocol. MgmDeRegisterMProtocolrouting — to call MGM functions. 


protocol’s handle. 


Administration Program Scenario 


Administration programs call a subset of MGM functions that are related to enumerating 
groups and multicast forwarding entries (MFEs). These functions do not need to register 
with the multicast group and receive a handle. The following sections outline a basic set 
of interactions between an administration program and the multicast group manager. 


Enumerating Groups 

The following table summarizes the interactions between an administration program and 
the multicast group manager. The first column describes the actions that the — 
administration program performs and the administration program’s responses to the 
multicast group manager. The second column describes the multicast group manager's 
responses to the administration program. The third column presents any additional 
information. 


Each row of the table represents one step. 


Administration Program Action 


Call MgmGroupEnumerationStart 
to obtain a handle to an 
enumeration. 


Call MgmGroupEnumeration | 
GetNext to obtain groups. 


If ERROR_INSUFFICIENT_ 
BUFFER is received, call 
MgmGroupEnumerationGetNext 
again using a buffer of the size 
indicated. : 


Continue the enumeration until 
ERROR_NO_MORE_ITEMS is 
received. 

Call MgmGroupEnumerationEnd 
to destroy the handle to the 
enumeration. 


Enumerating MFEs 
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MGM Action Notes 


Return a handle. 


Return as many groups as fit in the 
buffer supplied by the client. 

If no groupscan be returned in the 
supplied buffer, return 


~ ERROR_INSUFFICIENT_BUFFER 


and the size of the buffer that is 
needed to return one group. 


Return ERROR_NO_MORE_ITEMS 
when there are no more groups. 


Destroy the handle. - 
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~ The following table summarizes the interactions between an administration programand 
the multicast group manager. The first column describes the actions that the 


administration program performs and the administration program’s responses to the 


multicast group manager. The second column describes the multicast group manager’s 


responses to the administration program. The third column presents any additional 


information. 
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Each row of the table represents one step. 


Routing Protocol Action 


Call MgmGetFirstMfe to 
obtain MFEs. — 


lf ERROR_ 
INSUFFICIENT_BUFFER 
is received, call 
MgmGetFirstMfe again 
using a buffer of the size 
indicated. 


Call MgmGetNextMfe, © 
supplying as one of the 
parameters the last MFE 
that was returned by the 
previous Call to 
MgmGetFirstMfe. 


If ERROR_ 


INSUFFICIENT_BUFFER © 


is received, call 
MgmGetNextMfe again 
using a buffer of the size 
indicated. 


Continue the enumeration 
until | 
ERROR_NO_MORE_. 
ITEMS is received. 


MGM Action 


Return as many MFEs as fit in the 


buffer supplied by the client. 


lf no MFEs can be returned in the 


_ supplied buffer, return 


ERROR_INSUFFICIENT_BUFFER 
and the size of the buffer that is 
needed to return one MFE. 


Return as many MFEs as fit in the 
buffer supplied by the client. 


If no MFEs can be returned in the 
supplied buffer, return 
ERROR_INSUFFICIENT_BUFFER 
and the size of the buffer that is 
needed for one MFE. 


Return ERROR_NO_MORE_ITEMS 


when no more MFEs remain. 


Notes 


Clients can also retrieve MFE 
Statistics using the | 
corresponding statistics 
functions, | 
MgmGetFirstMfeStats and 
MgmGetNextMfeStats. 


Note Use the MgmGetMfe and MgmGetMfeStats functions to retrieve a Specinc MFE 
or specific set of MFE statistics. 
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Multicast Group Manager Reference 


The following documentation describes the functions, callbacks, structures, and 
~ enumeration noe. to use when working with the multicast group manager. 


Multicast Group Manager Functions 
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The following functions are used to control group membership and work with the MFE — 


cache: 


_ Protocol Registration Functions 


MgmRegisterMProtocol 
MgmDeRegisterMProtocol 


Interface Ownership Functions 
MgmGetProtocolOninterface 
MgmTakelnterfaceOwnership 

-MgmReleaselinterfaceOwnership 


Group Membership Functions 


MgmAddGroupMembershipEntry 
MomDeleteGroupMembershipEntry 


Multicast Forwarding Entry Enumeration Functions 


MgmGetFirstMfe 
MgmGetNextMfe 
MgmGetMfe 
MgmGetFirstMfeStats 
MgmGetNextMfeStats 
MgmGetMfeStats 


- Multicast Forwarding Entry Update Functions 
_MgmSetMfe | 


Group Membership Enumeration Functions 
MgmGroupEnumerationStart 
~ MgmGroupEnumerationGetNext 
MgmGroupEnumerationEnd 
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MgmAddGroupMembershipEntry 


The MgmAddGroupMembershipEntry function notifies the multicast group manager 
that there are receivers for the specified groups on the specified interface. The receivers 
can restrict the set of sources from which they should receive multicast data by 
specifying a source range. 


A multicast routing protocol calls this function when it is notified that there are receivers 
for a multicast group on an interface. The protocol must call this function so that 
multicast data can be forwarded out over an interface. 


arameters 


hProtocol 
[in] Handle to the protocol obtained from a previous call to MgmRegisterMProtocol. 


dwSourceAdear 
[in] Specifies the range of source addresses from which to receive group data. Specify 
zero to receive data from all sources (a wildcard receiver for a group); otherwise, 
specify the IP address of the source or source network. 


dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAdar. The dwSourceAddr 
and dwSourceMask parameters are used together to define a range of sources from 
which to receive data. Specify zero for this parameter if zero was specified for 
dwSourceAdar (a wildcard receiver). 


dwGroupAdar | 
in] Specifies the range of multicast groups for which to receive data. Specify zero to 
receive all groups (a wildcard receiver); otherwise, specify the IP address of the 


group. 
dwGroupMask | 

[in] Specifies the subnet mask that corresponds to dwGroupAddr. The dwGroupAddr 

and dwGroupMask parameters are used together to define a range of multicast _ 

groups. Specify zero for this parameter if zero was specified for dwGroupAddr (a 

wildcard receiver). | 
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dwitindex 
[in] Specifies the interface on which to add the group members: Multicast packets 
are forwarded out of this interface. 

dwlfNextHop!IPAddr | 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 
dwifindex and dwifNextHop/lPAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point misuse: 
which are identified by only dwifindex, specify zero. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 
-ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
ERROR_INVALID_- PARAMETER Invalid handle to a client. | 
ERROR_NOT_ENOUGH_MEMORY __ Not enough memory to complete this 

| operation. 
Remarks 


This version of the Multicast Group Manager API supports only wildcard sources or 
specific sources, not source ranges. The same restriction applies to groups, that is, no 
group ranges are permitted. 


When this function is called, the multicast group manager may invoke 
PMGM_JOIN_ALERT_CALLBACK to notify other routing pipe that there are new 


receivers. 


| Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmDeleteGroupMembershipEntry, PMGM_JOIN_ALERT_CALLBACK 
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MgmDeleteGroupMembershipEntry 


The MgmDeleteGroupMembershipEntry function notifies the multicast group manager 
that there are no more receivers present for the specified groups on the specified 
interface. 


A multicast routing protocol calls this function after it is notified that there are no more 
receivers for a multicast group on an interface. The protocol must call this function to 
stop multicast data from being forwarded out over an interface. 


Parameters 


hProtocol | 
[in] Handle to the protocol obtained from a previous call to MgmRegisterMProtocol. 


dwSourceAdar 
[in] Specifies the range of source addresses from which to stop receiving group data. 
Specify zero to stop receiving data from all sources (a wildcard receiver for a group); 
otherwise, specify the IP address of the source or source network. | 


dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAdadr. The dwSourceAdadr 
and dwSourceMask parameters are used together to define a range of sources from 
which to stop receiving data. Specify zero for this parameter if zero was specified for 
dwSourceAdor (a wildcard receiver). | 


dwGroupAdar +. , 
[in] Specifies the range of multicast groups for which to stop receiving data. Specify 
zero to stop receiving all groups (a wildcard receiver); otherwise, specify the IP 
address of the group. 


dwGroupMask 
[in] Specifies the subnet mask that corresponds to dwGroupAdar. The dwGroupAdadr 
and dwGroupMask parameters are used together to define a range of multicast 
groups. Specify zero for this parameter if zero was specified for dwGroupAdar (a 
wildcard receiver). | | | 

dwifindex 


[in] Specifies the interface on which to delete the group membership. Multicast 
packets for the specified groups will no longer be forwarded out over this interface. 
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dwifNextHop!PAddr 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 
dwifindex and dwifNextHop/PAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (Such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface on which 
all dial-up clients connect). 
For broadcast interfaces (stich as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, specify zero. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value | _ Meaning 

ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 

ERROR_INVALID_PARAMETER Invalid handle to a client, or the interface is © 
| owned by another protocol. 

ERROR_NOT_FOUND | The specified interface was not found. 

Remarks 


This version of the Multicast Group Manager API supports only wildcard sources or | 
specific sources, not source ranges. The same restriction applies to groups (that is, no 
group ranges are permitted). | | 


When this function is called, the multicast group manager may invoke 
PMGM_PRUNE_ALERT_CALLBACK to notify other routing protocols that no more 
receivers are present. 


| Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm. lib. 


_ MgmAddGroupMembershipEntry, PMGM_PRUNE_ALERT_ CALLBACK : 


MgmDeRegisterMProtocol 


The MgmDeRegisterMProtocol function unregisters a client handle obtained from a Call 
to MomHedietertr rotocel: | 
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Parameters 


hProtocol 
[in] Handle obtained from a previous call to MgmRegisterMProtocol. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
Client did not first release the interfaces it owns. 


ERROR_INVALID_PARAMETER Invalid handle to a client. 


Remarks 


A multicast protocol must deregister only after releasing interface ownership for all 
interfaces that it owns. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


-MgmGetFirstMfe 


The MgmGetFirstMfe function retrieves MFEs starting at the beginning of the MFE list. 
The function can retrieve zero, one, or more MFEs. The number of MFEs returned 
depends on the size of the MFEs and the size of the buffer supplied when the function is 
called. | 


The data returned in the buffer is ordered first by group, and then by the sources within a 
group. 
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- Parameters | 


pdwBufferSize : 
[in, out] On input, pdwBufferSize is a pointer to a DWORD value containing the size, 
in bytes, of pbBuffer. On output, if the return value of MgmGetFirstMfe is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 
pbBuffer must be to hold the MFE; otherwise pdwBufferSize remains unchanged. 


pbBuffer 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 
receives one or more MFEs. Each MFE is a MIB_IPMCAST_MFE structure. 


pdwNumEntries 
[out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwNumEntries receives the number of MFEs in pbBuffer. 


Return Values | | 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INSUFFICIENT_BUFFER _ The specified buffer is too small for even one 
MFE. The client should check pdwBufferSize for 
the minimum buffer size required to retrieve one 


MFE. 
ERROR_MORE_DATA More MFEs are available. | 
ERROR_NO_MORE_ITEMS No more MFEs are available. Zero or more MFEs 


were returned; check pawNumeEntries to verify 
how many were returned. 


Remarks 


This function is used to begin sequential retrieval of MFEs: use MgmGetNextMfe to 
continue the retrieval process. 


Note The minimum size of pbBuffer is not fixed; it is different for each MFE. Use the 
SIZEOF_MIB_MFE macro to determine the size of each MFE returned in the buffer. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. | . 


MgmGetFirstMfeStats, MgmGetMfe, MgmGetMfeStats, MgmGetNextMfe, 
MgmGetNextMfeStats, MIB_IPMCAST_MFE, SIZEOF_MIB_MFE 


MgmGetFirstMfeStats 


The MgmGetFirstMfeStats function retrieves MFE statistics starting at the beginning of 
the MFE list. The function can retrieve zero, one, or more MFE statistics. The number of 
entries returned depends on the size of the entries and the size of the buffer supplied 
when the function is called. 


The data returned in the buffer is ordered first by group, and then by the sources within a 
group. The statistics returned include the packets and bytes received, as well as the 
packets forwarded, on each outgoing interface. 


Parameters | 


pdwBufferSize 
[in, out] On input, pdwBufferSize is a pointer to a DWORD value containing the size, 
in bytes, of pbBuffer. On output, if the return value of MgmGetFirstMfeStats is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 
pbBuffer must be to hold statistics for the MFE; otherwise pdwBufferSize remains 
unchanged. 


pbBuffer | 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 


receives statistics for one or more MFEs. Each set of statistics is returned ina 
: MIB_IPMCAST_MFE_STATS siructure. | 


pdwNumEntries | 
[out] On input, the client must supply a pointer to a DWORD value. On output, 


_pdwNumeEntries receives the number of MFEs for which statistics are returned in 
pbBuffer. | : 
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Return Values 
If the function succeeds, tha return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 
Value | | Meaning 


_ ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
ERROR_INSUFFICIENT_BUFFER The specified buffer is too small to hold the 
statistics for even one MFE. The client should 
check pdwBufferSize for the minimum buffer 
size required to retrieve statistics for one MFE. 
ERROR_MORE_DATA | _ More MFE statistics are available. 
_ ERROR_NO_MORE_ITEMS No more MFE statistics are available. Zero or 
| more sets of MFE statistics were returned; 
check pdwNumEntries to verify how many were 
returned. 


Remarks 


This function is used to begin sequential retrieval of MFE statistics; use 
MgmGetNextMfeStats to continue the retrieval process. 


Note The minimum size of pbBuffer is not fixed; it is different for each MFE for which — 
statistics are returned. Use the SIZEOF_MIB_MFE _STATS macro to determine the size 
_ of each group of statistics returned in the buffer. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetFirstMfe, MgmGetMfe, MgmGetMfeStats, MgmGetNextMfe, 
pence MIB_IPMCAST_MFE_STATS, SIZEOF- MIB_MFE_ STATS 


MomGetMfe. 


The MgmGetMfe function retrieves a specific MFE 
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Parameters | | 
pimm 
[in] Pointer to a MIB_IPMCAST_MFE structure specifying the MFE to retrieve. The 


information to be returned is specified by the dwSource and dwGroup members of 
the MIB_IPMCAST_MFE structure. 


pdwBufferSize 


[in, out] On input, pdwBufferSize is a pointer to a DWORD value that contains the 
size, in bytes, of pbBuffer. On output, if the return value of MgmGetMfe is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 

_ pbBuffer must be to hold the MFE; otherwise pdwBufferSize remains unchanged. 


pbBuffer 


~ [out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 
receives the specified MFE. The MFE is a MIB_IPMCAST_MFE structure. 


Return Values 
If the function succeeds, the return value is NO_LERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INSUFFICIENT_BUFFER The specified buffer is too small to hold the 


MFE. The client should check pdwBufferSize 
for the minimum buffer size required to retrieve 
one MFE. 


ERROR_NOT_FOUND The specified MFE was not found. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetFirstMfe, MgmGetFirstMfeStats, MgmGetMfeStats, MgmGetNextMfe, 
MgmGetNextMfeStats, MIB_IPMCAST_MFE 


\ 
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MgmGetMfeStats 


The MgmGetMfeStats function retrieves the statistics for a specific MFE. The statistics 
returned include the packets ang bytes received, and the packets forwarded, on each 
outgoing interface. 


Parameters 


pimm 
[in] Pointer to a MIB_IPMCAST_MFE structure specifying the MFE to retrieve. The 
information to be returned is specified by the dwSource and dwGroup members of 
the MIB_IPMCAST_MFE structure. | 

pdwBufferSize 

[in, out] On input, pdwBufferSize is a pointer to a DWORD value that contains the 
size, in bytes, of pbBuffer. On output, if the return value of MgmGetMfeStats is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 
pbBuffer must be to hold the MFE; otherwise pdwButtersize remains unchanged. 

pbBuffer 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 
receives one or more sets of MFE statistics. Each set of statistics is returned ina 
MIB_IPMCAST_MFE_STATS structure. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INSUFFICIENT_BUFFER The specified buffer is too small for the statistics 
. for even one MFE. The client should check 
pdwBufferSize for the minimum buffer size 
required to retrieve statistics for one MFE. 


ERROR_NOT_FOUND The specified MFE was not found. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetFirstMfe, MgmGetFirstMfeStats, MgmGetMfe, MgmGetNextMfe, 
MgmGetNextMfeStats, MIB_IPMCAST_MFE_STATS 


MgmGetNextMfe 


The MgmGetNextMfe function retrieves one or more MFEs. The routing table manager 
retrieves the MFE that follows the specified MFE. The function can retrieve zero, one, or 
more MFEs. The number of MFEs returned depends on the size of the MFEs and the 
size of the buffer supplied when the function is called. 


The data returned in the buffer is ordered first by group, and then by the sources within a 
group. 


Parameters 


pimmStart 
[in] Pointer to a MIB _IPMCAST_ MFE structure that specifies from where to begin 
retrieving MFEs. Use the dwSource and dwGroup members from the last MFE that 
was returned by the previous call to MgmGetFirstMfe or MgmGetNextMfe. 


pdwBufferSize 
[in, out] On input, pdwBufferSize is a pointer to a ‘DWORD value that contains the 
size, in bytes, of pbBuffer. On output, if the return value of MgmGetNextMfe is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 
pbBuffer must be to hold the MFE; otherwise pdwBufferSize remains unchanged. 


pbBuffer 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 
receives one or more MFEs. Each MFE is a MIB_IPMCAST_MFE structure. 


pdwNumEntries 
[out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwNumeEntries receives the number of MFEs in pbBuffer. 
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Return Values | 

If the function succeeds, the return value is NO_ERROR. 

If the function fails, the return value is one of the following error codes. 
Value ona Meaning» 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INSUFFICIENT_BUFFER The specified buffer is too small for even one 
MFE. The client should check pdwBufferSize 
for the minimum buffer size dele to retrieve 


| 7 one MFE. 
ERROR _MORE_DATA More MFEs are available. 
ERROR_NO_MORE_ITEMS | No more MFEs are available. Zero or more 


MFEs were returned; check pdwNumEntries to 
_ verify how many were returned. 


Remarks 


This function is used to continue the sequential retrieval of MFEs; use MgmGetFirstMfe — 
to start the retrieval process. 7 


In general, to retrieve MFEs, first call MgmGetFirstMfe. Then, call MgmGetNextMfe 
one or more times, until there are no more MFEs to return. Each call to 
-MgmGetNextMfe should start after the last MFE returned by the previous callto 
MgmGetNextMfe (or the initial call to MgmGetFirstMfe) , by specifying the last source 
and group in the buffer returned by a previous call. ae | | 


Note The minimum size of pbBuffer is not fixed; it is different for each MFE. Use the 
SIZEOF_MIB_MFE macro to determine the size of each MFE returned in the buffer. 


% 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetFirstMfe, MgmGetFirstMfeStats, MgmGetMfe, MgmGetestate, 
up eae ola MIB_IPMCAST_MFE, SIZEOF_ MIB_MFE > 
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MgmGetNextMfeStats 


The MgmGetNextMfeStats function retrieves one or more sets of MFE statistics. The 
routing table manager retrieves the set of statistics that follows the specified MFE. The 
function can retrieve zero, one, or more sets MFE statistics. The number of entries 
returned depends on the size of the entries and the size of the buffer supplied when the 
function is called. 


The data returned in the buffer is ordered first by group, then by the sources within a 
group. The statistics returned include the packets and bytes received, as well as the 
packets forwarded, on each outgoing interface. 


Parameters 


pimmStart 
[in] Pointer to a MIB_IPMCAST_MFE structure that specifies from where to begin 
retrieving MFE statistics. Use the dwSource and dwGroup members from the last 
MFE returned by the previous call to MgmGetFirstMfeStats or 
MgmGetNextMfeStats. 


pdwBufferSize 
[in, out] On input, pdwBufferSize is a pointer to a DWORD value that contains the 
size, in bytes, of pbBuffer. On output, if the return value of MgmGetNextMfeStats is 
ERROR_INSUFFICIENT_BUFFER, pdwBufferSize receives the minimum size 
pbBuffer must be to hold the MFE; otherwise pdwBufferSize remains unchanged. 


pbBuffer 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 


receives one or more sets of MFE statistics. Each set of statistics is returned in a 
MIB_IPMCAST_MFE_STATS structure. 


pdwNumEntries 
~ [out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwNumEntries receives the number of MFE statistics in pbBuffer. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
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Value 7 Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


-ERROR_INSUFFICIENT_BUFFER The specified buffer is too small to hold the 
| statistics for even one MFE. The client should 
check pdwBufferSize for the minimum buffer 
_ size required to retrieve statistics for one MFE. 


ERROR_MORE_DATA More MFE statistics are available. 


ERROR_NO_MORE_ITEMS_ No more MFE statistics are available. Zero or 
more sets of MFE statistics were returned; 
check pdwNumEntries to verify how vy were 
returned. 


Remarks 


This function is used to continue the sequential retrieval of MFE statistics; use 
MgmGetFirstMfeStats to start the retrieval process. 


In general, to retrieve MFE statistics, first call MgmGetFirstMfeStats. Then, call 
MgmGetNextMfeStats one or more times, until there are no more MFEs to return. Each 
call to MgmGetNextMfeStats start after the last MFE returned by 
MgmGetNextMfeStats (or the initial call to MgmGetFirstMfeStats) , by Specilying the 
last source and group in the buffer returned by a previous Call. 


Note The minimum size of pbBuffer is not fixed; it is different for each MFE for which 
statistics are returned. Use the SIZEOF_MIB_MFE_STATS macro to determine the size 
of each group of statistics returned in the buffer. | 


Windc ows NT/ 000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetFirstMfe, MgmGetFirstMfeStats, MgmGetMfe, MgmGetMfeStats, 
MgmGetNextMfe, MIB_IPMCAST_MFE_STATS, SIZEOF_MIB_MFE 


MgmGetProtocolOninterface 


The MgmGetProtocolOnInterface function retrieves the protocol identifier of the 
protocol that owns the specified interface. : 
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Parameters 


dwifindex 
[in] Specifies the index of the interface for which to retrieve the protocol identifier. 


dwlfNextHopAdadr 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 


dwliflndex and dwifNextHop!IPAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface on which 
all dial-up clients connect). 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwiflndex, specify zero. 


pdwlfProtocolld 
[out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwifProtocolld receives the identifier of the protocol on the interface specified by 


dwlfindex. 


pdwlfComponentld 
[out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwlfComponentld receives the component identifier for the instance of the protocol 
on the interface. This parameter is used with pdw/fProtocolld to uniquely identify an 
instance of a routing protocol. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
ERROR_NOT_FOUND | The specified interface was not found in the 


multicast group manager. 


Windows NT/2000: Requires Windows 2000. » 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 
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MgmReleaselnterfaceOwnership, MgmTakelnterfaceOwnership 


MgmGroupEnumerationEnd 


The MgmGroupEnumerationEnd function releases the specified enumeration handle 
that was obtained from a previous call to MgmGroupEnumerationStart. 


Parameters 


hEnum 
[in] Specifies the enumeration handle to release. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value | Meaning 
ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INVALID. PARAMETER Invalid enumeration handle. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


| MgmGroupEnumerationGetNext, MgmGroupEnumerationStart 


_ MgmGroupEnumerationGetNext 


The MgmGroupEnumerationGetNext function retrieves the next set of group entries. 
The information that is returned by this function lists the groups that have been joined. 
For source-specific joins, the sources for those ® GFOUpS are also returned. The groups are 
not returned in any patel order. 
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Parameters 
hEnum 


[in] Handle to the enumeration that was obtained from a previous call to 
MgmGroupEnumerationStart. 


pdwBufferSize | 
[in, out] On input, pdwBufferSize is a pointer to a DWORD value that contains the 
size, in bytes, of pbBuffer. On output, if the return value of 
MgmGroupEnumerationGetNext is ERROR_INSUFFICIENT_BUFFER, 
pdwBufferSize receives the minimum size that pbBuffer must be to hold the group 
entry; otherwise pdwBufferSize remains unchanged. 


pbBuffer | 
[out] On input, the client must supply a pointer to a buffer. On output, pbBuffer 
receives one or more group entries. Each group entry is a 
SOURCE_GROUP_ENTRY structure. 


pdwNumEntries 
[out] On input, the client must supply a pointer to a DWORD value. On output, 
pdwNumEntries receives the number of groups in pbBuffer. 


Return Values | 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 


ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 


ERROR_INSUFFICIENT_BUFFER The specified buffer is too small to hold even 
one group. The client should check 
pdwBufferSize for the minimum buffer size 
required to retrieve one group. 


ERROR_INVALID. PARAMETER | Invalid handle to an enumeration. 


ERROR_MORE_DATA More groups are available. 
ERROR_NO_MORE_ITEMS No more groups are available. Zero or more 


groups were returned; check pdwNumEntries to 
verify how many were returned. 


ERROR_NOT_ENOUGH_MEMORY _ Not enough memory to complete this operation. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. — | 
Library: Use Rtm.lib. 


MgmGroupEnumerationEnd, MgmGroupEnumerationStart, | 
SOURCE_GROUP_ENTRY 


MgmGroupEnumerationStart 


The MgmGroupEnumerationStart function obtains an enumeration handle that is later 
used to list the groups that have been joined. After the client obtains the handle, it 
should use the MgmGroupEnumerationGetNext function to enumerate the groups. 


Parameters 
hProtocol 
[in] Handle to the protocol obtained from a previous call to MgmRegisterMProtocol. 
metEnumType | i 
[in] Specifies the type of enumeration. The following enumerations are available. 
Enumeration Meaning 


ALL_SOURCES | Retrieves wildcard joins (*, g) and source-specific joins (s, g). 
ANY_SOURCE Retrieves group entries that have at least one source 
specified. 


phEnumHandle 


[out] Returns the handle to the enumeration. Use this handle in calls to 
MgmGroupEnumerationGetNext and MgmGroupEnumerationEnd. 


Return Values 
lf the function succeeds, the return value is NO_ERROR. 7 


If the function fails, the return value is one of the following error codes. 


5d2 


Calls. 
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Value Meaning | 
ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
ERROR_INVALID_PARAMETER Invalid handle to a protocol. 
ERROR_NOT_ENOUGH_MEMORY _ Not enough memory to complete this 

| operation. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MGM_ENUM_TYPES, MgmGroupEnumerationEnd, 
MgmGroupEnumerationGetNext 


-MgmRegisterMProtoco 


The MgmRegisterMProtocol function is used by clients to register with the multicast 
- group manager. When the registration is complete, the multicast group manager returns 


a handle to the client. The client must supply this handle in subsequent MGM function 


Parameters 


prpilnfo 

[in] Pointer to a structure that contains callbacks into the client that is registering. 
dwProtocolld | | 

[in] Specifies the identifier of the client. The identifier i is ‘unique for bach client. 
dwComponentid 


[in] Specifies the component identifier for the instance of the client. This parameter is 
one with dwProtocolld to uniquely em an instance of a client. 
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phProtocol © 
[out] In input, the client must supply a pointer to a handle. On output, phProtocol 
receives the registration handle for the client. This handle must be used in 
subsequent calls to the multicast group manager. 


Return Values - 
If the function succeeds, the return value is NO_ERROR. 


If the function fails, the return value is one of the following error codes. 
Value , | _ Meaning 


ERROR_ALREADY_EXISTS - Cannot register the specified client because an | 
| entry with the same protocol and Potent 
identifier already exists. 


ERROR_CAN_NOT_ COMPLETE | Could not complete the call to this function. 


~ ERROR_NOT_ENOUGH_MEMORY _ Not enough memory to complete this: 
| operation. 
Remarks 


Registering a protocol is the first Spétation any multicast routing protocol or other client 
should perform. After registration, the protocol should take ownership of the appropriate 
interfaces before adding or deleting group memberships. 


Only one client may take ownership of an interface at any given time. Multiple routing 
protocols may be registered with the multicast group manager, each protocol ewrung 
different interfaces. 7 


| Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmDeRegisterMProtocol, mon FakelntertaceOwnerstitp: 
-ROUTING_PROTOCOL_CONFIG 


MoriReleaselnterfacsOwnership” 


The MgmReleaselnterfaceOwnership function is used by a client to relinguish 
ownership of an interface. When this function is called, all group MFEs maintained by the — 
_ multicast group manager on behalf of the client for the specified interface are deleted. 
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Parameters 
hProtocol 
[in] Handle to the protocol obtained from a previous call to MgmRegisterMProtocol. 


dwifindex 
[in] Specifies the index of the interface to release. 


dwlfNextHopAddr 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 


dwifindex and dwilfNextHopIPAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 


clients connect on). | 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwiflndex, specify zero. 


Return Values 
If the function succeeds, the return value is NO_ERROR. 


lf the function fails, the return value is one of the following error codes: 


Value Meaning 

ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 

ERROR_INVALID. PARAMETER Invalid handle to a client, or the interface was 
not found. 

Remarks 


A client must release ownership of all the interfaces it owns before unregistering itself 
with the MgmDeRegisterMProtocol function. | 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. — 
Library: Use Rtm.lib. 


MgmDeRegisterMProtocol, MgmGetProtocolOninterface, | | 
MgmTakelnterfaceOwnership 
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MgmSetMfe 


The MgmSetMfe function changes the upstream neighbor for an MFE. An MFE contains 
the information about which interface is receiving, and which interfaces are forwarding, 
multicast data. 


Parameters 


hProtocol 
[in] Handle to the protocol obtained from a previous call to MgmRegisterMProtocol._ 


pmimm 
[in] Pointer to a MIB_IPMCAST_MFE structure that specifies the MFE to change. 
Specify the new neighbor in the dwUpstreamNeighbor member. 


Return Values 
lf the function succeeds, the return value is NO. ERROR. 


lf the function fails, the return value is one of the following error codes. 


Value Meaning 
ERROR_CAN_NOT_COMPLETE Could not complete the call to this function. 
ERROR_INVALID. PARAMETER Invalid handle to aclient. 
ERROR_NOT_FOUND _ The specified MFE was not found. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MIB_IPMCAST_MFE 


MgmTakelnterfaceOwnership 


_ The MgmTakelnterfaceOwnership function is called by a client (Such as a rouung 
protocol) when it is enabled on an interface. 
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Only one client can take ownership of a given interface at any time. The only exception 
to this rule is the IGMP. IGMP can coexist with another client on an interface. 


Parameters 
hProtocol 
[in] Handle to the iets obtained from a previous call to MgmRegisterMProtocol. 


dwifindex 
[in] Specifies the index of the interface of which to take ownership. 


dwlfNextHopAdadr 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 
dwifindex and dwifNextHop/PAdadr parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 


For broadcast interfaces (such as Ethernet interfaces) or point-to- -point interfaces, 
which are identified by only dwifindex, specify zero. 


Return Values 
lf the function succeeds, the return value is NO_LERROR. 


If the function fails, the return value is one of the following error codes. 


Value | | Meaning 

ERROR_ALREADY_EXISTS _ The specified interface is already owned by 
_ another routing protocol. 

ERROR_CAN_NOT_COMPLETE ~ Could not complete the call to this function. 

ERROR_INVALID_PARAMETER Invalid handle to aclient. 


ERROR_NOT_ENOUGH_MEMORY __ Not enough memory to complete this operation. 


Remarks 


The client must take ownership of an interface only after registering itself with the 
multicast group manager and before it adds group membership entries. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
Library: Use Rtm.lib. 


MgmGetProtocolOninterface, MgmRegisterMProtocol, 
MgmReleaselnterfaceOwnership 


Multicast Group Manager Callbacks 


The multicast group manager uses the following callbacks to notify clients (typically, 
routing protocols) of events and state changes: | 


Routing Protocol Callbacks 


PMGM_CREATION_ALERT_CALLBACK 
PMGM_JOIN_ALERT_CALLBACK 
PMGM_PRUNE_ALERT_CALLBACK 
~ PMGM_LOCAL JOIN_CALLBACK 
PMGM_LOCAL_LEAVE_CALLBACK 
PMGM_RPF_CALLBACK 
PMGM_WRONG_IF_CALLBACK 


MP-Only Callbacks 


PMGM_DISABLE_IGMP_CALLBACK 
PMGM_ENABLE_IGMP_CALLBACK 


PMGM_CREATION_ALERT_CALLBACK 


The PMGM_CREATION_ALERT_CALLBACK is a call into a routing protocol. This call 
determines the subset of interfaces owned by the routing protocol on which a multicast 
packet from a “new” source should be forwarded. 


When a packet sent from a new source, or destined for a new group, arrives on an 
interface, the multicast group manager creates a new MFE. The multicast group 

manager then issues this callback to those routing protocols that have outgoing 

interfaces in this new MFE. A routing protocol can choose to disable the forwarding of 
data from the source to the group on specific interfaces. 
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Parameters 


dwSourceAdar 
[in] Specifies the address of the source from which the multicast data was received. 


dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAdar. The dwSourceAddr 
and dwSourceMask parameters are used together to define a range of sources from 
which to receive data. This parameter is set to zero if dwSourceAdar was also set to 
zero. This parameter is not currently used. 


dwGroupAdar 
[in] Specifies the multicast group for which the data is destined. 


dwGroupMask 
[in] Specifies the subnet mask that corresponds to dwGroupAdar. The dwGroupAdar 
and dwGroupMask parameters are used together to define a range of multicast 
groups. This parameter is set to zero if dwGroupAddr was also set to zero. This 
parameter is currently not used. 


dwinifindex 
[in] Specifies the nieriace on which the multicast data from the source should arrive. 


dw!/nlfNextHopAdar 
[in] Specifies the address of the next hop that corresponds to dwiflndex. The 
dwitindex and dwifNextHop/PAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (Such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, MGM sets dwin/ifNextHopAdar to zero. 


dwifCount 
[in] Specifies the number of interfaces | in pmieOutitList. 


pmieOutlfList 
[in, out] On input, a pointer to the set of interfaces owned by the protocol on which 
that data will be forwarded. On return, the protocol prevents forwarding (if the 
prevention of forwarding is required) on any of its interfaces by setting the bEnabled 
member of the corresponding MGM_IF_ENTRY structure to FALSE. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 
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MGM_IF_ENTRY 


PMGM_DISABLE_IGMP_CALLBACK 


The PMGM_DISABLE_IGMP_CALLBACK is a call into the IGMP to notify that a routing 
protocol is taking or releasing ownership of an interface on which IGMP is enabled. 


When this callback is invoked, IGMP should stop eae and deleting group 
memberships on the specified interface: 


Parameters 

dwifindex 
[in] Specifies the interface on which to disable IGMP. 

dwifNextHopAdar — 
[in] Specifies the address of the next ae that corresponds to dwifindex. The | 
dwifindex and dwifNextHop/PAdadr parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 

-non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 

clients connect on). | | 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwiflndex, MGM sets dwinlfNextHopAdar to zero. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


PMGM_ENABLE_IGMP_CALLBACK 


-PMGM_ ENABLE. “IGMP _ CALLBACK | 


The PMGM_ENABLE_IGMP_CALLBACK is a call into the IGMP to notify IGMP that a 
routing protocol has. finished taking or releasing ownership of an interface. 


When this callback is invoked, IGMP should add all its group memberships on the 
specified interface using calls to MgmAddGroupMembershipEntry. 
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Parameters 


dwifindex | 
[in] Specifies the index of the interface on which to enable IGMP. 


dwifNextHopAdadr | 
7 [in] Specifies the address of the next hop that corresponds to dwifindex. The 


dwifindex and dwifNextHop/PAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
non-broadcast multiple access (NBMA) interfaces, or the internal interface all dial-up 


clients connect on). 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwiflndex, MGM sets dwI/nlfNextHopAdar to zero. 


Remarks 


IGMP must not add group memberships in the context of this callback. The multicast 
group manager and IGMP will become deadlocked. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


PMGM_DISABLE_IGMP_CALLBACK 


PMGM_JOIN_ALERT_CALLBACK 


The PMGM_JOIN_ALERT_CALLBACK is a call into a routing protocol to notify the 
protocol that receivers are present for one or more groups on interfaces that are owned 


by other routing protocols. 
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Parameters 


dwSourceAdar | 
[in] Specifies the range of source addresses from which to receive group data. The 
multicast group manager sets dwSourceAdar to zero to indicate a wildcard receiver 
for a group); otherwise, the multicast group manager specifies the IP address of the 
source or source network. | ar 


dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAdar. The dwSourceAdar 
and dwSourceMask parameters are used together to define a range of sources from 
which to receive data. This parameter is not currently used. 


dwGroupAdar 
[in] Specifies the range of multicast groups for which to receive data. The multicast 
group manager sets dwGroupAdar to zero to receive all groups (a wildcard receiver); 
otherwise, the multicast group manager specifies the IP address of the group. 


dwGroupMask 
[in] Specifies the subnet mask that corresponds to dwGroupAddr. The dwGroupAddr 
and dwGroupMask parameters are used together to define a range of multicast 
groups. The multicast group manager sets dwGroupMask to zero if CWGTOURAGOT| is 
set to zero (a wildcard receiver). | | 


bMemberUpdate 
[in] Specifies whether the callback was invoked because | 
MgmAddGroupMembershipEntry was called by a client (the multicast group 
manager sets this parameter to TRUE), or because an MFE was created or updated — | 
(the multicast group manager sets this parameter to FALSE). 


Remarks 


_ The multicast group manager sets the bMemberDelete parameter to TRUE if both of the 
following conditions are met: 


e Aclient calls MgmAddGroupMembershipEntry for a (*, g) entry. 


e The interoperability rules between multicast routing protecals specity that other clients 
must be informed. 


| The multicast group manager sets the bMemberDelete parameter to FALSE if an | 

~ MgmAddGroupMembershipEntry call causes the MFE for group “g” to contain an entry 
(that is, if the MFE is caused to leave the negative state). The action taken by the routing 
protocol when this callback is received is protocol- specific. The protocol may ignore the 
Callback if the bMemberDelete parameter is set to FALSE, if the protocol specification 
indicates that this is the correct behavior. | . 


This version of the Multicast Group Manager API supports only wildcard sources s(t g) or 
specific sources (s, g), not source wenges. The same restriction applies to groups (that is, 
no oroup ranges are permitted). | 
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When MgmAddGroupMembershipEntry is called, the multicast group manager uses 
this callback to notify other multicast group manager clients that there are receivers for 
the specified source and group. 


The multicast group manager uses the following rules to determine when to invoke this 
callback for wildcard (*, g) joins: 


e if this is the first client to inform MGM that there are receivers on an interface for a 
group, the callback is invoked for all other clients registered with MGM. 


e lf this is the second client to inform MGM that there are receivers on an interface for a 
group, MGM invokes this callback for the first client that called 
_ MgmAddGroupMembershipEntry. 


The multicast group manager uses the following rule to determine when to invoke this 
: callback for source-specific (s, g) joins: 


e If this is the first client to inform MGM that there are receivers on an interface for a 
source and group, MGM invokes this callback only for the client that owns the 
incoming interface towards the specified source. — 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


PMGM_LOCAL_JOIN_CALLBACK 


The PMGM_LOCAL_JOIN_CALLBACK is a call into a routing protocol to notify the 
protocol that IGMP has detected receivers for a group on an interface that is currently 
owned by the routing protocol. 


This callback is invoked when MgmAddGroupMembershipEntry is called by IGMP. 


ate 
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Parameters 

dwSourceAdar 
[in] Specifies the range of source addresses from which to receive group data. The 
multicast group manager sets dwSourceAddar to zero to indicate a wildcard receiver 
for a group; otherwise, the multicast group manager specifies the IP address of the 
source or source network. 


dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAdar. The dwSourceAdadr 
and dwSourceMask parameters are used together to define a range of sources. This 
parameter is set to zero if dwSource Addr was also set to zero. This parameter is 
currently unused. 

dwGroupAdar. | 
[in] Specifies the range of multicast groups for which to receive data. The multicast 
group manager sets dwGroupAdar to zero to receive all groups (a wildcard receiver); 
otherwise, the multicast group manager specifies the IP address of the group. 


dwGroupMask 
[in] Specifies the subnet mask that corresponds to dwGroupAddr The dwGroupAdar 
and dwGroupMask parameters are used together to define a range of multicast 
groups. This parameter is set to zero if dwGroupAdar was also set to zero. This 
parameter is currently unused. 7 


dwifindex | 
[in] Specifies the interface on which to add the group membership. 


dwifNextHopAddr 
[in] Specifies the address of the next hop that earrespondé to dwifindex. The 
dwiflndex and dw/fNextHopIPAddr parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
Non-Broadcast Multiple Access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 
For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, the multicast group manager sets 
dwinifNextHopAdar to zero. 


Remarks 

This version of the Multicast Group Manager API supports say wildcard sources (*, g) or 
specific sources (s, g), not source ranges. The same restriction applies to groups (that is, 
no group ranges are permitted). 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. . 
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- PMGM_LOCAL_LEAVE_CALLBACK 


PMGM_LOCAL_LEAVE_CALLBACK 


The PMGM_LOCAL_LEAVE_CALLBACK is a call into a routing protocol to notify the 
routing protocol that the IGMP has detected that it no longer has receivers for a group on 
an interface that is currently owned by the routing protocol. 


This callback is invoked when MgmDeleteGroupMembershipEntry is called by IGMP. 


Parameters 


dwSourceAdar 
[in] Specifies the range of source addresses from which to stop receiving group data. 
The multicast group manager sets dwSourceAdar to zero to indicate a wildcard 
receiver for a group; otherwise, the multicast group manager specifies the IP address 
of the source or source network. 


dwSourceMask | | 
[in] Specifies the subnet mask that corresponds to dwSourceAdar. The dwSourceAddr 
and dwSourceMask parameters are used together to define a range of sources. This 
parameter is set to zero if dwSource Addr was also set to zero. This parameter is 
currently not used. 


dwGroupAdar | 
[in] Specifies the range of multicast groups for which to stop receiving data. The 
multicast group manager sets dwGroupAdar to zero to stop receiving all groups (a 
wildcard receiver); otherwise, the multicast group manager specifies the IP address of 
the group. 


dwGroupMask . 
in] Specifies the subnet mask that corresponds to dwGroupAddr. The dwGroupAdadr 
and dwGroupMask parameters are used together to define a range of multicast 
groups. This parameter is set to zero if dwGroupAdar was also set to zero. This 
parameter is currently not used. 7 oo 


dwitindex 
[in] Specifies the interface on which to remove the group membership. 
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[in] Specifies the address of the next hop that corresponds to dwiflndex. The 
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The PMGM_PRUNE_ALERT_CALLBACK is a call into a rout 
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protocol that receivers are no longer present on interfaces owned by other routing 


protocols. 
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Parameters 

dwSourceAdar 
[in] Specifies the range of source addresses from which to stop receiving group data. 
The multicast group manager sets dwSourceAdar to zero to indicate a wildcard 
receiver for a group; otherwise, the multicast group manager specifies the IP address 
of the source or source network. | 

dwSourceMask 
[in] Specifies the subnet mask that corresponds to dwSourceAadar. The dwSourceAdar 
and dwSourceMask parameters are used together to define a range of sources from 
which to stop receiving data. This parameter is set to zero if dwSourceAdar was also 
set to zero. 

dwGroupAdar 
[in] Specifies the range of multicast groups for which to stop receiving data. The 
multicast group manager sets dwGroupAdar to zero to stop receiving all groups (a 
wildcard receiver); otherwise, the multicast group manager specifies the IP address of 
the group. 

dwGroupMask 
[in] Specifies the subnet mask that corresponds to dwGroupAdar. The dwGroupAdadr 
and dwGroupMask parameters are used together to define a range of multicast 
groups. This parameter is set to Zero if awGroupAdar was also set to zero. 


dwifindex 
[in] Specifies the interface on which tol remove the group membership. 


dwlfNextHopAdar 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 
dwifindex and dwifNextHop/PAdar parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (Such as 
Non-Broadcast Multiple Access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 


For broadcast interfaces (Such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwiflndex, the multicast group manager sets 
dwinlfNextHopAdor to zero. 


bMemberDelete 
[in] Specifies whether the callback was invoked because 
MgmDeleteGroupMembershipEntry was called by a client (the multicast group 
manager sets this parameter to TRUE), or because an MFE was updated (the 
multicast group manager sets this parameter to FALSE). 


pdwTimeout 
[out] Pointer to a DWORD value that on return contains the time-out value, in 
seconds, for this MFE. If bWemberDelete is FALSE, this parameter can be used to 
specify how long the corresponding MFE should remain in the multicast forwarding 
cache. If the client does not specify a value, the default is 900 seconds. 
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Remarks 


The multicast group manager sets the bMemberDelete parameter to TRUE if both of the 
following conditions are met: 


e Aclient calls MgmDeleteGroupMembershipEntry for a (*, g) entry. 


e The interoperability rules between multicast routing protocols specify that other clients 
must be informed. 


The multicast group manager sets the bMemberDelete parameter to FALSE if a 
MgmDeleteGroupMembershipEntry call causes the MFE for group “g” to become 
negative. The action taken by the routing protocol when this callback is received Is 
protocol-specific. The protocol may ignore the callback if the bWemberDelete parameter 
is set to FALSE, if the protocol specification indicates that this is the correct behavior. 


This version of the Multicast Group Manager API supports only wildcard sources (*, g) or 
specific sources (S, g), not source ranges. The same restriction applies to groups (that is, 
no group ranges are permitted). 


~ When MgmDeleteGroupMembershipEntry Is called, the multicast group manager uses 
PMGM_PRUNE_ALERT_CALLBACK to notify other multicast group manager clients 
that receivers no longer exist for the specified source and group. 


_ The multicast group manager uses the following rules to determine when to invoke this 
callback for wildcard (*, g) prunes: | 


e If this is the final interface being removed for the second-to-last client (that is, there 
are only interfaces remaining for a single client), the eee group manager invokes 
this callback for the last remaining client. 

e lf this is the final interface being removed for the last client for the group (that is, if no 
other interfaces remain), then the callback is invoked for all other clients registered 
with the multicast group manager. | 


The multicast group manager uses the following rule to determine when to invoke this 
callback for source-specific (s, g) prunes: 


e If this is the final interface being removed for the last client, this callback is invoked 
only for the client that owns the incoming interface towards the specified source. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


PMGM_CREATION_ALERT_CALLBACK 
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PMGM_RPF_CALLBACK 


The PMGM_RPF_CALLBACK is a call into a routing protocol to determine if a given 
packet was received on the correct interface. 


This callback is invoked when a packet from a new source or destined for a new group is 
received. The multicast group manager calls into the routing protocol that owns the 
incoming interface towards the source. | 3 


Parameters 


dwSourceAdar 
[in] Specifies the address of the source that originated the multicast packet. 


dwSourceMask | | 
in] Specifies the subnet mask that corresponds to dwSourceAdar. 


dwGroupAddr 
[in] Specifies the multicast group to which the data is to be delivered. 


dwGroupMask | 
[in] Specifies the subnet mask that corresponds to dwGroupAddar. , 


winifindex | | 

[in, out] On input, a pointer to a DWORD value that specifies the index of the interface 
on which data from the source is expected to be received, based on the multicast 
view of the routing table. On output, pdwinifindex points to a DWORD value which 
contains the index of the interface on which the protocol expects to receive packets. 
The interface index may differ on output from the index specified on input. 


winlfNextHopAdar | | 

[in, out] On input, pdwinifNextHopAdar points to the address of the next hop that 

corresponds to the interface in pdwiflndex. The pdwlflndex and dwlfNextHop!IPAdadr 
arameters uniquely identify a next hop on point-to-multipoint interfaces, where one 

interface connects to multiple networks (such as Non-Broadcast Multiple Access 

(NBMA) interfaces, or the internal interface all dial-up clients connect on). | 
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For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, the multicast group menage! sets 
dwinilfNextHopAdar to zero. 


On output, pdwinifNextHopAdar points to the next nop that corresponds to 
pdwinifindex. 


pdwUpStreamNbr 
[in, out] On input, pdwUpStreamNbr points to a DWORD value specifying the 
immediate upstream neighbor towards the source (the source is found in the multicast 
view of the routing table). On output, pdwUpStreamNbr may have been modified by 

_ the protocol. This parameter is informational. 


dwHorSize | 
[in] Specifies, in bytes, the size of the buffer pointed to by pbPacketHar. 


pbPacketHadr 

[in] Pointer to a buffer that contains the IP header of the packet, including the IP 
options and a fragment of the data. This parameter is supplied for those protocols that 
examine the contents of the packet header. - 


pbRoute 
[in] Pointer to a buffer that contains the route towards the source. The buffer contains 
an RTM_DEST_INFO structure. 


Remarks 


This callback is invoked when an MFE is created. MFEs are created when data from a 
3 new multicast source, or destined to a new group, is received. | 


The multicast group manager invokes this callback for the routing protocol that owns the 
incoming interface towards the source. The multicast group manager determines the 

_ interface by looking up the source of the multicast data in multicast view of the routing 
table. This interface is not always the same as the interface on which the data was 
actually received; this condition occurs if multicast data was received on the wrong 
interface. | 


When this callback is invoked, the routing protocol can change the incoming nieqace if 
the routing Bickesca behavior requires it to receive the data for the group from another 
interface. 


Windows NT/2000: Requires Windows 2000. 
_ Header: Declared in Mgm.h. : 
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PMGM_WRONG_IF_CALLBACK 


The PMGM_WRONG_IF_CALLBACK is a call into a routing protocol to notify the 
protocol that a packet has been received from the specified source and for the specified 
group on the wrong interface. 


Parameters 


dwSourceAdoar 
[in] Specifies the source address from which group data was received. 


dwGroupAddr 
[in] Specifies the multicast group for which the data is destined. 


dwitfindex 
[in] Specifies the interface on which the packet arrived. 


| dwlifNextHopAdar a 
[in] Specifies the address of the next hop that corresponds to dwifindex. The 
dwifindex and dwifNextHop!|PAdadr parameters uniquely identify a next hop on point- 
to-multipoint interfaces, where one interface connects to multiple networks (such as 
Non-Broadcast Multiple Access (NBMA) interfaces, or the internal interface all dial-up 
clients connect on). 


For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, the multicast group manager sets 
dwinlfNextHopAddr to zero. 


dwHarSize 
[in] Specifies the size, in bytes, of the buffer pointed to by pbPacketHar. 


pbPacketHar 
[in] Pointer to a buffer that contains the IP header of the packet, including the IP 
options and a fragment of the data. This parameter is supplied for those protocols that 
examine the contents of the packet header. 


Remarks 
This callback is not currently available. 
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Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


Multicast Group Manager Structures 


The Multicast Group Manager functions use the following structures: 


MGM_IF_ENTRY 
ROUTING_PROTOCOL_ CONFIG 
SOURCE_GROUP_ENTRY 


MGM_IF_ENTRY 


The MGM_IF_ENTRY structure describes a router interface. This structure is used in the 
PMGM_CREATION_ALERT_CALLBACK. In the context of this callback, the routing 
protocol must enable or disable multicast forwarding on each interface, notifying the 
multicast group manager by using the blsEnabled member. 


Members 


dwifindex 
Specifies the index of the interface. 


dwifNextHopAddr 
Specifies the address of the next hop that corresponds to awifindex. The dwifindex 
and dwifNextHop/PAdadr parameters uniquely identify a next hop on point-to-multipoint 
interfaces, where one interface connects to multiple networks (such as Non-Broadcast 
Multiple Access (NBMA) interfaces, or the internal interface all dial-up clients connect 
on). 
For broadcast interfaces (such as Ethernet interfaces) or point-to-point interfaces, 
which are identified by only dwifindex, specify zero. | | 


- bIGMP 
Indicates whether or not IGMP is enabled on this interface. If TRUE, IGMP is enabled 
on this interface. If FALSE, IGMP | is not enabled on this interface. 
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blsEnabled 


Indicates whether or not multicast forwarding is enabled on this interface. If TRUE, 


bled on th 


multicast forward 


ing is 


interface. If FALSE, multicast forwardi 
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Callback into a routing protocol to determine the subset of interfaces owned by the 


routing protocol on which a multicast packet from a new source or to a new group 


should be forwarded. 
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pfnPruneAlertCallback | 
Callback into a routing protocol to notify the protocol that receivers are no longer 
present on an interface owned by other routing protocols for the specified source and 


group. 
pfnJoinAlertCallback 


Callback into a routing protocol to notify the protocol that receivers are present on an 
interface owned by another routing protocol for the specified source and group. | 


pfnWrongifCallback | wis 7 
Callback into a routing protocol to notify the protocol that a packet has been received 
from the specified source and for the specified group on the wrong interface. 


pfnLocalJoinCallback 
Callback into a routing protocol to notify the protocol that IGMP has detected 
receivers for a group on an interface. 


pfnLocalLeaveCallback 
Callback into a routing protocol to notify the protocol that IGMP has detected that 
there are no receivers for a group on an interface. | 


pfnDisablelgmpCallback | 
Callback into IGMP to notify IGMP that a protocol is taking or releasing ownership of 
an interface on which IGMP is enabled. 


pfnEnablelgmpCallback | 
Callback into IGMP to notify IGMP that a protocol has finished taking or releasing 
ownership of an interface on which IGMP is enabled. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


MgmRegisterMProtocol 


SOURCE_GROUP_ENTRY 
The SOURCE_GROU P ENTRY structure aeeenbee the entry returned by the multicast 
group manager group enumeration functions. | 
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Members 


dwSourceAddr 
Specifies the range of source addresses for the membership entry. Zero indicates a 
wildcard source. 


dwSourceMask 
Specifies the subnet mask that corresponds to dwSourceAddr. The dwSourceAddr 
and dwSourceMask members are used together to define a range of sources. 


dwGroupAddr 

_ Specifies the range of multicast groups for the membership entry. Zero indicates a 
wildcard group. 

dwGroupMask 
Specifies the subnet mask that corresponds to dwGroupAdar. The dwGroupAddr 
and dwGroupMask members are used together to define a range of multicast 
groups. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


MGM_ENUM_TYPES, MgmGroupEnumerationEnd, 
MgmGroupEnumerationGetNext, MgmGroupEnumerationStart 


Multicast Group Manager Enumerations 


The Multicast Group Manager functions use the following enumeration: 
MGM_ENUM_TYPES 


MGM_ENUM "TYPES 


The MGM. ENUM _TYPES enumeration lists the types of group enumerations that the 
multicast group manager uses. It is used by the MgmGroupEnumerationStart function. 


Values 


ANY _ SOURCE 
Enumerate group entries that have at least one source. 
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ALL_SOURCES 
Enumerate all source entries for a group. 


Windows NT/2000: Requires Windows 2000. 
Header: Declared in Mgm.h. 


MgmGroupEnumerationStart 
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INDEX 


Networking Services Programming Elements - 
Alphabetical Listing 


This final part, found in each volume in the Networking Services Library, provides a 
comprehensive programming element index that has been designed to make your life 
easier. 3 = 


Rather than cluttering the TOCs of each individual volume in this library with the names .- 
of programming elements, I've relegated such per-element information to a central 
location: the back of each volume. This index points you to the volume that has the 
information you need, and organizes the information in a way that lends itself to easy 
use. 


Also, to keep you as informed and up-to-date as possible about Microsoft technologies, 
I've created (and maintain) a live Web-based document that maps Microsoft 
technologies to the locations where you can get more information about them. The 
following link gets you to the live index of technologies: 


- www.iseminger. com/winprs/technologies 


The format of this index is in a constant state of improvement. I've designed it to be as 
useful as possible, but the real test comes when you put it to use. If you can think of 
ways to make improvements, send me feedback at winprs @ microsoft.com. While | can't 
guarantee a reply, I’ | read the input, and if others can benefit, | will incorporate the idea 
into future libraries. ; 


Locators are arranged by Volume Number followed by Page Number. 


Ae B 

accept... wagon be as ee Vol. 1, 133 VEG ee cost atetdita ceases Ga eeeeiiautoa ck Vol. 1, 139 
ACCEPTEX 0... eeeeeeeeteseeeeeesseseeeeeeees VOL 1,185 Binding Option Constants............. «VO. 3, 333 
ACTION_HEADER............:00000ce0eeeees Vol. 2, 147 Binding Time-out Constants .......... .- Vol. 3, 333 
ADAPTER_STATUG.......... deatdevdesets MOL 2; 148, BLOB Gumiceirtieniee reat evmnidenee reece Vol. 1, 378 
Addinterface .........ceeseeeee Boat Vol. 5,266 BlockConvertServicesToStatic aun: ...Vol. 5, 316 
AddlPAddress Ge ADU ceeie eg Vol. 2, 239 BlockDeleteStaticServices...........00 Vol. 5, 317 
ADDRESS. _LIST_ DESCRIPTOR ate Vol. 1,835. ela | 7 
AFPROTOCOLSG ........... ee we VOL. 1, 377 

ASNANY icsosescisdecsceanss fines ata Vol.2,336 C | 
AsnCounter64 sroneeaeseaeenereneenennnens hee Vol. 2,338 — cbpAdmitRsvpMsg....... a aee : ee Vol. 1, 860 — 
AsnObjectidentifier.......... ee iad outa eaus Vol. 2, 339 cbpGetRsvpObjects...........:++. vase.WVOl. 1, 861 
AsnOctetSiring ae saterssieateateneannasnateas Vol. 2,339 | Change Notification Flags........s..++.+.- Vol. 5, 505 
Authentication-Level Constants ....... Vol. 3, 330 CIAddFlowComplete .........-:::+0+ Vol. 1, 830 
Authentication-Service Constants... Vol. 3, 331 ClDeleteFlowComplete.........--+:+-++ Vol. 1,831 


Authorization-Service Constants...... Vol. 3,332  C|ModifyFlowComplete...........-s:-+-+ Vol. 1, 831 


568 


Volume 5 Routing 


CINotifyHandler ................0 Sdutenanee Vol. 1, 832 
-CloseServiceEnumerationHandle .... Vol. 5, 318 
closesocket.............. hesicauavtetonpuebiesudeets Vol. 1, 142 
CONNGE sccowsidisauassrnaienansticoaetsr: Vol. 1, 145 
ConnectClient...............::ccecceeeeeeeseeees Vol. 5, 268 
CONNECTDLGSTRUCT ................. Vol. 3, 656 
CreatelpForwardEntry ................:000 Vol. 2, 240 
CreatelpNetEntry..............:::::0:0sssee Vol. 2, 242 
CreateProxyArpEntry .........:-: cece Vol. 2, 242 
CreateServiceEnumerationHandle... Vol. 5, 319 
CreateStaticService..............0c00000008 Vol. 5, 320 
CSADDR_INFO..............:::00ssese0ee ... Vol. 1, 378 
D 
DCE_C_ERROR_STRING_LEN ..... Vol. 3, 336 
DceErrorlnqT ext ...........ccccceeeeeeeeeeeeees Vol. 3, 349 
Deletelnterface ...........cccccecceeeeeeeeeenens Vol. 5, 269 
DeletelPAddress .......cccceeseseeeeeeeee Vol. 2, 243 
DeletelpForwardEntry .........cccccseeeees Vol. 2, 244 
DeletelpNetEnty ............ccccccceeeeseeeees Vol. 2, 245 
DeleteProxyArpEntry........cccccccceeeerees Vol. 2, 245 
DeleteStaticService ...........cccceceseeeees Vol. 5, 321 
DemandDialRequest .............ccceeee Vol. 5, 306 
DhcpCApiCleanup...........:cccccsccceeeee Vol. 2, 74 
DhcpCApilnitialize ............. cece Vol. 2, 74 
DhcpDeRegisterParamChange.......... Vol. 2, 80 
DhcpRegisterParamChange .............. Vol. 2, 78 
DhcpRequestParams .............ccccccceee Vol. 2, 75 
DhcpUndoRequestParams .............0 Vol. 2, 77 
DISCDLGSTRUCT..............cccccecceeees Vol. 3, 658 
DisconnectClient .........ccssceeeeeeees «+ Vol. 5, 270 
DnsAcquireContextHandle................. Vol. 2, 49 
DnsExtractRecordsFromMessage ..... Vol. 2, 50 
DnsFreeRecord List .............. aan. Vol. 2, 51 
DnsModifyRecordsInSet..............ccc0 Vol. 2, 51 
DnsNameCompale.........ccccsccscccccsccees Vol. 2, 53 
DS QUONRY 5.6 onsctsscoxanadeadatuansdevedsasiens Vol. 2, 61 
DrnsQueryConnig..........ccccsssessseeeeeeerees Vol. 2, 63 
DnsRecordCompale.........eccccscccccccccees Vol. 2, 55 
DnsRecordCopyEX.........ccsessssssneeeeeeees Vol. 2, 55 
DnsRecordSetCompare ...........:cccce Vol. 2, 56 
DnsRecordSetCopyEx ...........:ccccccecees Vol. 2, 57 
DnsRecordSetDetach............cccccccccee Vol. 2, 58 
DnsReleaseContextHandle................ Vol. 2, 54 
DnsReplaceRecordSet.............. eer Vol. 2, 59 
DrnsValidateName ...........cccccccceeceeeeeees Vol. 2, 64 
DnsWriteQuestionT oBuffer ................ Vol. 2, 67 
DoUpdateRoutes..............ccccccccseeseees Vol. 5, 271 
DoUpdateServices ............ccccccecreeees Vol. 5, 271 
E 
EnumerateGetNextService .............. Vol. 5, 322 


Enumeration Flags...........ccccccceeseeeees Vol 


. 5, 505 
ENUMERATION_BUFFER............... Vol. 1, 835 
EnumProtocols ......... della enusetaanecettin: Vol. 1, 149 
cE 
TO SON ctesiuudceueiaser acs Vol. 1, 380 
FIND -NAME_BUFFER..................... Vol. 2, 151 
FIND_NAME_HEADER.................... Vol. 2, 152 
FIXED INFO vaccines oecacceaionSodectites Vol. 2, 277 
FLOW SPEG wii stsisscecescdessazciaseventanteiz Vol. 1, 380 
FLOWSPEC wa ses Vol. 1, 791 
FlushlpNetTable ...............::0000c0cceeee Vol. 2, 246 
G 
GetAcceptExSockadds...............0008 Vol. 1, 153 
GetAdapterIndex.............::sssscseeseees Vol. 2, 247 
GetAdaptersInfo.............:cssscccsseesneees Vol. 2, 248 
GetAddressByName ...........:scsceseeee Vol. 1, 154 
GetBestlinterface uu... cccecceceeeeeeevenes Vol. 2, 249 
GetBestROute ..........ccccceeceeeeeeeseeeeeees Vol. 2, 250 
GetEventMessage ..........ccccccessesesseees Vol. 5, 272 
GetFirstOrderedService............00008 Vol. 5, 323 
GetFriendlylflndex............::cccseeseeeeees Vol. 2, 251 
GetGloballlnfo......... cc cecceeceeeeseeeeeeeseeees Vol. 5, 274 
gethostb yada ............cccccecsseseeseeeenees Vol. 1, 159 
GEtTNOSTDYNAMGE ..........cecceseeeseeeeeeeeeeees Vol. 1, 160 
GethOStnamMee ............:::sscsseeeseeeeeeeeeeees Vol. 1, 162 
GeticmpStatistics ..............:::ccsseeseees Vol. 2, 252 
COTTE PUY ceccadineletaroeetestecaGneciuemseeenn Vol. 2, 252 
GOTT AIG sessile carctiveriesatersiecen nice Vol. 2, 253 
Getinterfacel nfo .........cecceeeeseeseeeseeeees Vol. 2, 254 
Getlnterfacelnfo .0..... ccc ecceeeeneseenenees Vol. 5, 275 
GetlpAddrTable ..............::ccccceeeeseees Vol. 2, 255 
GetlpForwardTable............::ssscseeee Vol. 2, 256 
GetlpNetTable........ccececssestseesseees Vol. 2, 257 
GetlpStatistics........ ee VOL 2, 258 
GetMfeStatus ..........c cc eeccceseseeeeeeseeeees Vol. 5, 277 
GetNameByType ...........:cccccceessseseeees Vol. 1, 163 
GetNeighbors.............:ccc:csssssesssseseees Vol. 5, 278 
GetNetworkParams ........:eeeeeeeeeeees Vol. 2, 258 
GetNextOrderedService ............::...- Vol. 5, 324 
GetNumberOflinterfaces.............0. Vol. 2, 260 
GEIPCOINAME.............scscceceeeeeeseeeesseees Vol. 1, 164 
GetPerAdapterlInfo..............cccccseseee Vol. 2, 260 
GetprotobDynamMe ............:cesssceeeesesseeees Vol. 1, 165 
GetprotobyNUMDET..........ccccceseseeeeereees Vol. 1, 167 
GetRTTAndHopCourt .................... ..Vol. 2, 262 
GEtTSErVDYNAME .........:cccccceeesssssseeeeees Vol. 1, 168 
getservbyport.......... Vaasa dusutercdiaek. Vol. 1, 169 
GetServiCe ........ceccececeesecseeeeseeeseseeenens Vol. 1, 171 
GetServiceCount ..........ceecccseeeeeeeeeeees Vol. 5, 325 


.1,175 


Index Networking Services Programming Elements - Alphabetical Listing 


IPX Info Types for Router 


Information Blocks................. veomes Vol. 


CEISOCK ODI soos ai vncats seatnntrcevasansaeseuas Vol. 1, 176 
GetTCpStatistics ..........cccccccceeeeeeeeees Vol. 2, 263 
GetTcpTable.............. toed niet eek Vol. 2, 263 
GetTypeByName ........cccccccccccssceeeeeees Vol. 1, 185 
GetUdpStatistics.........cccccceccceeeeesees Vol. 2, 264 
GetUd pT able iiss isissssiicccsudsvcsssescesenedes Vol. 2, 265 
GetUniDirectionalAdapterinfo .......... Vol. 2, 266 
“GLOBAL: FILTER ecnvenctnnes Vol. 5, 262 
GUARANTEE ..............:ccseseeeceeeeeeeeees Vol. 1,413 
©] | | ener ee eee ne ne aoe ere Vol. 1, 848 
UID ies Sed aiid Aire eee eles Vol. 3, 295 
H 
NOSTOME ease eee eee ht eee Vol. 1, 381 
PMOM hicccecut es aSitvadadicchueStadest cen avenceuce: Vol. 1, 186 
ITOWNS saeiaibncnec cua tabs ateoeeaneieeeestuec asa Vol. 1, 187 
| 
IEAPProviderConfig ............::::::000008 Vol. 4, 426 
lIEAPProviderConfig:: 

RouterlnvokeConfigUI ................. Vol. 4, 430 
IEAPProviderConfig:: 

RouterlnvokeCredentialsUl ........... Vol. 4, 432 
IEAPProviderConfig:: : 

ServerinvokeConfigul ..........ccce Vol. 4, 429 
IEAPProviderConfig:: Initialize .......... Vol. 4, 426 
IEAPProviderConfig::Uninitialize...... Vol. 4, 428 
ZAG ee eee a Vol. 1, 381 
INCU GOGM et Ack eivviadieteeinexsevdeonrdestves Vol. 1, 187 
INGE: MOA occ caceiels ss cinigavesecdtanceseczcawccss Vol. 1, 189 
Interface Registration Flags ............. Vol. 3, 336 
Interface Status ......c.ccceececesesseeeeeeeees Vol. 5, 280 
IOCUISOCK EL), Atenas aucaiitceeivexeeutianbains Vol. 1, 190 
IP Info Types for Router . 

Information BIOCKS.............ccccsseeeee Vol. 5, 183 
IP_ADAPTER_BINDING_INFO........ Vol. 5, 149 
IP_ADAPTER_INDEX_MAP............. Vol. 2, 278 
IP_ADAPTER_INFO ..........0...eee Vol. 2, 279 
IP_INTERFACE_INFO.................00 Vol. 2, 280 
IP_LOCAL_BINDING ...........0000008. Vol. 5, 150 
IP_NETWORK.....00.......cccsceeeeeeeeeeeees Vol. 5, 352 
IP_NEXT_HOP_ADDRESSG.............. Vol. 5, 352 
IP_PATTERN ........ sssaasesessrasesaerentsesee VOL 1, 842 
IP_PER_ADAPTER_INFO................ Vol. 2, 281 
IP_SPECIFIC_DATA.................0000008 Vol. 5, 353 
IP_UNIDIRECTIONAL_ADAPTER_. 

ADDRESS si3i28 conse .... Vol. 2, 282 
IPNG: ADDRESS steed Vol. 2, 88 
IpReleaseAddress ............::c:eeeeseeeeees Vol. 2, 267 
IpRenewAddreS .............: eee ... Vol. 2, 268 


569 

IPX_ADAPTER_BINDING_INFO.....Vol. 5, 151 
IPX_ADDRESS_DATA........ iettenraiadted Vol. 1, 670 
[PX SIP SINEO csereoceas os ceeeeesieuat esac Vol. 5, 181 
IPX_NETNUM_DATA..............::00008 Vol. 1, 672 
IPX_NETWORK.....0...s:cccccccceeseeeneseacs Vol. 5, 355 
IPX_NEXT_HOP_ADDRESS. ........... Vol. 5, 355 
IPX_SERVER_ENTRY ...............006 Vol. 5, 327 
IPX SERVICE ailavenaitercassetunecenile Vol. 5, 328 
IPX_SPECIFIC_DATA..........:::ccccee Vol. 5, 356 
IPX_SPXCONNSTATUS_DATA......Vol. 1, 673 
IPX_STATIC_SERVICE_INFO......... Vol. 5, 181 
IPXWAN_IF_INFO.............:000c0eeeeeeees Vol. 5, 182 
ISSNSEOG OM iasits iedassncanwencxctarneddanscovntants Vol. 2, 212 
[SensLogon::DisplayLock ..............0. Vol. 2, 216 
ISensLogon::DisplayUnLock............. Vol. 2, 217 
ISensLogon::LOgoff...........::::ccceceeeeees Vol. 2, 214 
ISensLogon::LOQON..........::::c:0seeeeeeees Vol. 2, 213 
ISensLogon::StartScreenSaver........ Vol. 2, 218 
ISensLogon::StartShell ...............0008 Vol. 2, 215 
ISensLogon::StopScreenSaver ........ Vol. 2, 219 
ISENSNEtWOFK.........ccccceceeeeessaseeeeeenees Vol. 2, 220 
ISensNetwork:: | 
~ ConnectionMadeNoQOCinfo......... Vol. 2, 222 
ISensNetwork:: 

DestinationReachable................ Vol. 2, 225 
ISensNetwork:: 

DestinationReachable 

NOQOCIINIO ini vaticiniines. Vol. 2, 226 
ISensNetwork::ConnectionLost ........ Vol. 2, 223 
ISensNetwork::ConnectionMade ......Vol. 2, 221 
ISENSONNOW........cceesesseeescevseevecevenens Vol. 2, 228 
ISensOnNow::BatteryLow................ Vol. 2, 231 
ISensOnNow::OnACPowet............05 Vol. 2, 229 
ISensOnNow::OnBatteryPower........ Vol. 2, 230 
ISSONVICS soi ced i taviese acer etcetera: Vol. 5, 326 
ISyncMgrEnumltems ............:::0:eee Vol. 2, 166 
ISyncMgrRegister ..........:0:cccccseeeeeeeees Vol. 2, 193 
ISyncMgrRegister:: 

GetHandlerRegistrationInfo ........... Vol. 2, 195 
ISyncMgrRegister:: | 

RegisterSyncMgrHandler............... Vol. 2, 194 
ISyncMgrRegister:: | 

UnregisterSyncMgrHandler ........... Vol. 2, 194 
ISyncMgrSynchronize........... ene ores Vol. 2, 168 
ISyncMgrSynchronize:: | 

EnumSyncMgrltems ......... saosetuets Vol. 2,171 | 
ISyncMgrSynchronize:: 

GetHandlerInfo..............:ccssssesseen Vol. 2, 170 
ISyncMgrSynchronize:: 

GetltemObject..............:00:ceeeee Vol. 2, 172 
ISyncMgrSynchronize:: | 7 

PrepareForSyn............ccccccceeeeeeeees Vol. 2, 175 
ISyncMgrSynchronize:: oe 

SetltemStatus ......... eee ee Vol. 2, 178 


570. 


Volume 5 Routing 


ISyncMgrSynchronize:: 


SetProgressCallback.................00 Vol. 2, 174 
_ISyncMgrSynchronize:: | 
SNOWPYOPEeNMTIES ..........ccceceeeeeeeeeeeees Vol. 2, 173 
ISyncMgrSynchronize:: _ | | 
SYVNCHIONIZE ies ceccecscaentninacceucavieveans Vol. 2, 176 
ISyncMgrSynchronize:: Initialize ....... Vol. 2, 169 
ISyncMgrSynchronize::ShowError ... Vol. 2, 179 
ISyncMgrSynchronizeCallback ........ Vol. 2, 180 
ISyncMgrSynchronizeCallback:: 
DeleteLOGError .........cccccccsssssserserees Vol. 2, 189 
ISyncMgrSynchronizeCallback:: 
EnableModeless.............. Pale uceatiiett Vol. 2, 186 
ISyncMgrSynchronizeCallback:: 
EstablishConnection...............0.00 Vol. 2, 190 
ISyncMgrSynchronizeCallback:: | 
OG ON ceceababitssvexccdanessinnaeenncteonnces Vol. 2, 187 
ISyncMgrSynchronizeCallback:: 
PrepareForSyncCompleted........... Vol. 2, 184 
ISyncMgrSynchronizeCallback:: | 
PIOGIOSS ciate theese oeees Vol. 2, 182 
ISyncMgrSynchronizeCallback:: 
ShowErrorCompleted ..................++ Vol. 2, 188 
ISyncMgrSynchronizeCallback:: 
ShowPropertiesCompleted ........... Vol. 2, 183 
ISyncMgrSynchronizeCallback:: 
SynchronizeCompleted ................. Vol. 2, 185 
ISyncMgrSynchronizelnvoke............ Vol. 2, 191 
ISyncMgrSynchronizelnvoke:: 
Update all ........cccccccesssssssesssseseccsstens Vol. 2, 192 
ISyncMgrSynchronizelnvoke:: 
Updateltems ..............ccccccesesseeeeseees Vol. 2, 191 
L 
LANA_ENUM ...........cccsccccccessessssereees Vol. 2, 152 
[lal (=! geeaetne mer reenieremrere rene em premcpreee Vol. 1, 382 
MSUCUY suictssicis clssarsSenasvnckead sanakauvenoreaatsete Vol. 1, 192 
LPM_AdmitRSvpMsg............ccccceee Vol. 1, 863 
LPM_CommitResv ...........ccceccsseeseeees Vol. 1, 866 
LPM_DeinitialiZe........ eee Vol. 1, 867 
LPM_DeleteState ............... eee VOL 1, 868 
LPM_GetRsvpObjects............... Vol. 1, 870 
LPM_lInitialiZe .................ccscscscseeeeeeees Vol. 1, 872 
Lpm_lIpAddressTable ....................VOl. 1, 874 
LPMIP TABLE sccsvcisioce caspcttas teete nets Vol. 1, 875 
M 
MACYIELDCALLBACK ................00 Vol. 3, 575 
MCAST_CLIENT_UID.......... preee meer Vol. 2, 89 
MCAST_LEASE_REQUEST............... Vol. 2, 90 
MCAST_LEASE_RESPONSE............ Vol. 2, 92 
MCAST_SCOPE_CTX...........:::c00s00e Vol. 2, 89 


MCAST_SCOPE_ENTRY .................. Vol. 2, 90 
MecastApiCleanuD.........ccccccessesesseesseeees Vol. 2, 82 
MeastApiStartup ...........ccccccscscsseeeceees Vol. 2, 82 
McastEnumerateScopes..........ceeeee Vol. 2, 83 
McastGenullD .......ccccccscsesesseseecsseeecesees Vol. 2, 85 
McastReleaseAddress. ...........cccceeeeeeees Vol. 2, 87 
McastRenewAddress..............cccceeecceees Vol. 2, 86 
McastRequestAddress...........ccccscseee Vol. 2, 85 
MesBufferHandleReset...............0000 Vol. 3, 350 
MesDecodeBufferHandleCreate....... Vol. 3, 351 
MesDecodelncrementalHandle | 
CrEAte ooo. .eeccceccceececeeeeeesereceeeeneeeenes Vol. 3, 353 
MesEncodeDynBufferHandle 
COAG cs ecrcscitviaiiacedecse ecathiweeernes Vol. 3, 354 
MesEncodeFixedBufferHandle 
COALS ise cehcesce ecse eal ceentes Vol. 3, 355 
MesEncodelncrementalHandle 
CICATC ios viral eer tie aioe Vol. 3, 356 
MesHandleFree ......... cc. cceeeeeceeesee seen: Vol. 3, 357 
MesIncrementalHandleReset ........... Vol. 3, 358 
MesIngProcEncodingld................:066 Vol. 3, 359 
MESSAGE sew sceece cies cestode Vol. 5, 297 
MGM_ENUM_TYPEG..............ccccee Vol. 5, 564 
~MGM_IF_ENTRY........... eee Vol. 5, 561 
MgmAddGroupMembershipEntry .....Vol. 5, 524 
MgmDeleteGroupMembership 
eA Sereeeertcrer tc tr sree cer cerr reer terre Vol. 5, 526 | 
MgmDeRegisterMProtocol................ Vol. 5, 527 
MomGetFirstMfe ...........ccccccccesececsseees Vol. 5, 528 
MgmGetFirstMfeStats..............cccccee Vol. 5, 530 
MomGetMfe ............ccccccccceeeeeeeeeeeesnees Vol. 5, 531 
MgmGetMfeStats ..0.... ce eeeeeeees Vol. 5, 533 © 
MgomGetNextMie..........ccccceceecteeeeesees Vol. 5, 534 
MgmGetNextMfeStats ......... eee Vol. 5, 536 
MgmGetProtocolOnInterface............ Vol. 5, 537 
MgmGroupEnumerationEnd............. Vol. 5, 539 
MgmGroupEnumerationGetNext......Vol. 5, 539 
MgmGroupEnumerationStart............ Vol. 5, 541 
MgmRegisterMProtocol ...............:0 Vol. 5, 542 
MgmReleaselnterfaceOwnership .....Vol. 5, 543 
MgomSetMfe.............. cece cccecestereneeeeees Vol. 5, 545 
MgmTakelnterfaceOwnership .......... Vol. 5, 545 
VIB BEST lh aie uci eecund Vol. 5, 202 
MIB IGMP icivcaineecscnc tice ccntecvanevetsociec Vol. 5, 203 
MIB_IFNUMBER..............cccccseseseesenes Vol. 5, 203 
MIB: IE ROW ccc cccnis caeeavetszevanvetvezeans Vol. 5, 204 
MIB IF STATES scvsessccuasecicctcacevevreveee Vol. 5, 206 
MIB_IFTABLE.....0....eeeeeee ford teat. Vol. 5, 207 
MIB_IPADDRROW .......... eaten aeceseaks Vol. 5, 207 
MIB_IPADDRTABLE ........ Souk oegons .. Vol. 5, 208 
MIB_IPFORWARDNUMBER.............Vol. 5, 209 
MIB_IPFORWARDROW............. w-VOl. 5, 210 
MIB_IPFORWARDTABLE.................Vol. 5, 212 
~MIB_IPMCAST_GLOBAL................. Vol. 5, 212 
MIB_IPMCAST_IF_ENTRY.............. Vol. 5, 213 


Index Networking Services Programming Elements — Alphabetical Listing 


Notification ......ccccceceecceeseeees gale er Vol. 4, 


MIB_IPMCAST_IF_TABLE .............. Vol. 5, 214 
_MIB_IPMCAST_MEFE ...............00008 Vol. 5, 214 
MIB_IPMCAST_MFE_STATG.......... Vol. 5, 216 
MIB_IPMCAST_OIF.............:000008 .Vol. 5, 218 
MIB_IPMCAST_OIF_STATS............ Vol. 5, 219 
MIB_IPNETROW..............:::ccccsseeeeees Vol. 5, 220 
MIB_IPNETTABLE ..............:c0cseceee Vol. 5, 221 
MIB_IPSTATS ....:.:sesccssssosberessnssenseses Vol. 5, 222 
MIB_MFE_STATS_TABLE.............. Vol. 5, 224 
MIB_MFE_TABLE .................cc.ccceee Vol. 5, 224 
MIB_OPAQUE_INFO...............::0000 Vol. 5, 225 
MIB_OPAQUE_QUERY................4:. Vol. 5, 225 
MIB_ PROXYARP Sates ae he Vol. 5, 226 
MIB_TCPROW .........ccccccsssseeceesseeeees Vol. 5, 227 
MIB_TCPSTATS |... eceseeeseseeseeeeeee. Vol. 5, 228 
VIB2VCPTABLE 5 tate ances Vol. 5, 230 
MIB_UDPROW............ccccscceceesseeeeees Vol. 5, 230 
MIB_UDPSTATS............cccscccsseseeeeens Vol. 5, 231 
MIB_UDPTABLE ...........c:cccccseseeeeees Vol. 5, 232 
MibCreate ou... cceecceseeseeeseeeseeeeees Vol. 5, 281 
MibDelete ............ sa iaveclonalatpapieautce Vol. 5, 282 
MibEntryCreate ............ceeecseeeeeeeeees Vol. 5, 307 
MibEntryDelete..................06 aaa Vol. 5, 308 
MIDEntry Get... 52. ccesscccisseascevaseursensens Vol. 5, 309 
MibEntryGetFirst .............cccccseeeees Vol. 5, 311 
MibEntryGetNext ...........cccccceseeeeeeees Vol. 5, 312 
MIDEntrySet .o.cc... ic eicecccceeshecrseceveneecs Vol. 5, 313 
MibGetiisccciscgiessietiaccchisecseeseveercneeds Vol. 5, 283 
MibGetPirst 0.0.0... ce heeseesssctecceasees Vol. 5, 284 
MibGetNext......c.0.cceeeccesecseceeeeeseeens Vol. 5, 285 
MibGetTrapInfo .............0. eee Vol. 5, 286 
MIBICMPINFO ..........::cccssseceessseteees Vol. 5, 232 
MIBICMPSTATS. ........:cc:ccccceeeereeees Vol. 5, 233 
MID SOU ase. oe elect oe aes sesdeeen Vol. 5, 287 
MibSetTrapinfo ne cceeeceeeeeeees Vol. 5, 288 
MPR_CREDENTIALSEX_O.............. Vol. 5, 152 
MPR_IFTRANSPORT_O........:ccs00 Vol. 5, 152 
MPR_INTERFACE_O...........c:0000088 Vol. 5, 153 
~ MPR_INTERFACE_1.............:000000 Vol. 5, 154 
MPR_INTERFACE_2...............00..VOl. 5, 156 
MPR_ROUTING_ | 
CHARACTERISTICS ............0008 Vol. 5, 297 
MPR_SERVER_O........ teas aa Vol. 5, 166 
MPR_SERVICE_ o Z 
CHARACTERISTICS . ernie Vol. 5, 301 
MPR_TRANSPORT_0.......c0000. wee VOl. 5, 167 | 
MprAdminAcceptNewConnection .... Vol. 4, 341 
MprAdminAcceptNewConnection2 .. Vol. 4, 342 
MprAdminAcceptNew Link .............0.. Vol. 4, 343 
_ MprAdminBufferFree........................ Vol. 5, 70 
_ MprAdminConnectionClearStats...... Vol. 4, 329 
MprAdminConnectionEnum ............. Vol. 4, 330 
_ MprAdminConnectionGetinfo........... Vol. 4, 332 
-MprAdminConnectionHangup | 
4,344. 


MprAdminSendUserMessage........... Vol. 


571 

MprAdminConnectionHangup 

Notification? .........ceccccceseeeseeeeeeeeees Vol. 4, 345 
MprAdminDeregisterConnection 

_ Notification....... pac vain aide tiaas degen ade Vol. 5, 71 

MprAdminGetErrorString ...........ccccccee Vol. 5, 72 
MprAdminGetlpAddressForUser ......Vol. 4, 346 
MprAdminGetPDCServer ................. Vol. 4, 349 
MprAdmininterfaceConnect................ Vol. 5, 73 
MprAdminInterfaceCreate..............00 Vol. 5, 75 
MprAdmininterfaceDelete..............00.. Vol. 5, 76 
MprAdminInterfaceDisconnect............ Vol. 5, 77 
MprAdmininterfaceEnum ...............c0 Vol. 5, 78 
MprAdminInterfaceGetCredentials .....Vol. 5, 80 
MprAdmininterfaceGetCredentials 

BX ites eee ate eee eee: Vol. 5, 82 
MprAdminInterfaceGetHandle tase VOL 5, 83 
MprAdminInterfaceGetinfo.............00 Vol. 5, 84 
MprAdmininterfaceQueryUpdate 

PSUs ies eee eae Vol. 5, 86 
MprAdmininterfaceSetCredentials......Vol. 5, 87 
MprAdmininterfaceSetCredentials | 

BX i. ee eae oe eeeeritae .Vol. 5, 89 
MprAdminInterfaceSetinfo ................ Vol. 5, 90 
MprAdmininterface Transport 

GethnfO: vec cccecetiiees Pe gasiieaens Vol. 5, 93 
MprAdmininterfaceT ransport : 

FIGMOVG hoo eiiieaMatiestiaccstiaaxeres Vol. 5, 94 
MprAdmininterfaceTransport 

OOUNIO A Sia a ee ee Vol. 5, 95 | 
MprAdminInterfaceT ransportAdd4 ....... Vol. 5, 91 

~ MprAdmininterfaceUpdate | 

PNONEDOOKINGO.........ceceeseceeeseesceeseeuss Vol. 5, 97 
MprAdminInterfaceUpdateRoutes ......Vol. 5, 98 
MprAdminlsServiceRunning ............. Vol. 5, 100 
MprAdminLinkHangupNotification ....Vol. 4, 347 
MprAdminM|BBufferFree................. Vol. 5, 188 
MprAdminMI|BEntryCreate......... see VOI. 5, 188 
MprAdminMiBEntryDelete . Givesdceusielen Vol. 5, 190 
MprAdminMIBEntryGet................ we VOl. 5, 191 
MprAdminMIBEntryGetFirst. ee Vol. 5, 193 
MprAdminMIBEntryGetNet ............. Vol. 5, 195 
MprAdminMIBEntrySet.....................VOl. 5, 196 
MprAdminMIBGetTrapinfo.......... we VOL 5, 198 
MprAdminMIBServerConnect........... Vol. 5, 199 
MprAdminMIBServerDisconnect ...... Vol. 5, 200 
MprAdminMIBSetTraplInfo ................Vol. 5, 200 
MprAdminPortClearStats ............0006 Vol. 4, 334 
MprAdminPortDisconnect......... ree Vol. 4, 335 
MprAdminPortEnum ........... ee VOL 4, 336 
MprAdminPortGetinfo .......... cee Vol. 4, 338 
MprAdminPortReset .........::1ss0.VOl 4, 339 
MprAdminRegisterConnection — 

Notification ...........ccccccceee ee Vol. 5, 100 
MprAdminReleaselpAddress............Vol. 4, 348 

4,351 


572 


Volume 5 Routing 


MprAdminServerConnect................. Vol. 5, 102 
MprAdminServerDisconnect ............ Vol. 5, 102 
MprAdminServerGetinfo.................. Vol. 5, 103 
MprAdminTransportCreate............... Vol. 5, 104 
MprAdminTransportGetinfo.............. Vol. 5, 106 
MprAdminTransportSetinfo.............. Vol. 5, 108 
MprAdminUserGetinfo..............cce Vol. 4, 352 
MprAdminUserSetinfo........... saueeeeanes Vol. 4, 353 
MprConfigBufferFree..............:0cc0 Vol. 5, 110 
MprConfigGetFriendlyName ............ Vol. 5, 110 
MprConfigGetGuidName..............06 Vol. 5, 112 
-MprConfiginterfaceCreate................ Vol. 5, 114 
MprConfiginterfaceDelete ................ Vol. 5, 115 
MprConfiginterfaceEnum ............... Vol. 5, 116 
MprConfigInterfaceGetHandle ......... Vol. 5, 118 
MprConfiginterfaceGetinfo............... Vol. 5, 119 
~ MprConfiginterfaceSetinfo ............. .. Vol. 5, 121 
MprConfigInterfaceTransport | 
ES IVUIM ess icici cctacsettvtestencapaenoetineuetencees: Vol. 5, 124 
MprConfiginterfaceTransport 
GetHandlle ...........ccccccccccesesssesseeseens Vol. 5, 126 
MprConfiginterfaceTransport 
GUN Os cicspetes ccactBanceceusacdyesttcestetees Vol. 5, 128 
MprConfigInterfaceTransport 
FRSINOV © 5ic5 ccistsedanlitaluetetu ned onstieobeensens Vol. 5, 130 
MprConfigInterfaceTransport 
SO UIMIOszivvieectaseacsceate tice ateseoots Vol. 5, 131 
MprConfiginterfaceTransportAdd..... Vol. 5, 122 
MprConfigServerBackup ..............66 Vol. 5, 133 
MprConfigServerConnect................. Vol. 5, 134 
MprConfigServerDisconnect............ Vol. 5, 135 
MprConfigServerGetinfo ..............06 Vol. 5, 136 
MprConfigServerlnstall..............00006 Vol. 5,113 
MprConfigServerRestore ...............- Vol. 5, 137 
MprConfigTransportCreate .............. Vol. 5, 138 
~ MprConfigTransportDelete............... Vol. 5, 140 
MprConfigTransportEnum................ Vol. 5, 141 
MprConfigTransportGetHandle........ Vol. 5, 143 
MprConfigTransportGetinfo ............. Vol. 5, 144 
MprConfigTransportSetinfo.............. Vol. 5, 147 
MprlnfoBlockAdd ............:::cceeeeeee . Vol. 5, 170 
MprinfoBlockFind ...............c::csseeeees Vol. 5, 172 
MprinfoBlockQuerySiZe..............000 Vol. 5, 173 
-MprinfoBlockRemove ..........::0ss0 Vol. 5, 174 
MprinfoBlockSet .............::csssessseseeeees Vol. 5, 175 
MprinfoCreate .........ccesecseeeseeeees VOL. 5, 176 
MprInfoDelete ................::00cceeeeee .. Vol. 5, 177 
MprinfoDuplicate ..............................VOl. 5, 178 
MprinfoRemoveAll.............:::.eeee Vol. 5, 179 
MultinetGetConnection 
POrfOrMane .........ccceccseceenessesssseeees Vol. 3, 609 
N 
NAME_BUFFER..............::::sscssseceees Vol. 2, 153 


. 2, 154 
NDR_USER_MARSHAL_INFO......... Vol. 3, 296 
NdrGetUserMarshallnfo...............0 Vol. 3, 360 
NGTDIOS hacedeiceasecsccees actlceoecsehidecaeie Vol. 2, 145 
NETCONNECTINFOSTRUCT ......... Vol. 3, 659 
NETINFOSTRUCT .......... cece eeeeesereee Vol. 3, 661 
NETRESOURCE ........00...ceceeceeeeeeeeees Vol. 3, 663 
Next Hop Flags .......::ceceeeee vee VOL. 5, 508 
NotifyAddrChange ............::scccccceceees Vol. 2, 268 
NotifyRouteChange ............ccecsseeeeeees Vol. 2, 269 
NS_SERVICE_INFO ...... ee Vol. 1, 383 
NSPCleanubp ...........::::cccccccesseeeeeees Vol. 1, 497 
NSPGetServiceClasslInfo...............0.. Vol. 1, 498 
NSPinstallServiceClass .............cce008 Vol. 1, 499 
NSPLookupServiceBegin ................. Vol. 1, 500 
NSPLookupServiceEnd ...............:066 Vol. 1, 504 
NSPLookupServiceNext ..........cce Vol. 1, 505 
NSPRemoveServiceClass.............0 Vol. 1, 509 
NSPSetService .0........ceeececseeeeeeeeeeeeees Vol. 1, 510 
NSP SLGMUD eisivarssesvranteanares emeseuseaes: Vol. 1, 513 
L216 | enema ve a rete cree eee Vol. 1, 194 
TOMS se seit fol ieses assed on Gia eens: Vol. 1, 195 
O 
ORASADFUNGC issniitisinecncdites Vol. 4, 103 
Pp 
PALLOCMEM .............. Sudo toauiunicuens Vol. 1, 876 
PF_FILTER_DESCRIPTOR.............. Vol. 5, 256 
PFUFILTER: STAT Swidiwsitcsicceccstean Vol. 5, 257 
PF_INTERFACE_STATG.................. Vol. 5, 258 
PF_LATEBIND_INFO.............. Vol. 5, 260 
PfAddFiltersTolnterface ................008 Vol. 5, 239 
PfAddGlobalFilterTolnterface ........... Vol. 5, 241 
PFADDRESS TYPE i wisiscsivaeiiesccus Vol. 5, 262 
PfBindInterface Tolndex ............:00 Vol. 5, 241 
PfBindInterfaceTolPAddress ............ Vol. 5, 242 
PfCreatelnteriace........cccccseeseeseeeeeeeees Vol. 5, 243 
PfDeletelnterface 0.0... eee eeeeeee ee Vol. 5, 245 
PfDeleteLog ...............ccscceessseeeeeeeeeeees Vol. 5, 246 
PFFORWARD_ACTION................... Vol. 5, 263 
PFFRAMETYPE ,.........0..cccceeeeeneeeee . Vol. 5, 264 
PfGetinterfaceStatistics ...... eee Vol. 5, 246 
PFLOGFRAME .........:ccccccsccccesseeeseeess Vol. 5, 260 
PIMAK CLOG wceeecesciccus cesar aes edeacules Vol. 5, 248 
PfRebINdFilters 0.0... cece eeeeeeeeeeeee Vol. 5, 249 
PFREEMEM............ eueteceead eae deaunciad Vol. 1, 876 
PfRemoveFilterHandles................... Vol. 5, 250 
PfRemoveFiltersFrominterface......... Vol. 5, 250 
PfRemoveGlobalFilterFrom 
DICHACO cies ae eee ces Vol. 5, 252 
PfSetLogBufter............ccccccceeeeeeeeeeeees Vol. 5, 252 


Index Networking Services Programming Elements — Alphabetical Listing 


~QOS_OBJECT_DIFFSERV ............. Vol. 


PRLCSIP ACK CD iasscascicatanisees etree: Vol. 5, 253 
PfUnBindInterface ......... ccc ceeeeeeeeeeeee Vol. 5, 255 
~PMGM_CREATION_ALERT__ 

CALEBAG Rccetcncessnay ores stieetiasitet Vol. 5, 547 
PMGM_DISABLE_IGMP__ 

CALLBACK.......ccccccsesececceesecereneeeees Vol. 5, 549 
PMGM_ENABLE_IGMP__ 

CALLBACK.............. pipcineieiatees Vol. 5, 549 
PMGM_JOIN_ALERT_ 

» “CALLBAGK s.ccci ces Vol. 5, 550 
PMGM_LOCAL_JOIN_ 

GALEBAGK i xioeicteneeslesiniknde: Vol. 5, 552 
PMGM_LOCAL_LEAVE_ | 

CALEBAGK ic ttissnassestincdcvncdicusvcsecss Vol. 5, 554 
PMGM_PRUNE_ALERT_ 

CALLBACK .22..cectsecitisdend Vol. 5, 555 
PMGM_RPF_CALLBACK................ Vol. 5, 558 
PMGM_WRONG_IF_CALLBACK.... Vol. 5, 560 
Portability Macros...............::000000000e Vol. 3, 583 
PPP_ATCP_INFO......c5...ceecececverecsee Vol. 4, 355 
PPP_CCP_INFO........00...00...cececeeeeeee Vol. 4, 356 
PPP_.EAP_ACTION .........cc..ceeceeeeeeee Vol. 4, 414 
PPP_EAP_INFO) 101.0... ...cc:ccececseesdentes Vol. 4, 403 
PPP_EAP_INPUT.......2....... dec Vol. 4, 404 
PPP-EAP_OUTPUT. ....ciccesibisceeceee Vol. 4, 409 
PPP_EAP PAGKET......cccic..cestvesisee. Vol. 4, 412 
PPP SINE O siti vedecae eects one Vol. 4, 358 
PPP SINFO? 2 cinicaden tiene Vol. 4, 358 
PPP_IPCP_INFO.....2....c.c.écecceccsectes Vol. 4, 359 
PPP_IPCP_INFO2 occ. ecdcccceececbeccee Vol. 4, 360 
PPP_IPXCP_INFO.....0..0 0. cccaens Vol. 4, 361 
PPP LCOP INFO wk aves Vol. 4, 362 
PPP_NBFCP_INFO ........ Vol. 4, 364 
Protection Level Constants .............. Vol. 3, 337 
Protocol Identifiers...........ceceeesseeeeeees Vol. 5, 235 
Protocol Sequence Constants.......... Vol. 3, 338 
PROTOCOL _INFO.Q.......cccccceccececeeees Vol. 1, 384 
PROTOCOL_SPECIFIC_DATA....... Vol. 5, 357 
DIOlOONE: ..ccisescsvaguvinad ap cgdbectanevenedewenn Vol. 1, 387 

“PROTSEQ.......0c5: ceauhie icteence Se uedtonas Vol. 3, 317 
PS_ADAPTER_STATS.............c00 Vol. 1, 851 
PS_COMPONENT_STATS ............. Vol. 1, 850 
PS_CONFORMER_STATS.............. Vol. 1, 853 
PS_DRRSEQ_STATS.......ccccceeeeeeeeee Vol. 1, 854 
PS_FLOW_STATS....0.0.c..eccecicetenes Vol. 1, 852 
PS_SHAPER_STATS ..cin ies iebes Vol. 1, 853 
Q 
QOCINFO........... Rais a al gaat Vol. 2, 209 
QOS ie ite ee Vol. 1, 388 
ONO) oe Saoin eae tee tenes Vol. 1, 797 
QOS_DIFFSERV_RULE.................. Vol. 1, 844 
QOS_OBJECT_DESTADDPR ........... Vol. 1, 800 

1,858 


QOS_OBJECT_HDR............. ee Vol. 
QOS_OBJECT_SD_MODE.............. Vol. 


QOS_OBJECT_SHAPING_RATE....Vol. 


QOS_OBJECT_TRAFFIC_CLASS ..Vol. 
QUErYPOWET .........ceeeecetteeeeesseeeeeeesnees Vol. 
R 

RADIUS_ACTION..............0:::::0000000 Vol. 
RADIUS_ATTRIBUTE ...............005 Vol. 
RADIUS_ATTRIBUTE_TYPE........... Vol. 
RADIUS_AUTHENTICATION_ | 

PROVIDER ........cccsseseeeseees eas Vol. 
RADIUS_DATA_TYPE.................... Vol. 
RadiusExtensionInit.................000ccc0 Vol. 
RadiusExtensionProcess...............+5 Vol. 
RadiusExtensionProcessEx.............. Vol. 
RadiuSExtensionT erm ........::::c00sceeee Vol. 
RAS_AUTH_ATTRIBUTE................ Vol. 
RAS_AUTH_ATTRIBUTE_TYPE.....Vol. 
RAS_CONNECTION_O.............cc00008 Vol. 
RAS_CONNECTION_4 ...............2008 Vol. 
RAS_CONNECTION _ 2 ......cccccceeeeeees Vol. 
RAS_HARDWARE_CONDITION.....Vol. 
RAS_PARAMETERG..............cccceeeees Vol. 
RAS_PARAMS_FORMAT ............06 Vol. 
RAS_PARAMS_VALUE ..............08 Vol. 
RAS. PORT: Ocsiiiiisnlvectlatiectak Vol. 
AAD ORI: Of rie coe cas Vol. 

XEN Sct? OFA. lextecntesanaiessaciuns as dete Vol. 
FAS: PORT. Vacsiiiieie vin elsnvastneea Vol. 
RAS_PORT_CONDITION ............... Vol. 
RAS_PORT_STATISTICS................ Vol. 
RAS_PPP_ATCP_RESULLT ............. Vol. 
RAS_PPP_IPCP_RESULLT................ Vol. 
RAS_PPP_IPXCP_RESULLT ............ Vol. 
RAS_PPP_NBFCP_RESULLT............ Vol. 
RAS_PPP_PROJECTION__ 

RESULT aa arcs neat Vol. 
RAS_SECURITY_INFO............cee Vol. 
RAS_SERVER_O..............006 vere VOL. 
HAS 2 PATS Meevccuul eleva Vol. 
RAS USER Oi ciesc ae Vol. 
RAS. USER _Onisciccisccsessecssetensdeteseas Vol. 
RAS :USER 21ers ischeecccecesceeteetenee VOL 
FASAD RUNG scei x ssccs ccicavaveveivssvversnedene Vol. 
RasAdminAcceptNewConnection.....Vol. 
RasAdminConnectionHangup 

NOtHCAHON < o.6. ocicc gan teieveciscassersacaeas Vol. 
RasAdminFreeBuffer ...............:00000 Vol. 
RasAdminGetErrorString..........ccc0ce Vol. 
RasAdminGetlpAddressForUser......Vol. 
RasAdminGetUserAccountServer....Vol. 
RasAdminPortClearStatistics............Vol. 


573 


4,277 


4, 279 


4, 269 


574 


Volume 5 Routing 


. 4, 270 


RasAdminPortEnum...........ccccsccseeeee Vol. 4, 271 
RasAdminPortGetInfo ........ccceeeeeeee Vol. 4, 272 
RasAdminReleaselpAddress ........ ... Vol. 4, 282 
RasAdminServerGetlInfo ................. Vol. 4, 274 
RasAdminUserGetInfo ..............ccece Vol. 4, 275 
RasAdminUserSetinfo...............cccce Vol. 4, 276 
RASADPARAMSG. .......ccccccccccccsseseseees Vol. 4, 205 
RASAMB ...........::20s0ssssssssssreeeneeeeeenees Vol. 4, 206 
RASAUTODIALENTRY ........c0:ccceeee Vol. 4, 207 
RasClearConnectionStatistics.......... Vol. 4, 107 
RasClearLinkStatistics ........... Some Vol. 4, 107 
FASCONN visiiisseecicexsnetebeegutisainvexi ve Vol. 4, 208 
RasConnectionNotification............... Vol. 4, 109 
RASCONNSTATE......cccccccceseeeeeeeneees Vol. 4, 258 
RASCONNSTATUS. .........cecccceseeeeeees Vol. 4, 210 
RasCreatePhonebookEntry ............. Vol. 4, 110 
RASCREDENTIALG...........c:ccccceeeees Vol. 4, 211 
RASCTRYINFO.......cccccsscssccsneneaseennees Vol. 4, 212 
RasCustomDeleteEntryNotify .......... Vol. 4, 111 
RasCustomDial .................:.ccccccceeeees Vol. 4, 112 
—RasCustomDialDlg..............cccseeeeee Vol. 4, 114 
RasCustomEntryDlg...........c:ccccccceees Vol. 4, 116 
RasCustomHangUp ..........:::csccceeees Vol. 4, 118 
RasCustomScriptExecute ................ Vol. 4, 197 
RasDeleteEntry .............::sccssseeesces Vol. 4, 119 
RASDEVINEO wisise. sevcscvsenssuceigescneeceees Vol. 4, 214 
RAS DIAL vavonstvnrnad scnstaauennn sudhaadieeiswseeas Vol. 4, 120 
RasvlalDIG -acicicansdivinancda: Vol. 4, 123 
RASDIALDLG.............:::::ecsseeeeeees Vol. 4, 215 
RASDIALEXTENSIONG.............00 Vol. 4, 217 
PASDIAIFUNG vaisvecsixcoseeenetstee es eteemeacins Vol. 4, 125 
RasDialFunc .........ccccecessesseecceeseesess Vol. 4, 127 
PRaSDIAIFUNG? ssccsccistiareiccrdcteacceieate Vol. 4, 129 
RASDIALPARAMSG. ...........c:cceceseetseees Vol. 4, 219 
RAaSE@pBeGin ............:::::ccccseeceeeeeesees Vol. 4, 389 
RasPapen assisted ccaats Seeeaiees Vol. 4,391 - 
RasEapFreeMemoty ...........-.:ccceee Vol. 4, 391 
RasEapGetldentity ............ceecceees Vol. 4, 392 
RasEapGellnfo........ccccccccceccssssessseees Vol. 4, 395 
RASEAPINEFO ...eececcccccceeesesessaueniseess Vol. 4, 222 
~RasEaplnitialize..............cccccceeees Vol. 4, 396 
RasEapIinvokeConfigUl............... Vol. 4, 397 
RasEapinvokelinteractiveUl.............. Vol. 4, 399 
RasEapMakeMessage ..............:::005 Vol. 4, 401 
RASEAPUSERIDENTITY ................ Vol. 4, 222 
RasEditPhonebookEnttry ................5 Vol. 4, 131 
PASEN TRY secasecsicaantecectetentt neces Vol. 4, 223. 
RASENIIYDIG ..cccc.cccccccsesesesseectacneceecees Vol. 4, 133 
RASENTRYDLG ....... eruurde aces Vol. 4, 236 
RASENTRYNAME ............ ee ee ee Vol. 4, 238 
RasEnumAutodialAddresses ........... Vol. 4, 135 
RasEnumConnecctions.........:...ccce Vol. 4, 136 
RasEnumDeVvices ...........:.ccccccceeeceeees Vol. 4, 137 | 
RasEnumeEntriés ...........c:ccsscecesseeeeees Vol. 4, 139 


RaSFreeBuffer...........cccccsecssesesecesenenes Vol. 4, 199 
RasFreeEapUserldentity ................. Vol. 4, 142 
RasGetAutodialAddress .............cc0 Vol. 4, 143 
RasGetAutodialEnable ..................0- Vol. 4, 144 
RasGetAutodialParam ............008 w.VOl. 4, 145 
RasGetBuffer ..........cccceescssseeeeeees .-VOl. 4, 198 
RasGetConnectionStatistics ............. Vol. 4, 147 
RasGetConnectStatus uu... ceeeeeees Vol. 4, 148 
RasGetCountryInfo .......eeeeeeeeeeeees Vol. 4, 149 
RasGetCredentials ............cccccceseeeens Vol. 4, 151 
RasGetCustomAuthDaita ................. Vol. 4, 153 
RasGetEapUserData ............ccccceeee Vol. 4, 155 
RasGetEapUserldentity.................. Vol. 4, 156 
RasGetEntryDialParame....... ae ee Vol. 4, 158 
RasGetEntryProperties..............0.08 Vol. 4, 160 
RasGetErrorString .........ccccceceeneeees ..VOl. 4, 162 
RasGetLinkStatistics......... cece Vol. 4, 164 
RasGetProjectionInfo...............cccc0 Vol. 4, 165 
RasGetSubEntryHandle .................. Vol. 4, 167 
RasGetSubEntryProperties .......... ...Vol. 4, 168 
Rastangup: i. Aciacaslw tee cu hoonaciises Vol. 4, 170 
RasinvokeEapull ...............cccsceeeeeseeees Vol. 4, 171 
RASIPADDR ..........:ccccceecesseeceeeeeeeeeees Vol. 4, 239 
RasMonitorDg .........c.cccccccceceeererenes Vol. 4, 173 
RASMONITORDLG. ...........cccccsseeeeeee Vol. 4, 240 
RASNOUSER .........cc0esecccceeeeeeeeceseeees Vol. 4, 241 
BASP BDEG vic tendsetdacencienchdenathivcass Vol. 4, 243 
RASPBDIQFUNC ..........c:cccccccceeeeereeeees Vol. 4, 174 
RasPhonebookDIg.........cccccccccceeeeeeees Vol. 4, 176 
RASPPPCCP ..u...ccceecessesccccccedecseeeeoees Vol. 4, 245 
RASPP RIP Gai tiidiendwietes Sian Vol. 4, 247 
RASPPPIPX.........ccceeccsesecneneeees en Vol. 4, 251 
RASPPPLCP 2...ccccccccecsecccsseseceeschevenes Vol. 4, 248 
RASPPPNEF .u.c....cccccccecesereceeeeseeoeeess Vol. 4, 252 
RASPROJECTION .........ccceceeseeesseeees Vol. 4, 263. 
RasReceiveBuffer............... dabianearnait Vol. 4, 201 
RasRename Entry. ........cccccccccseseeeeeeees Vol. 4, 178 
RasRetrieveBuffer .........00. eee Vol. 4, 203 
RasSecurityDialogBegin ...............06 Vol. 4, 284 
RasSecurityDialogComplete............. Vol. 4, 286 
RasSecurityDialogEnd..............ccc08 Vol. 4, 287 
RasSecurityDialogGetlInfo ................ Vol. 4, 288 
RasSecurityDialogReceive ............... Vol. 4, 289 
RasSecurityDialogSend..........:c. Vol. 4, 291 
RasSendBuffer..............ccccc0e oars Vol. 4, 200 
RasSetAutodialAddress...........c0ccce Vol. 4, 179 
RasSetAutodialEnable........c..ee Vol. 4, 181 
RasSetAutodialParam .............008 Vol. 4, 182 
RasSetCredentials ...........::::2scceeeeeeees Vol. 4, 184 
RasSetCustomAuthData...............08 Vol. 4, 186 
RasSetEapUserData ........... ee Vol. 4, 187 
RasSetEntryDialParams ...........0006 Vol. 4, 189 | 
RasSetEntryProperties .............-:: Vol. 4, 191 
RasSetSubEntryProperties............... Vol. 4, 193 
4, 253 


FAS SEIP wicteesiveslorteiputecbilaseiuceeuis eee: Vol. 


Index Networking Services Programming Elements — Alphabetical Listing 


RASSUBENTRY .........::::cceeeeeeeenees Vol. 4, 254 


RasValidateEntryName.................. . Vol. 4, 195 
LOCV oo ccceeceeeeeeees Suauceddisan gest Gandratee ane netes Vol. 1, 196 
recvirom ce, eke AG, Vol. 1, 199 
RegisterProtocol........... evethash unaaueeuce Vol. 5, 290 
REMOTE_NAME_INFO................... Vol. 3, 665 
Route Flags ........5....c6..cccreeecssdieteceanee Vol. 5, 501 
ROUTER_CONNECTION_STATE... Vol. 5, 167 
ROUTER_INTERFACE_TYPE........ Vol. 5, 168 
Routing Table Query Flags. .............. Vol. 5, 504 
ROUTING_PROTOCOL_CONFIG .. Vol. 5, 562 
RPC_ASYNC_EVENT ...................2 Vol. 3, 315 
RPC_ASYNC_STATE..................008 Vol. 3, 298 © 


RPC_AUTH_IDENTITY_HANDLE... Vol. 3, 318 
RPC_AUTH_KEY_RETRIEVAL__ 


FIN vaercccuwe hpartoniaadesis cancer nates as 8. Vol. 3, 576 
RPC_AUTHZ_HANDLE.................... Vol. 3, 319 
RPC_BINDING_HANDLE. ................ Vol. 3, 319 
RPC_BINDING_VECTOR............0. Vol. 3, 301 
RPC_CLIENT_INTERFACE ............ Vol. 3, 302 
RPC_DISPATCH_TABLE ................ Vol. 3, 302 
RPC_EP_INQ_HANDLE................... Vol. 3, 320 
RPC_IF_CALLBACK_FN.................. Vol. 3, 577 
RPC_IF_HANDLE......... casei eR nachats Vol. 3, 321 
REC IR AD ce ee Vol. 3, 303 
RPC_IF_ID_VECTOR..............cc0 Vol. 3, 304 
RPC_MGMT_AUTHORIZATION_ | 

LN eer er ae acne ee crests eres come Vol. 3, 577 
RPC_-MGR.EPV 0.052. cece gc dececcsieues Vol. 3, 321. 
RPC_NOTIFICATION_TYPES ........ Vol. 3, 315 
RPC_NS_HANDLE ................. ioe Vol. 3, 322 
RPC_OBJECT_INQ_FN.............0. Vol. 3, 579 
APG POLICY occ aaa Vol. 3, 304 
RPC_PROTSEQ_ VECTOR ............. Vol. 3, 308 
RPC_SECURITY_QOS..............:00 Vol. 3, 308 
RPC_STATS_VECTOR..............0:006 Vol. 3, 310 
RPG STAT USeci cis. licdicckecaaciiensstead Vol. 3, 323 
RpcAbnormalTermination................. Vol. 3, 362 
RpcAsyncAbortCall ............c:ceeeeerees Vol. 3, 362 
RpcAsyncCancelCall...............::00000 Vol. 3, 363 
RpcAsyncCompleteCall..................5 Vol. 3, 365 
RpcAsyncGetCallHandle...............0. Vol. 3, 585 
RpcAsyncGetCallStatus ..............0. Vol. 3, 366 
RpcAsynclinitializeHandle................. Vol. 3, 367 
RpcAsyncRegisterinfo.................. Vol. 3, 368 
RpcBindingCopy...............0 eee .... Vol. 3, 369 
RpcBindingFree................. edivercsuace Vol. 3, 370 
RpcBindingFromStringBinding......... Vol. 3, 372 
RpcBinding!nqAuthClient ................. Vol. 3, 373 
RpcBindingIngAuthClientEx............. Vol. 3, 375 

-RpcBindingIngAuthInfo......... oe ....VOl. 3, 377 

~ RpcBindingingAuthInfoEx ................ Vol. 3, 380 
— RecBindinglnqObject............. ee Vol. 3, 382 
RpcBindingInqOption .................... Vol. 3, 383 


BpeBindingeset=. ae cSavetacsess VOLS, 984° 


RpcNsBindingUnexport .............0 Vol. 


575 
RpcBindingServerFromClient........... Vol. 3, 385 
RpcBindingSetAuthInfo..............00008 Vol. 3, 387 
RpcBindingSetAuthInfoEx ................ Vol. 3, 389. 
RpcBindingSetObject................. ewes Vol. 3, 391 
RpcBindingSetOption .............:c000 Vol. 3, 392 
RpcBindingT oStringBinding.............. Vol. 3, 394 
RpcBindingVectorFree...........::cccce Vol. 3, 395 
RpcCancelThread.............cc:cccceseeseees Vol. 3, 396 
RpcCancelThreadEx.............:00ccce Vol. 3, 397 
RpcCertGeneratePrincipalName ......Vol. 3, 398 
RpcEndExce pt ..00.. ci ccicscsesesseeegenes Vol. 3, 586 
RpCENFinally iciwivawiniccawiide Vol. 3, 586 
RPCEPReGiISter...........ccccccsesseeeeeeeeeees Vol. 3, 399 
RpcEpRegisterNoReplace................Vol. 3, 401. 
RpcEpResolveBinding ..........cccccccee Vol. 3, 404 
RpcEpUnredister...............::::sccccecceees Vol. 3, 405 
FD CEXCOD Ee icic- ss sccelicevscceedinctevee cents Vol. 3, 587 
RpcExceptionCode ...............::c0eeee Vol. 3, 407 
RDCFINAlY sci2icuscele.entdeteten oetecaeivan dense Vol. 3, 588 
RpclfldVectorFree...............cccccceeeeeeee Vol. 3, 407 | 
FAIDGCHINGI Gs. ccvessnresce tine tea aad Vol. 3, 408 
RpclmpersonateClient ............ccceee Vol. 3, 409 
RpcMacSetYieldInfo ................00008 Vol. 3, 410 
RpcMgmiEnableldleCleanup............ Vol. 3, 411 
RpcMgmtEpEltingBegin.............. Vol. 3, 412 
~ RocMgmtEpEltIngDone .............00 Vol. 3, 415 
— RpecMgmtEpEltingNe t ...............00 Vol. 3, 416 
RpcMgmtEpUnregister ...............006 Vol. 3, 417 
RpcMgmtInqComTimeout............. Vol. 3, 418 
RpcMgmtingDefaultProtectLevel......Vol. 3, 419 
RpcMgmtingiflds.................. sate. Vol. 3, 421 
RpcMgmilngServerPrincName......... Vol. 3, 422 
RpcMgmilngStats ....................00VOl. 3, 423 
- RpecMgmtlsServerListening............... Vol. 3, 425 
RpcMgmtSetAuthorizationFn............ Vol. 3, 426 
~ RpcMgmtSetCancelTimeout............. Vol. 3, 427 
RpcMgmtSetComTimeout ................ Vol. 3, 428 
RpcMgmtSetServerStackSize ...:......Vol. 3, 429 
RpcMgmtStatsVectorFree ................Vol. 3, 430 
RpcMgmtStopServerListening.......... Vol. 3, 431 
RpcMgmtWaitServerListen...............Vol. 3, 432 
RpcNetworkingProtsegs.................-VOl. 3,433 
RpcNetworklsProtseqValid............... Vol. 3, 434 © 
~ RPCNOTIFICATION ROUTINE ......Vol. 3, 579 
RpcNsBindingExport.....0.c..ceeceeee Vol. 3, 435 
RpcNsBindingExportPnP..................Vol. 3, 438 
RpcNsBindinglmportBegin................ Vol. 3, 440 
RpcNsBindingimportDone Liisessseseeee-VOl 3, 442 
RpcNsBindinglmportNet .................Vol. 3, 443 
RpcNsBindingIngEntryName............ Vol. 3, 445 
RpcNsBindingLookupBegin............ ..Vol. 3, 446 
-RpcNsBindingLookupDone....... wee VOl. 3, 449 
-RpcNsBindingLookupNe«t..............+. Vol. 3, 450 © 
RpcNsBindingSelect .............:.cc0 Vol. 3, 452 
| 3, 453 


576 


Volume 5 Routing 


RpcNsBindingUnexportPnP ............. Vol. 
RpcNsEntryExpandName ................ Vol. 
RpcNsEntryObjectingBegin ............. Vol. 
RpcNsEntryObjectiInqDone .............. Vol. 
RpcNsEntryObjectinqNext ............... Vol. 
RpcNsGroupDelete .................:cce Vol. 
RpcNsSGroupMbr Add ...........cccccccceee Vol. 
RpcNsGroupMbringBegin ................ Vol. 
RpcNsGroupMbringDone................. Vol. 
RpcNsGroupMbringNent..............6 Vol. 
RpcNsGroupMbrRemove...............+ Voi. 
RocNsMgmtBindingUnexport........... Vol. 
RpcNsMgmtEntryCreaite ............ wee VOL. 
RocNsMgmitEntryDelete................... Vol. 
RocNsMgmtEntryInalflds ................. Vol. 
RpcNsMgmtHandleSetExpAge ........ Vol. 
RpcNsMgmtingExpAge................008 Vol. 
RpcNsMgmtSetExpAge................0 Vol. 
RpcNsProfileDelete ...............::cee Vol. 
RpcNsProfileEltAdd.............cccceee Vol. 
RpcNsProfileEltInqBegin.................. Vol. 
RpcNsProfileEltInqDone................... Vol. 
RpcNsProfileEltingNext.................... Vol. 
RpcNsProfileEltRemove................... Vol. 
RpcObjectinqType...............ccccccccees Vol. 
RpcObjectSetIngFn..............:0:cccccees Vol. 
RpcObjectSet Type ..........:ccccccceeees Vol. 
RpcProtseqVectorFree................00 Vol. 
RpCRaiseEXCeption ..........cccccccssees Vol. 
RpcRevertToSel ........cccccccesecscecesseees Vol. 
RpcRevertToSelfEX.......ccccceccsseeeeees Vol. 
RpcServeringBinding6.............cccc00 Vol. 
RpcServerlngDefaultPrincName...... Vol. 
RpcServerlingff .............. cuneenanne acne: Vol. 
RpcServerListen..............ccccccceeeenerees Vol. 
RpcserverRegisterAuthinfo ............. Vol. 
RpcServerRegisterlf ..........ccccccccceeeees Vol. 
RpcServerRegisterlf2 ..............c00 «Vol. 
RpcServerRegisterlfEXx..........cccccce Vol. 
_ RpcServerTestCancel .............:cc Vol. 
RpcServerUnregisterlf........ ienasaceaes Vol. 
RpcServerUseAllProtsegg................ Vol. 
RpcServerUseAllProtseqsEx ........... Vol. 
RpcServerUseAllProtsegslf.............. Vol. 
RpcServerUseAllProtseqsifEx ......... Vol. 
RpcServerUseProtsed............cccccccee Vol. 
RpcServerUseProtsegEp ................. Vol. 
RpcServerUseProtseqEpEx............. Vol. 
RpcServerUseProtseqEx ................. Vol. 
RpcServerUseProtsedlf................:... Vol. 
RpcServerUseProtsedIfEx ............... Vol. 
RPCSMANOCAtE.........ccecceeeeseeeeeseeeeees Vol. 
RPCSMCIICNtFree ........cccecceeeeeeeeeees Vol. 
RpcSmDestroyClientContext ........... Vol. 


RpcSmDisableAllocate..............000 Vol. 


RpcSmeEnableAllocate ................0 Vol. 


3, 542 
RDCSMET CC isis oecceresias cad steep echdvariteanss Vol. 3, 543 
RpcSmGetThreadHandle ................. Vol. 3, 544 
RpcSmSetClientAllocFree ................Vol. 3, 545 
RpcSmSetThreadHandle.................. Vol. 3, 546 
‘RpcSmSwapClientAllocFree............. Vol. 3, 547 
RPCSSANOCateC.......... eeccseceeceeereneeeeens Vol. 3, 548 
RpcSsDestroyClientContet ............. Vol. 3, 549 
RpcSsDisableAllocate ..........:ceee Vol. 3, 550 
RpcSsDontSerializeContet ............. Vol. 3, 550 
RpcSsEnableAllocate ..............:.0000 Vol. 3, 551 
RPCSSEICC iidivcsnivcie cis taveveneennsiterntias Vol. 3, 552 
RpcSsGetThreadHandle................... Vol. 3, 553 
RpcSsSetClientAllocFree .............0. Vol. 3, 554 
RpcSsSetThreadHandle......... eine Vol. 3, 555 
RpcSsSwapClientAllocFree.............. Vol. 3, 556 
RpcStringBindingCompose............... Vol. 3, 558 
RpcStringBindingParse...............06 Vol. 3, 559 
RPCSIrinGFree...........eecesesserseeeeeees Vol. 3, 561 
RpcTestCancel .........ccceee icant wetter des Vol. 3, 562 
FADCTIVEXCED Eiaiie Srae ude aestciectiees Vol. 3, 590 
RPCTIyFinallly ...........cccsessecessseseeeeeeees Vol. 3, 590 
RpcWinSetYieldInfo.........ccccecceeceeees Vol. 3, 563 
RpcWinSetYieldTimeout............... a Vol. 3, 566 © 
ASVP -ADSPEG wciccnstiritietavnnets Vol. 1, 802 
RSVP_RESERVE_INFO...............05. Vol. 1, 803 
RSVP_STATUS_INFO .....................VOl 1, 805 
RTM_DEST_INFO............::::::ccceseees Vol. 5, 480 
RTM_ENTITY_EXPORT_ 

METHOD aay, assess teeanek Vol. 5, 477 
RTM_ENTITY_EXPORT_ 

METHODS sxcceareoctserute memset: Vol. 5, 481 
RTM_ENTITY_ID.............c.cccsseeeeeeees Vol. 5, 482 
RTM_ENTITY_INFO.............::cccceeees Vol. 5, 483 
RTM_ENTITY_METHOD_ 

OUTPUT, asicatecteeenathatacueduuewaies Vol. 5, 484 
RTM_ENTITY_METHOD_INPUT.....Vol. 5, 483 
RTM_EVENT_CALLBACK................ Vol. 5, 478 
RTM_EVENT_TYPE............::cccceeeees Vol. 5, 506 
RIMOIP ROU PE ctecdcccomarienc nites Vol. 5, 357 
RTM_IPV4_GET_ADDR_AND_ 

DEIN 2essSihietecrestetdgsecas ceiver sede aotinincies Vol. 5, 492 
RTM_IPV4_GET_ADDR_AND_ 

MAS Grertnciiuniae eieeie aatieir Vol. 5, 493 © 
RTM_IPV4_LEN_FROM_MASK......Vol. 5, 494 
RTM_IPV4_MAKE_NET_ | 

ADDRE Soultech nen omanay: Vol. 5, 495 
RTM_IPV4_MASK_FROM_LEN......Vol. 5, 496 
RTM_IPV4_SET_ADDR_AND_ 

LEN Soceecsiss \cabheapniuduotnusraysuicieen ak Vol. 5, 497 
RTM_IPV4_SET_ADDR_AND_ 

NURS eich Phuc tesddgloccuacets usweetnceve Vol. 5, 498 
RTM_IPX_ROUTE.............c::::cceeseeee Vol. 5, 358 
RTM_NET_ADDRESS ...............005 Vol. 5, 485 
RTM_NEXTHOP_INFO................00. Vol. 5, 486 


Index Networking Services Programming Elements — Alphabetical Listing 


RTM_NEXTHOP_LIST...........0.0...0. Vol. 5, 487 
ATM: PREPOINFO saceuiicieiacts Vol. 5, 488 
RTM_REGN_PROFILE.................... Vol. 5, 488 
RTM_ROUTE_INFO......... ee Vol. 5, 489 
RTM_SIZE_OF_DEST_INFO.......... Vol. 5, 499 
RTM_SIZE_OF_ROUTE_ INFO scthae Vol. 5, 500 
RtmAddNextHop ............::::ssseeeeeeeeees Vol. 5, 405 
RtMACCRoOute .........cccccccceceeeceeceeeeseees Vol. 5, 335 
RtmAddRouteToDest .................00000 Vol. 5, 406 
RtmBlockDeleteRoutes ............. we Vol. 5, 347 
RtmBlockMethods .............cccccceseeeeees Vol. 5, 409 
RtmCloseEnumerationHandle.......... Vol. 5, 346 
RtmCreateDestEnum ............ccccceeeeee Vol. 5, 410 
RtmCreateEnumerationHandle ........ Vol. 5, 343 
RtmCreateNextHopEnum............... Vol. 5, 413 
RtmCreateRouteEnum ...........ccce Vol. 5, 414 
RtmCreateRouteList............cccceeseeeee Vol. 5, 417 
RtmCreateRouteListEnum ............... Vol. 5, 418 
RtmDeleteEnumHanidle...................: Vol. 5, 419 
RtmDeleteNextHop .............cceeeeeeee Vol. 5, 420 
RtmDeleteRoute...... Ee Te on eae oe Vol. 5, 338 
RtmDeleteRoute List ............0 Vol. 5, 421 
RtmDeleteRouteToDest..........c.0. Vol. 5, 422 
RtmDequeueRouteChange 
) CO-s- (0 |: ne Vol. 5, 333, 
RtmDeregisterClient.........0.00..0....VOl 5, 332 
RtmDeregisterEntity ......... Vol. 5, 423 
RtmDeregisterFromChange | 
Notification .......eecceeeceeeceeeeeeeeeeeeees VOL. 5, 424 
RtmEnumerateGetNextRoute .......... Vol. 5, 345 
RtmMFiIndNextHop..........c...ccccceeeeeeeeees Vol. 5, 425 
RtmGetChangedDests .............00: Vol. 5, 426 
RimGetChangeStatus ..........cccce Vol. 5, 428 
RtmGetDestInto...... cc eeeeeeeeeeeeee Vol. 5, 429 
RtmGetEntitylnfo ...........c eee Vol. 5, 480 
RtmGetEntityMethods ..................0 Vol. 5, 431 
RtmGetEnumDests ...........ccccceeeeeeee Vol. 5, 482 
RtmGetEnumNextHops........ defenses Vol. 5, 434 
RtmGetEnumRoutes ............0...000ee Vol. 5, 435 
RtmGetExactMatchDestination........ Vol. 5, 4386 
RtmGetExactMatchRoute.............0.. Vol. 5, 4388 
RtmGetFirstRoute .............. ba cidelen hers Vol. 5, 348 | 
RtmGetLessSpecificDestination....... Vol. 5, 440 
RtmGetListEnumRoutes............00.. Vol. 5, 441 
RtmGetMostSpecificDestination ac VO. 5, 443 
RtmGetNetworkCount ..........00..ceeeeees Vol. 5, 341 
RimGetNextHopInfo..............c0ccee Vol. 5, 444 
RtmGetNextHopPointer...................- Vol. 5, 445 
RtmGetNextRoute ..............8. eeaaaien: Vol. 5, 350 
RtmGetOpaquelnformation 
POINTED vis cec ceived veceesieuseceacianees aceotnees Vol. 5, 446 
RtmGetRegisteredEntities................ Vol. 5, 447 
RtmGetRouteAge .........cccceeeeee VOL 5, 342 
—RtmGetRoutelnfo ....... eee VOL 5, 449 
RitmGetRoutePointer .............cceeeeeeees Vol. 5, 450 


577 


RtmHoldDestination..............cccceeeee Vol. 5, 451 
RtmlgnoreChangedDests ................ Vol. 5, 452 
RtmInsertiInRouteList.................0..00 Vol. 5, 453 
RtminvokeMethod.............c.ccccsseseeseee Vol. 5, 454 
RtmisBestRoute................:cccccssceeeeeees Vol. 5, 455 
RtmlsMarkedForChange 
NOTHICATION ev snadeivessmastuinsnonstadsorees Vol. 5, 456 
RtMISROUG ............::::ccsesseeesseeeeeeeneees Vol. 5, 340 
RtmLockDestination.............ccccceeees Vol. 5, 457 
RtmLockNextHop........2..::ceeceeee VOL 5, 459 
RtMLockRoute ............:.cssceeeeeeeeees ....- Vol. 5, 460 
RtmMarkDestForChange 
Notification ...........cccccceseeessseeeeeeenees Vol. 5, 461 
RtmReferenceHanidles ...................5 Vol. 5, 463 
RimRegisterClient...........:0c:ccccccceeees Vol. 5, 331 
RtmRegisterEntity ................cceeceeeees Vol. 5, 464 
RtmRegisterForChange 
Notification ..........ccccccseees OS hte. Vol. 5, 466 
RtmReleaseChangedDests .............. Vol. 5, 467 
RtmReleaseDestInfo...............:cccceee Vol. 5, 469 
RtmReleaseDests..............cccceceseeeee Vol. 5, 469 
RtmReleaseEntities .......... eee Vol. 5, 471 
RtmReleaseEntityInfo ...............cc008 Vol. 5, 471 
RtmReleaseNextHoplnfo............ Vol. 5, 472 
RtmReleaseNextHops ............e0e Vol. 5, 473 
RtmReleaseRoutel nfo ..............eeeee Vol. 5, 474 
RitmReleaseRoutes.........ccceeeecee Vol. 5, 475 
RtmUpdateAndUnlockRoute............. Vol. 5, 476 
S 
SEC_WINNT_AUTH_IDENTITY ......Vol. 3, 312 
SECURITY_MESSAGE..............::0008 Vol. 4, 311 
SEIOCL easi senso naunat rneecaatvananeuaaueanmaeionns Vol. 1, 202 
SO ic cacedvahbanentns ceveacshuna arsetencndadaciin Vol. 1, 206 
SONGAR IE Giliccitantisas sundaes Vol. 2, 270 
SOM CLO tacicticbeewenssiacdehaGaeucn vas Sy neue danas Vol. 1, 209 
SENS_QOCINFO ...0.... cc ecccccsestesseees Vol. 2, 227 
SOV OME cseiso ee dresden atin nani Vol. 1, 388 
SERVICE_ADDRESG........ Sa tiacuee deus Vol. 1, 389 
SERVICE_ADDRESSEG......... nied. Vol. 1, 390 
SERVICE_INFO............00008 aaa Vol. 1, 390 
SERVICE_TYPE_INFO_ABG............ Vol. 1, 393 
~SERVICE_TYPE_VALUE_ABS. ....... Vol. 1, 394 
SESSION_BUFFER ..............0000cceee Vol. 2, 160 
~ SESSION_HEADER.............ceeeeeee: Vol. 2, 162 
SetGloballinfo ....... Sg He ae eee Vol. 5, 291 
SetlfEntry ci. 2c ceeds Vol. 2, 271 
SetinterfaceInfo...........:ccceeeee Gas Vol. 5, 292 
SetinterfaceReceiveType ............6 Vol. 5, 314 
SetIpForwardEnty .........cceceeees Vol. 2, 272 
SetlpNetEntry.......... erielbeateretean as Vol. 2, 273 
SOtlDStalistiCS occ ccccclstieiaevinverceccsessecs Vol. 2, 274 
DED ee a asa sae cee . Vol. 2, 275 
SetPower ...........0: ee Boduce ot eae Vol. 5, 293 


578 


Volume 5 Routing 


SNMPOIATOSUr.........csecccccsccseeeteseeees Vol. 


DELS OIVICE isa.cenraniacieraacetabansacssereetnes Vol. 1,212 
SEISOCK ODE as sacineiieed saceieneerentecnnaeds Vol. 1,215 
SOLVCD ENMU eri sccscsncedssuviandenttecetawantene: Vol. 2, 276 
SHUTKOWN ..........cccccsseeeseeees scusitennsases: Vol. 1, 223 
SMICNTRE4 .......... ce ccsescceceeceseteseeeeees Vol. 2, 458 
SMIOG TET Svcs eoawewe Sioned eee Vol. 2, 459 
SIMNO| Dicicccsptesicerecrscevnecsan epeccianeemeenes Vol. 2, 460 
SMIVALUE ........::ccccccsssseeeeeeees err Vol. 2, 461 
SMIVENDORINEFO...........:::ccceeeeeesnees Vol. 2, 464 
SNMPAPI_CALLBACK ............0220005 Vol. 2, 375 
SnmpCancelMsg ...........ccccccsesssseeeees Vol. 2, 376 
SnmpCleanul........ccccceeeceese eee Vol. 2, 378 
SNMPClOSEC ........cccecesceessesssseeesessenees Vol. 2, 379 
SnmpContextToStr...........::cccceeeeee Vol. 2, 380 
SnmpCountVb ............:cccceseesssseseeeees Vol. 2, 382 
SnmpCreatePau.............ccccesssseeseeees Vol. 2, 383 
SnmpCreateSession ..........cccseecee Vol. 2, 385 
SnmpCreateVbl ..........ccccecsessesseeees Vol. 2, 388 
SnmpDecodeMsSg...............ccc0sssesseee Vol. 2, 390 
SnmpDeleteVb .........ccceeeeeeees wae VOL 2, 392 
SnmpDuplicatePdu.....................000 Vol. 2, 394 
SnmpDuplicatevVol..............:c00cc Vol. 2, 395 
SNMpEncodeMsg .........-::sceeeeeeeeeees Vol. 2, 396 
SNMpEntityTOStr oo... eee ww VOL 2, 398 
SnmpExtensionClose ............c:ce Vol. 2, 290 
SnmpExtension Init... Vol. 2, 291 
SnmpExtension InitEx ............06 vw. VOL 2, 293 
SnmpExtensionMonitor.............0 Vol. 2, 294 
SnmpExtensionQuery ............. ite: Vol. 2, 295 
SnmpExtensionQueryEX ...........: Vol. 2, 298 - 
— - SNMpExtensionTrap............cceccccceeee Vol. 2, 302 
— SnmpFreeContext ........ essences Vol. 2, 399 
SnmpFreeDescriptor .............:cce .Vol. 2, 401 
SNMPFIeeEtity.........eeeeeeseeeeeees Vol. 2, 402 
SnNMpFreeP ad ............::::ccseceeeesseens Vol. 2, 403 
SnmpFreevl ............::cccsesesseseeereees MOL 2, 404 
SnmpGetLastError ..............cc:000ceee Vol. 2, 406 
SnmpGetPduData ........... cece - Vol. 2, 407 
SnmpGetRetransmitMode................ Vol. 2, 411 
SnmpGetRetry............ eee oT Vol. 2, 412 
SnmpGetTimeott ..................:0 eee Vol. 2, 414 
SnmpGetTranslateMode ..............0. Vol. 2, 416 
SNMpPGetVD ......ece cece see cesses eee Vol. 2, 417 
SnmpGetVendorInfo..........c:ccce eee Vol. 2, 420 
SnmpListen ............... Seieduahes ses .. Vol. 2, 421 
SNMPMO!ClOS..........:ccccccceceseeeeeeeeee, Vol. 2, 304 
SnmpMorGetTrap.........::ccccecsseceeee Vol. 2, 305 
SnmpMgrOidTOSte ...............cceeeeeeees Vol. 2, 307 
SnmpMgrOpen ............00 ere Vol. 2, 308 
SnmpMgrRequest ...........ccsceeeceeeees Vol. 2, 309 
SNMPMoOrStrTOOId ....... eee eee .. Vol. 2, 311 
SnmpMorTrapListen............cceeees Vol. 2, 312 
SnmpOidCompare...........cccccceeeecees Vol. 2, 423 
SnmpOidCopy .............::ssseeeeeeseeees MOL 2, 425 


2, 427 


SHMPODE Miiinrdislurcdscoetadteunsnatiwaseuces Vol. 2, 428 
SNMPRECVMSG.........-eeceeseeseeeeneeeens Vol. 2, 430 
SnmpRegister...............0 ree Vol. 2, 433 
SNMpSendMsSg ...........::::ssseessseesesreees Vol. 2, 486 
SnmpSetPduData ..............::ceeeeeee Vol. 2, 438 
. SNMpPSetPolt...............0:ccccceeesesssseeees Vol. 2, 440 
SnmpSetRetransmitMode................. Vol. 2, 442 
SnmpSetRetry............:::cccsssssesssssenees Vol. 2, 444 
SnmpSetTimeout ............:.:02:00seeee Vol. 2, 445 
SnmpSetTranslateMode..............006 Vol. 2, 446 
SNMPSetVD.............:::csseesssesseeteeeeeees Vol. 2, 448 
SNMP SLAMUD sidessseiicavcivniiresensevevevsasenp Vol. 2, 450 
SnmpStrToContext ..........cccssessssneees Vol. 2, 453 
SnmpStrToEntity.................:cceceeeeeees Vol. 2, 455 
SNMP] OOM i veivetussentecmennvieemnteeervs Vol. 2, 456 
SnmpSvcGetUptime ........... eee Vol. 2, 314 
SnmpSvcSetLogLevel ............:00 Vol. 2, 315 
SnmpSvcSetLogType .........ccseeseees Vol. 2, 316 
SnmpuUtilAsnAnyCpy ............0008 wa VOL 2, 317 
SnmputilAsnAnyFree .............0cee Vol. 2, 317 
SnmpUtilIDbgPrint ............ eee Vol. 2, 318 
SNMPUTIIGSTOA ........cceeceeeceeeesssesseeees Vol. 2, 319 
SNMPUTIIMEMANIOC ........cccceceeeeeeeeees Vol. 2, 321 
SnmpuUtilIMemF ree ............. cee Vol. 2, 321 
SnmpUtiIMeMReAINIOC............:ceeceeeeee Vol. 2, 322 
SnmpuUtilOctetSCM ...........ccceeeeees Vol. 2, 323 
SnmpUtilOctetsCpy ........... cesses Vol. 2, 324 
SnmpUtilOctetsFree ........... eee Vol. 2, 325 
SnmpUtilOctetsNCMP..........::ccccecees Vol. 2, 325 
SnmputilOidAppend ..............c00ceee Vol. 2, 326 
SnmputilOidCmp ............... bvikeetuseee Vol. 2, 327 
SnmMpUtilOidCpy ....... eee eee tees Vol. 2, 328 
SNMPUTIOIDF ree ........ccceeeeceeseeeeeees Vol. 2, 329 
SnmputilOidNCmp ..............::00ceeeeeees Vol. 2, 330 
SNMPUTIIOIATOA ..... eee eeeeeeereeees Vol. 2, 331 
SnmputilPrintAsnAny ..........:cceee Vol. 2, 331 
SnmputilPrintOid ............... cece Vol. 2, 332 
SnmputilVarBindCpy ..............:... Vol. 2, 333 
SnmputilVarBindFree ..............eeee Vol. 2, 335 
SnmpuUtilVarBindListCpy ................. Vol. 2, 334 
SnmputilVarBindListFree ................. Vol. 2, 335 
-SnmpVarBind............ ocuused se tema <i Vol. 2, 340 
SnmMpVarBindList...........ccccccccceeeeeeees Vol. 2, 341 
SOCKAGGI witectest Shercctetiay eelerashcgaeuctadias Vol. 1, 396 
SOCKADDR_IRDA............:ccsccssseeees Vol. 1, 397 
SOCKET aecieciecthe da niece DeGave dsiiavenaks Vol. 1, 225 
SOCKET_ADDRESG............::cceeee Vol. 1, 397 
SOURCE_GROUP_ENTRY.............. Vol. 5, 563 
StartComplete ................:::ccecceeeeeeeeees Vol. 5, 293 
StartProtocol ..........ccccecieeleseeceseveceedens Vol. 5, 294 
SIOPPLOlOCOl vii. seiediechecsazacpsoctee ces tie Vol. 5, 295 | 
String Binding.............c0 Se Sickie Vol. 3, 324 
String UID ssctee eiia ioatickins Vol. 3, 329 
SUPPORT_FUNCTIONS ................. Vol. 5, 305 
SYNCMGRELAG ........ccccscssseeseeeeeeees Vol. 2, 196 


Index Networking Services Programming Elements — Alphabetical Listing 


SYNCMGRHANDLERFLAGG.......... Vol. 


UNIVERSAL_NAME_INFO.............. Vol. 


2, 197 
SYNCMGRHANDLERINFO ........ wa VO. 2, 201 
SYNCMGRINVOKEFLAGS ............. Vol. 2, 200 
SYNCMGRITEM .........0:ccccseseeseeees Vol. 2, 203 
SYNCMGRITEMFLAGG.................. Vol. 2, 199 
SYNCMGRLOGERRORINFO.......... Vol. 2, 202 
SYNCMGRLOGLEVEL ..............00 Vol. 2, 199 
SYNCMGRPROGRESSITEM........... Vol. 2, 201 
SYNCMGRSTATUS. .......cecceceseeteesees Vol. 2, 198 
T 
TG-GEN FILTER Sesscssiciene can Vol. 1, 845 
TC GEN (BLOW Stietstedccnctisenction Vol. 1, 846 
TC_IFC_DESCRIPTOR ...........0000 Vol. 1, 847 
TCAGGFAILCD iiiiicsvcccsiicacvivereunnaacnatevende Vol. 1, 807 
TCACGFIOW cic ccisisiecicecsestsaeassesssoneicas Vol. 1, 809 
TcCloselntertace .......0....:sesceseeeescees Vol. 1,811 | 
~TcDeleteFilter ............c.. Giepsbnaasicened Vol. 1, 812 
TcDeleteFlow.............0. lee eepaaliaaie Vol. 1, 813 
TcDeregisterClient............0 serereeees VOL 1, 814 
TcEnumerateFIOws .............essec0000s VOL. 1, 815 
‘TcEnumeratelnterfaces ...............2008: Vol. 1, 817 
ToGetFlowName ........cecccseeeeertees Vol. 1, 819 | 
~ TCI.CLIENT_FUNC_ LIST... Sasbadicaeis Vol. 1, 847_ 
ae TcModifyFlow ........-..s. ih re vee VOl. 1, 820 - 
- TceOpeninterface.............06. tees VOL 1, 822 | 
TCQUETYFIOW ....0.. teeter MOL 1, 823 
~TeQuerylnterface......... eee. vere. VOI. 1, 824 
TcRegisterClient...........ccccceceen Vol. 1, 826 
TCSetFIOW......:.c:ccteeeeeee foe ee. Vol. 1, 827 | 
TcSetlnterface .............ccccccccceeee VOL. 1, 828 
The ProviderSpecific Buffer ............. Vol. 1, 799 
TIMOVAl ee ie Ae eau Vol. 1, 398 
TraceDeregiStel...........cceceseseseeeeees Vol. 4, 438 
ERACC DUM tied corssseitetacachete tues etinde Vol. 4, 438 
TraceDUMPEX.........cecceeee westeeeereeeee MOL 4, 440 
TracePrint :...3:..eccsstecagisesecoss: sates. Vol. 4, 441 
TrACOPPINTEX. ccc siesiccecenieeeeteevente: «Vol. 4, 442 
ThaCeP UNS scien Race Vol. 4, 444 
TracePutsSEX......c...ccsccsaees veterereesseees MOL, 4, 445 
TraceRegister...........ccceceeceeee . VOl. 4, 446 
TraceReGisterEX.........cccecceeseseeees Vol. 4, 447 
 FraCeV Print... cece eesdesthvendesevtes Vol. 4, 449 
TraceVprintfEX......c cece see MOL 4, 450 
TRANSMIT_FILE_BUFFERS sesteeeee VOL 1, 399 
‘TransmitFile.............. shaken vssseeees VOL 1, 228 
- Transport Identifiers ..............e VOL 5, 235 - 
U 
Unbindl interface ............ccceeeeeeeceeenees Vol. 5, 296 | 
3, 667— 


WPUModifylFSHandle...............::..0+ Vol. 


579 
UPDATE_COMPLETE.. 

MESSAGE .........ccecceseseececceneeseseeaees Vol. 5, 303 
(36) | Beetham ance nemnoereenre ere leet eer eran Vol. 3, 313 
UUID_VECTOR .............ccceeeeecee coves Vol. 3, 314 
UUiIdCOMpare..........ccccccscsseeseeeeeeeneeees Vol. 3, 567 
UIA Create .......cccnccenelsvvecsenteoesnecsecnens Vol. 3, 568 
UuidCreateNil............ccciecseeceseceeeeeeeens Vol. 3, 570 
UuidCreateSequential............cccccee Vol. 3, 569 
WIA EGU al mastsveasaiaeee tae srageueniit ose Vol. 3, 570 
UUIdFromMString..........:..cccceseseeeeeseceess Vol. 3, 571 
WUIGHASH vvccoiencccclelevcctessuctedadbews ...-VOl. 3, 572 
UuidlsNil.................. Et er nee Ree Ha Vol. 3, 573 
WUIDTOSUIIING i... c.c cei cseveesesaveccteeseesetees Vol. 3, 574 
V 
ValidateRoute .......... inte sake gutted Oly O10 
VICW FIAQS crating Vol. 5, 501 
W 
WM_RASDIALEVENT ........0::ec000eee-- Vol. 4, 257 
WNetAddConnection .......... ore Vol. 3, 611 
WNetAddConnectione ..........cece Vol. 3, 613 

— WNetAddConnections ..............cee Vol. 3, 616 
WNetCancelConnection ..........0.0 Vol. 3, 620 
WNetCancelConnection2 .................Vol. 3,622 
WNetCloseENum .......cccesceseesee: ween VOL 3,624  — 
WNetConnectionDialog eee ene e Vol. 3,625 
WNetConnectionDialog1 ...............+- Vol. 3, 626. 
WNetDisconnectDialog................ ....Vol. 3, 628 
WNetDisconnectDialog]........ sere VOL. 3, 629 
WNetEnumResource...... ee ee Vol. 3, 630 

~ WNetGetConnection............... Lessee WVOl. 3, 632 
WNetGetLastError ......0:...ccccecccceeeeeeee Vol. 3, 634 
WNetGetNetworkinformation............ Vol. 3, 635 
~ WNetGetProviderName ..............60 Vol. 3, 636 
WNetGetResourcelnformation.......... Vol. 3, 638 
WNetGetResourceParent...............0 Vol. 3, 640 - 
WNetGetUniversalName ................. Vol. 3, 642 
WNetGetUSel............ccccccesceeeeseseeeeeees Vol. 3, 645 
~WNetOpenEnum........cccccceeeseceeees Vol. 3, 647 
‘WNetUseConnection ...........: eee Vol. 3,650 — 
WPUCIoseE Vent ....... ceteris Vol. 1,515 
WPUCloseSocketHandle................: Vol. 1,515 
~WPUCloseThread ........::ccccccecessereeeees Vol. 1,516 
WPUCompleteOverlapped | 

FROQUOSE. 3. pincer Wess eats Vol. 1,517 
WPUCreateEVent ......cccccccccesseeceeeees Vol. 1, 520 
WPUCreateSocketHandle ..........0..-. Vol. 1, 521 
WPUFDIsSet.............:00 Pies ecaiadts Vol. 1, 523 

~ WPUGetProviderPatn.............c:0 Vol. 1, 524 
WPUGetQOSTemplate............... Vol. 1, 783 


1, 525 


580 


Volume 5 Routing 


WPUOpenCurrentThread.............0 Vol 


1,527 


WPUPOoStMeSsagee ............:cccccereesenes Vol. 1, 528 
WPUQueryBlockingCallback............ Vol. 1, 529 
WPUQuerySocketHandleContext .... Vol. 1, 530 
WPUQUCUCADGC ........cccceeeeeececeteneeenees Vol. 1, 531 
WPURESETEVE NN ...........0ccccecceeeeeeeeees Vol. 1, 533 
WPUSETEVE NT .......ceeeeceecececeeeeeeeeeeeees Vol. 1, 534 
WSAACCE DD vise oaiinetatatunrawedics Vol. 1, 231 
WSAAddressToString ...........:00 ... Vol. 1, 235 
WSAAsyncGetHostByAddr .............. Vol. 1, 236 
WSAAsyncGetHositByName ............ Vol. 1, 239 | 
WSAAsyncGetProtoByName........... Vol. 1, 242 
WSAAsyncGetProtoByNumber........ Vol. 1, 245 
WSAAsyncGetServByName ............ Vol. 1, 248 
WSAAsyncGetServByPort ............... Vol. 1, 251 
WSAASYNCSEIECT ..... ee eeeeeeeeteeeeeeeeees Vol. 1, 254 
WSABU FF wcualecete ae aes Vol. 1, 399 
WSACancelAsyncRequest............... Vol. 1, 263 
WSACancelBlockingCall .................. Vol. 1, 265 
WSACI@@NUD ...........cccceccceeeeeeenenseeeees Vol. 1, 265 
WSACIOSCEVen1............ccccceeeeeeeeeeenes Vol. 1, 267 
WSACONINECL........:.:cssecsssenceeeeeenereees Vol. 1, 268 
WSACreateEvent ..............:eeeseeeeeeeees Vol. 1, 272 
WSADATA ciosncesteuinsacciapenastoreniniavaans Vol. 1, 400 
WSADuplicateSocket ................:c008 Vol. 1, 273 
WSAECOMPARATOR........... ere Vol. 1, 413 
WSAEnumNameSpaceProviders..... Vol. 1, 276 
WSAEnumNetworkE vents ............... Vol. 1, 277 
WSAEnumProtocols...........0c:ccccceeees Vol. 1, 279 
WSAEverntSelect...........ccccceeeeeneeseeees Vol. 1, 281 
WSAGe1LASTtEITOl.........cccceeececeeeeeeeees Vol. 1, 287 
WSAGetOverlappedResult .............. Vol. 1, 288 
WSAGetQOSByName............:cseeees Vol. 1, 290 
WSAGetQOSByName............::ccee Vol. 1, 784 
WSAGetServiceClassInfo ................ Vol. 1, 292 
WSAGetServiceClassNameBy 
Class Cicadas eechavmuntas Vol. 1, 293 
WSARMON lau satennwssdudirnnactess oteecoras Vol. 1, 294 
WSAHTIONS ........c:cccsccsssceeseeeeeeeeeesesens Vol. 1, 295 
WSAInstallServiceClass............0006 Vol. 1, 296 
WSAIOCH eens Snsrarriai dataset wettest Vol. 1, 297 
WSAISBIOCKING ..........:cccccceecceeeeeeeeeees Vol. 1, 308 
WSAJOINLEAF... ee eeeecceetececeeeeereeeeeens Vol. 1, 309 
WSALookupServiceBegin ................ Vol. 1, 313 
WSALookupServiceEnd................... Vol 1, 317 
WSALookupServiceNet...............05 Vol. 1, 318 
WSANAMESPACE_INFO................ Vol. 1, 401 | 
WSANETWORKEVENTS ............04- Vol. 1, 402 
SYA 0) 0 re Vol. 1, 322 
. WSANTONS 2... ccc cccicceseseesneseseseesenenes Vol. 1, 323 
WSAOVERLAPPED............:eeeee Vol. 1, 403 
WSAPROTOCOL_INFO.................. Vol. 1, 404 
WSAPROTOCOLCHAIN............... ... Vol. 1, 408 
WSAProviderConfigChange............. Vol. 1, 324 
WSAQUERYSET .........ccccsessseteeeeeeees Vol. 1, 409 


WSARGCOV........:cceceseceeeteseceeeeeeeceneeenees Vol. 1, 326 
WSARecvDISCONNEC...........00cceeeeeeees Vol. 1, 332 
WSARECVEX .....ccccseececcesseceeeauseeeneseees Vol. 1, 334 
WSARECVETSOM .........0eccseeeeseeneseeeeeenes Vol. 1, 337 
WSARemoveServiceClass .............. Vol. 1, 343 
WSAReSetEvent ...........:cccceeeecceeeeeeees Vol. 1, 344 
WSASCAC okies acaohomek: Vol. 1, 345 
WSASendDisconnect ...... ade Vol. 1, 350 
WSASendTO..........0. iia macetet ce eleataaet Vol. 1, 352 
WSASERVICECLASSINFO ............. Vol. 1, 411 
WSASetBlockingHook ............:::00008 Vol. 1, 357 
WSASEeTEVE MN ..... cee cececeeeeseseenseeeevens Vol. 1, 358 
WSASetLastError 0... cceeeeeceeeeeeeee eee Vol. 1, 359 
WSASetSC°VICE 00... eeeecceeeeceeeeeeeeenenes Vol. 1, 360 
WSASOCKE1.........cceseseceeeeeenereseneceeeees Vol. 1, 363 
WSASTAMMUD ............ccccceeeeeseeseneneeneeees Vol. 1, 367 
WSAStringTOAddress.............ee Vol. 1, 371 
WSATHREADID ..........cccccscseteeeeeeeees Vol. 1, 412 
WSAUnhookBlockingHook ............... Vol. 1, 372 
WSAWaitForMultipleEvents.............. Vol. 1, 373 
WSCDeinstallProvider ................000 Vol. 1, 535 
WSCEnableNSProvider.................05 Vol. 1, 586 
WSCEnumProtocols ...........cccccceeeeeees Vol. 1, 537 
WSCGetProviderPath ...........ccceee Vol. 1, 539 
WSClnstallNameSpace ................0 Vol. 1, 540 
WSClnstallProvider..........ccccccccceeseees Vol. 1, 541 
WSClInstallQOSTempilate ................. Vol. 1, 786 
WSCRemoveQOSTemplate ............. Vol. 1, 788 
WSCUninstallINameSpace................ Vol. 1, 543 
WSCWriteProviderOrder .................. Vol. 1, 543 
WSPACCODUrcaiecictrewversticeauceavaccereciies Vol. 1, 545 
WSPAddressTOString........:ccceceeees Vol. 1, 549 
WSPAsyncSelect.............::::ceeseeee Vol. 1, 550 
WV SP BING aicotts tieccecnstsartenawetnaa eae: Vol. 1, 558 
WSPCancelBlockingCall................0 Vol. 1, 560 
WSPCleanul ..........::0ececeseeeeeeessseeneees Vol. 1, 562 
WSPCloseSocket ..........:eeceeseeeeeees Vol. 1, 564 
WSPCOonmnect ......... eee eeeeseereereeetees Vol. 1, 566 
WSPDuplicateSocket........................-Vol. 1, 570 
WSPEnumNetworkE vents ................ Vol. 1, 573 
WSPEventSelect ............ ee adeentete Vol. 1, 576 
WSPGetOverlappedResult............... Vol. 1, 581 
WSPGetPeerName..........cccccceceeeeeeees Vol. 1, 584 
WSPGetQOSBYNaMme .........cccceeeeeeees Vol. 1, 585 
WSPGetQOSByNaime ..........::eeee Vol. 1, 789 
WSPGetSockName ............:ccccseeeeeees Vol. 1, 586 
WSPGetSockOpt ...........:::cscecceeeeeeees Vol. 1, 588 
WSPlOCU content caehicuienmisawiets Vol. 1, 593 
WSPJOINLCAT cckicciiinciiadectaaverectdbeccie Vol. 1, 604 
WSPLSIEN 2432 eccaacandanwecs Vol. 1, 608 
WSPRECV.......ccccccsccceecccscsuseccecesseceeens Vol. 1, 610 
WSPRecvDisconnect...........0.cceeeseees Vol. 1, 617 
WSPRECVESOM .........00cccceecseeerseeeeeenes Vol. 1, 618 
WSPSClCC hasicvorcicc eis ocatreieccnetes Vol. 1, 624 

1,628 


WSPSend. 3:23.46 eee Vol. 


Index Networking Services Programming Elements — Alphabetical Listing — 581 


WSPSendDisconnect.................c0066 Vol. 


WSOP SENG x fatcos tic rieetei als Vol. 
WSPSetSockOpt .............:cccceeessreeees Vol. 
WSPShutdown .................cscccceeeeeeeees Vol. 
WSP SOCKEE <5 ie sates: Vol. 


— WSP Startup... cccceesceeeeeeseeeeees Vol. 


1, 633 
1, 634 
1, 640 
1, 644 
1,645 
1, 649 


WSPStringToAdadress.............. ebteade 


Y 


YieldFunctionName 


Vol. 1, 654 


Vol. 3, 580 


Part No. 097-0002787 


Routing 


This essential reference book is part of the five-volume 
NETWORKING SERVICES DEVELOPER’S REFERENCE LIBRARY. 
In its printed form, this material is portable, easy to use, 
and easy to browse—a highly condensed, completely 
indexed, intelligently organized complement to the 
information available on line and through the Microsoft 
Developer Network (MSDN™). Each book includes an 
overview of the five-volume library, an appendix of 
programming elements, an index of referenced Microsoft® 
technologies, and tips on how and where to find other 
Microsoft developer reference resources you may need. 


Routing 


This volume provides reference materials about the 
Routing and Remote Access Service (RRAS), which is 
available as an add-on for Microsoft Windows NT® Server 
4.0 and included in Microsoft Windows® 2000 Server. 
The RRAS API lets you create applications to administer 
routing and remote access services, to implement your 
own routing protocols, or even to turn a computer into a 
fully functioning network router. RRAS can run many of 
the most popular routing protocols and provides the 
capability to deploy economical, high-performance 
midrange routers on computers that run Windows NT 4.0 
or Windows 2000 Server. 


